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Federal Motor Carrier Safety Administration, DOT § 393.93 

1 Individual copies of Federal Motor Vehi-
cle Safety Standards may be obtained from 
the National Highway Traffic Safety Admin-
istration. 1200 New Jersey Ave., SE., Wash-
ington, DC 20590–0001. 

and the viewer or screen shall be so lo-
cated as not to be visible to the driver, 
while he/she is driving the motor vehi-
cle. The operating controls for the tele-
vision receiver shall be so located that 
the driver cannot operate them with-
out leaving the driver’s seat. 

§ 393.89 Buses, driveshaft protection. 
Any driveshaft extending lengthways 

under the floor of the passenger com-
partment of a bus shall be protected by 
means of at least one guard or bracket 
at that end of the shaft which is pro-
vided with a sliding connection (spline 
or other such device) to prevent the 
whipping of the shaft in the event of 
failure thereof or of any of its compo-
nent parts. A shaft contained within a 
torque tube shall not require any such 
device. 

[33 FR 19735, Dec. 25, 1968, as amended at 53 
FR 49402, Dec. 7, 1988] 

§ 393.90 Buses, standee line or bar. 
Except as provided below, every bus, 

which is designed and constructed so as 
to allow standees, shall be plainly 
marked with a line of contrasting color 
at least 2 inches wide or equipped with 
some other means so as to indicate to 
any person that he/she is prohibited 
from occupying a space forward of a 
perpendicular plane drawn through the 
rear of the driver’s seat and perpen-
dicular to the longitudinal axis of the 
bus. Every bus shall have clearly post-
ed at or near the front, a sign with let-
ters at least one-half inch high stating 
that it is a violation of the Federal 
Motor Carrier Safety Administration’s 
regulations for a bus to be operated 
with persons occupying the prohibited 
area. The requirements of this section 
shall not apply to any bus being trans-
ported in driveaway-towaway oper-
ation or to any level of the bus other 
that the level in which the driver is lo-
cated nor shall they be construed to 
prohibit any seated person from occu-
pying permanent seats located in the 
prohibited area provided such seats are 
so located that persons sitting therein 
will not interfere with the driver’s safe 
operation of the bus. 

§ 393.91 Buses, aisle seats prohibited. 
No bus shall be equipped with aisle 

seats unless such seats are so designed 

and installed as to automatically fold 
and leave a clear aisle when they are 
unoccupied. No bus shall be operated if 
any seat therein is not securely fas-
tened to the vehicle. 

[53 FR 49402, Dec. 7, 1988] 

§ 393.92 [Reserved] 

§ 393.93 Seats, seat belt assemblies, 
and seat belt assembly anchorages. 

(a) Buses—(1) Buses manufactured on 
or after January 1, 1965, and before July 
1, 1971. After June 30, 1972, every bus 
manufactured on or after January 1, 
1965, and before July 1, 1971, must be 
equipped with a Type 1 or Type 2 seat 
belt assembly that conforms to Federal 
Motor Vehicle Safety Standard No. 
209 1 (§ 571.209) installed at the driver’s 
seat and seat belt assembly anchorages 
that conform to the location and geo-
metric requirements of Federal Motor 
Vehicle Safety Standard No. 210 1 
(§ 571.210) for that seat belt assembly. 

(2) Buses manufactured on or after July 
1, 1971. Every bus manufactured on or 
after July 1, 1971, must conform to the 
requirements of Federal Motor Vehicle 
Safety Standard No. 208 1 (§ 571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle 
Safety Standard No. 210 1 (§ 571.210) (re-
lating to installation of seat belt as-
sembly anchorages). 

(3) Buses manufactured on or after Jan-
uary 1, 1972. Every bus manufactured 
on or after January 1, 1972, must con-
form to the requirements of Federal 
Motor Vehicle Safety Standard No. 
207 1 (§ 571.207) (relating to seating sys-
tems). 

(b) Trucks and truck tractors—(1) 
Trucks and truck tractors manufactured 
on and after January 1, 1965, and before 
July 1, 1971. Except as provided in para-
graph (d) of this section, after June 30, 
1972, every truck and truck tractor 
manufactured on or after January 1, 
1965, and before July 1, 1971, must be 
equipped with a Type 1 or Type 2 seat 
belt assembly that conforms to Federal 
Motor Vehicle Safety Standard No. 209 
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1 See footnote to § 393.93(a). 

(§ 571.209) installed at the driver’s seat 
and at the right front outboard seat, if 
the vehicle has one, and seat belt as-
sembly anchorages that conform to the 
location and geometric requirements of 
Federal Motor Vehicle Safety Standard 
No. 210 (§ 571.210) for each seat belt as-
sembly that is required by this sub-
paragraph. 

(2) Trucks and truck tractors manufac-
tured on or after July 1, 1971. Every 
truck and truck tractor manufactured 
on or after July 1, 1971, except a truck 
or truck tractor being transported in 
driveaway-towaway operation and hav-
ing an incomplete vehicle seating and 
cab configuration, must conform to the 
requirements of Federal Motor Vehicle 
Safety Standard No. 208 1 (§ 571.208) (re-
lating to installation of seat belt as-
semblies) and Federal Motor Vehicle 
Safety Standard No. 210 1 (§ 571.210) (re-
lating to installation of seat belt as-
sembly anchorages). 

(3) Trucks and truck tractors manufac-
tured on or after January 1, 1972. Every 
truck and truck tractor manufactured 
on or after January 1, 1972, except a 
truck or truck tractor being trans-
ported in driveaway-towaway oper-
ation and having an incomplete vehicle 
seating and cab configuration, must 
conform to the requirements of Federal 
Motor Vehicle Safety Standard No. 
207 1 (§ 571.207) (relating to seating sys-
tems). 

(c) Effective date of standards. When-
ever paragraph (a) or (b) of this section 
requires conformity to a Federal Motor 
Vehicle Safety Standard, the vehicle or 
equipment must conform to the version 
of the Standard that is in effect on the 
date the vehicle is manufactured or on 
the date the vehicle is modified to con-
form to the requirements of paragraph 
(a) or (b) of this section, whichever is 
later. 

(d) Trucks and truck tractors manu-
factured on or after January 1, 1965, 
and before July 1, 1971, and operated in 
the State of Hawaii, must comply with 
the provisions of paragraph (b) of this 
section on and after January 1, 1976. 

[35 FR 16839, Oct. 30, 1970, as amended at 39 
FR 32561, Sept. 9, 1974; 40 FR 32336, Aug. 1, 
1975; 72 FR 55703, Oct. 1, 2007] 

§ 393.94 Interior noise levels in power 
units. 

(a) Applicability of this section. The in-
terior noise level requirements apply 
to all trucks, truck-tractors, and 
buses. 

(b) General rule. The interior sound 
level at the driver’s seating position of 
a motor vehicle must not exceed 90 
dB(A) when measured in accordance 
with paragraph (c) of this section. 

(c) Test procedure. (1) Park the vehi-
cle at a location so that no large re-
flecting surfaces, such as other vehi-
cles, signboards, buildings, or hills, are 
within 50 feet of the driver’s seating 
position. 

(2) Close all vehicle doors, windows, 
and vents. Turn off all power-operated 
accessories. 

(3) Place the driver in his/her normal 
seated position at the vehicle’s con-
trols. Evacuate all occupants except 
the driver and the person conducting 
the test. 

(4) The sound level meters used to de-
termine compliance with the require-
ments of this section must meet the 
American National Standards Institute 
‘‘Specification for Sound Level Meters,’’ 
ANSI S1.4—1983. (See § 393.7(b) for infor-
mation on the incorporation by ref-
erence and availability of this docu-
ment.) 

(5) Locate the microphone, oriented 
vertically upward, 6 inches to the right 
of, in the same plane as, and directly in 
line with, the driver’s right ear. 

(6) With the vehicle’s transmission in 
neutral gear, accelerate its engine to 
either its maximum governed engine 
speed, if it is equipped with an engine 
governor, or its speed at its maximum 
rated horsepower, if it is not equipped 
with an engine governor. Stabilize the 
engine at that speed. 

(7) Observe the A-weighted sound 
level reading on the meter for the sta-
bilized engine speed condition. Record 
that reading, if the reading has not 
been influenced by extraneous noise 
sources such as motor vehicles oper-
ating on adjacent roadways. 

(8) Return the vehicle’s engine speed 
to idle and repeat the procedures speci-
fied in paragraphs (c) (6) and (7) of this 
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