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Nat’l Highway Traffic Safety Admin., DOT § 571.129 

§ 571.126 Standard No. 126; Electronic sta-
bility control systems. 

* * * * * 

S6.3.4 Outriggers. Outriggers are used for 
testing trucks, multipurpose passenger vehi-
cles, and buses. Vehicles with a baseline 
weight less than 1,588 kg (3,500 lbs) are 
equipped with ‘‘light’’ outriggers. Vehicles 
with a baseline weight equal to or greater 
than 1,588 kg (3,500 lbs) and less than 2,722 kg 
(6,000 lbs) are equipped with ‘‘standard’’ out-
riggers. Vehicles with a baseline weight 
equal to or greater than 2,722 kg (6,000 lbs) 
are equipped with ‘‘heavy’’ outriggers. A ve-
hicle’s baseline weight is the weight of the 
vehicle delivered from the dealer, fully 
fueled, with a 73 kg (160 lb) driver. Light out-
riggers are designed with a maximum weight 
of 27 kg (59.5 lb) and a maximum roll mo-
ment of inertia of 27 kg-m2 (19.9 ft-lb-sec2). 
Standard outriggers are designed with a 
maximum weight of 32 kg (70 lb) and a max-
imum roll moment of inertia of 35.9 kg-m2 
(26.5 ft-lb-sec2). Heavy outriggers are de-
signed with a maximum weight of 39 kg (86 
lb) and a maximum roll moment of inertia of 
40.7 kg-m2 (30.0 ft-lb-sec2). 

* * * * * 

§§ 571.127–571.128 [Reserved] 

§ 571.129 Standard No. 129; New non- 
pneumatic tires for passenger cars. 

S1 Scope. This standard specifies 
tire dimensions and laboratory test re-
quirements for lateral strength, 
strength, endurance, and high speed 
performance; defines the tire load rat-
ing; and specifies labeling require-
ments for non-pneumatic spare tires. 

S2 Application. This standard applies 
to new temporary spare non-pneumatic 
tires for use on passenger cars. 

S3 Definitions. 
Carcass means the tire structure ex-

cept for the tread which provides the 
major portion of the tire’s capability 
to deflect in response to the vertical 
loads and tractive forces that the tire 
transmits from the roadway to the 
non-pneumatic rim, the wheel center 
member, or the vehicle and which at-
taches to the vehicle or attaches, ei-
ther integrally or separably, to the 
wheel center member or non-pneu-
matic rim. 

Carcass separation means the pulling 
away of the carcass from the non-pneu-
matic rim or wheel center member. 

Chunking means the breaking away 
of pieces of the carcass or tread. 

Cracking means any parting within 
the carcass, tread, or any components 
that connect the tire to the non-pneu-
matic rim or wheel center member and, 
if the non-pneumatic tire is integral 
with the non-pneumatic rim or wheel 
center member, any parting within the 
non-pneumatic rim, or wheel center 
member. 

Load rating means the maximum load 
a tire is rated to carry. 

Maximum tire width means the greater 
of either the linear distance between 
the exterior edges of the carcass or the 
linear distance between the exterior 
edges of the tread, both being measured 
parallel to the rolling axis of the tire. 

Non-pneumatic rim means a mechan-
ical device which, when a non-pneu-
matic tire assembly incorporates a 
wheel, supports the tire, and attaches, 
either integrally or separably, to the 
wheel center member and upon which 
the tire is attached. 

Non-pneumatic test rim means with 
reference to a tire to be tested, any 
non-pneumatic rim that is listed as ap-
propriate for use with that tire in ac-
cordance with S4.4. 

Non-pneumatic tire means a mechan-
ical device which transmits, either di-
rectly or through a wheel or wheel cen-
ter member, the vertical load and 
tractive forces from the roadway to the 
vehicle, generates the tractive forces 
that provide the directional control of 
the vehicle and does not rely on the 
containment of any gas or fluid for pro-
viding those functions. 

Non-pneumatic tire assembly means a 
non-pneumatic tire, alone or in com-
bination with a wheel or wheel center 
member, which can be mounted on a 
vehicle. 

Non-pneumatic tire identification code 
means an alphanumeric code that is as-
signed by the manufacturer to identify 
the tire with regard to its size, applica-
tion to a specific non-pneumatic rim or 
wheel center member or application to 
a specific vehicle. 

Test wheel center member means with 
reference to a tire to be tested, any 
wheel center member that is listed as 
appropriate for use with that tire in ac-
cordance with S4.4. 
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