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retrieval is one that would permit re-
trieval in about the same time as that 
required to construct the geologic re-
pository operations area and emplace 
waste. 

PRECLOSURE SAFETY ANALYSIS 

§ 63.112 Requirements for preclosure 
safety analysis of the geologic re-
pository operations area. 

The preclosure safety analysis of the 
geologic repository operations area 
must include: 

(a) A general description of the struc-
tures, systems, components, equip-
ment, and process activities at the geo-
logic repository operations area; 

(b) An identification and systematic 
analysis of naturally occurring and 
human-induced hazards at the geologic 
repository operations area, including a 
comprehensive identification of poten-
tial event sequences; 

(c) Data pertaining to the Yucca 
Mountain site, and the surrounding re-
gion to the extent necessary, used to 
identify naturally occurring and 
human-induced hazards at the geologic 
repository operations area; 

(d) The technical basis for either in-
clusion or exclusion of specific, natu-
rally occurring and human-induced 
hazards in the safety analysis; 

(e) An analysis of the performance of 
the structures, systems, and compo-
nents to identify those that are impor-
tant to safety. This analysis identifies 
and describes the controls that are re-
lied on to limit or prevent potential 
event sequences or mitigate their con-
sequences. This analysis also identifies 
measures taken to ensure the avail-
ability of safety systems. The analysis 
required in this paragraph must in-
clude, but not necessarily be limited 
to, consideration of— 

(1) Means to limit concentration of 
radioactive material in air; 

(2) Means to limit the time required 
to perform work in the vicinity of ra-
dioactive materials; 

(3) Suitable shielding; 
(4) Means to monitor and control the 

dispersal of radioactive contamination; 
(5) Means to control access to high 

radiation areas or airborne radioac-
tivity areas; 

(6) Means to prevent and control 
criticality; 

(7) Radiation alarm system to warn 
of significant increases of radiation 
levels, concentrations of radioactive 
material in air, and increased radioac-
tivity in effluents; 

(8) Ability of structures, systems, 
and components to perform their in-
tended safety functions, assuming the 
occurrence of event sequences; 

(9) Explosion and fire detection sys-
tems and appropriate suppression sys-
tems; 

(10) Means to control radioactive 
waste and radioactive effluents, and 
permit prompt termination of oper-
ations and evacuation of personnel dur-
ing an emergency; 

(11) Means to provide reliable and 
timely emergency power to instru-
ments, utility service systems, and op-
erating systems important to safety if 
there is a loss of primary electric 
power; 

(12) Means to provide redundant sys-
tems necessary to maintain, with ade-
quate capacity, the ability of utility 
services important to safety; and 

(13) Means to inspect, test, and main-
tain structures, systems, and compo-
nents important to safety, as nec-
essary, to ensure their continued func-
tioning and readiness. 

(f) A description and discussion of the 
design, both surface and subsurface, of 
the geologic repository operations 
area, including— 

(1) The relationship between design 
criteria and the requirements specified 
at § 63.111(a) and (b); and 

(2) The design bases and their rela-
tion to the design criteria. 

POSTCLOSURE PERFORMANCE OBJECTIVES 

§ 63.113 Performance objectives for the 
geologic repository after permanent 
closure. 

(a) The geologic repository must in-
clude multiple barriers, consisting of 
both natural barriers and an engi-
neered barrier system. 

(b) The engineered barrier system 
must be designed so that, working in 
combination with natural barriers, ra-
diological exposures to the reasonably 
maximally exposed individual are with-
in the limits specified at § 63.311 of sub-
part L of this part. Compliance with 
this paragraph must be demonstrated 
through a performance assessment that 
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