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Regulations and DOE Directives (De-
cember, 2000) and associated contract 
clauses. 

(d) Labor Organizations. If a con-
tractor employs or supervises workers 
who are represented for collective bar-
gaining by a labor organization, the 
contractor must: 

(1) Give the labor organization time-
ly notice of the development and im-
plementation of the worker safety and 
health program and any updates there-
to; and 

(2) Upon timely request, bargain con-
cerning implementation of this part, 
consistent with the Federal labor laws. 

[71 FR 6931, Feb. 9, 2006, as amended at 71 FR 
68733, Nov. 28, 2006] 

§ 851.12 Implementation. 
(a) Contractors must implement the 

requirements of this part. 
(b) Nothing in this part precludes a 

contractor from taking any additional 
protective action that is determined to 
be necessary to protect the safety and 
health of workers. 

§ 851.13 Compliance. 
(a) Contractors must achieve compli-

ance with all the requirements of Sub-
part C of this part, and their approved 
worker safety and health program no 
later than May 25, 2007. Contractors 
may be required to comply contrac-
tually with the requirements of this 
rule before February 9, 2007. 

(b) In the event a contractor has es-
tablished a written safety and health 
program, an Integrated Safety Manage-
ment System (ISMS) description pur-
suant to the DEAR Clause, or an ap-
proved Work Smart Standards (WSS) 
process before the date of issuance of 
the final rule, the Contractor may use 
that program, description, or process 
as the worker safety and health pro-
gram required by this part if the appro-
priate Head of the DOE Field Element 
approves such use on the basis of writ-
ten documentation provided by the 
contractor that identifies the specific 
portions of the program, description, or 
process, including any additional re-
quirements or implementation meth-
ods to be added to the existing pro-
gram, description, or process, that sat-
isfy the requirements of this part and 
that provide a workplace as safe and 

healthful as would be provided by the 
requirements of this part. 

(c) Nothing in this part shall be con-
strued to limit or otherwise affect con-
tractual obligations of a contractor to 
comply with contractual requirements 
that are not inconsistent with the re-
quirements of this part. 

Subpart C—Specific Program 
Requirements 

§ 851.20 Management responsibilities 
and worker rights and responsibil-
ities. 

(a) Management responsibilities. Con-
tractors are responsible for the safety 
and health of their workforce and must 
ensure that contractor management at 
a covered workplace: 

(1) Establish written policy, goals, 
and objectives for the worker safety 
and health program; 

(2) Use qualified worker safety and 
health staff (e.g., a certified industrial 
hygienist, or safety professional) to di-
rect and manage the program; 

(3) Assign worker safety and health 
program responsibilities, evaluate per-
sonnel performance, and hold personnel 
accountable for worker safety and 
health performance; 

(4) Provide mechanisms to involve 
workers and their elected representa-
tives in the development of the worker 
safety and health program goals, objec-
tives, and performance measures and in 
the identification and control of haz-
ards in the workplace; 

(5) Provide workers with access to in-
formation relevant to the worker safe-
ty and health program; 

(6) Establish procedures for workers 
to report without reprisal job-related 
fatalities, injuries, illnesses, incidents, 
and hazards and make recommenda-
tions about appropriate ways to con-
trol those hazards; 

(7) Provide for prompt response to 
such reports and recommendations; 

(8) Provide for regular communica-
tion with workers about workplace 
safety and health matters; 

(9) Establish procedures to permit 
workers to stop work or decline to per-
form an assigned task because of a rea-
sonable belief that the task poses an 
imminent risk of death, serious phys-
ical harm, or other serious hazard to 
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workers, in circumstances where the 
workers believe there is insufficient 
time to utilize normal hazard reporting 
and abatement procedures; and 

(10) Inform workers of their rights 
and responsibility by appropriate 
means, including posting the DOE-des-
ignated Worker Protection Poster in 
the workplace where it is accessible to 
all workers. 

(b) Worker rights and responsibilities. 
Workers must comply with the require-
ments of this part, including the work-
er safety and health program, which 
are applicable to their own actions and 
conduct. Workers at a covered work-
place have the right, without reprisal, 
to: 

(1) Participate in activities described 
in this section on official time; 

(2) Have access to: 
(i) DOE safety and health publica-

tions; 
(ii) The worker safety and health pro-

gram for the covered workplace; 
(iii) The standards, controls, and pro-

cedures applicable to the covered work-
place; 

(iv) The safety and health poster that 
informs the worker of relevant rights 
and responsibilities; 

(v) Limited information on any rec-
ordkeeping log (OSHA Form 300). Ac-
cess is subject to Freedom of Informa-
tion Act requirements and restrictions; 
and 

(vi) The DOE Form 5484.3 (the DOE 
equivalent to OSHA Form 301) that 
contains the employee’s name as the 
injured or ill worker; 

(3) Be notified when monitoring re-
sults indicate the worker was over-
exposed to hazardous materials; 

(4) Observe monitoring or measuring 
of hazardous agents and have the re-
sults of their own exposure monitoring; 

(5) Have a representative authorized 
by employees accompany the Director 
or his authorized personnel during the 
physical inspection of the workplace 
for the purpose of aiding the inspec-
tion. When no authorized employee 
representative is available, the Direc-
tor or his authorized representative 
must consult, as appropriate, with em-
ployees on matters of worker safety 
and health; 

(6) Request and receive results of in-
spections and accident investigations; 

(7) Express concerns related to work-
er safety and health; 

(8) Decline to perform an assigned 
task because of a reasonable belief 
that, under the circumstances, the 
task poses an imminent risk of death 
or serious physical harm to the worker 
coupled with a reasonable belief that 
there is insufficient time to seek effec-
tive redress through normal hazard re-
porting and abatement procedures; and 

(9) Stop work when the worker dis-
covers employee exposures to immi-
nently dangerous conditions or other 
serious hazards; provided that any stop 
work authority must be exercised in a 
justifiable and responsible manner in 
accordance with procedures established 
in the approved worker safety and 
health program. 

§ 851.21 Hazard identification and as-
sessment. 

(a) Contractors must establish proce-
dures to identify existing and potential 
workplace hazards and assess the risk 
of associated workers injury and ill-
ness. Procedures must include methods 
to: 

(1) Assess worker exposure to chem-
ical, physical, biological, or safety 
workplace hazards through appropriate 
workplace monitoring; 

(2) Document assessment for chem-
ical, physical, biological, and safety 
workplace hazards using recognized ex-
posure assessment and testing meth-
odologies and using of accredited and 
certified laboratories; 

(3) Record observations, testing and 
monitoring results; 

(4) Analyze designs of new facilities 
and modifications to existing facilities 
and equipment for potential workplace 
hazards; 

(5) Evaluate operations, procedures, 
and facilities to identify workplace 
hazards; 

(6) Perform routine job activity-level 
hazard analyses; 

(7) Review site safety and health ex-
perience information; and 

(8) Consider interaction between 
workplace hazards and other hazards 
such as radiological hazards. 

(b) Contractors must submit to the 
Head of DOE Field Element a list of 
closure facility hazards and the estab-
lished controls within 90 days after 
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identifying such hazards. The Head of 
DOE Field Element, with concurrence 
by the Cognizant Secretarial Officer, 
has 90 days to accept the closure facil-
ity hazard controls or direct additional 
actions to either: 

(1) Achieve technical compliance; or 
(2) Provide additional controls to 

protect the workers. 
(c) Contractors must perform the ac-

tivities identified in paragraph (a) of 
this section, initially to obtain base-
line information and as often there-
after as necessary to ensure compli-
ance with the requirements in this 
Subpart. 

§ 851.22 Hazard prevention and abate-
ment. 

(a) Contractors must establish and 
implement a hazard prevention and 
abatement process to ensure that all 
identified and potential hazards are 
prevented or abated in a timely man-
ner. 

(1) For hazards identified either in 
the facility design or during the devel-
opment of procedures, controls must be 
incorporated in the appropriate facility 
design or procedure. 

(2) For existing hazards identified in 
the workplace, contractors must: 

(i) Prioritize and implement abate-
ment actions according to the risk to 
workers; 

(ii) Implement interim protective 
measures pending final abatement; and 

(iii) Protect workers from dangerous 
safety and health conditions; 

(b) Contractors must select hazard 
controls based on the following hier-
archy: 

(1) Elimination or substitution of the 
hazards where feasible and appropriate; 

(2) Engineering controls where fea-
sible and appropriate; 

(3) Work practices and administra-
tive controls that limit worker expo-
sures; and 

(4) Personal protective equipment. 
(c) Contractors must address hazards 

when selecting or purchasing equip-
ment, products, and services. 

§ 851.23 Safety and health standards. 
(a) Contractors must comply with 

the following safety and health stand-
ards that are applicable to the hazards 
at their covered workplace: 

(1) Title 10 Code of Federal Regula-
tions (CFR) 850, ‘‘Chronic Beryllium 
Disease Prevention Program.’’ 

(2) Title 29 CFR, Parts 1904.4 through 
1904.11, 1904.29 through 1904.33; 1904.44, 
and 1904.46, ‘‘Recording and Reporting 
Occupational Injuries and Illnesses.’’ 

(3) Title 29 CFR, Part 1910, ‘‘Occupa-
tional Safety and Health Standards,’’ 
excluding 29 CFR 1910.1096, ‘‘Ionizing 
Radiation.’’ 

(4) Title 29 CFR, Part 1915, ‘‘Shipyard 
Employment.’’ 

(5) Title 29 CFR, Part 1917, ‘‘Marine 
Terminals.’’ 

(6) Title 29 CFR, Part 1918, ‘‘Safety 
and Health Regulations for 
Longshoring.’’ 

(7) Title 29 CFR, Part 1926, ‘‘Safety 
and Health Regulations for Construc-
tion.’’ 

(8) Title 29 CFR, Part 1928, ‘‘Occupa-
tional Safety and Health Standards for 
Agriculture.’’ 

(9) American Conference of Govern-
mental Industrial Hygienists (ACGIH), 
‘‘Threshold Limit Values for Chemical 
Substances and Physical Agents and 
Biological Exposure Indices,’’ (2005) (in-
corporated by reference, see § 851.27) 
when the ACGIH Threshold Limit Val-
ues (TLVs) are lower (more protective) 
than permissible exposure limits in 29 
CFR 1910. When the ACGIH TLVs are 
used as exposure limits, contractors 
must nonetheless comply with the 
other provisions of any applicable ex-
panded health standard found in 29 
CFR 1910. 

(10) American National Standards In-
stitute (ANSI) Z88.2, ‘‘American Na-
tional Standard for Respiratory Pro-
tection,’’ (1992) (incorporated by ref-
erence, see § 851.27). 

(11) ANSI Z136.1, ‘‘Safe Use of La-
sers,’’ (2000) (incorporated by reference, 
see § 851.27). 

(12) ANSI Z49.1, ‘‘Safety in Welding, 
Cutting and Allied Processes,’’ sections 
4.3 and E4.3 (1999) (incorporated by ref-
erence, see § 851.27). 

(13) National Fire Protection Asso-
ciation (NFPA) 70, ‘‘National Electrical 
Code,’’ (2005) (incorporated by ref-
erence, see § 851.27). 

(14) NFPA 70E, ‘‘Standard for Elec-
trical Safety in the Workplace,’’ (2004) 
(incorporated by reference, see § 851.27). 
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(b) Nothing in this part must be con-
strued as relieving a contractor from 
complying with any additional specific 
safety and health requirement that it 
determines to be necessary to protect 
the safety and health of workers. 

§ 851.24 Functional areas. 
(a) Contractors must have a struc-

tured approach to their worker safety 
and health program which at a min-
imum, include provisions for the fol-
lowing applicable functional areas in 
their worker safety and health pro-
gram: construction safety; fire protec-
tion; firearms safety; explosives safety; 
pressure safety; electrical safety; in-
dustrial hygiene; occupational medi-
cine; biological safety; and motor vehi-
cle safety. 

(b) In implementing the structured 
approach required by paragraph (a) of 
this section, contractors must comply 
with the applicable standards and pro-
visions in appendix A of this part, enti-
tled ‘‘Worker Safety and Health Func-
tional Areas.’’ 

§ 851.25 Training and information. 
(a) Contractors must develop and im-

plement a worker safety and health 
training and information program to 
ensure that all workers exposed or po-
tentially exposed to hazards are pro-
vided with the training and informa-
tion on that hazard in order to perform 
their duties in a safe and healthful 
manner. 

(b) The contractor must provide: 
(1) Training and information for new 

workers, before or at the time of initial 
assignment to a job involving exposure 
to a hazard; 

(2) Periodic training as often as nec-
essary to ensure that workers are ade-
quately trained and informed; and 

(3) Additional training when safety 
and health information or a change in 
workplace conditions indicates that a 
new or increased hazard exists. 

(c) Contractors must provide training 
and information to workers who have 
worker safety and health program re-
sponsibilities that is necessary for 
them to carry out those responsibil-
ities. 

§ 851.26 Recordkeeping and reporting. 
(a) Recordkeeping. Contractors must: 

(1) Establish and maintain complete 
and accurate records of all hazard in-
ventory information, hazard assess-
ments, exposure measurements, and ex-
posure controls. 

(2) Ensure that the work-related inju-
ries and illnesses of its workers and 
subcontractor workers are recorded 
and reported accurately and consistent 
with DOE Manual 231.1–1A, Environ-
ment, Safety and Health Reporting 
Manual, September 9, 2004 (incor-
porated by reference, see § 851.27). 

(3) Comply with the applicable occu-
pational injury and illness record-
keeping and reporting workplace safety 
and health standards in § 851.23 at their 
site, unless otherwise directed in DOE 
Manual 231.1–1A. 

(4) Not conceal nor destroy any infor-
mation concerning non-compliance or 
potential noncompliance with the re-
quirements of this part. 

(b) Reporting and investigation. Con-
tractors must: 

(1) Report and investigate accidents, 
injuries and illness; and 

(2) Analyze related data for trends 
and lessons learned (reference DOE 
Order 225.1A, Accident Investigations, 
November 26, 1997). 

§ 851.27 Reference sources. 

(a) Materials incorporated by ref-
erence—(1) General. The following 
standards which are not otherwise set 
forth in part 851 are incorporated by 
reference and made a part of part 851. 
The standards listed in this section 
have been approved for incorporation 
by reference by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR part 51. 

(2) Availability of standards. The 
standards incorporated by reference 
are available for inspection at: 

(i) National Archives and Records 
Administration (NARA). For more in-
formation on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html 

(ii) U.S. Department of Energy, Of-
fice of Health, Safety and Security, 
Forrestal Building, 1000 Independence 
Ave., SW., Washington, DC 20585. 
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(iii) American National Standards In-
stitute Headquarters, 25 West 43rd 
Street, New York, NY 10036. Telephone 
number: 212–642–4980, or go to: http:// 
www.ansi.org. 

(iv) National Fire Protection Asso-
ciation, 1 Batterymarch Park, Quincy, 
MA 02169. Telephone: 617 770–3000, or go 
to: http://www.nfpa.org. 

(v) American Conference of Govern-
mental Industrial Hygienist (ACGIH), 
1330 Kemper Meadow Drive, Cincinnati, 
OH 45240. Telephone number 513–742– 
2020, or go to: http://www.acgih.org. 

(vi) American Society of Mechanical 
Engineers (ASME), P.O. Box 2300 Fair-
field, NJ 07007. Telephone: 800–843–2763, 
or got to: http://www.asme.org. 

(b) List of standards incorporated by 
reference. (1) American National Stand-
ards Institute (ANSI) Z88.2, ‘‘American 
National Standard for Respiratory Pro-
tection,’’ (1992). 

(2) ANSI Z136.1, ‘‘Safe Use of Lasers,’’ 
(2000). 

(3) ANSI Z49.1, ‘‘Safety in Welding, 
Cutting and Allied Processes,’’ sections 
4.3 and E4.3, (1999). 

(4) National Fire Protection Associa-
tion (NFPA) 70, ‘‘National Electrical 
Code,’’ (2005). 

(5) NFPA 70E, ‘‘Standard for Elec-
trical Safety in the Workplace,’’ (2004). 

(6) American Conference of Govern-
mental Industrial Hygienists, 
‘‘Threshold Limit Values for Chemical 
Substances and Physical Agents and 
Biological Exposure Indices,’’ (2005). 

(7) American Society of Mechanical 
Engineers (ASME) Boilers and Pressure 
Vessel Code, sections I through XII in-
cluding applicable Code Cases, (2004). 

(8) ASME B31 (ASME Code for Pres-
sure Piping) as follows: 

(i) B31.1—2001—Power Piping, and 
B31.1a—2002—Addenda to ASME B31.1— 
2001; 

(ii) B31.2—1968—Fuel Gas Piping; 
(iii) B31.3—2002—Process Piping; 
(iv) B31.4—2002—Pipeline Transpor-

tation Systems for Liquid Hydro-
carbons and Other Liquids; 

(v) B31.5—2001—Refrigeration Piping 
and Heat Transfer Components, and 
B31.5a—2004, Addenda to ASME B31.5— 
2001; 

(vi) B31.8—2003—Gas Transmission 
and Distribution Piping Systems; 

(vii) B31.8S—2001—Managing System 
Integrity of Gas Pipelines; 

(viii) B31.9—1996—Building Services 
Piping; 

(ix) B31.11—2002—Slurry Transpor-
tation Piping Systems; and 

(x) B31G—1991—Manual for Deter-
mining Remaining Strength of Cor-
roded Pipelines. 

(9) DOE Manual 231.1–1A, Environ-
ment, Safety and Health Reporting 
Manual, September 9, 2004. 

(10) DOE Manual 440.1–1A, DOE Ex-
plosives Safety Manual, Contractor Re-
quirements Document (Attachment 2), 
January 9, 2006. 

[71 FR 6931, Feb. 9, 2006, as amended at 71 FR 
68733, Nov. 28, 2006] 

Subpart D—Variances 

§ 851.30 Consideration of variances. 

(a) Variances shall be granted by the 
Under Secretary after considering the 
recommendation of the Chief Health, 
Safety and Security Officer. The au-
thority to grant a variance cannot be 
delegated. 

(b) The application must satisfy the 
requirements for applications specified 
in § 851.31. 

[71 FR 6931, Feb. 9, 2006, as amended at 71 FR 
68733, Nov. 28, 2006] 

§ 851.31 Variance process. 

(a) Application. Contractors desiring a 
variance from a safety and health 
standard, or portion thereof, may sub-
mit a written application containing 
the information in paragraphs (c) and 
(d) of this section to the appropriate 
CSO. 

(1) The CSO may forward the applica-
tion to the Chief Health, Safety and 
Security Officer. 

(2) If the CSO does not forward the 
application to the Chief Health, Safety 
and Security Officer, the CSO must re-
turn the application to the contractor 
with a written statement explaining 
why the application was not forwarded. 

(3) Upon receipt of an application 
from a CSO, the Chief Health, Safety 
and Security Officer must review the 
application for a variance and make a 
written recommendation to: 

(i) Approve the application; 
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