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a standard airworthiness certificate 
if— 

(1) The applicant presents evidence to 
the FAA that the aircraft conforms to 
a type design approved under a type 
certificate or supplemental type cer-
tificate and to applicable Airworthi-
ness Directives; 

(2) The aircraft has been inspected in 
accordance with the performance rules 
for a 100-hour inspections set forth in 
§ 43.15 of this chapter and found air-
worthy by a person specified in para-
graph (d)(2) of this section; and 

(3) The FAA finds after inspection, 
that the aircraft conforms to the type 
design, and is in condition for safe op-
eration. 

[Amdt. 21–17, 32 FR 14927, Oct. 28, 1967] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 21.183, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 21.184 Issue of special airworthiness 
certificates for primary category 
aircraft. 

(a) New primary category aircraft man-
ufactured under a production certificate. 
An applicant for an original, special 
airworthiness certificate-primary cat-
egory for a new aircraft that meets the 
criteria of § 21.24(a)(1), manufactured 
under a production certificate, includ-
ing aircraft assembled by another per-
son from a kit provided by the holder 
of the production certificate and under 
the supervision and quality control of 
that holder, is entitled to a special air-
worthiness certificate without further 
showing, except that the FAA may in-
spect the aircraft to determine con-
formity to the type design and condi-
tion for safe operation. 

(b) Imported aircraft. An applicant for 
a special airworthiness certificate-pri-
mary category for an imported aircraft 
type certificated under § 21.29 is enti-
tled to a special airworthiness certifi-
cate if the civil airworthiness author-
ity of the country in which the aircraft 
was manufactured certifies, and the 
FAA finds after inspection, that the 
aircraft conforms to an approved type 
design that meets the criteria of 
§ 21.24(a)(1) and is in a condition for 
safe operation. 

(c) Aircraft having a current standard 
airworthiness certificate. An applicant 
for a special airworthiness certificate- 
primary category, for an aircraft hav-
ing a current standard airworthiness 
certificate that meets the criteria of 
§ 21.24(a)(1), may obtain the primary 
category certificate in exchange for its 
standard airworthiness certificate 
through the supplemental type certifi-
cation process. For the purposes of this 
paragraph, a current standard air-
worthiness certificate means that the 
aircraft conforms to its approved nor-
mal, utility, or acrobatic type design, 
complies with all applicable airworthi-
ness directives, has been inspected and 
found airworthy within the last 12 cal-
endar months in accordance with 
§ 91.409(a)(1) of this chapter, and is 
found to be in a condition for safe oper-
ation by the FAA. 

(d) Other aircraft. An applicant for a 
special airworthiness certificate-pri-
mary category for an aircraft that 
meets the criteria of § 21.24(a)(1), and is 
not covered by paragraph (a), (b), or (c) 
of this section, is entitled to a special 
airworthiness certificate if— 

(1) The applicant presents evidence to 
the FAA that the aircraft conforms to 
an approved primary, normal, utility, 
or acrobatic type design, including 
compliance with all applicable air-
worthiness directives; 

(2) The aircraft has been inspected 
and found airworthy within the past 12 
calendar months in accordance with 
§ 91.409(a)(1) of this chapter and; 

(3) The aircraft is found by the FAA 
to conform to an approved type design 
and to be in a condition for safe oper-
ation. 

(e) Multiple-category airworthiness cer-
tificates in the primary category and 
any other category will not be issued; a 
primary category aircraft may hold 
only one airworthiness certificate. 

[Doc. No. 23345, 57 FR 41368, Sept. 9, 1992, as 
amended by Amdt. 21–70, 57 FR 43776, Sept. 
22, 1992] 

§ 21.185 Issue of airworthiness certifi-
cates for restricted category air-
craft. 

(a) Aircraft manufactured under a pro-
duction certificate or type certificate. An 
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applicant for the original issue of a re-
stricted category airworthiness certifi-
cate for an aircraft type certificated in 
the restricted category, that was not 
previously type certificated in any 
other category, must comply with the 
appropriate provisions of § 21.183. 

(b) Other aircraft. An applicant for a 
restricted category airworthiness cer-
tificate for an aircraft type certificated 
in the restricted category, that was ei-
ther a surplus aircraft of the Armed 
Forces or previously type certificated 
in another category, is entitled to an 
airworthiness certificate if the aircraft 
has been inspected by the FAA and 
found by him to be in a good state of 
preservation and repair and in a condi-
tion for safe operation. 

(c) Import aircraft. An applicant for 
the original issue of a special air-
worthiness certificate for a restricted 
category import aircraft is entitled to 
that certificate if— 

(1) The aircraft is type-certificated in 
accordance with § 21.25 or § 21.29 and 
produced under the authority of an-
other State of Manufacture; 

(2) The State of Manufacture cer-
tifies, in accordance with the export 
provisions of an agreement with the 
United States for import of that air-
craft that the aircraft conforms to the 
type design and is in condition for safe 
operation; and 

(3) The FAA finds that the aircraft 
conforms to the type design and is in 
condition for safe operation. 

(d) Noise requirements. For propeller- 
driven small airplanes (except air-
planes designed for ‘‘agricultural air-
craft operations,’’ as defined in § 137.3 
of this chapter, as effective on January 
1, 1966, or for dispensing fire fighting 
materials) that have not had any flight 
time before the applicable date speci-
fied in part 36 of this chapter, and not-
withstanding the other provisions of 
this section, no original restricted cat-
egory airworthiness certificate is 
issued under this section unless the 
FAA finds that the type design com-
plies with the applicable noise require-
ments of part 36 of this chapter in addi-
tion to the applicable airworthiness re-
quirements of this section. For import 
airplanes, compliance with this para-
graph is shown if the country in which 
the airplane was manufactured cer-

tifies, and the FAA finds, that the ap-
plicable requirements of part 36 of this 
chapter (or the applicable airplane 
noise requirements of the country in 
which the airplane was manufactured 
and any other requirements the FAA 
may prescribe to provide noise levels 
no greater than those provided by com-
pliance with the applicable require-
ments of part 36 of this chapter) and 
paragraph (c) of this section are com-
plied with. 

[Amdt. 21–10, 31 FR 9211, July 6, 1966; as 
amended by Amdt. 21–32, 35 FR 10202, June 
23, 1970; Amdt. 21–42, 40 FR 1034, Jan. 6, 1975; 
Amdt. 21–92, 74 FR 53389, Oct. 16, 2009; Amdt. 
21–92, 74 FR 53389, Oct. 16, 2009] 

§ 21.187 Issue of multiple airworthi-
ness certification. 

(a) An applicant for an airworthiness 
certificate in the restricted category, 
and in one or more other categories ex-
cept primary category, is entitled to 
the certificate, if— 

(1) He shows compliance with the re-
quirements for each category, when the 
aircraft is in the configuration for that 
category; and 

(2) He shows that the aircraft can be 
converted from one category to an-
other by removing or adding equipment 
by simple mechanical means. 

(b) The operator of an aircraft cer-
tificated under this section must have 
the aircraft inspected by the FAA, or 
by a certificated mechanic with an ap-
propriate airframe rating, to determine 
airworthiness each time the aircraft is 
converted from the restricted category 
to another category for the carriage of 
passengers for compensation or hire, 
unless the FAA finds this unnecessary 
for safety in a particular case. 

(c) The aircraft complies with the ap-
plicable requirements of part 34. 

[Doc. No. 5085, 29 FR 14569, Oct. 24, 1964, as 
amended by Amdt. 21–68, 55 FR 32860, Aug. 10, 
1990; Amdt. 21–70, 57 FR 41369, Sept. 9, 1992] 

§ 21.189 Issue of airworthiness certifi-
cate for limited category aircraft. 

(a) An applicant for an airworthiness 
certificate for an aircraft in the lim-
ited category is entitled to the certifi-
cate when— 
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