§ 91.529 Flight engineer requirements.
(a) No person may operate the following airplanes without a flight crew-member holding a current flight engineer certificate:
(1) An airplane for which a type certificate was issued before January 2, 1964, having a maximum certificated takeoff weight of more than 80,000 pounds.
(2) An airplane type certificated after January 1, 1964, for which a flight engineer is required by the type certification requirements.
(b) No person may serve as a required flight engineer on an airplane unless, within the preceding 6 calendar months, that person has had at least 50 hours of flight time as a flight engineer on that type airplane or has been checked by the Administrator on that type airplane and is found to be familiar and competent with all essential current information and operating procedures.

§ 91.531 Second in command requirements.
(a) Except as provided in paragraph (b) and (d) of this section, no person may operate the following airplanes without a pilot who is designated as second in command of that airplane:
(1) A large airplane, except that a person may operate an airplane certificated under SFAR 41 without a pilot who is designated as second in command if that airplane:
   (1) A large airplane, except that a person may operate an airplane certificated under SFAR 41 without a pilot who is designated as second in command if that airplane:
(2) A turbojet-powered multiengine airplane for which two pilots are required under the type certification requirements for that airplane.
(2) A turbojet-powered multiengine airplane for which two pilots are required under the type certification requirements for that airplane.
(3) A commuter category airplane, except that a person may operate a commuter category airplane notwithstanding paragraph (a)(1) of this section, that has a passenger seating configuration, excluding pilot seats, of nine or less without a pilot who is designated as second in command if that airplane is type certificated for operations with one pilot.
(b) The Administrator may issue a letter of authorization for the operation of an airplane on the surface, takeoff, and landing.

§ 91.533 Flight attendant requirements.
(a) No person may operate an airplane unless at least the following number of flight attendants are on board the airplane:
(1) For airplanes having more than 19 but less than 51 passengers on board, one flight attendant.
(2) For airplanes having more than 50 but less than 101 passengers on board, two flight attendants.
(3) For airplanes having more than 100 passengers on board, two flight attendants plus one additional flight attendant for each unit (or part of a unit) of 50 passengers above 100.

(b) No person may serve as a flight attendant on an airplane when required by paragraph (a) of this section unless that person has demonstrated to the Administrator familiarity with the necessary functions to be performed in an emergency or a situation requiring emergency evacuation and is capable of using the emergency equipment installed on that airplane.

§ 91.535 Stowage of food, beverage, and passenger service equipment during aircraft movement on the surface, takeoff, and landing.
(a) No operator may move an aircraft on the surface, take off, or land when...