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(c) The ampere rating shall be in-
cluded unless the full-load power factor 
is 80 percent or more, or, for a cord- 
connected operator, unless the rating 
is 50 watts or less. The number of 
phases shall be indicated if an operator 
is for use on a polyphase circuit. The 
date code repetition cycle shall not be 
less than 20 years. 

(d) Exception No. 1: The manufactur-
er’s identification may be in a trace-
able code if the operator is identified 
by the brand or trademark owned by a 
private labeler. 

(e) Exception No. 2: The date of man-
ufacture may be abbreviated or in an 
established or otherwise accepted code. 

(f) If a manufacturer produces or as-
sembles operators at more than one 
factory, each finished operator shall 
have a distinctive marking, which may 
be in code, to identify it as the product 
of a particular factory. 

(g) The carton and the instruction 
manual for an operator shall be 
marked with the word ‘‘WARNING’’ 
and the following or the equivalent: 
‘‘To reduce the risk of injury to per-
sons—Use this operator only with (a) 
lll door(s).’’ 

(h) A residential garage door oper-
ator shall be marked with the word 
‘‘WARNING’’ and the following or 
equivalent, ‘‘Risk of entrapment. After 
adjusting either the force or limits of 
travel adjustments, insure that the 
door reverses on a 11⁄2 inch (or a 2 by 4 
board laid flat) high obstruction on the 
floor.’’ 

(i) A separately supplied accessory, 
including external entrapment protec-
tion device, intended for installation 
with an appliance or appliances shall 
be marked with the manufacturer’s 
name and catalog or model number and 
the type of appliance or appliances 
with which it is intended to be used— 
such as a residential garage door oper-
ator. Additionally, installation in-
structions, accompanying specifica-
tions sheet, or packaging of the acces-
sory shall identify the appliance or ap-
pliances with which it is intended to be 
used by specifying the manufacturer’s 
name and catalog or model number or 
by any other positive means to serve 
the identification purpose. 

(j) An appliance provided with termi-
nals or connectors for connection of a 

separately supplied accessory, such as 
an external entrapment protection de-
vice, shall be marked to identify the 
accessory intended to be connected to 
the terminals or connectors. The acces-
sory identification shall be by manu-
facturer’s name and catalog or model 
number or other means to allow for the 
identification of accessories intended 
for use with the appliance. 

(k) With reference to paragraph (k) of 
this section, instructions for installing 
a separately supplied accessory shall be 
provided. A statement shall be included 
in the instructions warning the user 
that the appliance must be discon-
nected from the source of supply before 
attempting the installation of the ac-
cessory. 

[57 FR 60455, Dec. 21, 1992. Redesignated at 65 
FR 70659, Nov. 27, 2000] 

§ 1211.17 Statutory labeling require-
ment. 

(a) A manufacturer selling or offering 
for sale in the United States an auto-
matic residential garage door operator 
manufactured on or after January 1, 
1991, shall clearly identify on any con-
tainer of the system and on the system 
the month or week and year the sys-
tem was manufactured and its con-
formance with the requirements of this 
part. 

(b) The display of the UL logo or list-
ing mark, and compliance with the 
date marking requirements of UL–325 
now stated in § 1211.5 of this subpart, on 
both the container and the system, 
shall satisfy the requirements of this 
subpart. 

[57 FR 60455, Dec. 21, 1992. Redesignated at 65 
FR 70659, Nov. 27, 2000] 

Subpart B—Certification 

SOURCE: 57 FR 60468, Dec. 21, 1992, unless 
otherwise noted. 

§ 1211.20 Purpose, scope, and applica-
tion. 

(a) Purpose. Section 14(a) of the Con-
sumer Product Safety Act, 15 U.S.C. 
2063(a), requires every manufacturer 
(including importers) and private label-
er of a product which is subject to a 
consumer product safety standard to 
issue a certificate that the product 
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conforms to the applicable standard, 
and to base that certificate either on a 
test of each product or on a ‘‘reason-
able testing program.’’ The purpose of 
this subpart is to establish require-
ments that manufacturers and import-
ers of automatic residential garage 
door operators subject to the Safety 
Standard for Automatic Residential 
Garage Door Operators (16 CFR part 
1211, subpart A), shall issue certificates 
of compliance in the form specified. 

(b) Scope and application. The provi-
sions of this subpart apply to all resi-
dential garage door operators which 
are subject to the requirements of the 
Safety Standard for Automatic Resi-
dential Garage Door Operators that 
take effect on January 1, 1993 or later. 

§ 1211.21 Effective date. 
Under the Consumer Product Safety 

Act, automatic residential garage door 
operators must certify that they com-
ply with requirements of subpart A of 
this part. This certification require-
ment is currently in effect. The spe-
cific labeling requirement of the cer-
tification rule in this subpart will be-
come effective for any automatic resi-
dential garage door operator manufac-
tured on or after January 21, 1993. 

§ 1211.22 Definitions. 
The following definitions shall apply 

to this subpart: 
(a) Private labeler means an owner of 

a brand or trademark which is used on 
an operator subject to the standard and 
which is not the brand or trademark of 
the manufacturer of the operator, pro-
vided the owner of the brand or trade-
mark caused or authorized the oper-
ator to be so labeled and the brand or 
trademark of the manufacturer of such 
operator does not appear on the label. 

(b) Production lot means a quantity of 
garage door operators from which cer-
tain operators are selected for testing 
prior to certifying the lot. All garage 
door operators in a lot must be essen-
tially identical in those design, con-
struction, and material features which 
relate to the ability of an operator to 
comply with the standard. 

(c) Reasonable testing program means 
any test or series of tests which are 
identical or equivalent to, or more 
stringent than, the tests defined in the 

standard and which are performed on 
one or more garage door operators of 
the production lot for the purpose of 
determining whether there is reason-
able assurance that the operators in 
that lot comply with the requirements 
of the standard. 

§ 1211.23 Certification testing. 

(a) General. Manufacturers and im-
porters shall either test each indi-
vidual garage door operator (or have it 
tested) or shall rely upon a reasonable 
testing program to demonstrate com-
pliance with the requirements of the 
standard. 

(b) Reasonable testing program. This 
paragraph provides guidance for estab-
lishing a reasonable testing program. 

(1) A reasonable testing program for 
automatic residential garage door op-
erators is one that provides reasonable 
assurance that the operators comply 
with the standard. Manufacturers and 
importers may define their own testing 
programs. Such reasonable testing pro-
grams may, at the option of manufac-
turers and importers, be conducted by 
an independent third party qualified to 
perform such testing programs. 

(2) To conduct a reasonable testing 
program, the garage door operators 
should be divided into production lots. 
Sample operators from each production 
lot should be tested in accordance with 
the reasonable testing program so that 
there is a reasonable assurance that if 
the operators selected for testing meet 
the standard, all operators in the lot 
will meet the standard. Where there is 
a change in parts, suppliers of parts, or 
production methods that could affect 
the ability of the operator to comply 
with the requirements of the standard, 
the manufacturer should establish a 
new production lot for testing. 

(3) The Commission will test for com-
pliance with the standard by using the 
test procedures contained in the stand-
ard. However, a manufacturer’s reason-
able testing program may include ei-
ther tests prescribed in the standard or 
any other reasonable test procedures. 

(4) If the reasonable testing program 
shows that an operator does not com-
ply with one or more requirements of 
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the standard, no operator in the pro-
duction lot can be certified as com-
plying until all non-complying opera-
tors in the lot have been identified and 
destroyed or altered by repair, rede-
sign, or use of a different material or 
components to the extent necessary to 
make them conform to the standard. 
The sale or offering for sale of garage 
door operators that do not comply with 
the standard is a prohibited act and a 
violation of section 19(a) of the CPSA 
(15 U.S.C. 2068(a)), regardless of wheth-
er the operator has been validly cer-
tified. 

§ 1211.24 Product certification and la-
beling by manufacturers. 

(a) Form of permanent label of certifi-
cation. Manufacturers (including im-
porters) shall issue certificates of com-
pliance for automatic residential ga-
rage door operators manufactured after 
the effective date of the standard in 
the form of a permanent label which 
can reasonable be expected to remain 
on the operator during the entire pe-
riod the operator is capable of being 
used. Such labeling shall be deemed to 
be a ‘‘certificate’’ of compliance as 
that term is used in section 14 of the 
CPSA, 15 U.S.C. 2063. 

(b) Exception for UL listed operators. 
The certification labeling requirement 
of paragraph (a) of this section shall be 
satisfied by display of the Underwriters 
Laboratories, Inc. (UL) logo or listing 
mark, and compliance with the date 
marking requirements of UL Standard 
for Safety 325, on both the operator 
system and its container. Operators 
displaying the UL logo or listing mark 
and complying with the UL standard 
are exempt from the requirements of 
paragraphs (c) and (d) of this section. 

(c) Contents of certification label. The 
certification labels required by this 
section shall clearly and legibly con-
tain the following information: 

(1) The statement ‘‘Meets CPSC 
llll (insert 1993 or later date of ap-
plicable standard) garage door operator 
entrapment protection requirements.’’ 

(2) An identification of the produc-
tion lot. 

(d) Placement of the label. The label 
required by this section must be affixed 
to the operator. If the label is not im-
mediately visible to the ultimate pur-

chaser of the garage door operator 
prior to purchase because of packaging 
or other marketing practices, a second 
label that states: ‘‘Meets CPSC llll 

(insert 1993 or later date of applicable 
standard) garage door operator entrap-
ment protection requirements,’’ along 
with the month or week and year of 
manufacture must appear on the con-
tainer or, if the container is not visi-
ble, on the promotional material used 
with the sale of the operator. 

§ 1211.25 Product certification and la-
beling by importers. 

(a) General. The importer of any 
automatic residential garage door op-
erator subject to the standard in sub-
part A of this part must issue the cer-
tificate of compliance required by sec-
tion 14(a) of the CPSA and § 1211.24 of 
this subpart. If testing of each oper-
ator, or a reasonable testing program, 
meeting the requirements of this sub-
part has been performed by or for the 
foreign manufacturer of the product, 
the importer may rely in good faith on 
such tests to support the certificate of 
compliance provided the importer is a 
resident of the United States or has a 
resident agent in the United States and 
the records of such tests required by 
§ 1211.31 of subpart C of this part are 
maintained in the United States. 

(b) Responsibility of importer. If the 
importer relies on tests by the foreign 
manufacturer to support the certificate 
of compliance, the importer bears the 
responsibility for examining the 
records supplied by the manufacturer 
to determine that the records of such 
tests appear to comply with § 1211.31 of 
subpart C of this part. 

Subpart C—Recordkeeping 

SOURCE: 57 FR 60468, Dec. 21, 1992, unless 
otherwise noted. 

§ 1211.30 Effective date. 

The recordkeeping requirements in 
this subpart shall become effective on 
January 21, 1993, and shall apply to 
automatic residential garage door op-
erators manufactured on or after that 
date. 
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