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(iv) Wall space afforded by bar type 
counters. 

(e) Receptacle outlets shall not be in-
stalled in or within reach (30 inches) of 
a shower or bathtub space. 

(f) Receptacle outlets shall not be in-
stalled above electric baseboard heat-
ers. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 58 FR 
55020, Oct. 25, 1993; 70 FR 72052, Nov. 30, 2005] 

§ 3280.807 Fixtures and appliances. 
(a) Electrical materials, devices, ap-

pliances, fittings, and other equipment 
installed, intended for use in, or at-
tached to the manufactured home shall 
be approved for the application and 
shall be connected in an approved man-
ner when in service. Facilities shall be 
provided to securely fasten appliances 
when the manufactured home is in 
transit. (See § 3280.809.) 

(b) Specifically listed pendant-type 
fixtures or pendant cords shall be per-
mitted in manufactured homes. 

(c) If a lighting fixture is provided 
over a bathtub or in a shower stall, it 
must be of the enclosed and gasketed 
type, and be listed for use in wet loca-
tions. See also Article 410.4(D) of the 
National Electrical Code, NFPA No. 70– 
2005. 

(d) The switch for shower lighting 
fixtures and exhaust fans located over 
a tub or in a shower stall shall be lo-
cated outside the tub shower space. 
(See § 3280.806(e).) 

(e) Any combustible wall or ceiling 
finish exposed between the edge of a 
fixture canopy, or pan and an outlet 
box shall be covered with non-combus-
tible or limited combustible material. 

(f) Every appliance shall be acces-
sible for inspection, service, repair, or 
replacement without removal of per-
manent construction. 

[40 FR 58752, Dec. 18, 1975. Redesignated at 44 
FR 20679, Apr. 6, 1979, as amended at 52 FR 
35543, Sept. 22, 1987; 58 FR 55020, Oct. 25, 1993; 
70 FR 72052, Nov. 30, 2005] 

§ 3280.808 Wiring methods and mate-
rials. 

(a) Except as specifically permitted 
by this part, the wiring methods and 
materials specified in the National 
Electrical Code, NFPA No. 70–2005, 
must be used in manufactured homes. 

(b) Nonmetallic outlet boxes shall be 
acceptable only with nonmetallic 
cable. 

(c) Nonmetallic cable located 15 
inches or less above the floor, if ex-
posed, shall be protected from physical 
damage by covering boards, guard 
strips, or conduit. Cable likely to be 
damaged by stowage shall be so pro-
tected in all cases. 

(d) Nonmetallic sheathed cable shall 
be secured by staples, straps, or similar 
fittings so designed and installed as 
not to injure any cable. Cable shall be 
secured in place at intervals not ex-
ceeding 41⁄2 feet and within 12 inches 
from every cabinet, box or fitting. 

(e) Metal-clad and nonmetallic cables 
shall be permitted to pass through the 
centers of the wide side of 2-inch by 4- 
inch studs. However, they shall be pro-
tected where they pass through 2-inch 
by 2-inch studs or at other studs or 
frames where the cable or armor would 
be less than 11⁄2 inches from the inside 
or outside surface of the studs when 
the wall covering materials are in con-
tact with the studs. Steel plates on 
each side of the cable, or a tube, with 
not less than No. 16 MSG wall thick-
ness shall be required to protect the 
cable. These plates or tubes shall be se-
curely held in place. 

(f) Where metallic faceplates are used 
they shall be effectively grounded. 

(g) If the range, clothes dryer, or 
similar appliance is connected by 
metalclad cable or flexible conduit, a 
length of not less than three feet of 
free cable or conduit shall be provided 
to permit moving the appliance. Type 
NM or Type SE cable shall not be used 
to connect a range or a dryer. This 
shall not prohibit the use of Type NM 
or Type SE cable between the branch 
circuit overcurrent protective device 
and a junction box or range or dryer re-
ceptacle. 

(h) Threaded rigid metal conduit 
shall be provided with a locknut inside 
and outside the box, and a conduit 
bushing shall be used on the inside. 
Rigid nonmetallic conduit shall be per-
mitted. Inside ends of the conduit shall 
be reamed. 

(i) Switches shall be rated as follows: 
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