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programs, labelings, and listings unless 
the PIA has reason to believe that a 
particular certification is not accept-
able, in which case, the PIA shall so in-
form the Secretary and provide the 
Secretary with full documentation and 
information on which it bases its be-
lief. Pending a determination by the 
Secretary, the PIA shall provisionally 
accept the certification. The Sec-
retary’s determination shall be binding 
on all PIAs. 

§ 3282.361 Design Approval Primary 
Inspection Agency (DAPIA). 

(a) General. (1) The DAPIA selected 
by a manufacturer under § 3282.203 shall 
be responsible for evaluating all manu-
factured home designs submitted to it 
by the manufacturer and for assuring 
that they conform to the standards. It 
shall also be responsible for evaluating 
all quality control programs submitted 
to it by the manufacturer by reviewing 
the quality assurance manuals in 
which the programs are set out to as-
sure that the manuals reflect programs 
which are compatible with the designs 
to be followed and which commit the 
manufacturer to make adequate in-
spections and tests of every part of 
every manufactured home produced. 

(2) A design or quality assurance 
manual approved by a DAPIA shall be 
accepted by all IPIAs acting under 
§ 3282.362 who deal with the design, 
quality assurance manual, or manufac-
tured homes built to them, and by all 
other parties, as, respectively, being in 
conformance with the Federal stand-
ards or as providing for adequate qual-
ity control to assure conformance. 
However, each design and quality as-
surance manual is subject to review 
and verification by the Secretary or 
the Secretary’s agent at any time. 

(b) Designs. (1) In evaluating designs 
for compliance with the standards, the 
DAPIA will not allow any deviations 
from accepted engineering practice 
standards for design calculations or 
any deviations from accepted test 
standards, except that the DAPIA, for 
good cause, may request the Secretary 
to accept innovations which are not 
yet accepted practices. Acceptances by 
the Secretary shall be published in the 
form of interpretative bulletins, where 
appropriate. 

(2) The DAPIA shall require the man-
ufacturer to submit floor plans and 
specific information for each manufac-
tured home design or variation which 
the DAPIA is to evaluate. It shall also 
require the submission of drawings, 
specifications, calculations, and test 
records of the structural, electrical and 
mechanical systems of each such man-
ufactured home design or variation. 
The manufacturer need not supply du-
plicate information where systems are 
common to several floor plans. Each 
DAPIA shall develop and carry out pro-
cedures for evaluating original manu-
factured home designs by requiring 
manufacturers to submit necessary 
drawings and calculations and carry 
out such verifications and calculations 
as it deems necessary. Where compli-
ance with the standards cannot be de-
termined on the basis of drawings and 
calculations, the DAPIA shall require 
any necessary tests to be carried out at 
its own facility, at separate testing fa-
cilities or at the manufacturer’s plant. 

(3) Design deviation report. After eval-
uating the manufacturer’s design, the 
DAPIA shall furnish the manufacturer 
with a design deviation report which 
specifies in detail, item by item with 
appropriate citations to the standards, 
the specific deviations in the manufac-
turer’s design which must be rectified 
in order to produce manufactured 
homes which comply with the stand-
ards. The design deviation report may 
acknowledge the possibility of alter-
native designs, tests, listings, and cer-
tifications and state the conditions 
under which they will be acceptable. 
The design deviation report shall, to 
the extent practicable, be complete for 
each design evaluated in order to avoid 
repeated rejections and additional 
costs to the manufacturer. 

(4) Design approval. The DAPIA shall 
signify approval of a design by placing 
its stamp of approval or authorized sig-
nature on each drawing and each sheet 
of test results. The DAPIA shall clear-
ly cross-reference the calculations and 
test results to applicable drawings. The 
DAPIA may require the manufacturer 
to do the cross-referencing if it wishes. 
It shall indicate on each sheet how any 
deviations from the standards have 
been or shall be resolved. Within 5 days 
after approving a design, the DAPIA 
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shall forward a copy of the design to 
the manufacturer and the Secretary or 
the Secretary’s agent (prior to the ef-
fective date of the standards the latter 
copy shall go to the Secretary.) 

The DAPIA shall maintain a complete 
up-to-date set of approved designs and 
design changes approved under para-
graph (b)(5) of this section which it can 
duplicate and copies of which it can 
furnish to interested parties as needed 
when disputes arise. 

(5) Design change approval. The 
DAPIA shall also be responsible for ap-
proving all changes which a manufac-
turer wishes to make in a design ap-
proved by the DAPIA. In reviewing de-
sign changes, the DAPIA shall respond 
as quickly as possible to avoid disrup-
tion of the manufacturing process. 
Within 5 days after approving a design 
change, the DAPIA shall forward a 
copy of this change to the manufac-
turer and the Secretary or the Sec-
retary’s agent as set out in paragraph 
(b)(4) of this section to be included in 
the design to which the change was 
made. 

(c) Quality assurance manuals. (1) In 
evaluating a quality assurance manual, 
the DAPIA shall identify any aspects 
of designs to be manufactured under 
the manual which require special qual-
ity control procedures. The DAPIA 
shall determine whether the manual 
under which a particular design is to be 
manufactured reflects those special 
procedures, and shall also determine 
whether the manuals which it evalu-
ates provide for such inspections and 
testing of each manufactured home so 
that the manufacturer, by following 
the manual, can assure that each man-
ufactured home it manufactures will 
conform to the standards. The manual 
shall, at a minimum, include the infor-
mation set out in § 3282.203(c). 

(2) Manual deviation report. After 
evaluating a manufacturer’s quality 
assurance manual, the DAPIA shall 
furnish the manufacturer with a man-
ual deviation report which specifies in 
detail any changes which a manufac-
turer must make in order for the qual-
ity assurance manual to be acceptable. 
The manual deviation report shall, to 
the extent practicable, be complete for 
each design in order to avoid repeated 

rejections and additional costs to the 
manufacturer. 

(3) Manual approval. The DAPIA shall 
signify approval of the manufacturer’s 
quality assurance manual by placing 
its stamp of approval or authorized sig-
nature on the cover page of the man-
ual. Within 5 days of approving a qual-
ity assurance manual, the DAPIA shall 
forward a copy of the quality assurance 
manual to the manufacturer and the 
Secretary or the Secretary’s agent 
(prior to the effective date of the 
standards, the latter copy shall go to 
the Secretary). The DAPIA shall main-
tain a complete up-to-date set of ap-
proved manuals and manual changes 
approved under paragraph (c)(4) of this 
section which it can duplicate and cop-
ies of which it can furnish to interested 
parties as needed when disputes arise. 

(4) Manual change approval. Each 
change the manufacturer wishes to 
make in its quality assurance manual 
shall be approved by the DAPIA. With-
in 5 days after approving a manual 
change, the DAPIA shall forward a 
copy of the change to the manufacturer 
and the Secretary or the Secretary’s 
agent as set out in paragraph (c)(3) of 
this section to be included in the man-
ual to which the change was made. 

(d) Requirements for full acceptance— 
DAPIA. (1) Before granting full accept-
ance to a DAPIA, the Secretary or the 
Secretary’s agent shall review and 
evaluate at least one complete design 
and one quality assurance manual 
which has been approved by the 
DAPIA. These shall be designs and 
manuals approved to the Federal 
standards, and they shall be chosen at 
random from those approved by the 
DAPIA during the period of provisional 
acceptance. 

(2) If the Secretary determines that a 
design or quality assurance manual 
shows an inadequate level of perform-
ance, the Secretary or the Secretary’s 
agent shall carry out further evalua-
tions. If the Secretary finds the level of 
performance to be unacceptable, the 
Secretary shall not grant full accept-
ance. If full acceptance has not been 
granted by the end of the provisional 
acceptance period, provisional accept-
ance shall lapse unless the Secretary 
determines that the failure to obtain 
full acceptance resulted from the fact 
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that the Secretary or her agent has not 
had adequate time in which to com-
plete an evaluation. 

[41 FR 19852, May 13, 1976, as amended at 61 
FR 10861, Mar. 15, 1996] 

§ 3282.362 Production Inspection Pri-
mary Inspection Agencies (IPIAs). 

(a) General—(1) IPIA responsibilities. 
An IPIA selected by a manufacturer 
under § 3282.204 to act in a particular 
manufacturing plant shall be respon-
sible for assuring: 

(i) That the plant is capable of fol-
lowing the quality control procedures 
set out in the quality assurance man-
ual to be followed in that plant; 

(ii) That the plant continues to fol-
low the quality assurance manual; 

(iii) That any part of any manufac-
tured home that it actually inspects 
conforms with the design, or where the 
design is not specific with respect to an 
aspect of the standards, to the stand-
ards; 

(iv) That whenever it finds a manu-
factured home in production which 
fails to conform to the design or where 
the design is not specific, to the stand-
ards, the failure to conform is cor-
rected before the manufactured home 
leaves the manufacturing plant; and 

(v) That if a failure to conform to the 
design, or where the design is not spe-
cific, to the standards, is found in one 
manufactured home, all other homes 
still in the plant which the IPIA’s 
records or the records of the manufac-
turer indicate might not conform to 
the design or to standards are in-
spected and, if necessary, brought up to 
the standards before they leave the 
plant. 

(2) No more than one IPIA shall oper-
ate in any one manufacturing plant, 
except that where a manufacturer de-
cides to change from one IPIA to an-
other, the two may operate in the 
plant simultaneously for a limited pe-
riod of time to the extent necessary to 
assure a smooth transition. 

(b) Plant approval. (1) Each IPIA 
shall, with respect to each manufac-
turing plant for which it is responsible, 
evaluate the quality control procedures 
being followed by the manufacturer in 
the plant to determine whether those 
procedures are consistent with and ful-
fill the procedures set out in the 

DAPIA approved quality assurance 
manual being followed in the plant. As 
part of this evaluation, and prior to the 
issuance of any labels to the manufac-
turer, the IPIA shall make a complete 
inspection of the manufacture of at 
least one manufactured home through 
all of the operations in the manufac-
turer’s plant. The purpose of this ini-
tial factory inspection is to determine 
whether the manufacturer is capable of 
producing manufactured homes in con-
formance with the approved design 
and, to the extent the design is not spe-
cific with respect to an aspect of the 
standards, with the standards and to 
determine whether the manufacturer’s 
quality control procedures as set out in 
the quality assurance manual, plant 
equipment, and personnel, will assure 
that such conformance continues. This 
inspection should be made by one or 
more qualified engineers who have re-
viewed the approved design and by an 
inspector who has been carefully 
briefed by the engineers on the restric-
tive aspects of the design. The manu-
factured home shall be inspected to the 
approved design for the home except 
that where the design is not specific 
with respect to any aspect of the stand-
ards, the inspection shall be to the 
standards as to that aspect of the man-
ufactured home. If the first manufac-
tured home inspected fails to conform 
to the design or, with respect to any 
aspect of the standards not specifically 
covered by the design, to the stand-
ards, additional units shall be similarly 
inspected until the IPIA is satisfied 
that the manufacturer is conforming to 
the approved design, or where the de-
sign is not specific with respect to any 
aspect of the standards, to the stand-
ards and quality assurance manual. 

(2) Certification report. If, on the basis 
of the initial comprehensive factory in-
spection required by paragraph (b)(1) of 
this section, the IPIA determines that 
the manufacturer is performing ade-
quately, the IPIA shall prepare and for-
ward to the manufacturer, to HUD, and 
to HUD’s agent a certification report 
as described in this paragraph (b)(2) of 
this section. The issuance of the cer-
tification report is a prerequisite to 
the commencement of production sur-
veillance under paragraph (c) of this 
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