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29 CFR Ch. XVII (7–1–12 Edition) § 1910.152 

In a similar fashion, employers who have 
unique or changing first-aid needs in their 
workplace may need to enhance their first- 
aid kits. The employer can use the OSHA 300 
log, OSHA 301 log, or other reports to iden-
tify these unique problems. Consultation 
from the local fire/rescue department, appro-
priate medical professional, or local emer-
gency room may be helpful to employers in 
these circumstances. By assessing the spe-
cific needs of their workplace, employers can 
ensure that reasonably anticipated supplies 
are available. Employers should assess the 
specific needs of their worksite periodically 
and augment the first aid kit appropriately. 

If it is reasonably anticipated that employ-
ees will be exposed to blood or other poten-
tially infectious materials while using first 
aid supplies, employers are required to pro-
vide appropriate personal protective equip-
ment (PPE) in compliance with the provi-
sions of the Occupational Exposure to Blood 
borne Pathogens standard, § 1910.1030(d)(3) (56 
FR 64175). This standard lists appropriate 
PPE for this type of exposure, such as 
gloves, gowns, face shields, masks, and eye 
protection. 

[39 FR 23502, June 27, 1974, as amended at 63 
FR 33466, June 18, 1998; 70 FR 1141, Jan. 5, 
2005; 76 FR 80739, Dec. 27, 2011] 

§ 1910.152 [Reserved] 

Subpart L—Fire Protection 

AUTHORITY: Sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, and 657); Secretary of Labor’s 
Order No. 12–71 (36 FR 8754), 8–76 (41 FR 
25059), 9–83 (48 FR 35736), 1–90 (55 FR 9033), 6– 
96 (62 FR 111), 3–2000 (65 FR 50017), 5–2002 (67 
FR 65008), or 5–2007 (72 FR 31160), as applica-
ble, and 29 CFR part 1911. 

§ 1910.155 Scope, application and defi-
nitions applicable to this subpart. 

(a) Scope. This subpart contains re-
quirements for fire brigades, and all 
portable and fixed fire suppression 
equipment, fire detection systems, and 
fire or employee alarm systems in-
stalled to meet the fire protection re-
quirements of 29 CFR part 1910. 

(b) Application. This subpart applies 
to all employments except for mari-
time, construction, and agriculture. 

(c) Definitions applicable to this sub-
part. (1) After-flame means the time a 
test specimen continues to flame after 
the flame source has been removed. 

(2) Aqueous film forming foam (AFFF) 
means a fluorinated surfactant with a 
foam stabilizer which is diluted with 

water to act as a temporary barrier to 
exclude air from mixing with the fuel 
vapor by developing an aqueous film on 
the fuel surface of some hydrocarbons 
which is capable of suppressing the 
generation of fuel vapors. 

(3) Approved means acceptable to the 
Assistant Secretary under the fol-
lowing criteria: 

(i) If it is accepted, or certified, or 
listed, or labeled or otherwise deter-
mined to be safe by a nationally recog-
nized testing laboratory; or 

(ii) With respect to an installation or 
equipment of a kind which no nation-
ally recognized testing laboratory ac-
cepts, certifies, lists, labels, or deter-
mines to be safe, if it is inspected or 
tested by another Federal agency and 
found in compliance with the provi-
sions of the applicable National Fire 
Protection Association Fire Code; or 

(iii) With respect to custom-made 
equipment or related installations 
which are designed, fabricated for, and 
intended for use by its manufacturer 
on the basis of test data which the em-
ployer keeps and makes available for 
inspection to the Assistant Secretary. 

(iv) For the purposes of paragraph 
(c)(3) of this section: 

(A) Equipment is listed if it is of a 
kind mentioned in a list which is pub-
lished by a nationally recognized test-
ing laboratory which makes periodic 
inspections of the production of such 
equipment and which states that such 
equipment meets nationally recognized 
standards or has been tested and found 
safe for use in a specified manner; 

(B) Equipment is labeled if there is 
attached to it a label, symbol, or other 
identifying mark of a nationally recog-
nized testing laboratory which makes 
periodic inspections of the production 
of such equipment, and whose labeling 
indicates compliance with nationally 
recognized standards or tests to deter-
mine safe use in a specified manner; 

(C) Equipment is accepted if it has 
been inspected and found by a nation-
ally recognized testing laboratory to 
conform to specified plans or to proce-
dures of applicable codes; and 

(D) Equipment is certified if it has 
been tested and found by a nationally 
recognized testing laboratory to meet 
nationally recognized standards or to 
be safe for use in a specified manner or 
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