
212 

29 CFR Ch. XVII (7–1–12 Edition) § 1917.1 

1 The International Maritime Organization 
publishes the International Maritime Dan-
gerous Goods Code to aid compliance with 
the international legal requirements of the 
International Convention for the Safety of 
Life at Sea, 1960. 

APPENDIX I TO PART 1917—SPECIAL CARGO 
GEAR AND CONTAINER SPREADER TEST RE-
QUIREMENTS (MANDATORY) [SEE 
§ 1917.50(C)(5)] 

AUTHORITY: 33 U.S.C. 941; 29 U.S.C. 653, 655, 
657; Secretary of Labor’s Order No. 12–71 (36 
FR 8754), 8–76 (41 FR 25059), 9–83 (48 FR 35736), 
1–90 (55 FR 9033), 6–96 (62 FR 111), 3–2000 (65 
FR 50017), 5–2002 (67 FR 65008), 5–2007 (72 FR 
31160), or 4–2010 (75 FR 55355), as applicable; 
and 29 CFR 1911. 

Section 1917.28 also issued under 5 U.S.C. 
553. 

Section 1917.29 also issued under 49 U.S.C. 
1801–1819 and 5 U.S.C. 553. 

EFFECTIVE DATE NOTE: At 77 FR 37599, June 
22, 2012, the authority citation was revised, 
effective Sept. 20, 2012. For the convenience 
of the user, the revised text is set forth as 
follows: 

AUTHORITY: 33 U.S.C. 941; 29 U.S.C. 653, 655, 
657; Secretary of Labor’s Order No. 12–71 (36 
FR 8754), 8–76 (41 FR 25059), 9–83 (48 FR 35736), 
1–90 (55 FR 9033), 6–96 (62 FR 111), 3–2000 (65 
FR 50017), 5–2002 (67 FR 65008), 5–2007 (72 FR 
31160), 4–2010 (75 FR 55355), or 1–2012 (77 7 FR 
3912),as applicable; and 29 CFR 1911. 

Section 1917.28 also issued under 5 U.S.C. 
553. 

Section 1917.29 also issued under 49 U.S.C. 
1801–1819 and 5 U.S.C. 553. 

SOURCE: 48 FR 30909, July 5, 1983, unless 
otherwise noted. 

Subpart A—General Provisions 

§ 1917.1 Scope and applicability. 
(a) The regulations of this part apply 

to employment within a marine ter-
minal as defined in § 1917.2, including 
the loading, unloading, movement or 
other handling of cargo, ship’s stores 
or gear within the terminal or into or 
out of any land carrier, holding or con-
solidation area, any other activity 
within and associated with the overall 
operation and functions of the ter-
minal, such as the use and routine 
maintenance of facilities and equip-
ment. All cargo transfer accomplished 
with the use of shore-based material 
handling devices shall be regulated by 
this part. 

(1) The provisions of this part 1917 do 
not apply to the following: 

(i) Facilities used solely for the bulk 
storage, handling and transfer of flam-
mable, non-flammable and combustible 
liquids and gases. 

(ii) Facilities subject to the regula-
tions of the Office of Pipeline Safety 

Regulation of the Materials Transpor-
tation Bureau, Department of Trans-
portation, to the extent such regula-
tions apply. 

(iii) Fully automated bulk coal han-
dling facilities contiguous to electrical 
power generating plants. 

(2) Part 1910 of this chapter does not 
apply to marine terminals except for 
the following provisions: 

(i) Abrasive blasting. Subpart G, 
§ 1910.94(a); 

(ii) Access to employee exposure and 
medical records. Subpart Z, § 1910.1020; 

(iii) Commercial diving operations. Sub-
part T of part 1910; 

(iv) Electrical. Subpart S of part 1910; 
(v) Grain handling facilities. Subpart 

R, § 1910.272; 
(vi) Hazard communication. Subpart Z, 

§ 1910.1200; 
(vii) Ionizing radiation. Subpart Z, 

§ 1910.1096; 
(viii) Noise. Subpart G, § 1910.95; 
(ix) Nonionizing radiation. Subpart G, 

§ 1910.97; 
(x) Respiratory protection. Subpart I, 

§ 1910.134; 
(xi) Safety requirements for scaffolding. 

Subpart D, § 1910.28; 
(xii) Servicing multi-piece and single 

piece rim wheels. Subpart N, § 1910.177; 
(xiii) Toxic and hazardous substances. 

Subpart Z applies to marine cargo han-
dling activities except for the fol-
lowing: 

(A) When a substance or cargo is con-
tained within a sealed, intact means of 
packaging or containment complying 
with Department of Transportation or 
International Maritime Organization 
requirements; 1 

(B) Bloodborne pathogens, § 1910.1030; 
(C) Carbon monoxide, § 1910.1000 (See 

§ 1917.24(a)); and 
(D) Hydrogen sulfide, § 1910.1000 (See 

§ 1917.73(a)(2)); and 
(E) Hexavalent chromium § 1910.1026 

(See § 1915.1026) 
(xiv) Powered industrial truck oper-

ator training, Subpart N, § 1910.178(1). 

NOTE TO PARAGRAPH (a)(2)(xiv): The compli-
ance dates of December 1, 1999 set forth in 29 
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CFR 1910.178(l)(7) are stayed until March 1, 
2000 for Marine Terminals. 

(b) Section 1915.1026 applies to any 
occupational exposures to hexavalent 
chromium in workplaces covered by 
this part. 

[48 FR 30909, July 5, 1983, as amended at 52 
FR 36026, Sept. 25, 1987; 52 FR 49624, Dec. 31, 
1987; 62 FR 40196, July 25, 1997; 63 FR 66274, 
Dec. 1, 1998; 64 FR 46847, Aug. 27, 1999; 65 FR 
40938, June 30, 2000; 71 FR 10381, Feb. 28, 2006] 

§ 1917.2 Definitions. 
Apron means that open portion of a 

marine terminal immediately adjacent 
to a vessel berth and used in the direct 
transfer of cargo between the terminal 
and vessel. 

Authorized, in reference to an em-
ployee’s assignment, means selected by 
the employer for that purpose. 

Cargo door (transit shed door) means 
a door designed to permit transfer of 
cargo to and from a marine terminal 
structure. 

Cargo packaging means any method of 
containment for shipment, including 
cases, cartons, crates and sacks, but 
excluding large units such as inter-
modal containers, vans or similar de-
vices. 

Confined space means: 
(1) A space having all of the following 

characteristics: 
(i) Small size; 
(ii) Severely limited natural ventila-

tion; 
(iii) Capability to accumulate or con-

tain a hazardous atmosphere; 
(iv) Exits that are not readily acces-

sible; and 
(v) A design not meant for contin-

uous human occupancy. 
(2) Examples of confined spaces are 

intermodal tank containers, bailwater 
tanks and portable tanks. 

Conveyor means a device designed ex-
clusively for transporting bulk mate-
rials, packages or objects in a predeter-
mined path and having fixed or selec-
tive points of loading or discharge. 

Danger zone means any place in or 
about a machine or piece of equipment 
where an employee may be struck by 
or caught between moving parts, 
caught between moving and stationary 
objects or parts of the machine, caught 
between the material and a moving 
part of the machine, burned by hot sur-

faces or exposed to electric shock. Ex-
amples of danger zones are nip and 
shear points, shear lines, drive mecha-
nisms, and areas beneath counter-
weights. 

Designated person means a person who 
possesses specialized abilities in a spe-
cific area and is assigned by the em-
ployer to perform a specific task in 
that area. 

Dock means a wharf or pier forming 
all or part of a waterfront facility, in-
cluding marginal or quayside berthing 
facilities; not to be confused with 
‘‘loading dock’’ as at a transit shed or 
container freight station, or with the 
body of water between piers or 
wharves. 

Dockboards (car and bridge plates) 
mean devices for spanning short dis-
tances between rail cars or highway ve-
hicles and loading platforms that do 
not expose employees to falls greater 
than 4 feet (1.22 m). 

Enclosed space means an indoor space, 
other than a confined space, that may 
contain or accumulate a hazardous at-
mosphere due to inadequate natural 
ventilation. Examples of enclosed 
spaces are trailers, railcars, and stor-
age rooms. 

Examination, as applied to material 
handling devices required by this part 
to be certificated, means a comprehen-
sive survey consisting of the criteria 
outlined in 29 CFR 1919.71(d) as applica-
ble to the type of gear or device. The 
examination is supplemented by a unit 
proof test in the case of a quadrennial 
survey. 

Flammable atmosphere means an at-
mosphere containing more than 10 per-
cent of the lower flammable limit of a 
flammable or combustible vapor or 
dust mixed with air. 

Front-end attachments. (1) As applied 
to power-operated industrial trucks, 
means the various devices, such as roll 
clamps, rotating and sideshifting car-
riages, magnets, rams, crane arms or 
booms, load stabilizers, scoops, buckets 
and dumping bins, attached to the load 
end for handling lifts as single or mul-
tiple units. 

(2) As applied to cranes, means var-
ious attachments applied to the basic 
machine for the performance of func-
tions such as lifting, clamshell or mag-
net services. 
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Fumigant is a substance or mixture of 
substances, used to kill pests or pre-
vent infestation, which is a gas or is 
rapidly or progressively transformed to 
the gaseous state, even though some 
nongaseous or particulate matter may 
remain and be dispersed in the treat-
ment space. 

Hazardous cargo, material, substance or 
atmosphere means: 

(1) Any substance listed in 29 CFR 
part 1910, subpart Z; 

(2) Any material in the Hazardous 
Materials Table and Hazardous Mate-
rials Communications Regulations of 
the Department of Transportation, 49 
CFR part 172; 

(3) Any article not properly described 
by a name in the Hazardous Materials 
Table and Hazardous Materials Com-
munications Regulations of the De-
partment of Transportation, 49 CFR 
part 172 but which is properly classified 
under the definition of those categories 
of dangerous articles given in 49 CFR 
Part 173; or 

(4) Any atmosphere with an oxygen 
content of less than 19.5%. 

House falls means spans and sup-
porting members, winches, blocks, and 
standing and running rigging forming 
part of a marine terminal and used 
with a vessel’s cargo gear to load or 
unload by means of married falls. 

Inspection, as applied to material 
handling devices required by this part 
to be certificated, means a complete 
visual examination of all visible parts 
of the device. 

Intermodal container means a reusable 
cargo container of a rigid construction 
and rectangular configuration; fitted 
with devices permitting its ready han-
dling, particularly its transfer from 
one mode of transport to another; so 
designed to be readily filled and 
emptied; intended to contain one or 
more articles of cargo or bulk commod-
ities for transportation by water and 
one or more other transport modes. 
The term includes completely enclosed 
units, open top units, fractional height 
units, units incorporating liquid or gas 
tanks and other variations fitting into 
the container system. It does not in-
clude cylinders, drums, crates, cases, 
cartons, packages, sacks, unitized 
loads or any other form of packaging. 

Loose gear means removable and re-
placeable components of equipment or 
devices which may be used with or as a 
part of assembled material handling 
units for purposes such as making con-
nections, changing line direction and 
multiplying mechanical advantage. Ex-
amples are shackles and snatch blocks. 

Marine terminal means wharves, bulk-
heads, quays, piers, docks and other 
berthing locations and adjacent stor-
age or adjacent areas and structures 
associated with the primary movement 
of cargo or materials from vessel to 
shore or shore to vessel including 
structures which are devoted to receiv-
ing, handling, holding, consolidating 
and loading or delivery of waterborne 
shipments or passengers, including 
areas devoted to the maintenance of 
the terminal or equipment. The term 
does not include production or manu-
facturing areas nor does the term in-
clude storage facilities directly associ-
ated with those production or manufac-
turing areas. 

Ramps mean other flat-surface de-
vices for passage between levels and 
across openings not covered under 
‘‘dockboards.’’ 

Ship’s stores means materials that are 
aboard a vessel for the upkeep, mainte-
nance, safety, operation, or navigation 
of the vessel, or for the safety or com-
fort of the vessel’s passengers or crew. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40196, July 25, 1997; 65 FR 40938, June 30, 
2000; 76 FR 33610, June 8, 2011] 

§ 1917.3 Incorporation by reference. 

(a) (1) The standards of agencies of 
the U.S. Government, and organiza-
tions which are not agencies of the 
U.S. Government which are incor-
porated by reference in this part, have 
the same force and effect as other 
standards in this part. Only the manda-
tory provisions (i.e. provisions con-
taining the word ‘‘shall’’ or other man-
datory language) of standards incor-
porated by reference are adopted as 
standards under the Occupational Safe-
ty and Health Act. 

(2) The standards listed in paragraph 
(b) of this section are incorporated by 
reference in the corresponding sections 
noted as the sections exist on the date 
of the approval, and a notice of any 
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change in these standards will be pub-
lished in the FEDERAL REGISTER. The 
Director of the Federal Register ap-
proved these incorporations by ref-
erence in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. 

(3) Any changes in the standards in-
corporated by reference in this part 
and an official historic file of such 
changes are available for inspection in 
the Docket Office at the national office 
of the Occupational Safety and Health 
Administration, U.S. Department of 
Labor, Washington, DC 20910; tele-
phone: 202–693–2350 (TTY number: 877– 
889–5627). 

(4) Copies of standards listed in this 
section and issued by private standards 
organizations are available for pur-
chase from the issuing organizations at 
the addresses or through the other con-
tact information listed below for these 
private standards organizations. In ad-
dition, these standards are available 
for inspection at the National Archives 
and Records Administration (NARA). 
For information on the availability of 
this material at NARA, telephone: 202– 
741–6030, or go to http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. Also, the material is 
available for inspection at any Re-
gional Office of the Occupational Safe-
ty and Health Administration (OSHA), 
or at the OSHA Docket Office, U.S. De-
partment of Labor, 200 Constitution 
Avenue, NW., Room N–2625, Wash-
ington, DC 20210; telephone: 202–693–2350 
(TTY number: 877–889–5627). 

(b) Except as noted, copies of the 
standards listed below in this para-
graph are available for purchase from 
the American National Standards In-
stitute (ANSI), 25 West 43rd Street, 4th 
Floor, New York, NY 10036; telephone: 
212–642–4900; fax: 212–398–0023; Web site: 
http://www.ansi.org. 

(1) ANSI A14.1–1990, Safety Require-
ments for Portable Wood Ladders; IBR 
approved for § 1917.119(c). 

(2) ANSI A14.2–1990, Safety Require-
ments for Portable Metal Ladders; IBR 
approved for § 1917.119(c). 

(3) ANSI A14.5–1992, Safety Require-
ments for Portable Reinforced Plastic 
Ladders; IBR approved for § 1917.119(c). 

(4) ANSI Z41–1999, American National 
Standard for Personal Protection—Pro-

tective Footwear; IBR approved for 
§ 1917.94(b)(1)(ii). Copies of ANSI Z41– 
1999 are available for purchase only 
from the National Safety Council, P.O. 
Box 558, Itasca, IL 60143–0558; tele-
phone: 1–800–621–7619; fax: 708–285–0797; 
Web site: http://www.nsc.org. 

(5) ANSI Z41–1991, American National 
Standard for Personal Protection—Pro-
tective Footwear; IBR approved for 
§ 1917.94(b)(1)(iii). Copies of ANSI Z41– 
1991 are available for purchase only 
from the National Safety Council, P.O. 
Box 558, Itasca, IL 60143–0558; tele-
phone: 1–800–621–7619; fax: 708–285–0797; 
Web site: http://www.nsc.org. 

(6) ANSI Z87.1–2003, American Na-
tional Standard Practice for Occupa-
tional and Educational Eye and Face 
Protection; IBR approved for 
§ 1917.91(a)(1)(i)(A). Copies of ANSI 
Z87.1–2003 are available for purchase 
only from the American Society of 
Safety Engineers, 1800 East Oakton 
Street, Des Plaines, IL 60018–2187; tele-
phone: 847–699–2929; or from the Inter-
national Safety Equipment Association 
(ISEA), 1901 North Moore Street, Ar-
lington, VA 22209–1762; telephone: 703– 
525–1695; fax: 703–528–2148; Web site: 
http://www.safetyequipment.org. 

(7) ANSI Z87.1–1989 (R–1998), Amer-
ican National Standard Practice for 
Occupational and Educational Eye and 
Face Protection; IBR approved for 
§ 1917.91(a)(1)(i)(B). Copies of ANSI 
Z87.1–1989 (R–1998) are available for 
purchase only from the American Soci-
ety of Safety Engineers, 1800 East 
Oakton Street, Des Plaines, IL 60018– 
2187; telephone: 847–699–2929. 

(8) ANSI Z87.1–1989, American Na-
tional Standard Practice for Occupa-
tional and Educational Eye and Face 
Protection; IBR approved for 
§ 1917.91(a)(1)(i)(C). Copies of ANSI 
Z87.1–1989 are available for purchase 
only from the American Society of 
Safety Engineers, 1800 East Oakton 
Street, Des Plaines, IL 60018–2187; tele-
phone: 847–699–2929. 

(9) ANSI Z89.1–2003, American Na-
tional Standard for Industrial Head 
Protection; IBR approved for 
§ 1917.93(b)(1)(i). Copies of ANSI Z89.1– 
2003 are available for purchase only 
from the International Safety Equip-
ment Association, 1901 North Moore 
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Street, Arlington, VA 22209–1762; tele-
phone: 703–525–1695; fax: 703–528–2148; 
Web site: http:// 
www.safetyequipment.org. 

(10) ANSI Z89.1–1997, American Na-
tional Standard for Industrial Head 
Protection; IBR approved for 
§ 1917.93(b)(1)(ii). Copies of ANSI Z89.1– 
1997 are available for purchase only 
from the International Safety Equip-
ment Association, 1901 North Moore 
Street, Arlington, VA 22209–1762; tele-
phone: 703–525–1695; fax: 703–528–2148; 
Web site: http:// 
www.safetyequipment.org. 

(11) ANSI Z89.1–1986, American Na-
tional Standard for Personnel Protec-
tion—Protective Headwear for Indus-
trial Workers—Requirements; IBR ap-
proved for § 1917.93(b)(1)(iii). 

(12) ASME B56.1, 1959, Safety Code for 
Powered Industrial Trucks, pages 8 and 
13; IBR approved for § 1917.50(j)(1). 

(c) Copies of the following standards 
are available for purchase from ASTM 
International, 100 Barr Harbor Drive, 
P.O. Box C700, West Conshohocken, PA 
19428–2959; telephone: 610–832–9585; fax: 
610–832–9555; e-mail: seviceastm.org; Web 
site: http://www.astm.org: 

(1) ASTM F–2412–2005, Standard Test 
Methods for Foot Protection; IBR ap-
proved for § 1917.94(b)(1)(i). 

(2) ASTM F–2413–2005, Standard Spec-
ification for Performance Require-
ments for Protective Footwear; IBR 
approved for § 1917.94(b)(1)(i). 

[62 FR 40196, July 25, 1997, as amended at 65 
FR 40938, June 30, 2000; 69 FR 18803, Apr. 9, 
2004; 74 FR 46358, Sept. 9, 2009] 

EFFECTIVE DATE NOTE: At 77 FR 37599, June 
22, 2012, § 1917.3 was amended by revising 
paragraphs (b)(9) through (b)(11), effective 
Sept. 20, 2012. For the convenience of the 
user, the revised text is set forth as follows: 

§ 1917.3 Incorporation by reference. 
(b) * * * 
(9) American National Standards Institute 

(ANSI) Z89.1–2009, American National Stand-
ard for Industrial Head Protection, approved 
January 26, 2009; IBR approved for 
§ 1917.93(b)(1)(i). Copies of ANSI Z89.1–2009 are 
available for purchase only from the Inter-
national Safety Equipment Association, 1901 
North Moore Street, Arlington, VA 22209– 
1762; telephone: 703–525–1695; fax: 703–528–2148; 
Web site: www.safetyequipment.org. 

(10) American National Standards Institute 
(ANSI) Z89.1–2003, American National Stand-
ard for Industrial Head Protection; IBR ap-

proved for § 1917.93(b)(1)(ii). Copies of ANSI 
Z89.1–2003 are available for purchase only 
from the International Safety Equipment 
Association, 1901 North Moore Street, Ar-
lington, VA 22209–1762; telephone: 703–525– 
1695; fax: 703–528–2148; Web site: 
www.safetyequipment.org. 

(11) American National Standards Institute 
(ANSI) Z89.1–1997, American National Stand-
ard for Personnel Protection—Protective 
Headwear for Industrial Workers—Require-
ments; IBR approved for § 1917.93(b)(1)(iii). 
Copies of ANSI Z89.1–1997 are available for 
purchase only from the International Safety 
Equipment Association, 1901 North Moore 
Street, Arlington, VA 22209–1762; telephone: 
703–525–1695; fax: 703–528–2148; Web site: 
www.safetyequipment.org. 

* * * * * 

§ 1917.4 OMB control numbers under 
the Paperwork Reduction Act. 

The following list identifies the 29 
CFR citations for sections or para-
graphs in this part that contain a col-
lection of information requirement ap-
proved by the Office of Management 
and Budget (OMB). The list also pro-
vides the control number assigned by 
OMB to each approved requirement; 
control number 1218–0196 expires on 
May 31, 2002 and control number 1218– 
0003 expires on July 31, 2001. The list 
follows: 

29 CFR citation OMB control 
number. 

1917.17(n) ..................................................... 1218–0196 
1917.17(o) ..................................................... 1218–0196 
1917.23(b)(1) ................................................. 1218–0196 
1917.23(b)(2) ................................................. 1218–0196 
1917.23(d)(4) ................................................. 1218–0196 
1917.24(b) ..................................................... 1218–0196 
1917.24(d) ..................................................... 1218–0196 
1917.25(a) ..................................................... 1218–0196 
1917.25(b) ..................................................... 1218–0196 
1917.25(c) ...................................................... 1218–0196 
1917.25(f) ...................................................... 1218–0196 
1917.26(d)(7) ................................................. 1218–0196 
1917.30(a)(1) ................................................. 1218–0196 
1917.30(a)(5)(iii) ............................................ 1218–0196 
1917.42(b)(1) ................................................. 1218–0196 
1917.42(b)(4) ................................................. 1218–0196 
1917.42(c)(1) ................................................. 1218–0196 
1917.42(d)(1) ................................................. 1218–0196 
1917.42(g)(3) ................................................. 1218–0003 
1917.42(h)(1) ................................................. 1218–0196 
1917.42(h)(4) ................................................. 1218–0003 
1917.42(h)(5) ................................................. 1218–0196 
1917.44(e) ..................................................... 1218–0196 
1917.44(h) ..................................................... 1218–0196 
1917.45(f)(1)(i) ............................................... 1218–0196 
1917.45(f)(4)(iv) ............................................. 1218–0196 
1917.45(f)(6) .................................................. 1218–0196 
1917.45(g)(2) ................................................. 1218–0196 
1917.45(g)(3)(iii) ............................................ 1218–0196 
1917.45(g)(8) ................................................. 1218–0196 
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29 CFR citation OMB control 
number. 

1917.45(k)(1) ................................................. 1218–0196 
1917.45(k)(4) ................................................. 1218–0196 
1917.46(a)(1)(v) ............................................. 1218–0196 
1917.50(c)(1) ................................................. 1218–0003 
1917.50(c)(3) ................................................. 1218–0003 
1917.50(c)(4)(i) .............................................. 1218–0003 
1917.50(c)(5)(ii) ............................................. 1218–0003 
1917.50(c)(5)(iii) ............................................ 1218–0003 
1917.50(e) ..................................................... 1218–0003 
1917.50(g)(1) ................................................. 1218–0003 
1917.50(h) ..................................................... 1218–0003 
1917.71(a) ..................................................... 1218–0196 
1917.71(b)(2)(i) .............................................. 1218–0196 
1917.71(b)(2)(ii) ............................................. 1218–0196 
1917.71(b)(6)(ii) ............................................. 1218–0196 
1917.71(f)(4) .................................................. 1218–0196 
1917.111(b) ................................................... 1218–0196 
1917.113 ........................................................ 1218–0196 
1917.115(c) .................................................... 1218–0196 
1917.116(e) ................................................... 1218–0196 
1917.116(g) ................................................... 1218–0196 
1917.117(a) ................................................... 1218–0196 
1917.117(b) ................................................... 1218–0196 
1917.117(d) ................................................... 1218–0196 
1917.117(e) ................................................... 1218–0196 
1917.117(f) .................................................... 1218–0196 
1917.117(l) ..................................................... 1218–0196 
1917.118(e)(4)(i) ............................................ 1218–0196 
1917.119(e) ................................................... 1218–0196 
1917.122(a) ................................................... 1218–0196 
1917.122(b) ................................................... 1218–0196 
1917.128(b)(1)–(b)(4) .................................... 1218–0196 
1917.151(e)(5) ............................................... 1218–0196 
1917.152(d)(2)(v) ........................................... 1218–0196 
1917.152(d)(2)(vi) .......................................... 1218–0196 

[64 FR 61505, Nov. 12, 1999] 

§ 1917.5 Compliance duties owed to 
each employee. 

(a) Personal protective equipment. 
Standards in this part requiring the 
employer to provide personal protec-
tive equipment (PPE), including res-
pirators and other types of PPE, be-
cause of hazards to employees impose a 
separate compliance duty with respect 
to each employee covered by the re-
quirement. The employer must provide 
PPE to each employee required to use 
the PPE, and each failure to provide 
PPE to an employee may be considered 
a separate violation. 

(b) Training. Standards in this part 
requiring training on hazards and re-
lated matters, such as standards re-
quiring that employees receive train-
ing or that the employer train employ-
ees, provide training to employees, or 
institute or implement a training pro-
gram, impose a separate compliance 
duty with respect to each employee 
covered by the requirement. The em-
ployer must train each affected em-
ployee in the manner required by the 

standard, and each failure to train an 
employee may be considered a separate 
violation. 

[73 FR 75587, Dec. 12, 2008] 

Subpart B—Marine Terminal 
Operations 

§ 1917.11 Housekeeping. 
(a) Active work areas shall be kept 

free of equipment and materials not in 
use, and clear of debris, projecting 
nails, strapping and other sharp objects 
not necessary for the work in progress. 

(b) Hatch beams, covers and pontoons 
placed in terminal working areas shall 
be stowed in stable piles with beams se-
cured against tipping or falling. Alter-
natively, beams may be laid on their 
sides. When beams and pontoons are 
stowed in tiers more than one high, 
dunnage or other suitable material 
shall be used under and between tiers. 

(c) Cargo and material shall not ob-
struct access to vessels, cranes, vehi-
cles or buildings. Means of access and 
egress within buildings shall be simi-
larly unobstructed. 

(d) Dunnage, lumber, or shoring ma-
terial in which there are visibly pro-
truding nails shall be removed from the 
immediate work area or if left in the 
area, the nails shall be rendered harm-
less. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40196, July 25, 1997] 

§ 1917.12 Slippery conditions. 
The employer shall eliminate, to the 

extent possible, conditions causing 
slippery working and walking surfaces 
in immediate work areas used by em-
ployees. 

§ 1917.13 Slinging. 
(a) Drafts shall be safely slung before 

being hoisted. Loose dunnage or debris 
hanging or protruding from loads shall 
be removed. 

(b) Bales of cotton, wool, cork, wood 
pulp, gunny bags or similar articles 
shall be hoisted only by straps strong 
enough to support the weight of the 
bale. At least two hooks, each in a sep-
arate strap, shall be used. 

(c) Unitized loads bound by bands or 
straps may be hoisted by the banding 
or strapping only if the banding or 
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