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(d) Unless exemptions are granted at 
the discretion of the Assistant Sec-
retary in cases of practical difficulties 
or unnecessary hardship, applicants for 
accreditation as specified in this sec-
tion shall be prepared to carry out all 
necessary functions, except that any 
requisite wire rope tests, non-
destructive examinations, and heat 
treatments may be carried out by the 
manufacturer of the gear concerned or 
by another person accredited specifi-
cally for these purposes. 

(e) A person applying for accredita-
tion shall have a satisfactory record of 
relevant experience and performance, 
and shall be in sound financial condi-
tion. 

§ 1919.51 Provisions respecting appli-
cation for accreditation, action 
upon the application, and related 
matters. 

The provisions of §§ 1919.3, 1919.4, 
1919.5, 1919.7, 1919.8, and 1919.9 shall 
govern accreditation to certificate 
shore-based material handling devices 
to the extent applicable. 

(Section 1919.51 contains a collection of in-
formation which has been approved by the 
Office of Management and Budget under 
OMB Control No. 1218–0003) 

[39 FR 22096, June 19, 1974, as amended at 61 
FR 5509, Feb. 13, 1996] 

Subpart G—Duties of Persons Ac-
credited To Certificate Shore- 
Based Material Handling De-
vices 

§ 1919.60 General duties, exemptions. 
(a) The requirements of subpart H of 

this part shall be strictly observed: 
Provided, however, That in cases of 
practical difficulties or unnecessary 
hardship, the Assistant Secretary in 
his discretion may grant exemptions or 
variations from any provision in that 
subpart. 

(b) Except as otherwise noted in this 
part, all functions required by subpart 
H of this part shall be carried out by or 
under the supervision of a person ac-
credited for the purpose or by his au-
thorized representative. 

(c) All required unit proof load tests 
shall be carried out by the use of 
weights as a dead load. Only where this 

is not possible may dynamometers or 
other recording test equipment be 
used. Any such recording test equip-
ment owned by an accredited person 
shall have been tested for accuracy 
within the 6 months next preceding ap-
plication for accreditation or renewal 
thereof. Such test shall be performed 
with calibrating equipment which has 
been checked in turn so that indica-
tions are traceable to the National Bu-
reau of Standards. A copy of test re-
ports shall accompany the accredita-
tion application. Where test equipment 
is not the property of the accredited 
person, that person shall not issue any 
certificate based upon the use of such 
equipment unless its owner has made 
available a certificate of accuracy 
based on the requirements of this para-
graph obtained within the year prior to 
such use, and stating the errors of the 
equipment. In any event, reasonable 
standards of accuracy shall be met and 
proof loads adjusted as necessary. 

(d) The qualifications of any person 
appointed or recognized by any accred-
ited person for the purpose of carrying 
out certification functions shall meet 
with the approval of the Assistant Sec-
retary. 

(e) Sections 1919.10(e) and (g) and 
1919.11 shall govern, to the extent ap-
plicable, persons accredited under sub-
part F of this part. 

Subpart H—Certification of Shore- 
Based Material Handling Devices 

§ 1919.70 General provisions. 

(a) Certification of shore-based mate-
rial handling devices shall conform to 
the requirements contained in this sub-
part, except in cases for which exemp-
tions or variations have been granted 
by the Assistant Secretary as provided 
in §§ 1919.50(d) and 1919.60(a). 

(b) Any replacements or repairs 
deemed necessary by the accredited 
person shall be carried out before ap-
plication of a proof test. 

(c) Ton in this subpart means a ton of 
2,000 pounds. 

(d) When applied to shore-based ma-
terial handling devices, ratings may be 
stated in pounds rather than tons. 
When stated in tons of 2,000 pounds, 
this fact shall be indicated. 
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1 The manufacturer’s load ratings are usu-
ally based upon percentage of tipping loads 
under some conditions and upon limitations 
of structural competence at others, as well 
as on other criteria such as type of crane 
mounting, whether or not outriggers are 
used, etc. Some cranes utilizing a trolley 
may have only one load rating assigned and 
applicable at any outreach. It is important 
that the manufacturer’s ratings be used. 

§ 1919.71 Unit proof test and examina-
tion of cranes. 

(a) Unit proof tests of cranes shall be 
carried out at the following times: 

(1) In the cases of new cranes, before 
initial use and every 4 years thereafter. 

(2) In the cases of uncertificated 
cranes which have been in use, at the 
time of initial certification and every 4 
years thereafter. 

(3) After important alterations and 
renewals and after repairs due to fail-
ure of, or damage to major compo-
nents. 

(b) Unit proof load tests of cranes 
shall be carried out where applicable 
with the boom in the least stable direc-
tion relative to the mounting, based on 
the manufacturer’s specifications. 

(c) Unit proof load tests shall be 
based on the manufacturer’s load rat-
ings for the conditions of use and shall, 
except in the case of bridge type cranes 
utilizing a trolley, consist of applica-
tion of a proof load of 10 percent in ex-
cess of the load ratings at maximum 
and minimum radii, and at such inter-
mediate radii as the certificating au-
thority may deem necessary in the cir-
cumstances. 1 Trolley equipped cranes 
shall be subject to a proof load of 25 
percent in excess of the manufacturer’s 
load rating. In cases of foreign manu-
facture, the manufacturer’s specifica-
tions shall be subject to approval by 
the certificating authority as being 
equivalent to U.S. practice. The weight 
of all auxiliary handling devices such 
as, but not limited to, magnets, hooks, 
slings, and clamshell buckets, shall be 
considered part of the load. 

(d) An examination shall be carried 
out in conjunction with each unit proof 
load test. The accredited person, or his 
authorized representative, shall make 
a determination as to correction of de-
ficiencies found. The examination shall 
cover the following points as applica-
ble: 

(1) All functional operating mecha-
nisms shall be examined for improper 
function, maladjustment, and excessive 
component wear, with particular atten-
tion to sheaves, pins, and drums. The 
examination shall include operation 
with partial load, in which all func-
tions and movements, including, where 
applicable, maximum possible rotation 
in both directions, are performed. 

(2) All safety devices shall be exam-
ined for malfunction. 

(3) Lines, tanks, valves, drains, 
pumps, and other parts of air or hy-
draulic systems shall be examined for 
deterioration or leakage. 

(4) Loose gear components, such as 
hooks, including wire rope and wire 
rope terminals and connections, shall 
be checked with particular attention to 
sections of wire rope exposed to abnor-
mal wear and to sections not normally 
exposed for examination. The provi-
sions of § 1919.24 shall apply in wire 
rope examinations. Cracked or de-
formed hooks shall be discarded and 
not reused on any equipment subject to 
the provisions of part 1918 of this chap-
ter and this part 1919. 

(5) Rope reeving shall comply with 
manufacturer’s recommendations. 

(6) Deformed, cracked, or excessively 
corroded members in crane structure 
and boom shall be repaired or replaced 
as necessary. 

(7) Loose bolts, rivets, or other con-
nections shall be corrected. 

(8) Worn, cracked, or distorted parts 
affecting safe operation shall be cor-
rected. 

(9) Brake and clutch system parts, 
linings, pawls, and ratchets shall be ex-
amined for excessive wear and free op-
eration. 

(10) Load, boom angle, or other indi-
cators shall be checked over their full 
range for any significant inaccuracy. A 
boom angle or radius indicator shall be 
fitted. 

(11) It shall be ascertained that there 
is a durable rating chart visible to the 
operator, covering the complete range 
of the manufacturer’s capacity ratings 
at all operating radii, for all permis-
sible boom lengths and jib lengths, 
with alternate ratings for optional 
equipment affecting such ratings. Nec-
essary precautions or warnings shall be 
included. Operating controls shall be 
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marked or an explanation of controls 
shall be posted at the operator’s posi-
tion to indicate function. 

(12) Where used, clamshell buckets or 
other similar equipment such as 
magnets, etc., shall be carefully exam-
ined in all respects, with particular at-
tention to closing line wires and 
sheaves. The accredited person may 
supplement such examination by re-
questing any operational tests as may 
be appropriate. 

(13) Careful examination of the junc-
tion areas of removable boom sections, 
particularly for proper seating, cracks, 
deformities, or other defects in secur-
ing bolts and in the vicinity of such 
bolts. 

(14) It shall be ascertained that no 
counterweights in excess of the manu-
facturer’s specifications are fitted. 

(15) Such other examination or sup-
plemental functional tests shall be 
made as may be deemed necessary by 
the accredited person under the cir-
cumstances. 

§ 1919.72 Annual examination of 
cranes. 

(a) In any year in which no quadren-
nial unit proof test is required, an ex-
amination shall be carried out by an 
accredited person or his authorized rep-
resentative. Such examination shall be 
made not later than the anniversary 
date of the quadrennial certification 
and shall conform with the require-
ments of § 1919.71(d). 

§ 1919.73 Unit proof test and examina-
tion of derricks. 

(a) Unit proof tests of derricks shall 
be carried out at the same times as are 
specified in § 1919.71(a) for cranes. 

(b) Unit proof load tests and safe 
working load ratings shall be based on 
the design load ratings at the ranges of 
boom angles or operating radii. Unit 
proof loads shall exceed the safe work-
ing load as follows: 

Safe working load Proof Load 

Up to 20 tons .................. 25 percent in excess. 
20–50 tons ...................... 5 tons in excess. 
Over 50 tons ................... 10 percent in excess. 

Proof loads shall be applied at the de-
signed maximum and minimum boom 
angles or radii, or, if this is impracti-

cable, as close to these as practicable. 
The angles or radii of test shall be stat-
ed in the certificate of test. Proof loads 
shall be swung as far as possible in 
both directions. The weight of all aux-
iliary handling devices shall be consid-
ered a part of the load. 

(c) After satisfactory completion of a 
unit proof load test, the derrick and all 
component parts thereof shall be care-
fully examined in accordance with the 
requirements of § 1919.71(d), as far as 
applicable. 

§ 1919.74 Annual examination of der-
ricks. 

(a) In any year in which no quadren-
nial unit proof test is required, an ex-
amination shall be carried out by an 
accredited person or his authorized rep-
resentative. Such annual examination 
shall be made not later than the anni-
versary date of the quadrennial certifi-
cation and shall conform in all applica-
ble respect with § 1919.71(d). 

§ 1919.75 Determination of crane or 
derrick safe working loads and lim-
itations in absence of manufactur-
er’s data. 

(a) In the event neither manufactur-
er’s data nor design data on safe work-
ing loads (including any applicable lim-
itations) are obtainable, the safe work-
ing load ratings assigned shall be based 
on the owner’s information and war-
ranty that those so assigned are cor-
rect. Unit test certificates shall state 
the basis for any such safe working 
load assignment. 

§ 1919.76 Safe working load reduction. 

(a) If the operation in which equip-
ment is engaged never utilizes more 
than a fraction of the safe working 
load rating, the owner of such equip-
ment may, at his option, have the 
crane or derrick certificated for and 
operated at a lesser maximum safe 
working load in keeping with the use 
and based on radius and other perti-
nent factors: Provided, however, That 
the equipment concerned is physically 
capable of operation at the original 
load rating and the load reduction is 
not for the purpose of avoiding correc-
tion of any deficiency. 
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§ 1919.77 Safe working load increase. 

(a) In no case shall safe working 
loads be increased beyond the manufac-
turer’s ratings or original design limi-
tations unless such increase meets 
with the manufacturer’s approval. 
Where the manufacturer’s services are 
not available, or where the equipment 
is of foreign manufacture, engineering 
design analysis by, or acceptable to, 
the accredited certification agency is 
required. All necessary structural 
changes shall be carried out. 

§ 1919.78 Nondestructive examina-
tions. 

(a) Wherever it is considered nec-
essary by the accredited person or his 
authorized representative and wherever 
it is practical and advisable to avoid 
disassembly of equipment, removal of 
pins, etc., examination of structure or 
parts by electronic, ultrasonic, or 
other nondestructive methods may be 
carried out, provided that the proce-
dure followed is acceptable to the As-
sistant Secretary and the person car-
rying out such examination is accred-
ited or acceptable to the Assistant Sec-
retary for the purpose. 

§ 1919.79 Wire rope. 

(a) Wire rope and replacement wire 
rope shall be of the same size, same or 
better grade, and same construction as 
originally furnished by the equipment 
manufacturer or contemplated in the 
design, unless otherwise recommended 
by the equipment or the wire rope 
manufacturer due to actual working 
condition requirements. In the absence 
of specific requirements as noted, wire 
rope shall be of a size and construction 
suitable for the purpose, and a safety 
factor of 4 shall be adhered to, and 
verified by wire rope test certificate. 

(b) Wire rope in use on equipment 
previously constructed and prior to ini-
tial certification of said equipment 
shall not be required to be tested, but 
shall be subject to thorough examina-
tion at the time of initial certification 
of the equipment. 

§ 1919.80 Heat treatment. 
(a) Wherever heat treatment of any 

loose gear is recommended by the man-
ufacturer, it shall be carried out in ac-

cordance with the specifications of the 
manufacturer. 

§ 1919.81 Examination of bulk cargo 
loading or discharging spouts or 
suckers. 

(a) Those portions of bulk cargo load-
ing or discharging spouts or suckers 
which extend over vessels, together 
with any portable extensions, rigging 
components, outriggers, and attach-
ment points supporting them or any of 
their components vertically, shall be 
examined annually. The examination 
shall be carried out with particular at-
tention to the condition of wire rope 
and accessories. The equipment shall 
not be considered satisfactory unless, 
in the opinion of the accredited person 
or his authorized representative, it is 
deemed fit to serve its intended func-
tion. 

§ 1919.90 Documentation. 
(a) Documents issued respecting a 

certification function by an accredited 
person shall be on forms approved for 
such use by the Assistant Secretary 
and shall so state. 

(b) Such documents shall be issued by 
the accredited person to the owners of 
affected equipment, attesting to satis-
factory compliance with applicable re-
quirements. The forms used shall con-
tain the following information: 

(1) Unit proof tests where required— 
(i) Identification of crane or derrick 

including manufacturer, model num-
ber, serial number, and ownership. 

(ii) Basis for assignment of safe 
worksigned (i.e., whether based on 
manufacturing load ratings, with the 
ratings asturer’s ratings, whether for 
any specific service, etc.). 

(iii) Proof test details noting radii 
and proof loads, how applied, and, 
where applicable, direction relative to 
mounting. 

(iv) A statement that the test and as-
sociated examination were conducted 
and all applicable requirements of this 
subpart are met. 

(v) Any necessary remarks or supple-
mentary data, including limitations 
imposed and the reason thereof. 

(vi) Name of accredited person and 
identification of authorized representa-
tive actually conducting test and/or ex-
amination. 

VerDate Mar<15>2010 11:30 Aug 15, 2012 Jkt 226117 PO 00000 Frm 00353 Fmt 8010 Sfmt 8010 Q:\29\29V7.TXT ofr150 PsN: PC150



344 

29 CFR Ch. XVII (7–1–12 Edition) § 1919.90 

(vii) Authorized signature of accred-
ited person; date and place of test and/ 
or examination. 

(2) Annual examination of cranes or 
derricks— 

(i) Information specified in para-
graphs (b)(1) (i), (v), (vi), and (vii) of 
this section. 

(ii) A statement that the required ex-
amination has been carried out and 
that, in the opinion of the accredited 
person or his authorized representa-
tive, the equipment has been found in 
compliance in all applicable respects 
with the requirements of this subpart. 

(3) Annual examination of bulk cargo 
loading or discharging spouts or suck-
ers— 

(i) Specific identification of equip-
ment. 

(ii) A statement that examination 
has been completed and that, in the 
opinion of the accredited person or his 
authorized representative, the equip-
ment meets the criteria of § 1919.81(a). 

(iii) Information specified in para-
graphs (b)(1) (v), (vi), and (vii) of this 
section. 

(c) Certificates relating to wire rope, 
whether tested by or under the super-
vision of the accredited person or by its 
manufacturer and whether or not 
issued on the basis of the manufactur-
er’s certificates, shall follow the gen-
eral format of a wire rope test form ap-
proved by the Administration. 

(d) Accredited persons shall advise 
owners of affected equipment of the ne-
cessity for maintaining required docu-
mentation or acceptable copies thereof 
available for inspection at or near the 
worksite of the equipment involved. 

(1) Where initial and periodic tests as 
well as annual examinations are re-
quired, documentation available for in-
spection shall include the latest unit 
test certificate and any subsequent an-
nual examination certificates, together 
with wire rope test certificates relating 
to any replacements since the last unit 
test or annual examination. 

(2) Where only annual examination is 
required, documentation available for 
inspection shall include the latest an-
nual examination certificate and wire 
rope test certificates relating to any 
wire replaced since the last annual ex-
amination. 

(3) In the event that the heat treat-
ment of any loose gear is recommended 
by its manufacturer, the latest heat 
treatment certificate, attesting to 
compliance with the manufacturer’s 
specifications, shall be part of the 
available documentation. 

(e) No certification shall be issued 
until any deficiencies considered by 
the accredited person to constitute a 
currently unsatisfactory condition 
have been corrected. Replacement 
parts shall be of equal or better quality 
than original equipment and suitable 
for the purpose. In the event defi-
ciencies remain uncorrected and no 
certification therefore is issued, the ac-
credited person shall inform the near-
est district office of the Administra-
tion of the circumstances. 

(Section 1919.90 contains a collection of in-
formation which has been approved by the 
Office of Management and Budget under 
OMB Control No. 1218–0003) 

[39 FR 22096, June 19, 1974, as amended at 61 
FR 5509, Feb. 13, 1996] 
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Subject term Section No. 

Accreditation: 
Action ............................................. .4 
Application ..................................... .3 
Criteria ........................................... .6 
Duration ......................................... .5 
Reconsideration ............................. .9 
Renewal ......................................... .5 
Revocation ..................................... .8 
Shore-Based Equipment ............... .50, .51 
Termination .................................... .7 

Accredited Persons: (see Competent 
Persons). 

Approval ........................................ .60(d) 
Certificate Issuance ....................... .10(c) 
Duties ............................................ .10 
Eligibility ......................................... .50(a) 
Recordkeeping .............................. .11, .12(f) 
Test Supervision ............................ .10(b) 

Annual Examinations: (see Examina-
tions). 

Assistant Secretary ............................... .2(d) 
Blocks: 

Examinations ................................. .30(d), (e); .32(c) 
Testing ........................................... .32(a) 

Braking Devices: 
Cargo Gear .................................... .22 
Certification .................................... .22 

Bulk Cargo, Examinations .................... .81 
Bulk Cargo Spouts: (see Spouts, Bulk 

Cargo). 
Bulk Cargo Suckers: (see Suckers, 

Bulk Cargo). 
Cargo Gear: 

Braking Devices ............................ .22 
Chains ........................................... .25 
Damaged Components ................. .20 
Definition ........................................ .2(b) 
Derrick Attachment ........................ .23 
Grace Periods ............................... .18 
Heat Treatment ............................. .16, .17 
Power Sources .............................. .22 
Ropes, Wire ................................... .24 
Safe Working Loads ...................... .13(b), .21 
Testing ........................................... .14, .15 
Welding .......................................... .19 

Certificate Issuance, Accredited Per-
sons.

.10(c) 

Certification: (see Gear Certification). 
Shore-Based Materials Handling 

Devices.
.70(a) 

Chains, Limitations ............................... .25 
Competent Persons: (see Accredited 

Persons). 
Definition ........................................ .2(g) 
Gear Certification .......................... .37 

Cranes: 
Definition ........................................ .2(c)(2) 
Examinations ................................. .71(d), .72, .90(b)(2) 
Safe Working Loads ...................... .75, .76(a), .77(a) 
Unit Proof Tests ............................ .71 

Definitions: 
Administration ................................ .2(e) 
Assistant Secretary ....................... .2(d) 
Bulk Cargo Spouts ........................ .2(c)(3) 
Bulk Cargo Suckers ...................... .2(c)(4) 
Cargo Gear .................................... .2(b) 
Competent Persons ....................... .2(g) 

Subject term Section No. 

Cranes ........................................... .2(c)(2) 
Derricks ......................................... .2(c)(1) 
Nondestructive Examinations ........ .2(i) 
Persons ......................................... .2(f) 
Ton ................................................ .2(h), .70(2) 
Vessels .......................................... .2(a) 

Derricks: 
Attachment .................................... .23 
Definition ........................................ .2(c)(1) 
Examinations ................................. .73(c), .74, .90(b)(2) 
Safe Working Loads ...................... .75, .76(a), .77 
Unit Proof Tests ............................ .73 

Documentation ...................................... .90 
Eligibility, Accredited Persons .............. .50(a) 
Examinations: (see Testing). 

Blocks ............................................ .32(c) 
Bulk Cargo Spouts ........................ .81, .90(b)(3) 
Bulk Cargo Suckers ...................... .81, .90(b)(3) 
Cranes ........................................... .71(d), .72 
Derricks ......................................... .73(c), .74 
Gear, loose .................................... .31(c) 
Nondestructive ............................... .78(a) 
Replacement ................................. .30(e) 
Ropes, Wire ................................... .79(b) 
Subsequent Tests ......................... .30(c) 
Supervision .................................... .10(b) 
Unit Proof Tests ............................ .30(a) 

Exemptions: 
Heat Treatment ............................. .17 
Shore-Based Equipment ............... .50(d) 
Shore-Based Materials Handling 

Devices.
.60(a) 

Eye Splices, Ropes, Wire ..................... .24 (a), (b), (c) 
Forms, Documentation ......................... .90(a) 
Gear Certification: 

Braking Devices ............................ .22 
Chains ........................................... .25 
Competent Persons ....................... .37 
Damaged Components ................. .20 
Derrick Attachment ........................ .23 
Grade Periods ............................... .18 
Heat Treatment ............................. .16, .17 
Iron Annealing ............................... .36 
Power Sources .............................. .22 
Ropes, Wire ................................... .24 
Safe Working Loads ...................... .13(b), .21 
Testing ........................................... .14, .15 
Welding .......................................... .19 

Gear, Loose: 
Examinations ................................. .31(c) 
Heat Treatment ............................. .80(a) 
Proof Tests .................................... .31 

Heat Treatment: 
Cargo Gear .................................... .16 
Exemptions .................................... .17 
Gear, Loose ................................... .80(a) 
Other Than Iron ............................. .16(b), .36(b) 
Supervision .................................... .10(b) 
Wrought Iron .................................. .36(a) 

Inspection: 
Supervision .................................... .10(b) 
Visual ............................................. .26 

Loose Gear: (see Gear, Loose). 
Nondestructive Examinations: 

Accredited Persons ....................... .78(a) 
Definition ........................................ .2(i) 
Shore-Based Equipment ............... .50(c) 
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Subject term Section No. 

Proof Tests: 
After Repairs ................................. .34 
Gear, Loose ................................... .31 
Order of ......................................... .35 
Ropes, Wire ................................... .33 

Recordkeeping: 
Accredited Persons ....................... .11 
Vessels .......................................... .12 

Ropes, Wire: .79 
Cargo Gear .................................... .24(e) 
Examinations ................................. .79(b) 
Limitations ..................................... .24 
Proof Tests .................................... .33 
Safe Working Loads ...................... .33 

Safe Working Loads: 
Absence of Data ............................ .75(a) 
Cargo Gear .................................... .13(b) 
Cranes ........................................... .75, .76 
Derricks ......................................... .73(b), .75, .76, .77 
Ratings .......................................... .73(b) 
Ropes, Wire ................................... .33 

Shore-based equipment: 
Accreditation .................................. .50, .51 
Certification .................................... .50, .51 
Exemptions .................................... .50(d) 
Nondestructive Examinations ........ .50(c) 

Shore-Based Materials Handling De-
vices: 

Accredited Persons, Duties ........... .60 
Certification .................................... .70 
Ratings .......................................... .70(d) 
Ton ................................................ .70(c) 
Unit Proof Tests ............................ .60(c) 

Spouts, Bulk Cargo: 
Definition ........................................ .2(c)(3) 
Examinations ................................. .81, .90(b)(3) 

Suckers, Bulk Cargo: 
Definition ........................................ .2(c)(4) 
Examinations ................................. .81, .90(b)(3) 

Testing: (see Examinations). 
Initial .............................................. .14 
Periodic .......................................... .15 
Schedule ........................................ .10(e) 
Supervision .................................... .10(b) 

Test Equipment, Accredited Persons ... .10(d) 
Test Schedule, Accredited Persons ..... .10(e) 
Test Supervision, Accredited Persons .10(b) 
Tests: (see Examinations, Proof Tests, 

Testing, and Unit Proof Tests). 
Unit Proof Load Tests: (see Unit Proof 

Tests). 
Unit Proof Tests: 

Accessory Gear ............................. .28, .30(a) 
Cranes ........................................... .28; .71 (a), (b); 

.71(c) 
Derricks ......................................... .27; .73(a), (b) 
Examinations ................................. .30(a) 
Safe Working Loads ...................... .73(b) 
Shore-Based Materials Handling 

Devices.
.60(c) 

Winches ......................................... .27 
Vessel Certification: 

Examinations ................................. .30 
Heat Treatment ............................. .36 
Proof Tests .................................... .31, .33, .34, .35 
Safe Working Loads ...................... .29 
Special Gear .................................. .32 
Unit Proof Tests ............................ .27, .28 
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PART 1920—PROCEDURE FOR 
VARIATIONS FROM SAFETY AND 
HEALTH REGULATIONS UNDER 
THE LONGSHOREMEN’S AND 
HARBOR WORKERS’ COMPENSA-
TION ACT 

Sec. 
1920.1 Purpose. 
1920.2 Variances. 

AUTHORITY: Sec. 41, Longshoremen’s and 
Harbor Workers’ Compensation Act (33 
U.S.C. 941); sec. 6, Occupational Safety and 
Health Act of 1970 (29 U.S.C. 655). 

§ 1920.1 Purpose. 

This part governs the procedure for 
the granting of variations from the 
safety and health regulations estab-
lished pursuant to section 41 of the 
Longshoremen’s and Harbor Workers’ 
Compensation Act. The part provides 
the same procedures under this Act as 
are available for considering variances 
under the Williams-Steiger Occupa-
tional Safety and Health Act of 1970 (29 
U.S.C. 651 et seq.). 

[37 FR 10800, May 31, 1972] 

§ 1920.2 Variances. 

(a) Variances from standards in parts 
1915 through 1918 of this chapter may 
be granted in the same circumstances 
in which variances may be granted 
under sections 6(b) (6)(A) or 6(d) of the 
Williams-Steiger Occupational Safety 
and Health Act of 1970 (29 U.S.C. 655). 
The procedures for the granting of 
variances from Parts 1915–1918 of this 
chapter are those published in Part 
1905 of this chapter. 

(b) Any requests for variances shall 
also be considered requests for 
variances under the Williams-Steiger 
Occupational Safety and Health Act of 
1970, and any variance from §§ 1910.13 
through 1910.16 of this chapter which 
adopt parts 1915–1918 of this chapter, 
shall be deemed a variance from the 
standard under both the Longshore-
men’s and Harbor Workers’ Compensa-
tion Act and the Williams-Steiger Oc-
cupational Safety and Health Act of 
1970. 

[37 FR 10800, May 31, 1972] 
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