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(i) Each employee performing the in-
spection shall be capable of detecting 
defects or weaknesses and be able to 
assess their importance in relation to 
the safety of VTL operations. 

(ii) The inspection of each interbox 
connector shall include: a visual exam-
ination for obvious structural defects, 
such as cracks; a check of its physical 
operation to determine that the lock is 
fully functional with adequate spring 
tension on each head; and a check for 
excessive corrosion and deterioration. 

(iii) The inspection of each container 
and each of its corner castings shall in-
clude: a visual examination for obvious 
structural defects, such as cracks; a 
check for excessive corrosion and dete-
rioration; and a visual examination to 
ensure that the opening to which an 
interbox connector will be connected 
has not been enlarged, that the welds 
are in good condition, and that it is 
free from ice, mud or other debris. 

(iv) The employer shall establish a 
system to ensure that each defective or 
damaged interbox connector is re-
moved from service. 

(v) An interbox connector that has 
been found to be defective or damaged 
shall be removed from service and may 
not be used in VTL operations until re-
paired. 

(vi) A container with a corner casting 
that exhibits any of the problems listed 
in paragraph (i)(9)(iii) of this section 
may not be lifted in a VTL. 

(10) No platform container may be 
lifted as part of a VTL unit. 

(j) Transporting vertically coupled con-
tainers. (1) Equipment other than 
cranes used to transport vertically con-
nected containers shall be either spe-
cifically designed for this application 
or evaluated by a qualified engineer 
and determined to be capable of oper-
ating safely in this mode of operation. 

(2) The employer shall develop, im-
plement, and maintain a written plan 
for transporting vertically connected 
containers. The written plan shall es-
tablish procedures to ensure safe oper-
ating and turning speeds and shall ad-
dress all conditions in the terminal 
that could affect the safety of VTL-re-
lated operations, including commu-
nication and coordination among all 
employees involved in these oper-
ations. 

(k) Safe work zone. The employer 
shall establish a safe work zone within 
which employees may not be present 
when vertically connected containers 
are in motion. 

(1) The safe work zone shall be suffi-
cient to protect employees in the event 
that a container drops or overturns. 

(2) The written transport plan re-
quired by paragraph (j)(2) of this sec-
tion shall include the safe work zone 
and procedures to ensure that employ-
ees are not in this zone when a VTL is 
in motion. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40200, July 25, 1997; 65 FR 40940, June 30, 
2000; 73 FR 75289, Dec. 10, 2008] 

§ 1917.73 Terminal facilities handling 
menhaden and similar species of 
fish (see also § 1917.2, definition of 
hazardous cargo, material, sub-
stance or atmosphere). 

(a)(1) Tanks in terminal areas used 
for receiving or storing bailwater for 
recirculating into vessel holds in dis-
charging operations shall be opened or 
ventilated to minimize contamination 
of water circulated to the vessel. 
Bailwater tanks shall be thoroughly 
drained upon completion of each day’s 
operations and shall be left open to the 
air. Drainage is unnecessary when 
bailwater has been treated to remove 
hydrogen sulfide-producing contami-
nants and the efficiency of such treat-
ment has been established by the em-
ployer. 

(2) Before employees enter a dock 
tank, it shall first be drained, rinsed 
and tested for hydrogen sulfide and ox-
ygen deficiency. Employees shall not 
enter the tank when the hydrogen sul-
fide level exceeds 20 ppm or oxygen 
content is less than 19.5 percent, except 
in emergencies. 

(3) Tests shall be conducted by des-
ignated personnel with suitable test 
equipment and respiratory protective 
equipment complying with the provi-
sions of § 1910.134 of this chapter. 

(b) Pipelines and hoses on the dock or 
terminal used for receiving and circu-
lating used bailwater shall be com-
pletely drained upon completion of 
each day’s operation and left open to 
the air. 
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(c) At least four units of respiratory 
protective equipment consisting of sup-
plied-air respirators or self-contained 
breathing apparatus complying with 
the requirements of § 1910.134 of this 
chapter shall be available in a suitably 
labeled cabinet for immediate use in 
case of emergency caused by oxygen 
deficiency or hydrogen sulfide. Any 
employee entering a tank in an emer-
gency shall, in addition to respiratory 
protective equipment, wear a lifeline 
and safety harness to facilitate rescue. 
At least two other employees, simi-
larly equipped, shall be continuously 
stationed outside the tank to observe 
and to provide rescue services. 

(d) The plant superintendent and 
foremen shall be trained and knowl-
edgeable about the hazards of hydrogen 
sulfide and oxygen deficiency. They 
shall be trained in the use of appro-
priate respiratory and other protective 
equipment, and in rescue procedures. 
Other supervisory plant personnel shall 
be informed of these hazards and in-
structed in the necessary safety meas-
ures, including use of respiratory and 
rescue equipment. 

(e) Supervisory personnel shall be on 
hand at dockside to supervise dis-
charging of bailwater from vessels. 

[48 FR 30909, July 5, 1983, as amended at 65 
FR 40940, June 30, 2000] 

Subpart E—Personal Protection 

§ 1917.91 Eye and face protection. 
(a)(1)(i) The employer shall ensure 

that each affected employee uses pro-
tective eye and face protection devices 
that comply with any of the following 
consensus standards: 

(A) ANSI Z87.1–2003, ‘‘American Na-
tional Standard Practice for Occupa-
tional and Educational Eye and Face 
Protection,’’ which is incorporated by 
reference in § 1917.3; 

(B) ANSI Z87.1–1989 (R–1998), ‘‘Amer-
ican National Standard Practice for 
Occupational and Educational Eye and 
Face Protection,’’ which is incor-
porated by reference in § 1917.3; or 

(C) ANSI Z87.1–1989, ‘‘American Na-
tional Standard Practice for Occupa-
tional and Educational Eye and Face 
Protection,’’ which is incorporated by 
reference in § 1917.3. 

(ii) Protective eye and face protec-
tion devices that the employer dem-
onstrates are at least as effective as 
protective eye and face protection de-
vices that are constructed in accord-
ance with one of the above consensus 
standards will be deemed to be in com-
pliance with the requirements of this 
section. 

(2) For employees wearing corrective 
spectacles, eye protection equipment 
required by paragraph (a)(1) of this sec-
tion must be of a type which can be 
worn over spectacles. Prescription 
ground safety lenses may be sub-
stituted if they provide equivalent pro-
tection. 

(3) For additional requirements cov-
ering eye protection against radiant 
energy, see § 1917.152(h). 

(b) Eye protection equipment shall be 
maintained in good condition. 

(c) Used eye protection equipment 
shall be cleaned and disinfected before 
reissuance to another employee. 

[48 FR 30909, July 5, 1983, as amended at 62 
FR 40201, July 25, 1997; 74 FR 46359, Sept. 9, 
2009] 

§ 1917.92 Respiratory protection. 
(See § 1917.1(a)(2)(x)). 

[65 FR 40941, June 30, 2000] 

§ 1917.93 Head protection. 
(a) The employer shall ensure that 

each affected employee wears a protec-
tive helmet when working in areas 
where there is a potential for injury to 
the head from falling objects. 

(b)(1) The employer must ensure that 
head protection complies with any of 
the following consensus standards: 

(i) ANSI Z89.1–2003, ‘‘American Na-
tional Standard for Industrial Head 
Protection,’’ which is incorporated by 
reference in § 1917.3; 

(ii) ANSI Z89.1–1997, ‘‘American Na-
tional Standard for Industrial Head 
Protection,’’ which is incorporated by 
reference in § 1917.3; or 

(iii) ANSI Z89.1–1986, ‘‘American Na-
tional Standard for Personnel Protec-
tion—Protective Headwear for Indus-
trial Workers—Requirements,’’ which 
is incorporated by reference in § 1917.3. 

(2) Head protection devices that the 
employer demonstrates are at least as 
effective as head protection devices 
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