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Occupational Safety and Health Admin., Labor § 1919.25 

§ 1919.21 Marking and posting of safe 
working loads. 

(a) The safe working load of the as-
sembled gear and the minimum angle 
to the horizontal at which this load 
may be applied shall be plainly marked 
at the heels of all booms along with the 
date of the test. Where gear is certifi-
cated for use in union purchase, the 
union purchase safe working load shall 
also be plainly marked. Any limita-
tions shall be noted in the vessel’s pa-
pers. 

(b) The safe working load shall be 
marked on all blocks used in hoisting 
or lowering. 

(c) When the capacity of the boom of 
a crane or derrick has been or will be 
rated in accordance with the variance 
of its radius, the maximum safe work-
ing loads for the various working an-
gles of the boom and the maximum and 
minimum radii at which the boom may 
be safely used shall be conspicuously 
posted near the controls and visible to 
the crane operator. Ratings may be 
stated in pounds. When they are stated 
in tons of 2,000 pounds, this fact shall 
be indicated. 

§ 1919.22 Requirements governing 
braking devices and power sources. 

All types of winches and cranes shall 
be provided with means to stop and 
hold the proof load in any position, and 
the efficiency of such means shall be 
demonstrated. Electric winches, 
electrohydraulic winches fitted with 
electromagnetic or hydraulic brakes at 
the winch, or electric cranes shall be 
equipped so that a failure of the elec-
tric power shall stop the motion and 
set the brakes without any action on 
the part of the operator. Current for 
operation of electric winches and 
cranes during the tests shall be taken 
from the vessel’s circuits. Shore cur-
rent may be used if it passes through 
the vessel’s main switchboard. 

§ 1919.23 Means of derrick attachment. 

Appropriate measures shall be taken 
to prevent the foot of a derrick from 
being accidentally lifted from its sock-
et or support during the test. 

§ 1919.24 Limitations on use of wire 
rope. 

(a) An eye splice made in any wire 
rope shall have at least three tucks 
with a whole strand of rope and two 
tucks with one-half of the wires cut 
out of each strand. However, this re-
quirement shall not operate to pre-
clude the use of another form of splice 
or connection which can be shown to be 
as efficient and which is not prohibited 
by part 1918 of this chapter. 

(b) Except for eye splices in the ends 
of wires, each wire rope used in hoist-
ing or lowering, in guying derricks, or 
as a topping lift, preventer or pendant 
shall consist of one continuous piece 
without knot or splice. 

(c) Eyes in the ends of wire rope 
cargo falls shall not be formed by 
knots and, in single part falls, shall not 
be formed by wire rope clips. 

(d) The ends of falls shall be secured 
to the winch drums by clamps, U-bolts, 
shackles or some other equally strong 
method. Fiber rope fastenings shall not 
be used. 

(e) Wire rope shall not be used for the 
vessel’s cargo gear if in any length of 
eight diameters, the total number of 
visible broken wires exceeds 10 percent 
of the total number of wires, or if the 
rope shows other signs of excessive 
wear, corrosion, or defect. Particular 
attention shall be given to the condi-
tion of those sections of wire rope adja-
cent to any terminal connections, 
those sections exposed to abnormal 
wear, and those sections not normally 
exposed for examination. 

§ 1919.25 Limitations on use of chains. 

Chains forming a part of vessel’s 
cargo gear shall not be used when, due 
to stretch, the increase of length of a 
measured section exceeds five percent, 
when a link is damaged, or when other 
external defects are evident. Chains 
shall not be shortened by bolting, wir-
ing, or knotting. 
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