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reduction of the sling’s rated capacity, 
such as distortion or localized compres-
sion. NOTE: Requirements for the pro-
tection of wire rope slings are con-
tained in 29 CFR 1926.251(c)(9). 

(3) When synthetic slings are used, 
the synthetic sling manufacturer’s in-
structions, limitations, specifications 
and recommendations must be fol-
lowed. 

§ 1926.1405 Disassembly—additional 
requirements for dismantling of 
booms and jibs (applies to both the 
use of manufacturer procedures 
and employer procedures). 

Dismantling (including dismantling for 
changing the length of) booms and jibs. 

(a) None of the pins in the pendants 
are to be removed (partly or com-
pletely) when the pendants are in ten-
sion. 

(b) None of the pins (top or bottom) 
on boom sections located between the 
pendant attachment points and the 
crane/derrick body are to be removed 
(partly or completely) when the pend-
ants are in tension. 

(c) None of the pins (top or bottom) 
on boom sections located between the 
uppermost boom section and the crane/ 
derrick body are to be removed (partly 
or completely) when the boom is being 
supported by the uppermost boom sec-
tion resting on the ground (or other 
support). 

(d) None of the top pins on boom sec-
tions located on the cantilevered por-
tion of the boom being removed (the 
portion being removed ahead of the 
pendant attachment points) are to be 
removed (partly or completely) until 
the cantilevered section to be removed 
is fully supported. 

§ 1926.1406 Assembly/Disassembly— 
employer procedures—general re-
quirements. 

(a) When using employer procedures 
instead of manufacturer procedures for 
assembly/disassembly, the employer 
must ensure that the procedures: 

(1) Prevent unintended dangerous 
movement, and prevent collapse, of any 
part of the equipment. 

(2) Provide adequate support and sta-
bility of all parts of the equipment. 

(3) Position employees involved in 
the assembly/disassembly operation so 
that their exposure to unintended 

movement or collapse of part or all of 
the equipment is minimized. 

(b) Qualified person. Employer proce-
dures must be developed by a qualified 
person. 

§ 1926.1407 Power line safety (up to 
350 kV)—assembly and disassembly. 

(a) Before assembling or disassem-
bling equipment, the employer must 
determine if any part of the equipment, 
load line, or load (including rigging 
and lifting accessories) could get, in 
the direction or area of assembly/dis-
assembly, closer than 20 feet to a power 
line during the assembly/disassembly 
process. If so, the employer must meet 
the requirements in Option (1), Option 
(2), or Option (3) of this section, as fol-
lows: 

(1) Option (1)—Deenergize and ground. 
Confirm from the utility owner/oper-
ator that the power line has been deen-
ergized and visibly grounded at the 
worksite. 

(2) Option (2)—20 foot clearance. En-
sure that no part of the equipment, 
load line or load (including rigging and 
lifting accessories), gets closer than 20 
feet to the power line by implementing 
the measures specified in paragraph (b) 
of this section. 

(3) Option (3)—Table A clearance. 
(i) Determine the line’s voltage and 

the minimum clearance distance per-
mitted under Table A (see § 1926.1408). 

(ii) Determine if any part of the 
equipment, load line, or load (including 
rigging and lifting accessories), could 
get closer than the minimum clearance 
distance to the power line permitted 
under Table A (see § 1926.1408). If so, 
then the employer must follow the re-
quirements in paragraph (b) of this sec-
tion to ensure that no part of the 
equipment, load line, or load (including 
rigging and lifting accessories), gets 
closer to the line than the minimum 
clearance distance. 

(b) Preventing encroachment/electrocu-
tion. Where encroachment precautions 
are required under Option (2), or Option 
(3) of this section, all of the following 
requirements must be met: 

(1) Conduct a planning meeting with 
the Assembly/Disassembly director (A/ 
D director), operator, assembly/dis-
assembly crew and the other workers 
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