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III. ENFORCEMENT 

Constant awareness of and respect for fall 
hazards, and compliance with all safety rules 
are considered conditions of employment. 
The crew supervisor or foreman, as well as 
individuals in the Safety and Personnel De-
partment, reserve the right to issue discipli-
nary warnings to employees, up to and in-
cluding termination, for failure to follow the 
guidelines of this program. 

IV. ACCIDENT INVESTIGATIONS 

All accidents that result in injury to work-
ers, regardless of their nature, shall be inves-
tigated and reported. It is an integral part of 
any safety program that documentation take 
place as soon as possible so that the cause 
and means of prevention can be identified to 
prevent a reoccurrence. 

In the event that an employee falls or 
there is some other related, serious incident 
occurring, this plan shall be reviewed to de-
termine if additional practices, procedures, 
or training need to be implemented to pre-
vent similar types of falls or incidents from 
occurring. 

V. CHANGES TO PLAN 

Any changes to the plan will be approved 
by (name of the qualified person). This plan 
shall be reviewed by a qualified person as the 
job progresses to determine if additional 
practices, procedures or training needs to be 
implemented by the competent person to im-
prove or provide additional fall protection. 
Workers shall be notified and trained, if nec-
essary, in the new procedures. A copy of this 
plan and all approved changes shall be main-
tained at the jobsite. 

[59 FR 40730, Aug. 9, 1994] 

Subpart N—Helicopters, Hoists, 
Elevators, and Conveyors 

AUTHORITY: Section 3704 of the Contract 
Work Hours and Safety Standards Act (40 
U.S.C. 3701); Sections 4, 6, and 8 of the Occu-
pational Safety and Health Act of 1970 (29 
U.S.C. 653, 655, 657); Secretary of Labor’s 
Order Nos. 12–71 (36 FR 8754), 8–76 (41 FR 
25059), or 9–83 (49 FR 35736), and 5–2007 (72 FR 
31159). 

§ 1926.550 [Reserved] 

§ 1926.551 Helicopters. 
(a) Helicopter regulations. Helicopter 

cranes shall be expected to comply 
with any applicable regulations of the 
Federal Aviation Administration. 

(b) Briefing. Prior to each day’s oper-
ation a briefing shall be conducted. 
This briefing shall set forth the plan of 

operation for the pilot and ground per-
sonnel. 

(c) Slings and tag lines. Load shall be 
properly slung. Tag lines shall be of a 
length that will not permit their being 
drawn up into rotors. Pressed sleeve, 
swedged eyes, or equivalent means 
shall be used for all freely suspended 
loads to prevent hand splices from 
spinning open or cable clamps from 
loosening. 

(d) Cargo hooks. All electrically oper-
ated cargo hooks shall have the elec-
trical activating device so designed and 
installed as to prevent inadvertent op-
eration. In addition, these cargo hooks 
shall be equipped with an emergency 
mechanical control for releasing the 
load. The hooks shall be tested prior to 
each day’s operation to determine that 
the release functions properly, both 
electrically and mechanically. 

(e) Personal protective equipment. (1) 
Personal protective equipment for em-
ployees receiving the load shall consist 
of complete eye protection and hard 
hats secured by chinstraps. 

(2) Loose-fitting clothing likely to 
flap in the downwash, and thus be 
snagged on hoist line, shall not be 
worn. 

(f) Loose gear and objects. Every prac-
tical precaution shall be taken to pro-
vide for the protection of the employ-
ees from flying objects in the rotor 
downwash. All loose gear within 100 
feet of the place of lifting the load, de-
positing the load, and all other areas 
susceptible to rotor downwash shall be 
secured or removed. 

(g) Housekeeping. Good housekeeping 
shall be maintained in all helicopter 
loading and unloading areas. 

(h) Operator responsibility. The heli-
copter operator shall be responsible for 
size, weight, and manner in which 
loads are connected to the helicopter. 
If, for any reason, the helicopter oper-
ator believes the lift cannot be made 
safely, the lift shall not be made. 

(i) Hooking and unhooking loads. When 
employees are required to perform 
work under hovering craft, a safe 
means of access shall be provided for 
employees to reach the hoist line hook 
and engage or disengage cargo slings. 
Employees shall not perform work 
under hovering craft except when nec-
essary to hook or unhook loads. 
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(j) Static charge. Static charge on the 
suspended load shall be dissipated with 
a grounding device before ground per-
sonnel touch the suspended load, or 
protective rubber gloves shall be worn 
by all ground personnel touching the 
suspended load. 

(k) Weight limitation. The weight of an 
external load shall not exceed the man-
ufacturer’s rating. 

(l) Ground lines. Hoist wires or other 
gear, except for pulling lines or con-
ductors that are allowed to ‘‘pay out’’ 
from a container or roll off a reel, shall 
not be attached to any fixed ground 

structure, or allowed to foul on any 
fixed structure. 

(m) Visibility. When visibility is re-
duced by dust or other conditions, 
ground personnel shall exercise special 
caution to keep clear of main and sta-
bilizing rotors. Precautions shall also 
be taken by the employer to eliminate 
as far as practical reduced visibility. 

(n) Signal systems. Signal systems be-
tween aircrew and ground personnel 
shall be understood and checked in ad-
vance of hoisting the load. This applies 
to either radio or hand signal systems. 
Hand signals shall be as shown in Fig-
ure N–1. 
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(o) Approach distance. No unauthor-
ized person shall be allowed to ap-
proach within 50 feet of the helicopter 
when the rotor blades are turning. 

(p) Approaching helicopter. Whenever 
approaching or leaving a helicopter 
with blades rotating, all employees 
shall remain in full view of the pilot 
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and keep in a crouched position. Em-
ployees shall avoid the area from the 
cockpit or cabin rearward unless au-
thorized by the helicopter operator to 
work there. 

(q) Personnel. Sufficient ground per-
sonnel shall be provided when required 
for safe helicopter loading and unload-
ing operations. 

(r) Communications. There shall be 
constant reliable communication be-
tween the pilot, and a designated em-
ployee of the ground crew who acts as 
a signalman during the period of load-
ing and unloading. This signalman 
shall be distinctly recognizable from 
other ground personnel. 

(s) Fires. Open fires shall not be per-
mitted in an area that could result in 
such fires being spread by the rotor 
downwash. 

§ 1926.552 Material hoists, personnel 
hoists, and elevators. 

(a) General requirements. (1) The em-
ployer shall comply with the manufac-
turer’s specifications and limitations 
applicable to the operation of all hoists 
and elevators. Where manufacturer’s 
specifications are not available, the 
limitations assigned to the equipment 
shall be based on the determinations of 
a professional engineer competent in 
the field. 

(2) Rated load capacities, rec-
ommended operating speeds, and spe-
cial hazard warnings or instructions 
shall be posted on cars and platforms. 

(3) Wire rope shall be removed from 
service when any of the following con-
ditions exists: 

(i) In hoisting ropes, six randomly 
distributed broken wires in one rope 
lay or three broken wires in one strand 
in one rope lay; 

(ii) Abrasion, scrubbing, flattening, 
or peening, causing loss of more than 
one-third of the original diameter of 
the outside wires; 

(iii) Evidence of any heat damage re-
sulting from a torch or any damage 
caused by contact with electrical 
wires; 

(iv) Reduction from nominal diame-
ter of more than three sixty-fourths 
inch for diameters up to and including 
three-fourths inch; one-sixteenth inch 
for diameters seven-eights to 11⁄8 

inches; and three thirty-seconds inch 
for diameters 11⁄4 to 11⁄2 inches. 

(4) Hoisting ropes shall be installed 
in accordance with the wire rope manu-
facturers’ recommendations. 

(5) The installation of live booms on 
hoists is prohibited. 

(6) The use of endless belt-type 
manlifts on construction shall be pro-
hibited. 

(b) Material hoists. (1)(i) Operating 
rules shall be established and posted at 
the operator’s station of the hoist. 
Such rules shall include signal system 
and allowable line speed for various 
loads. Rules and notices shall be posted 
on the car frame or crosshead in a con-
spicuous location, including the state-
ment ‘‘No Riders Allowed.’’ 

(ii) No person shall be allowed to ride 
on material hoists except for the pur-
poses of inspection and maintenance. 

(2) All entrances of the hoistways 
shall be protected by substantial gates 
or bars which shall guard the full width 
of the landing entrance. All hoistway 
entrance bars and gates shall be paint-
ed with diagonal contrasting colors, 
such as black and yellow stripes. 

(i) Bars shall be not less than 2- by 4- 
inch wooden bars or the equivalent, lo-
cated 2 feet from the hoistway line. 
Bars shall be located not less than 36 
inches nor more than 42 inches above 
the floor. 

(ii) Gates or bars protecting the en-
trances to hoistways shall be equipped 
with a latching device. 

(3) Overhead protective covering of 2- 
inch planking, 3⁄4-inch plywood, or 
other solid material of equivalent 
strength, shall be provided on the top 
of every material hoist cage or plat-
form. 

(4) The operator’s station of a hoist-
ing machine shall be provided with 
overhead protection equivalent to tight 
planking not less than 2 inches thick. 
The support for the overhead protec-
tion shall be of equal strength. 

(5) Hoist towers may be used with or 
without an enclosure on all sides. How-
ever, whichever alternative is chosen, 
the following applicable conditions 
shall be met: 

(i) When a hoist tower is enclosed, it 
shall be enclosed on all sides for its en-
tire height with a screen enclosure of 
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