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away from electric blasting caps, in 
other than original containers, shall be 
deenergized and effectively locked; 

(5) Compliance with the rec-
ommendations of The Institute of the 
Makers of Explosives with regard to 
blasting in the vicinity of radio trans-
mitters as stipulated in Radio Fre-
quency Energy—A Potential Hazard in 
the Use of Electric Blasting Caps, IME 
Publication No. 20, March 1971. 

(l) Empty boxes and paper and fiber 
packing materials, which have pre-
viously contained high explosives, 
shall not be used again for any purpose, 
but shall be destroyed by burning at an 
approved location. 

(m) Explosives, blasting agents, and 
blasting supplies that are obviously de-
teriorated or damaged shall not be 
used. 

(n) Delivery and issue of explosives 
shall only be made by and to author-
ized persons and into authorized maga-
zines or approved temporary storage or 
handling areas. 

(o) Blasting operations in the prox-
imity of overhead power lines, commu-
nication lines, utility services, or other 
services and structures shall not be 
carried on until the operators and/or 
owners have been notified and meas-
ures for safe control have been taken. 

(p) The use of black powder shall be 
prohibited. 

(q) All loading and firing shall be di-
rected and supervised by competent 
persons thoroughly experienced in this 
field. 

(r) All blasts shall be fired elec-
trically with an electric blasting ma-
chine or properly designed electric 
power source, except as provided in 
§ 1926.906 (a) and (r). 

(s) Buildings used for the mixing of 
blasting agents shall conform to the re-
quirements of this section. 

(1) Buildings shall be of noncombus-
tible construction or sheet metal on 
wood studs. 

(2) Floors in a mixing plant shall be 
of concrete or of other nonabsorbent 
materials. 

(3) All fuel oil storage facilities shall 
be separated from the mixing plant and 
located in such a manner that in case 
of tank rupture, the oil will drain away 
from the mixing plant building. 

(4) The building shall be well venti-
lated. 

(5) Heating units which do not depend 
on combustion processes, when prop-
erly designed and located, may be used 
in the building. All direct sources of 
heat shall be provided exclusively from 
units located outside the mixing build-
ing. 

(6) All internal-combustion engines 
used for electric power generation shall 
be located outside the mixing plant 
building, or shall be properly venti-
lated and isolated by a firewall. The ex-
haust systems on all such engines shall 
be located so any spark emission can-
not be a hazard to any materials in or 
adjacent to the plant. 

(t) Buildings used for the mixing of 
water gels shall conform to the re-
quirements of this subdivision. 

(1) Buildings shall be of noncombus-
tible construction or sheet metal on 
wood studs. 

(2) Floors in a mixing plant shall be 
of concrete or of other nonabsorbent 
materials. 

(3) Where fuel oil is used all fuel oil 
storage facilities shall be separated 
from the mixing plant and located in 
such a manner that in case of tank rup-
ture, the oil will drain away from the 
mixing plant building. 

(4) The building shall be well venti-
lated. 

(5) Heating units that do not depend 
on combustion processes, when prop-
erly designed and located, may be used 
in the building. All direct sources of 
heat shall be provided exclusively from 
units located outside of the mixing 
building. 

(6) All internal-combustion engines 
used for electric power generation shall 
be located outside the mixing plant 
building, or shall be properly venti-
lated and isolated by a firewall. The ex-
haust systems on all such engines shall 
be located so any spark emission can-
not be a hazard to any materials in or 
adjacent to the plant. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 58 FR 35183, June 30, 1993] 

§ 1926.901 Blaster qualifications. 

(a) A blaster shall be able to under-
stand and give written and oral orders. 
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(b) A blaster shall be in good physical 
condition and not be addicted to nar-
cotics, intoxicants, or similar types of 
drugs. 

(c) A blaster shall be qualified, by 
reason of training, knowledge, or expe-
rience, in the field of transporting, 
storing, handling, and use of explo-
sives, and have a working knowledge of 
State and local laws and regulations 
which pertain to explosives. 

(d) Blasters shall be required to fur-
nish satisfactory evidence of com-
petency in handling explosives and per-
forming in a safe manner the type of 
blasting that will be required. 

(e) The blaster shall be knowledge-
able and competent in the use of each 
type of blasting method used. 

§ 1926.902 Surface transportation of 
explosives. 

(a) Transportation of explosives shall 
meet the provisions of Department of 
Transportation regulations contained 
in 46 CFR parts 146–149, Water Carriers; 
49 CFR parts 171–179, Highways and 
Railways; 49 CFR part 195, Pipelines; 
and 49 CFR parts 390–397, Motor Car-
riers. 

(b) Motor vehicles or conveyances 
transporting explosives shall only be 
driven by, and be in the charge of, a li-
censed driver who is physically fit. He 
shall be familiar with the local, State, 
and Federal regulation governing the 
transportation of explosives. 

(c) No person shall smoke, or carry 
matches or any other flame-producing 
device, nor shall firearms or loaded 
cartridges be carried while in or near a 
motor vehicle or conveyance trans-
porting explosives. 

(d) Explosives, blasting agents, and 
blasting supplies shall not be trans-
ported with other materials or cargoes. 
Blasting caps (including electric) shall 
not be transported in the same vehicle 
with other explosives. 

(e) Vehicles used for transporting ex-
plosives shall be strong enough to 
carry the load without difficulty, and 
shall be in good mechanical condition. 

(f) When explosives are transported 
by a vehicle with an open body, a Class 
II magazine or original manufacturer’s 
container shall be securely mounted on 
the bed to contain the cargo. 

(g) All vehicles used for the transpor-
tation of explosives shall have tight 
floors and any exposed spark-producing 
metal on the inside of the body shall be 
covered with wood, or other non-
sparking material, to prevent contact 
with containers of explosives. 

(h) Every motor vehicle or convey-
ance used for transporting explosives 
shall be marked or placarded on both 
sides, the front, and the rear with the 
word ‘‘Explosives’’ in red letters, not 
less than 4 inches in height, on white 
background. In addition to such mark-
ing or placarding, the motor vehicle or 
conveyance may display, in such a 
manner that it will be readily visible 
from all directions, a red flag 18 inches 
by 30 inches, with the word ‘‘Explo-
sives’’ painted, stamped, or sewed 
thereon, in white letters, at least 6 
inches in height. 

(i) Each vehicle used for transpor-
tation of explosives shall be equipped 
with a fully charged fire extinguisher, 
in good condition. An Underwriters 
Laboratory-approved extinguisher of 
not less than 10-ABC rating will meet 
the minimum requirement. The driver 
shall be trained in the use of the extin-
guisher on his vehicle. 

(j) Motor vehicles or conveyances 
carrying explosives, blasting agents, or 
blasting supplies, shall not be taken in-
side a garage or shop for repairs or 
servicing. 

(k) No motor vehicle transporting ex-
plosives shall be left unattended. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 58 FR 35311, June 30, 1993] 

§ 1926.903 Underground transpor-
tation of explosives. 

(a) All explosives or blasting agents 
in transit underground shall be taken 
to the place of use or storage without 
delay. 

(b) The quantity of explosives or 
blasting agents taken to an under-
ground loading area shall not exceed 
the amount estimated to be necessary 
for the blast. 

(c) Explosives in transit shall not be 
left unattended. 

(d) The hoist operator shall be noti-
fied before explosives or blasting 
agents are transported in a shaft con-
veyance. 
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