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Mine Safety and Health Admin., Labor § 7.406 

Splice. The mechanical joining of one 
or more severed conductors in a single 
length of a cable including the replace-
ment of insulation and jacket. 

Splice Kit. A group of materials and 
related instructions which clearly 
identify all components and detail pro-
cedures used in safely making a flame- 
resistant splice in an electric cable. 

§ 7.403 Application requirements. 
(a) Electric cables and signaling cables. 

A single application may address two 
or more sizes, types, and constructions 
if the products do not differ in com-
position of materials or basic design. 
Applications shall include the fol-
lowing information for each product: 

(1) Product information: 
(i) Cable type (for example, G or G- 

GC). 
(ii) Construction (for example, round 

or flat). 
(iii) Number and size (gauge) of each 

conductor. 
(iv) Voltage rating for all cables con-

taining electric conductors. 
(v) For electric cables, current-car-

rying capacity of each conductor, with 
corresponding ambient temperature 
upon which the current rating 
(ampacity) is based, of each power con-
ductor. 

(2) Design standard. Specify any pub-
lished consensus standard used and 
fully describe any deviations from it, 
or fully describe any nonstandard de-
sign used. 

(3) Materials. Type and identifying 
numbers for each material comprising 
the finished assembly. 

(b) Splice kit. A single application 
may address two or more sizes, types, 
and constructions if the products do 
not differ in composition of materials 
or basic design. Applications shall in-
clude the following information for 
each product: 

(1) Product information: 
(i) Trade name or designation (for ex-

ample, style or code number). 
(ii) Type or kit (for example, shielded 

or nonshielded). 
(iii) Voltage rating. 
(2) Design standard. Specify any pub-

lished design standard used and fully 
describe any deviations from it, or pro-
vide complete final assembly dimen-
sions for all components for each cable 

that the splice kit is designed to re-
pair. 

(3) Materials. Type of materials, sup-
plier, supplier’s stock number or des-
ignation for each component. 

(4) Complete splice assembly instruc-
tions which clearly identify all compo-
nents and detail procedures used in 
making the splice. 

§ 7.404 Technical requirements. 

(a) Electric cables and splices shall 
be flame resistant when tested in ac-
cordance with § 7.407. 

(b) Signaling cables shall be flame re-
sistant when tested in accordance with 
§ 7.408. 

§ 7.405 Critical characteristics. 

(a) A sample from each production 
run, batch, or lot of manufactured elec-
tric cable, signaling cable, or splice 
made from a splice kit shall be flame 
tested, or 

(b) A sample of the materials that 
contribute to the flame-resistant char-
acteristic of the cable or splice and a 
sample of the cable or splice kit assem-
bly shall be visually inspected or tested 
through other means for each produc-
tion run, batch, or lot to ensure that 
the finished product meets the flame- 
resistance test. 

§ 7.406 Flame test apparatus. 

The principal parts of the apparatus 
used to test for flame resistance of 
electric cables, signaling cables and 
splices shall include#: 

(a) Test chamber. A rectangular enclo-
sure measuring 17 inches deep by 141⁄2 
inches high by 39 inches wide and com-
pletely open at the top and front. The 
floor or base of the chamber shall be 
fabricated or lined with a noncombus-
tible material that will not extinguish 
burning matter which may fall from 
the test specimen during testing. The 
chamber shall have permanent connec-
tions mounted to the back wall, sides, 
or floor of the chamber which extend to 
the sample end location. These are 
used to energize the electric cable and 
splice specimens. They are not used, 
but may stay in place, when testing 
signaling cables. 

(b) Specimen holder (support). A speci-
men holder (support) consisting of 

VerDate Mar<15>2010 14:33 Aug 31, 2012 Jkt 226120 PO 00000 Frm 00091 Fmt 8010 Sfmt 8002 Y:\SGML\226120.XXX 226120w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2012-09-24T15:28:14-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




