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for mining-through into the area has 
been approved by the district manager. 

(3) A copy of the procedures to be fol-
lowed shall be posted near the site of 
the mining-through operations and the 
operator shall explain these procedures 
to all miners involved in the oper-
ations. 

(b) The procedures specified in the 
plan shall include— 

(1) The method of ventilation, ven-
tilation controls, and the air quantities 
and velocities in the affected working 
section and working place; 

(2) Dewatering procedures to be used 
if a penetrated area contains a water 
accumulation; and 

(3) The procedures and precautions to 
be followed during mining-through op-
erations. 

(c) Except for routine mining- 
through operations that are part of a 
retreat section ventilation system ap-
proved in accordance with § 75.371(f) 
and (x), the following provisions shall 
apply: 

(1) Before and during mining-through 
operations, a certified person shall per-
form air quality tests at intervals and 
at locations necessary to protect the 
safety of the miners. 

(2) During mining-through oper-
ations, only persons involved in these 
operations shall be permitted in the 
mine; and 

(3) After mining-through, a certified 
person shall determine that the af-
fected areas are safe before any persons 
enter the underground areas of the 
mine. 

Subpart E—Combustible Materials 
and Rock Dusting 

§ 75.400 Accumulation of combustible 
materials. 

Coal dust, including float coal dust 
deposited on rock-dusted surfaces, 
loose coal, and other combustible ma-
terials, shall be cleaned up and not be 
permitted to accumulate in active 
workings, or on diesel-powered and 
electric equipment therein. 

[61 FR 55527, Oct. 25, 1996] 

§ 75.400–1 Definitions. 
(a) The term coal dust means par-

ticles of coal that can pass a No. 20 
sieve. 

(b) The term float coal dust means the 
coal dust consisting of particles of coal 
that can pass a No. 200 sieve. 

(c) The term loose coal means coal 
fragments larger in size than coal dust. 

§ 75.400–2 Cleanup program. 
A program for regular cleanup and 

removal of accumulations of coal and 
float coal dusts, loose coal, and other 
combustibles shall be established and 
maintained. Such program shall be 
available to the Secretary or author-
ized representative. 

§ 75.401 Abatement of dust; water or 
water with a wetting agent. 

[STATUTORY PROVISION] 

Where underground mining oper-
ations in active workings create or 
raise excessive amounts of dust, water 
or water with a wetting agent added to 
it, or other no less effective methods 
approved by the Secretary or his au-
thorized representative, shall be used 
to abate such dust. In working places, 
particularly in distances less than 40 
feet from the face, water, with or with-
out a wetting agent, or other no less ef-
fective methods approved by the Sec-
retary or his authorized representative, 
shall be applied to coal dust on the 
ribs, roof, and floor to reduce 
dispersibility and to minimize the ex-
plosion hazard. 

§ 75.401–1 Excessive amounts of dust. 
The term ‘‘excessive amounts of 

dust’’ means coal and float coal dust in 
the air in such amounts as to create 
the potential of an explosion hazard. 

§ 75.402 Rock dusting. 

[STATUTORY PROVISION] 

All underground areas of a coal mine, 
except those areas in which the dust is 
too wet or too high in incombustible 
content to propagate an explosion, 
shall be rock dusted to within 40 feet of 
all working faces, unless such areas are 
inaccessible or unsafe to enter or un-
less the Secretary or his authorized 
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representative permits an exception 
upon his finding that such exception 
will not pose a hazard to the miners. 
All crosscuts that are less than 40 feet 
from a working face shall also be rock 
dusted. 

§ 75.402–1 Definition. 

The term too wet means that suffi-
cient natural moisture is retained by 
the dust that when a ball of finely di-
vided material is squeezed in the hands 
water is exuded. 

§ 75.402–2 Exceptions. 

Exceptions granted under § 75.402 by 
the Secretary or his authorized rep-
resentative shall be reviewed periodi-
cally. 

§ 75.403 Maintenance of incombustible 
content of rock dust. 

Where rock dust is required to be ap-
plied, it shall be distributed upon the 
top, floor, and sides of all underground 
areas of a coal mine and maintained in 
such quantities that the incombustible 
content of the combined coal dust, 
rock dust, and other dust shall be not 
less than 80 percent. Where methane is 
present in any ventilating current, the 
percent of incombustible content of 
such combined dust shall be increased 
0.4 percent for each 0.1 percent of meth-
ane. 

[75 FR 57857, Sept. 23, 2010; 76 FR 35978, June 
21, 2011] 

§ 75.403–1 Incombustible content. 

Moisture contained in the combined 
coal dust, rock dust and other dusts 
shall be considered as a part of the in-
combustible content of such mixture. 

§ 75.404 Exemption of anthracite 
mines. 

[STATUTORY PROVISION] 

Sections 75.401, 75.402, and 75.403 shall 
not apply to underground anthracite 
mines. 

Subpart F—Electrical Equipment— 
General 

§ 75.500 Permissible electric equip-
ment. 

[STATUTORY PROVISION] 

On and after March 30, 1971: 
(a) All junction or distribution boxes 

used for making multiple power con-
nections inby the last open crosscut 
shall be permissible; 

(b) All handheld electric drills, blow-
er and exhaust fans, electric pumps, 
and such other low horsepower electric 
face equipment as the Secretary may 
designate on or before May 30, 1970, 
which are taken into or used inby the 
last open crosscut of any coal mine 
shall be permissible; 

(c) All electric face equipment which 
is taken into or used inby the last open 
crosscut of any coal mine classified 
under any provision of law as gassy 
prior to March 30, 1970, shall be permis-
sible; and 

(d) All other electric face equipment 
which is taken into or used inby the 
last crosscut of any coal mine, except a 
coal mine referred to in § 75.501, which 
has not been classified under any provi-
sion of law as a gassy mine prior to 
March 30, 1970, shall be permissible. 

§ 75.500–1 Other low horsepower elec-
tric face equipment. 

Other low horsepower electric face 
equipment designated pursuant to the 
provisions of § 75.500(b) is all other elec-
tric-driven mine equipment, except low 
horsepower rock dusting equipment, 
and employs an electric current sup-
plied by either a power conductor or 
battery and consumes not more than 
2,250 watts of electricity and which is 
taken into or used inby the last open 
crosscut. 

§ 75.501 Permissible electric face 
equipment; coal seams above water 
table. 

[STATUTORY PROVISION] 

On and after March 30, 1974, all elec-
tric face equipment, other than equip-
ment referred to in paragraph (b) of 
§ 75.500, which is taken into and used 
inby the last open crosscut of any coal 
mine which is operated entirely in coal 
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