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Mine Safety and Health Admin., Labor § 75.511 

§ 75.507–1 Electric equipment other 
than power-connection points; 
outby the last open crosscut; return 
air; permissibility requirements. 

(a) All electric equipment, other than 
power-connection points, used in re-
turn air outby the last open crosscut in 
any coal mine shall be permissible ex-
cept as provided in paragraphs (b) and 
(c) of this section. 

(b) Notwithstanding the provisions of 
paragraph (a) of this section, in any 
coal mine where nonpermissible elec-
tric face equipment may be taken into 
or used inby the last open crosscut 
until March 30, 1974, such nonpermis-
sible electric face equipment may be 
used in return air outby the last open 
crosscut. 

(c) Notwithstanding the provisions of 
paragraph (a) of this section, in any 
coal mine where a permit for non-
compliance is in effect, nonpermissible 
electric face equipment specified in 
such permit for noncompliance may be 
used in return air outby the last open 
crosscut for the duration of such per-
mit. 

[38 FR 4975, Feb. 23, 1973] 

§ 75.508 Map of electrical system. 

[STATUTORY PROVISIONS] 

The location and the electrical rating 
of all stationary electric apparatus in 
connection with the mine electric sys-
tem, including permanent cables, 
switchgear, rectifying substations, 
transformers, permanent pumps, and 
trolley wires and trolley feeder wires, 
and settings of all direct-current cir-
cuit breakers protecting underground 
trolley circuits, shall be shown on a 
mine map. Any changes made in a loca-
tion, electric rating, or setting shall be 
promptly shown on the map when the 
change is made. Such map shall be 
available to an authorized representa-
tive of the Secretary and to the miners 
in such mine. 

§ 75.508–1 Mine tracks. 

When mine track is used as a con-
ductor of a trolley system, the location 
of such track shall be shown on the 
map required by § 75.508, with a nota-
tion of the number of rails and the size 

of such track expressed in pounds per 
yard. 

§ 75.508–2 Changes in electric system 
map; recording. 

Changes made in the location, elec-
trical rating or setting within the mine 
electrical system shall be recorded on 
the map of such system no later than 
the end of the next workday following 
completion of such changes. 

§ 75.509 Electric power circuit and 
electric equipment; deenergization. 

[STATUTORY PROVISIONS] 

All power circuits and electric equip-
ment shall be deenergized before work 
is done on such circuits and equipment, 
except when necessary for trouble 
shooting or testing. 

§ 75.510 Energized trolley wires; re-
pair. 

[STATUTORY PROVISIONS] 

Energized trolley wires may be re-
paired only by a person trained to per-
form electrical work and to maintain 
electrical equipment and the operator 
of a mine shall require that such per-
son wear approved and tested insulated 
shoes and wireman’s gloves. 

§ 75.510–1 Repair of energized trolley 
wires; training. 

The training referred to in § 75.510 
must include training in the repair and 
maintenance of live trolley wires, and 
in the hazards involved in making such 
repairs, and in the limitations of pro-
tective clothing used to protect against 
such hazards. 

§ 75.511 Low-, medium-, or high-volt-
age distribution circuits and equip-
ment; repair. 

[STATUTORY PROVISION] 

No electrical work shall be performed 
on low-, medium-, or high-voltage dis-
tribution circuits or equipment, except 
by a qualified person or by a person 
trained to perform electrical work and 
to maintain electrical equipment under 
the direct supervision of a qualified 
person. Disconnecting devices shall be 
locked out and suitably tagged by the 
persons who perform such work, except 

VerDate Mar<15>2010 14:33 Aug 31, 2012 Jkt 226120 PO 00000 Frm 00567 Fmt 8010 Sfmt 8010 Y:\SGML\226120.XXX 226120w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2012-09-24T15:03:06-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




