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Type of facility . . . The CVA must . . . 

(xiv) Status of quality-control records at various stages of fabrication. 
(2) For all floating facilities, Ensure that the requirements of the U.S. Coast Guard floating for structural integ-

rity and stability, e.g., verification of center of gravity, etc., have been met. The 
CVA must also consider: 

(i) Drilling, production, and pipeline risers, and riser tensioning systems (at least for 
the initial fabrication of these elements); 

(ii) Turrets and turret-and-hull interfaces; 
(iii) Foundation pilings and templates, and anchoring systems; and 
(iv) Mooring or tethering systems. 

(c) The CVA must submit interim re-
ports and a final report to the Regional 
Supervisor, and to you, during the fab-
rication phase in accordance with the 
approved schedule required by 
§ 250.911(d). In each interim and final 
report the CVA must: 

(1) Give details of how, by whom, and 
when the independent monitoring ac-
tivities were conducted; 

(2) Describe the CVA’s activities dur-
ing the verification process; 

(3) Summarize the CVA’s findings; 
(4) Confirm or deny compliance with 

the design specifications and the ap-
proved fabrication plan; 

(5) In the final CVA report, make a 
recommendation to accept or reject 

the fabrication unless such a rec-
ommendation has been previously 
made in an interim report; and 

(6) Provide any additional comments 
that the CVA deems necessary. 

§ 250.918 What are the CVA’s primary 
duties during the installation 
phase? 

(a) The CVA must use good engineer-
ing judgment and practice in con-
ducting an independent assessment of 
the installation activities. 

(b) Primary duties of the CVA during 
the installation phase include the fol-
lowing: 

The CVA must . . . Operation or equipment to be inspected . . . 

(1) Verify, as appropriate, (i) Loadout and initial flotation operations; 
(ii) Towing operations to the specified location, and review the towing records; 
(iii) Launching and uprighting operations; 
(iv) Submergence operations; 
(v) Pile or anchor installations; 
(vi) Installation of mooring and tethering systems; 
(vii) Final deck and component installations; and 
(viii) Installation at the approved location according to the approved design and the 

installation plan. 
(2) Witness (for a fixed or floating plat-

form), 
(i) The loadout of the jacket, decks, piles, or structures from each fabrication site; 

(ii) The actual installation of the platform or major modification and the related in-
stallation activities. 

(3) Witness (for a floating platform), (i) The loadout of the platform; 
(ii) The installation of drilling, production, and pipeline risers, and riser tensioning 

systems (at least for the initial installation of these elements); 
(iii) The installation of turrets and turret-and-hull interfaces; 
(iv) The installation of foundation pilings and templates, and anchoring systems; 

and 
(v) The installation of the mooring and tethering systems. 

(4) Conduct an onsite survey, Survey the platform after transportation to the approved location. 
(5) Spot-check as necessary to determine 

compliance with the applicable docu-
ments listed in § 250.901(a); the alter-
native codes, rules and standards ap-
proved under § 250.901(b); the require-
ments listed in § 250.903 and §§ 250.906 
through 250.908 of this subpart and the 
approved plans, 

(i) Equipment; 
(ii) Procedures; and 
(iii) Recordkeeping. 

(c) The CVA must submit interim re-
ports and a final report to the Regional 

Supervisor, and to you, during the in-
stallation phase in accordance with the 
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approved schedule required by 
§ 250.911(d). In each interim and final 
report the CVA must: 

(1) Give details of how, by whom, and 
when the independent monitoring ac-
tivities were conducted; 

(2) Describe the CVA’s activities dur-
ing the verification process; 

(3) Summarize the CVA’s findings; 
(4) Confirm or deny compliance with 

the approved installation plan; 
(5) In the final report, make a rec-

ommendation to accept or reject the 
installation unless such a recommenda-
tion has been previously made in an in-
terim report; and 

(6) Provide any additional comments 
that the CVA deems necessary. 

INSPECTION, MAINTENANCE, AND 
ASSESSMENT OF PLATFORMS 

§ 250.919 What in-service inspection 
requirements must I meet? 

(a) You must submit a comprehensive 
in-service inspection report annually 
by November 1 to the Regional Super-
visor that must include: 

(1) A list of fixed and floating plat-
forms you inspected in the preceding 12 
months; 

(2) The extent and area of inspection 
for both the above-water and under-
water portions of the platform and the 
pertinent components of the mooring 
system for floating platforms; 

(3) The type of inspection employed 
(e.g., visual, magnetic particle, ultra-
sonic testing); 

(4) The overall structural condition 
of each platform, including a corrosion 
protection evaluation; and 

(5) A summary of the inspection re-
sults indicating what repairs, if any, 
were needed. 

(b) If any of your structures have 
been exposed to a natural occurrence 
(e.g., hurricane, earthquake, or trop-
ical storm), the Regional Supervisor 
may require you to submit an initial 
report of all structural damage, fol-
lowed by subsequent updates, which in-
clude the following: 

(1) A list of affected structures; 
(2) A timetable for conducting the in-

spections described in section 14.4.3 of 
API RP 2A–WSD (as incorporated by 
reference in § 250.198); and 

(3) An inspection plan for each struc-
ture that describes the work you will 

perform to determine the condition of 
the structure. 

(c) The Regional Supervisor may also 
require you to submit the results of the 
inspections referred to in paragraph 
(b)(2) of this section, including a de-
scription of any detected damage that 
may adversely affect structural integ-
rity, an assessment of the structure’s 
ability to withstand any anticipated 
environmental conditions, and any re-
mediation plans. Under §§ 250.900(b)(3) 
and 250.905, you must obtain approval 
from BSEE before you make major re-
pairs of any damage unless you meet 
the requirements of § 250.900(c). 

§ 250.920 What are the BSEE require-
ments for assessment of fixed plat-
forms? 

(a) You must document all wells, 
equipment, and pipelines supported by 
the platform if you intend to use either 
the A–2 or A–3 assessment category. 
Assessment categories are defined in 
API RP 2A–WSD, Section 17.3 (as incor-
porated by reference in § 250.198). If 
BSEE objects to the assessment cat-
egory you used for your assessment, 
you may need to redesign and/or mod-
ify the platform to adequately dem-
onstrate that the platform is able to 
withstand the environmental loadings 
for the appropriate assessment cat-
egory. 

(b) You must perform an analysis 
check when your platform will have ad-
ditional personnel, additional topside 
facilities, increased environmental or 
operational loading, or inadequate 
deck height your platform suffered sig-
nificant damage (e.g., experienced dam-
age to primary structural members or 
conductor guide trays or global struc-
tural integrity is adversely affected); 
or the exposure category changes to a 
more restrictive level (see Sections 
17.2.1 through 17.2.5 of API RP 2A–WSD, 
incorporated by reference in § 250.198, 
for a description of assessment 
initiators). 

(c) You must initiate mitigation ac-
tions for platforms that do not pass the 
assessment process of API RP 2A–WSD. 
You must submit applications for your 
mitigation actions (e.g., repair, modi-
fication, decommissioning) to the Re-
gional Supervisor for approval before 
you conduct the work. 
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