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Island shore ranging 281° from the en-
trance to Round Swamp toward a point 
on shore 300 yards northerly from the 
Saunderstown ferry wharf; east of a 
line ranging 15° from the western point 
of Dutch Island to Twenty-three Foot 
Rock Buoy 4; and south of a line bear-
ing 77° from Twenty-three Foot Rock 
Buoy 4 to the shore. 

(i) Temporary floats or buoys for 
marking anchors or moorings in place 
will be allowed in this area. Fixed 
mooring piles or stakes will not be al-
lowed. 

(7) Anchorage N. West of the north 
end of Conanicut Island, south of a line 
bearing 262° from Conanicut Island 
Light; east of a line bearing 8° from 
Twenty-three Foot Rock Buoy 4; and 
north of a line ranging 290° from Sand 
Point toward Wickford Harbor Light. 

(i) Temporary floats or buoys for 
marking anchors or moorings in place 
will be allowed in this area. Fixed 
mooring piles or stakes will not be al-
lowed. 

(c) Bristol Harbor—(1) Anchorage O. 
South of the south line of Franklin 
Street extended westerly; west of a line 
bearing 164°30′ parallel to and 400 feet 
westerly from the State harbor line be-
tween Franklin and Constitution 
Streets, and of a line ranging 244° from 
a point on the north line of Constitu-
tion Street extended 400 feet beyond 
the State harbor line toward Usher 
Rock Buoy 3; and north of the north 
line of Union Street extended to the 
Popasquash Neck shore. 

(i) Temporary floats or buoys for 
marking anchors or moorings in place 
will be allowed in this area. Fixed 
mooring piles or stakes will not be al-
lowed. 

(d) The regulations. (1) Except in cases 
of great emergency, no vessel shall be 
anchored in the entrances to Narragan-
sett Bay, in Newport Harbor, or in 
Bristol Harbor, outside of the anchor-
age areas defined in paragraphs (a), (b) 
and (c) of this section. 

(2) Anchors must not be placed out-
side the anchorage areas, nor shall any 
vessel be so anchored that any portion 
of the hull or rigging shall at any time 
extend outside the boundaries of the 
anchorage area. However, Anchorage D 
(paragraph (a)(4) of this section) is ex-
empt from this requirement. 

(3) Any vessel anchoring under the 
circumstances of great emergency out-
side the anchorage areas must be 
placed near the edge of the channel and 
in such position as not to interfere 
with the free navigation of the chan-
nel, nor obstruct the approach to any 
pier, nor impede the movement of any 
boat, and shall move away imme-
diately after the emergency ceases, or 
upon notification by an officer of the 
Coast Guard. 

(4) A vessel upon being notified to 
move into the anchorage limits or to 
shift its position on anchorage grounds 
must get under way at once or signal 
for a tug, and must change position as 
directed with reasonable promptness. 

(5) Whenever the maritime or com-
mercial interests of the United States 
so require, any officer of the Coast 
Guard is hereby empowered to shift the 
position of any vessel anchored within 
the anchorage areas, of any vessel an-
chored outside the anchorage areas, 
and of any vessel which is so moored or 
anchored as to impede or obstruct ves-
sel movements in any channel. 

(6) Nothing in this section shall be 
construed as relieving the owner or 
person in charge of any vessel from the 
penalties of the law for obstructing 
navigation or for obstructing or inter-
fering with range lights, or for not 
complying with the navigation laws in 
regard to lights, fog signals, or for oth-
erwise violating the law. 

[CGFR 67–46, 32 FR 17728, Dec. 12, 1967] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 110.145, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 110.146 Long Island Sound. 
(a) Anchorage grounds. 
(1) Bridgeport Anchorage Ground. That 

portion of Long Island Sound enclosed 
by a line connecting the following 
points: 

Latitude Longitude 

41°04′52″ N ........................... 73°14′04″ W; thence to 
41°03′45″ N ........................... 73°14′04″ W; thence to 
41°03′45″ N ........................... 73°11′39″ W; thence to 
41°02′50″ N ........................... 73°12′08″ W; thence to 
41°02′50″ N ........................... 73°16′18″ W; thence to 
41°04′52″ N ........................... 73°16′18″ W; returning to 

point of origin. 
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(2) New Haven North Anchorage 
Ground. That portion of Long Island 
Sound enclosed by a line connecting 
the following points: 

Latitude Longitude 

41°12′18″ N ........................... 72°52′36″ W; thence to 
41°12′18″ N ........................... 72°49′36″ W; thence to 
41°10′12″ N ........................... 72°48′18″ W; thence to 
41°10′12″ N ........................... 72°52′12″ W; thence to 
41°11′06″ N ........................... 72°53′06″ W; returning to 

point of origin. 

(3) New Haven South Anchorage 
Ground. That portion of Long Island 
Sound enclosed by a line connecting 
the following points: 

Latitude Longitude 

41°09′30″ N ........................... 72°47′48″ W; thence to 
41°08′36″ N ........................... 72°47′24″ W; thence to 
41°08′36″ N ........................... 72°51′24″ W; thence to 
41°09′30″ N ........................... 72°51′24″ W; returning to 

point of origin. 

(4) New London Anchorage Ground. 
That portion of Long Island Sound en-
closed by a line connecting the fol-
lowing points: 

Latitude Longitude 

41°14′11″ N ........................... 072°15′38″ W; thence to 
41°15′05″ N ........................... 072°16′02″ W; thence to 
41°15′39″ N ........................... 072°13′21″ W; thence to 
41°14′45″ N ........................... 072°12′57″ W; returning to 

point of origin. 

(5) Northport Anchorage Ground. That 
portion of Long Island Sound enclosed 
by a line connecting the following 
points: 

Latitude Longitude 

40°58′48″ N ........................... 073°16′30″ W; thence to 
40°57′42″ N ........................... 073°11′42″ W; thence to 
40°56′30″ N ........................... 073°13′30″ W; thence to 
40°57′36″ N ........................... 073°18′12″ W; returning to 

point of origin. 

(6) Port Jefferson Anchorage Ground. 
That portion of Long Island Sound en-
closed by a line connecting the fol-
lowing points: 

Latitude Longitude 

41°01′48″ N ........................... 073°04′54″ W; thence to 
41°01′48″ N ........................... 073°00′00″ W; thence to 
41°00′18″ N ........................... 073°00′00″ W; thence to 
41°00′18″ N ........................... 073°04′54″ W; returning to 

point of origin. 

(7) Riverhead Anchorage Ground. That 
portion of Long Island Sound enclosed 

by a line connecting the following 
points: 

Latitude Longitude 

41°03′00″ N ........................... 072°42′00″ W; thence to 
41°04′00″ N ........................... 072°36′00″ W; thence to 
41°02′00″ N ........................... 072°35′24″ W; thence to 
41°01′24″ N ........................... 072°41′24″ W; returning to 

point of origin. 

(8) All coordinates referenced use 
datum: NAD 83. 

(b) General regulations. 
(1) These anchorages are designated 

for general purposes, but are intended 
primarily for use by commercial ves-
sels of 300 gross tons and greater and 
all tank vessels including tank barges. 
Except in emergencies, commercial 
vessels of 300 gross tons and greater 
and all tank vessels, including tank 
barges, anchoring in the Captain of the 
Port Long Island Sound Zone inside 
the line of demarcation shall anchor in 
the anchorage grounds described above. 

(2) Prior to anchoring in the anchor-
age area, all vessels shall notify the 
Coast Guard Captain of the Port via 
VHF–FM Channel 16. 

(3) In anchorages where lightering 
and bunkering operations are author-
ized, the Captain of the Port must be 
notified at least four hours in advance 
of a vessel conducting lightering or 
bunkering operations, as required by 
156.118 of this title. In addition, all 
lightering and bunkering operations 
must be done in accordance with 156.120 
of this title. 

(4) Within an anchorage, navigation 
is prohibited within 500 yards of an an-
chored vessel that is conducting bun-
kering or lightering operations. In ac-
cordance with the ‘‘Regulated Naviga-
tion Area: Long Island Sound Marine 
Inspection and Captain of the Port 
Zone,’’ 33 CFR 165.153(d)(7), navigation 
also is prohibited within 100 yards of a 
vessel engaged in commercial service. 

(5) Any vessel conducting lightering 
or bunkering operations shall display 
by day a red flag at its mast head or at 
least 10 feet above the upper deck if the 
vessel has no mast, and by night the 
flag must be illuminated by spotlight. 
These signals shall be in addition to 
day signals, lights, and whistle signals 
required by rules 30 (33 U.S.C. 2030) and 
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35 (33 U.S.C. 2035) of the Inland Naviga-
tion Rules when at anchor in a general 
anchorage area. 

(6) Except as otherwise provided, a 
vessel may not occupy an anchorage 
for more than 30 days, unless the vessel 
obtains written permission from the 
Captain of the Port. 

(7) If a request is made for the long- 
term lay up of a vessel, the Captain of 
the Port may establish special condi-
tions with which the vessel must com-
ply in order for such a request to be ap-
proved. 

(8) The Captain of the Port may pre-
scribe specific conditions for vessels 
anchoring within the anchorage 
grounds described in this section, pur-
suant to 33 CFR 109.05. These condi-
tions may include, but are not limited 
to: The number and location of an-
chors; scope of chain; readiness of the 
engineering plant and equipment; use 
of tugs; and requirements for maintain-
ing communication guards on selected 
radio frequencies. 

(9) No vessel in such condition that it 
is likely to sink or otherwise become a 
menace or obstruction to navigation or 
anchorage of other vessels shall occupy 
an anchorage, except in cases where 
unforeseen circumstances create condi-
tions of imminent peril to personnel, 
and then only for such period as may 
be authorized by the Captain of the 
Port. 

(10) All vessels anchored within the 
designated anchorage grounds shall 
comply with the regulations found in 
33 CFR 164.19 and shall maintain a con-
tinuous bridge watch by a licensed 
deck officer proficient in English, mon-
itoring VHF–FM Channel 16. This indi-
vidual shall confirm that the ship’s 
crew performs frequent checks of the 
vessel’s position to ensure the vessel is 
not dragging anchor. A second VHF– 
FM radio monitoring Channel 13 is 
strongly recommended. 

(11) Anchors shall be placed well 
within the anchorage grounds so that 
no portion of the hull or rigging will at 
any time extend outside of the anchor-
age area. 

(12) The Coast Guard Captain of the 
Port may close the anchorage area and 
direct vessels to depart the anchorage 
during periods of adverse weather or at 

other times as deemed necessary in the 
interest of port safety and security. 

(13) Any vessel anchored in these 
grounds must be capable of getting un-
derway if ordered by the Captain of the 
Port and must be able to do so within 
two (2) hours of notification by the 
Captain of the Port. If a vessel will not 
be able to get underway within two (2) 
hours of notification, permission must 
be requested from the Captain of the 
Port to remain in the anchorage. No 
vessel shall anchor in a ‘‘dead ship’’ 
status (propulsion or control unavail-
able for normal operations) without 
prior approval of the Captain of the 
Port. 

(14) Fixed moorings, piles or stakes 
are prohibited. 

[USCG–2008–0171, 75 FR 76277, Dec. 8, 2010] 

§ 110.147 New London Harbor, Conn. 
(a) The anchorage grounds—(1) An-

chorage A. In the Thames River east of 
Shaw Cove, bounded by lines con-
necting points which are the following 
bearings and distances from Monu-
ment, Groton (latitude 41°21′18″ N., lon-
gitude 72°04′48″ W.): 243°, 1,400 yards; 
246°, 925 yards; 217°, 1,380 yards; and 
235°, 1,450 yards. 

(2) Anchorage B. In the Thames River 
southward of New London, bounded by 
lines connecting points which are the 
following bearings and distances from 
New London Harbor Light (latitude 
41°18′59″ N., longitude 72°05′25″ W.): 002°, 
2,460 yards; 009°, 2,480 yards; 026°, 1,175 
yards; and 008°, 1,075 yards. 

(3) Anchorage C. In the Thames River 
southward of New London Harbor, 
bounded by lines connecting a point 
bearing 100°, 450 yards from New Lon-
don Harbor Light, a point bearing 270°, 
575 yards from New London Ledge 
Light (latitude 41°18′21″ N., longitude 
72°04′41″ W.), and a point bearing 270°, 
1,450 yards from New London Ledge 
Light. 

(4) Anchorage D. In Long Island 
Sound approximately two miles west- 
southwest of New London Ledge Light, 
bounded by lines connecting points 
which are the following bearings and 
distances from New London Ledge 
Light: 246°, 2.6 miles; 247°, 2.1 miles; 
233°, 2.1 miles; and 235°, 2.6 miles. 

(5) Anchorage E. The waters at the 
mouth of New London Harbor one mile 
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