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pressure in the range of 0.01 to 0.2 mil-
limeters mercury (0.005 to 0.11 inches of 
water) with a minimum accuracy of 
plus or minus 0.001 millimeters of mer-
cury (0.0005 inches of water). 

(4) You must equip each digital dif-
ferential pressure monitoring system 
with a continuous recorder. 

(5) You must calibrate each digital 
differential pressure monitoring sys-
tem in accordance with manufacturer’s 
specifications at least once every 12 
calendar months or more frequently if 
recommended by the manufacturer. 

(l) Except as provided in paragraphs 
(l)(2) or (3) of this section, all new or 
reconstructed sources subject to the re-
quirements under § 63.543 must install, 
calibrate, maintain, and operate a 
CEMS for measuring lead emissions. In 
addition to the General Provisions re-
quirements for CEMS in § 63.8(c) that 
are referenced in Table 1 to this sub-
part, you must comply with the re-
quirements for CEMS specified in para-
graph (m) of this section. 

(1) Sources subject to the emissions 
limits for lead compounds under 
§ 63.543(b) must install a CEMS for 
measuring lead emissions within 180 
days of promulgation by the EPA of 
performance specifications for lead 
CEMS. 

(2) Prior to 180 days after the EPA 
promulgates performance specifica-
tions for CEMS used to measure lead 
concentrations, you must use the pro-
cedure described in § 63.543(g)(1) to de-
termine compliance. 

(3) Vents from control devices that 
serve only to control emissions from 
buildings containing lead bearing ma-
terials are exempt from the require-
ment to install a CEMS for measuring 
lead emissions. 

(m) If a CEMS is used to measure 
lead emissions, you must install a con-
tinuous emissions monitoring system 
with a sensor in a location that pro-
vides representative measurement of 
the exhaust gas flow rate at the sam-
pling location of the CEMS used to 
measure lead emissions, taking into 
account the manufacturer’s rec-
ommendations. The flow rate sensor is 
that portion of the system that senses 
the volumetric flow rate and generates 
an output proportional to that flow 
rate. 

(1) The continuous emissions moni-
toring system must be designed to 
measure the exhaust gas flow rate over 
a range that extends from a value of at 
least 20 percent less than the lowest ex-
pected exhaust flow rate to a value of 
at least 20 percent greater than the 
highest expected exhaust gas flow rate. 

(2) The continuous emissions moni-
toring system must be equipped with a 
data acquisition and recording system 
that is capable of recording values over 
the entire range specified in paragraph 
(m)(1) of this section. 

(3) You must perform an initial rel-
ative accuracy test of the continuous 
emissions monitoring system in ac-
cordance with the applicable Perform-
ance Specification in appendix B to 
part 60 of this chapter. 

(4) You must operate the continuous 
emissions monitoring system and 
record data during all periods of oper-
ation of the affected facility including 
periods of startup, shutdown, and mal-
function, except for periods of moni-
toring system malfunctions, repairs as-
sociated with monitoring system mal-
functions, and required monitoring sys-
tem quality assurance or quality con-
trol activities including, as applicable, 
calibration checks and required zero 
and span adjustments. 

(5) If you have a CEMS to measure 
lead emissions, you must calculate the 
average lead concentration and flow 
rate monthly to determine compliance 
with § 63.543(a). 

(6) When the continuous emissions 
monitoring system is unable to provide 
quality assured data, the following 
apply: 

(i) When data are not available for 
periods of up to 48 hours, the highest 
recorded hourly emissions rate from 
the previous 24 hours must be used. 

(ii) When data are not available for 48 
or more hours, the maximum daily 
emissions rate based on the previous 30 
days must be used. 

§ 63.549 Notification requirements. 
(a) You must comply with all of the 

notification requirements of § 63.9. 
Electronic notifications are encour-
aged if suitable for the specific case 
(e.g., by electronic media such as Excel 
spreadsheet, on CD or hard copy), and 
when required by this subpart. 
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(b) You must submit the fugitive 
dust control standard operating proce-
dures manual required under § 63.545(a) 
and the standard operating procedures 
manual for baghouses required under 
§ 63.548(a) to the Administrator or dele-
gated authority along with a notifica-
tion that the smelter is seeking review 
and approval of these plans and proce-
dures. You must submit this notifica-
tion no later than January 7, 2013. For 
sources that commenced construction 
or reconstruction after January 5, 2012, 
you must submit this notification no 
later than 180 days before startup of 
the constructed or reconstructed sec-
ondary lead smelter, but no sooner 
than January 5, 2012. For an affected 
source that has received a construction 
permit from the Administrator or dele-
gated authority on or before January 5, 
2012, you must submit this notification 
no later than January 7, 2014. 

§ 63.550 Recordkeeping and reporting 
requirements. 

(a) You must comply with all of the 
recordkeeping and reporting require-
ments specified in § 63.10 that are ref-
erenced in Table 1 to this subpart. 

(1) Records must be maintained in a 
form suitable and readily available for 
expeditious review, according to 
§ 63.10(b)(1). However, electronic record-
keeping and reporting if suitable for 
the specific case (e.g., by electronic 
media such as Excel spreadsheet, on CD 
or hard copy), and when required by 
this subpart. 

(2) Records must be kept on site for 
at least 2 years after the date of occur-
rence, measurement, maintenance, cor-
rective action, report, or record, ac-
cording to § 63.10(b)(1). 

(b) The standard operating proce-
dures manuals required in §§ 63.545(a) 
and 63.548(a) must be submitted to the 
Administrator in electronic format for 
review and approval of the initial sub-
mittal and whenever an update is made 
to the procedure. 

(c) You must maintain for a period of 
5 years, records of the information list-
ed in paragraphs (c)(1) through (13) of 
this section. 

(1) Electronic records of the bag leak 
detection system output. 

(2) An identification of the date and 
time of all bag leak detection system 

alarms, the time that procedures to de-
termine the cause of the alarm were 
initiated, the cause of the alarm, an ex-
planation of the corrective actions 
taken, and the date and time the cause 
of the alarm was corrected. 

(3) All records of inspections and 
maintenance activities required under 
§ 63.548(c) as part of the practices de-
scribed in the standard operating pro-
cedures manual for baghouses required 
under § 63.548(a). 

(4) Electronic records of the pressure 
drop and water flow rate values for wet 
scrubbers used to control metal haz-
ardous air pollutant emissions from 
process fugitive sources as required in 
§ 63.548(i). 

(5) Electronic records of the output 
from the continuous temperature mon-
itor required in § 63.548(j)(1), and an 
identification of periods when the 3- 
hour average temperature fell below 
the minimum established under 
§ 63.548(j)(4), and an explanation of the 
corrective actions taken. 

(6) Electronic records of the contin-
uous pressure monitors for total enclo-
sures required in § 63.548(k), and an 
identification of periods when the pres-
sure was not maintained as required in 
§ 63.544(c)(1). 

(7) Records of any time periods power 
was lost to the continuous pressure 
monitors for total enclosures required 
in § 63.548(k) and records of loss of 
power to the air handling system main-
taining negative pressure on total en-
closures. 

(8) Records of the inspections of facil-
ity enclosures required in § 63.544(d). 

(9) Records of all cleaning and inspec-
tions required as part of the practices 
described in the standard operating 
procedures manual required under 
§ 63.545(a) for the control of fugitive 
dust emissions. 

(10) Electronic records of the output 
of any CEMS installed to monitor lead 
emissions meeting the requirements of 
§ 63.548(m). 

(11) Records of the occurrence and 
duration of each malfunction of oper-
ation (i.e., process equipment) or the 
air pollution control equipment and 
monitoring equipment. 

(12) Records of actions taken during 
periods of malfunction to minimize 
emissions in accordance with 
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