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(2) In addition to conducting per-
formance tests, if a wet scrubber is 
used as the emission control device, in-
stall, operate, and maintain systems 
for the measurement and recording of 
the scrubber makeup water flow rate 
and, if required, recirculation water 
flow rate. These flow rates must be 
monitored continuously and recorded 
at least once per shift while the scrub-
ber is operating. Operation of the wet 
scrubber with excursions of scrubber 
makeup water flow rate and recircula-
tion water flow rate less than the min-
imum values established during the 
performance test or tests will require 
initiation of corrective action as speci-
fied by the maintenance requirements 
in § 63.1160(b)(2) of this subpart. 

(3) If an emission control device 
other than a wet scrubber is used, in-
stall, operate, and maintain systems 
for the measurement and recording of 
the appropriate operating parameters. 

(4) Failure to record each of the oper-
ating parameters listed in paragraph 
(a)(2) of this section is a violation of 
the monitoring requirements of this 
subpart. 

(5) Each monitoring device shall be 
certified by the manufacturer to be ac-
curate to within 5 percent and shall be 
calibrated in accordance with the man-
ufacturer’s instructions but not less 
frequently than once per year. 

(6) The owner or operator may de-
velop and implement alternative moni-
toring requirements subject to ap-
proval by the Administrator. 

(b) The owner or operator of a new, 
reconstructed, or existing acid regen-
eration plant subject to this subpart 
shall also install, operate, and main-
tain systems for the measurement and 
recording of the: 

(1) Process offgas temperature, which 
shall be monitored continuously and 
recorded at least once every shift while 
the facility is operating in production 
mode; and 

(2) Parameters from which propor-
tion of excess air is determined. Pro-
portion of excess air shall be deter-
mined by a combination of total air 
flow rate, fuel flow rate, spent pickle 
liquor addition rate, and amount of 
iron in the spent pickle liquor, or by 
any other combination of parameters 
approved by the Administrator in ac-

cordance with § 63.8(f) of subpart A of 
this part. Proportion of excess air shall 
be determined and recorded at least 
once every shift while the plant is op-
erating in production mode. 

(3) Each monitoring device must be 
certified by the manufacturer to be ac-
curate to within 5 percent and must be 
calibrated in accordance with the man-
ufacturer’s instructions but not less 
frequently than once per year. 

(4) Operation of the plant with the 
process offgas temperature lower than 
the value established during perform-
ance testing or with the proportion of 
excess air greater than the value estab-
lished during performance testing is a 
violation of the operational standard 
specified in § 63.1159(a) of this subpart. 

(c) The owner or operator of an af-
fected hydrochloric acid storage vessel 
shall inspect each vessel semiannually 
to determine that the closed-vent sys-
tem and either the air pollution con-
trol device or the enclosed loading and 
unloading line, whichever is applicable, 
are installed and operating when re-
quired. 

§ 63.1163 Notification requirements. 
(a) Initial notifications. As required by 

§ 63.9(b) of subpart A of this part, the 
owner or operator shall submit the fol-
lowing written notifications to the Ad-
ministrator: 

(1) The owner or operator of an area 
source that subsequently becomes sub-
ject to the requirements of the stand-
ard shall provide notification to the ap-
plicable permitting authority as re-
quired by § 63.9(b)(1) of subpart A of 
this part. 

(2) As required by § 63.9(b)(2) of sub-
part A of this part, the owner or oper-
ator of an affected source that has an 
initial startup before June 22, 1999, 
shall notify the Administrator that the 
source is subject to the requirements of 
the standard. The notification shall be 
submitted not later than October 20, 
1999 (or within 120 calendar days after 
the source becomes subject to this 
standard), and shall contain the infor-
mation specified in §§ 63.9(b)(2)(i) 
through 63.9(b)(2)(v) of subpart A of 
this part. 

(3) As required by § 63.9(b)(3) of sub-
part A of this part, the owner or oper-
ator of a new or reconstructed affected 
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source, or a source that has been recon-
structed such that it is an affected 
source, that has an initial startup after 
the effective date and for which an ap-
plication for approval of construction 
or reconstruction is not required under 
§ 63.5(d) of subpart A of this part, shall 
notify the Administrator in writing 
that the source is subject to the stand-
ards no later than 120 days after initial 
startup. The notification shall contain 
the information specified in 
§§ 63.9(b)(2)(i) through 63.9(b)(2)(v) of 
subpart A of this part, delivered or 
postmarked with the notification re-
quired in § 63.9(b)(5) of subpart A of this 
part. 

(4) As required by § 63.9(b)(4) of sub-
part A of this part, the owner or oper-
ator of a new or reconstructed major 
affected source that has an initial 
startup after June 22, 1999, and for 
which an application for approval of 
construction or reconstruction is re-
quired under § 63.5(d) of subpart A of 
this part shall provide the information 
specified in §§ 63.9(b)(4)(i) through 
63.9(b)(4)(v) of subpart A of this part. 

(5) As required by § 63.9(b)(5) of sub-
part A of this part, the owner or oper-
ator who, after June 22, 1999, intends to 
construct a new affected source or re-
construct an affected source subject to 
this standard, or reconstruct a source 
such that it becomes an affected source 
subject to this standard, shall notify 
the Administrator, in writing, of the 
intended construction or reconstruc-
tion. 

(b) Request for extension of compliance. 
As required by § 63.9(c) of subpart A of 
this part, if the owner or operator of an 
affected source cannot comply with 
this standard by the applicable compli-
ance date for that source, or if the 
owner or operator has installed BACT 
or technology to meet LAER con-
sistent with § 63.6(i)(5) of subpart A of 
this part, he/she may submit to the Ad-
ministrator (or the State with an ap-
proved permit program) a request for 
an extension of compliance as specified 
in §§ 63.6(i)(4) through 63.6(i)(6) of sub-
part A of this part. 

(c) Notification that source is subject to 
special compliance requirements. As re-
quired by § 63.9(d) of subpart A of this 
part, an owner or operator of a new 
source that is subject to special com-

pliance requirements as specified in 
§§ 63.6(b)(3) and 63.6(b)(4) of subpart A of 
this part shall notify the Adminis-
trator of his/her compliance obliga-
tions not later than the notification 
dates established in § 63.9(b) of subpart 
A of this part for new sources that are 
not subject to the special provisions. 

(d) Notification of performance test. As 
required by § 63.9(e) of subpart A of this 
part, the owner or operator of an af-
fected source shall notify the Adminis-
trator in writing of his or her intention 
to conduct a performance test at least 
60 calendar days before the perform-
ance test is scheduled to begin, to 
allow the Administrator to review and 
approve the site-specific test plan re-
quired under § 63.7(c) of subpart A of 
this part and, if requested by the Ad-
ministrator, to have an observer 
present during the test. 

(e) Notification of compliance status. 
The owner or operator of an affected 
source shall submit a notification of 
compliance status as required by 
§ 63.9(h) of subpart A of this part when 
the source becomes subject to this 
standard. 

§ 63.1164 Reporting requirements. 
(a) Reporting results of performance 

tests. As required by § 63.10(d)(2) of sub-
part A of this part, the owner or oper-
ator of an affected source shall report 
the results of any performance test as 
part of the notification of compliance 
status required in § 63.1163 of this sub-
part. 

(b) Progress reports. The owner or op-
erator of an affected source who is re-
quired to submit progress reports 
under § 63.6(i) of subpart A of this part 
shall submit such reports to the Ad-
ministrator (or the State with an ap-
proved permit program) by the dates 
specified in the written extension of 
compliance. 

(c) Periodic startup, shutdown, and 
malfunction reports. Section 63.6(e) of 
subpart A of this part requires the 
owner or operator of an affected source 
to operate and maintain each affected 
emission source, including associated 
air pollution control equipment, in a 
manner consistent with good air pollu-
tion control practices for minimizing 
emissions at least to the level required 
by the standard at all times, including 
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