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(3) For the third semiannual period— 
four excused excursions. 

(4) For the fourth semiannual pe-
riod—three excused excursions. 

(5) For the fifth semiannual period— 
two excused excursions. 

(6) For the sixth and all subsequent 
semiannual periods—one excused ex-
cursion. 

[61 FR 48229, Sept. 12, 1996, as amended at 65 
FR 38128, June 19, 2000] 

§ 63.1335 General recordkeeping and 
reporting provisions. 

(a) Data retention. Unless otherwise 
specified in this subpart, the owner or 
operator of an affected source shall 
keep copies of all applicable records 
and reports required by this subpart for 
at least 5 years, as specified in para-
graph (a)(1) of this section, with the ex-
ception listed in paragraph (a)(2) of 
this section. 

(1) All applicable records shall be 
maintained in such a manner that they 
can be readily accessed. The most re-
cent 6 months of records shall be re-
tained on site or shall be accessible 
from a central location by computer or 
other means that provides access with-
in 2 hours after a request. The remain-
ing 4 and one-half years of records may 
be retained offsite. Records may be 
maintained in hard copy or computer- 
readable form including, but not lim-
ited to, on paper, microfilm, computer, 
floppy disk, magnetic tape, or micro-
fiche. 

(2) If an owner or operator submits 
copies of reports to the appropriate 
EPA Regional Office, the owner or op-
erator is not required to maintain cop-
ies of reports. If the EPA Regional Of-
fice has waived the requirement of 
§ 63.10(a)(4)(ii) for submittal of copies of 
reports, the owner or operator is not 
required to maintain copies of those re-
ports. 

(b) Requirements of subpart A of this 
part. The owner or operator of an af-
fected source shall comply with the ap-
plicable recordkeeping and reporting 
requirements in subpart A of this part 
as specified in Table 1 of this subpart. 
These requirements include, but are 
not limited to, the requirements speci-
fied in paragraphs (b)(1) and (b)(2) of 
this section. 

(1) Start-up, shutdown, and malfunc-
tion plan. The owner or operator of an 
affected source shall develop a written 
startup, shutdown, and malfunction 
plan as specified in § 63.6(e)(3). This 
plan shall describe, in detail, proce-
dures for operating and maintaining 
the affected source during periods of 
start-up, shutdown, and malfunction 
and a program for corrective action for 
malfunctioning process and air pollu-
tion control equipment used to comply 
with this subpart. Inclusion of Group 2 
emission points is not required, unless 
these points are included in an emis-
sions average. For equipment leaks 
(subject to § 63.1331), the start-up, shut-
down, and malfunction plan require-
ment is limited to control devices and 
is optional for other equipment. For 
equipment leaks, the start-up, shut-
down, and malfunction plan may in-
clude written procedures that identify 
conditions that justify a delay of re-
pair. A provision for ceasing to collect, 
during a start-up, shutdown, or mal-
function, monitoring data that would 
otherwise be required by the provisions 
of this subpart may be included in the 
start-up, shutdown, and malfunction 
plan only if the owner or operator has 
demonstrated to the Administrator, 
through the Precompliance Report or a 
supplement to the Precompliance Re-
port, that the monitoring system 
would be damaged or destroyed if it 
were not shut down during the start- 
up, shutdown, or malfunction. The af-
fected source shall keep the start-up, 
shutdown, and malfunction plan on- 
site. Records associated with the plan 
shall be kept as specified in paragraphs 
(b)(1)(i)(A) through (b)(1)(i)(C) of this 
section. Reports related to the plan 
shall be submitted as specified in para-
graph (b)(1)(ii) of this section. 

(i) Records of start-up, shutdown, and 
malfunction. The owner or operator 
shall keep the records specified in 
paragraphs (b)(1)(i)(A) through 
(b)(1)(i)(C) of this section. 

(A) Records of the occurrence and du-
ration of each start-up, shutdown, and 
malfunction of operation of process 
equipment or control devices or recov-
ery devices or continuous monitoring 
systems used to comply with this sub-
part during which excess emissions (as 
defined in § 63.1310(j)(4)) occur. 
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(B) For each start-up, shutdown, or 
malfunction during which excess emis-
sions (as defined in § 63.1310(j)(4)) occur, 
records reflecting whether the proce-
dures specified in the affected source’s 
start-up, shutdown, and malfunction 
plan were followed, and documentation 
of actions taken that are not con-
sistent with the plan. For example, if a 
start-up, shutdown, and malfunction 
plan includes procedures for routing a 
control device to a backup control de-
vice, records shall be kept of whether 
the plan was followed. These records 
may take the form of a ‘‘checklist,’’ or 
other form of recordkeeping that con-
firms conformance with the start-up 
shutdown, and malfunction plan for the 
event. 

(C) Records specified in paragraphs 
(b)(1)(i)(A) through (b)(1)(i)(B) of this 
section are not required if they pertain 
solely to Group 2 emission points that 
are not included in an emissions aver-
age. 

(ii) Reports of start-up, shutdown, and 
malfunction. For the purposes of this 
subpart, the semiannual start-up, shut-
down, and malfunction reports shall be 
submitted on the same schedule as the 
Periodic Reports required under para-
graph (e)(6) of this section instead of 
being submitted on the schedule speci-
fied in § 63.10(d)(5)(i). The reports shall 
include the information specified in 
§ 63.10(d)(5)(i). 

(2) Application for approval of con-
struction or reconstruction. For new af-
fected sources, each owner or operator 
shall comply with the provisions in 
§ 63.5 regarding construction and recon-
struction, excluding the provisions 
specified in § 63.5(d)(1)(ii)(H), (d)(1)(iii), 
(d)(2), and (d)(3)(ii). 

(c) [Reserved] 
(d) Recordkeeping and documentation. 

Owners or operators required to keep 
continuous records shall keep records 
as specified in paragraphs (d)(1) 
through (d)(7) of this section, unless an 
alternative recordkeeping system has 
been requested and approved as speci-
fied in paragraph (g) of this section, 
and except as provided in paragraph (h) 
of this section. If a monitoring plan for 
storage vessels pursuant to 
§ 63.1314(a)(9) requires continuous 
records, the monitoring plan shall 
specify which provisions, if any, of 

paragraphs (d)(1) through (d)(7) of this 
section apply. As described in 
§ 63.1314(a)(9), certain storage vessels 
are not required to keep continuous 
records as specified in this paragraph. 
Owners and operators of such storage 
vessels shall keep records as specified 
in the monitoring plan required by 
§ 63.1314(a)(9). Paragraphs (d)(8) and 
(d)(9) of this section specify docu-
mentation requirements. 

(1) The monitoring system shall 
measure data values at least once 
every 15 minutes. 

(2) The owner or operator shall 
record either each measured data value 
or block average values for 1 hour or 
shorter periods calculated from all 
measured data values during each pe-
riod. If values are measured more fre-
quently than once per minute, a single 
value for each minute may be used to 
calculate the hourly (or shorter period) 
block average instead of all measured 
values. Owners or operators of batch 
process vents shall record each meas-
ured data value. 

(3) Daily average (or batch cycle 
daily average) values of each continu-
ously monitored parameter shall be 
calculated for each operating day as 
specified in paragraphs (d)(3)(i) through 
(d)(3)(ii) of this section, except as spec-
ified in paragraphs (d)(6) and (d)(7) of 
this section. 

(i) The daily average value or batch 
cycle daily average shall be calculated 
as the average of all parameter values 
recorded during the operating day, ex-
cept as specified in paragraph (d)(7) of 
this section. For batch process vents, 
as specified in § 63.1326(e)(2)(i), only pa-
rameter values measured during those 
batch emission episodes, or portions 
thereof, in the batch cycle that the 
owner or operator has chosen to con-
trol shall be used to calculate the aver-
age. The calculated average shall cover 
a 24-hour period if operation is contin-
uous, or the number of hours of oper-
ation per operating day if operation is 
not continuous. 

(ii) The operating day shall be the pe-
riod the owner or operator specifies in 
the operating permit or the Notifica-
tion of Compliance Status for purposes 
of determining daily average values or 
batch cycle daily average values of 
monitored parameters. 
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(4)–(5) [Reserved] 
(6) Records required when all recorded 

values are within the established limits. If 
all recorded values for a monitored pa-
rameter during an operating day are 
above the minimum level or below the 
maximum level established in the Noti-
fication of Compliance Status or oper-
ating permit, the owner or operator 
may record that all values were above 
the minimum level or below the max-
imum level rather than calculating and 
recording a daily average (or batch 
cycle daily average) for that operating 
day. 

(7) Monitoring data recorded during 
periods identified in paragraphs 
(d)(7)(i) through (d)(7)(v) of this section 
shall not be included in any average 
computed under this subpart. Records 
shall be kept of the times and dura-
tions of all such periods and any other 
periods during process or control de-
vice or recovery device operation when 
monitors are not operating. 

(i) Monitoring system breakdowns, 
repairs, calibration checks, and zero 
(low-level) and high-level adjustments; 

(ii) Start-ups; 
(iii) Shutdowns; 
(iv) Malfunctions; 
(v) Periods of non-operation of the af-

fected source (or portion thereof), re-
sulting in cessation of the emissions to 
which the monitoring applies. 

(8) For continuous monitoring sys-
tems used to comply with this subpart, 
records documenting the completion of 
calibration checks, and records docu-
menting the maintenance of contin-
uous monitoring systems that are spec-
ified in the manufacturer’s instruc-
tions or that are specified in other 
written procedures that provide ade-
quate assurance that the equipment 
would reasonably be expected to mon-
itor accurately. 

(9) The owner or operator of an af-
fected source granted a waiver under 
§ 63.10(f) shall maintain the informa-
tion, if any, specified by the Adminis-
trator as a condition of the waiver of 
recordkeeping or reporting require-
ments. 

(e) Reporting and notification. In addi-
tion to the reports and notifications re-
quired by subpart A of this part as 
specified in Table 1 of this subpart, the 
owner or operator of an affected source 

shall prepare and submit the reports 
listed in paragraphs (e)(3) through 
(e)(8) of this section, as applicable. All 
reports required by this subpart, and 
the schedule for their submittal, are 
listed in Table 9 of this subpart. 

(1) Owners and operators shall not be 
in violation of the reporting require-
ments of this subpart for failing to sub-
mit information required to be in-
cluded in a specified report if the owner 
or operator meets the requirements in 
paragraphs (e)(1)(i) through (e)(1)(iii) of 
this section. Examples of cir-
cumstances where this paragraph may 
apply include information related to 
newly-added equipment or emission 
points, changes in the process, changes 
in equipment required or utilized for 
compliance with the requirements of 
this subpart, or changes in methods or 
equipment for monitoring, record-
keeping, or reporting. 

(i) The information was not known in 
time for inclusion in the report speci-
fied by this subpart; 

(ii) The owner or operator has been 
diligent in obtaining the information; 
and 

(iii) The owner or operator submits a 
report according to the provisions of 
paragraphs (e)(1)(iii)(A) through 
(e)(1)(iii)(C) of this section. 

(A) If this subpart expressly provides 
for supplements to the report in which 
the information is required, the owner 
or operator shall submit the informa-
tion as a supplement to that report. 
The information shall be submitted no 
later than 60 days after it is obtained, 
unless otherwise specified in this sub-
part. 

(B) If this subpart does not expressly 
provide for supplements, but the owner 
or operator must submit a request for 
revision of an operating permit pursu-
ant to part 70 or part 71, due to cir-
cumstances to which the information 
pertains, the owner or operator shall 
submit the information with the re-
quest for revision to the operating per-
mit. 

(C) In any case not addressed by 
paragraph (e)(1)(iii)(A) or (e)(1)(iii)(B) 
of this paragraph, the owner or oper-
ator shall submit the information with 
the first Periodic Report, as required 
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by this subpart, which has a submis-
sion deadline at least 60 days after the 
information is obtained. 

(2) All reports required under this 
subpart shall be sent to the Adminis-
trator at the appropriate address listed 
in § 63.13. If acceptable to both the Ad-
ministrator and the owner or operator 
of an affected source, reports may be 
submitted on electronic media. 

(3) Precompliance Report. Owners or 
operators of affected sources request-
ing an extension for compliance; re-
questing approval to use alternative 
monitoring parameters, alternative 
continuous monitoring and record-
keeping, or alternative controls; re-
questing approval to use engineering 
assessment to estimate emissions from 
a batch emissions episode, as described 
in § 63.1323(b)(6)(i)(C); wishing to estab-
lish parameter monitoring levels ac-
cording to the procedures contained in 
§ 63.1334(c) or (d); or requesting ap-
proval to incorporate a provision for 
ceasing to collect monitoring data, 
during a start-up, shutdown, or mal-
function, into the start-up, shutdown, 
and malfunction plan, when that moni-
toring equipment would be damaged if 
it did not cease to collect monitoring 
data, as permitted under § 63.1310(j)(3), 
shall submit a Precompliance Report 
according to the schedule described in 
paragraph (e)(3)(i) of this section. The 
Precompliance Report shall contain 
the information specified in paragraphs 
(e)(3)(ii) through (e)(3)(viii) of this sec-
tion, as appropriate. 

(i) Submittal dates. The 
Precompliance Report shall be sub-
mitted to the Administrator no later 
than December 19, 2000. If a 
Precompliance Report was submitted 
prior to June 19, 2000 and no changes 
need to be made to that Precompliance 
Report, the owner or operator shall re- 
submit the earlier report or submit no-
tification that the previously sub-
mitted report is still valid. Unless the 
Administrator objects to a request sub-
mitted in the Precompliance Report 
within 45 days after its receipt, the re-
quest shall be deemed approved. For 
new affected sources, the 
Precompliance Report shall be sub-
mitted to the Administrator with the 
application for approval of construc-
tion or reconstruction required in para-

graph (b)(2) of this section. Supple-
ments to the Precompliance Report 
may be submitted as specified in para-
graph (e)(3)(ix) of this section. 

(ii) A request for an extension for 
compliance, as specified in § 63.1311(e), 
may be submitted in the 
Precompliance Report. The request for 
a compliance extension shall include 
the data outlined in § 63.6(i)(6)(i)(A), 
(B), and (D), as required in 
§ 63.1311(e)(1). 

(iii) The alternative monitoring pa-
rameter information required in para-
graph (f) of this section shall be sub-
mitted in the Precompliance Report if, 
for any emission point, the owner or 
operator of an affected source seeks to 
comply through the use of a control 
technique other than those for which 
monitoring parameters are specified in 
this subpart or in subpart G of this 
part or seeks to comply by monitoring 
a different parameter than those speci-
fied in this subpart or in subpart G of 
this part. 

(iv) If the affected source seeks to 
comply using alternative continuous 
monitoring and recordkeeping as speci-
fied in paragraph (g) of this section, 
the owner or operator shall submit a 
request for approval in the 
Precompliance Report. 

(v) The owner or operator shall re-
port the intent to use alternative con-
trols to comply with the provisions of 
this subpart in the Precompliance Re-
port. The Administrator may deem al-
ternative controls to be equivalent to 
the controls required by the standard, 
under the procedures outlined in 
§ 63.6(g). 

(vi) If a request for approval to use 
engineering assessment to estimate 
emissions from a batch emissions epi-
sode, as described in § 63.1323(b)(6)(i)(C) 
is being made, the information re-
quired by § 63.1323(b)(6)(iii)(B) shall be 
submitted in the Precompliance Re-
port. 

(vii) If an owner or operator estab-
lishes parameter monitoring levels ac-
cording to the procedures contained in 
§ 63.1334(c) or (d), the following infor-
mation shall be submitted in the 
Precompliance Report: 

(A) Identification of which proce-
dures (i.e., § 63.1334(c) or (d)) are to be 
used; and 
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(B) A description of how the param-
eter monitoring level is to be estab-
lished. If the procedures in § 63.1334(c) 
are to be used, a description of how 
performance test data will be used 
shall be included. 

(viii) If the owner or operator is re-
questing approval to incorporate a pro-
vision for ceasing to collect monitoring 
data, during a start-up, shutdown, or 
malfunction, into the start-up, shut-
down, and malfunction plan, when that 
monitoring equipment would be dam-
aged if it did not cease to collect moni-
toring data, the information specified 
in paragraphs (e)(3)(viii)(A) and (B) 
shall be supplied in the Precompliance 
Report or in a supplement to the 
Precompliance Report. The Adminis-
trator shall evaluate the supporting 
documentation and shall approve the 
request only if, in the Administrator’s 
judgment, the specific monitoring 
equipment would be damaged by the 
contemporaneous start-up, shutdown, 
or malfunction. 

(A) Documentation supporting a 
claim that the monitoring equipment 
would be damaged by the contempora-
neous start-up, shutdown, or malfunc-
tion; and 

(B) A request to incorporate such a 
provision for ceasing to collect moni-
toring data during a start-up, shut-
down, or malfunction, into the start- 
up, shutdown, and malfunction plan. 

(ix) Supplements to the 
Precompliance Report may be sub-
mitted as specified in paragraphs 
(e)(3)(ix)(A) or (e)(3)(ix)(B) of this sec-
tion. Unless the Administrator objects 
to a request submitted in a supplement 
to the Precompliance Report within 45 
days after its receipt, the request shall 
be deemed approved. 

(A) Supplements to the 
Precompliance Report may be sub-
mitted to clarify or modify informa-
tion previously submitted. 

(B) Supplements to the 
Precompliance Report may be sub-
mitted to request approval to use alter-
native monitoring parameters, as spec-
ified in paragraph (e)(3)(iii) of this sec-
tion; to use alternative continuous 
monitoring and recordkeeping, as spec-
ified in paragraph (e)(3)(iv) of this sec-
tion; to use alternative controls, as 
specified in paragraph (e)(3)(v) of this 

section; to use engineering assessment 
to estimate emissions from a batch 
emissions episode, as specified in para-
graph (e)(3)(vi) of this section; to estab-
lish parameter monitoring levels ac-
cording to the procedures contained in 
§ 63.1334(c) or (d), as specified in para-
graph (e)(3)(vii) of this section; or to 
include a provision for ceasing to col-
lect monitoring data during a start-up, 
shutdown, or malfunction, in the start- 
up, shutdown, and malfunction plan, 
when that monitoring equipment 
would be damaged if it did not cease to 
collect monitoring data, as specified in 
paragraph (e)(3)(viii) of this section. 

(4) Emissions Averaging Plan. For all 
existing affected sources using emis-
sions averaging, an Emissions Aver-
aging Plan shall be submitted for ap-
proval according to the schedule and 
procedures described in paragraph 
(e)(4)(i) of this section. The Emissions 
Averaging Plan shall contain the infor-
mation specified in paragraph (e)(4)(ii) 
of this section, unless the information 
required in paragraph (e)(4)(ii) of this 
section is submitted with an operating 
permit application. An owner or oper-
ator of an affected source who submits 
an operating permit application in-
stead of an Emissions Averaging Plan 
shall submit the information specified 
in paragraph (e)(8) of this section. In 
addition, a supplement to the Emis-
sions Averaging Plan, as required 
under paragraph (e)(4)(iii) of this sec-
tion, is to be submitted whenever addi-
tional alternative controls or operating 
scenarios may be used to comply with 
this subpart. Updates to the Emissions 
Averaging Plan shall be submitted in 
accordance with paragraph (e)(4)(iv) of 
this section. 

(i) Submittal and approval. The Emis-
sions Averaging Plan shall be sub-
mitted no later than September 19, 
2000, and it is subject to Administrator 
approval. If an Emissions Averaging 
Plan was submitted prior to June 19, 
2000 and no changes need to be made to 
that Emissions Averaging Plan, the 
owner or operator shall re-submit the 
earlier plan or submit notification that 
the previously submitted plan is still 
valid. The Administrator shall deter-
mine within 120 days whether the 
Emissions Averaging Plan submitted 
presents sufficient information. The 
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Administrator shall either approve the 
Emissions Averaging Plan, request 
changes, or request that the owner or 
operator submit additional informa-
tion. Once the Administrator receives 
sufficient information, the Adminis-
trator shall approve, disapprove, or re-
quest changes to the plan within 120 
days. 

(ii) Information required. The Emis-
sions Averaging Plan shall contain the 
information listed in paragraphs 
(e)(4)(ii)(A) through (e)(4)(ii)(N) of this 
section for all emission points included 
in an emissions average. 

(A) The required information shall 
include the identification of all emis-
sion points in the planned emissions 
average and, where applicable, nota-
tion of whether each storage vessel, 
continuous process vent, batch process 
vent, aggregate batch vent stream, and 
process wastewater stream is a Group 1 
or Group 2 emission point, as defined in 
§ 63.1312 or as designated under § 63.1332 
(c)(3) through (c)(5). 

(B) The required information shall 
include the projected emission debits 
and credits for each emission point and 
the sum for the emission points in-
volved in the average calculated ac-
cording to § 63.1332. The projected cred-
its shall be greater than or equal to the 
projected debits, as required under 
§ 63.1332(e)(3). 

(C) The required information shall 
include the specific control technology 
or pollution prevention measure that 
will be used for each emission point in-
cluded in the average and date of appli-
cation or expected date of application. 

(D) The required information shall 
include the specific identification of 
each emission point affected by a pol-
lution prevention measure. To be con-
sidered a pollution prevention measure, 
the criteria in § 63.1332(j)(1) shall be 
met. If the same pollution prevention 
measure reduces or eliminates emis-
sions from multiple emission points in 
the average, the owner or operator 
shall identify each of these emission 
points. 

(E) The required information shall 
include a statement that the compli-
ance demonstration, monitoring, in-
spection, recordkeeping, and reporting 
provisions in § 63.1332 (m), (n), and (o) 
that are applicable to each emission 

point in the emissions average will be 
implemented beginning on or before 
the date of compliance. 

(F) The required information shall 
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(F)(1) through 
(e)(4)(ii)(F)(5) of this section for each 
storage vessel and continuous process 
vent subject to § 63.1315 included in the 
average. 

(1) The required documentation shall 
include the values of the parameters 
used to determine whether the emis-
sion point is Group 1 or Group 2. Where 
TRE index value is used for continuous 
process vent group determination, the 
estimated or measured values of the 
parameters used in the TRE equation 
in § 63.115(d) and the resulting TRE 
index value shall be submitted. 

(2) The required documentation shall 
include the estimated values of all pa-
rameters needed for input to the emis-
sion debit and credit calculations in 
§ 63.1332(g) and (h). These parameter 
values shall be specified in the affected 
source’s Emissions Averaging Plan (or 
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required 
by paragraph (e)(4)(iv) of this section. 

(3) The required documentation shall 
include the estimated percent reduc-
tion if a control technology achieving a 
lower percent reduction than the effi-
ciency of the applicable reference con-
trol technology or standard is or will 
be applied to the emission point. 

(4) The required documentation shall 
include the anticipated nominal effi-
ciency if a control technology achiev-
ing a greater percent emission reduc-
tion than the efficiency of the ref-
erence control technology is or will be 
applied to the emission point. The pro-
cedures in § 63.1332(i) shall be followed 
to apply for a nominal efficiency, and 
the report specified in paragraph 
(e)(7)(ii) of this section shall be sub-
mitted with the Emissions Averaging 
Plan as specified in paragraph 
(e)(7)(ii)(A) of this section. 

(5) The required documentation shall 
include the monitoring plan specified 
in § 63.122(b), to include the information 
specified in § 63.120(d)(2)(i) and in either 
§ 63.120(d)(2)(ii) or (d)(2)(iii) for each 
storage vessel controlled with a closed- 
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vent system using a control device 
other than a flare. 

(G) The information specified in 
paragraph (f) of this section shall be in-
cluded in the Emissions Averaging 
Plan for: 

(1) Each continuous process vent sub-
ject to § 63.1315 controlled by a pollu-
tion prevention measure or control 
technique for which monitoring param-
eters or inspection procedures are not 
specified in § 63.114; and 

(2) Each storage vessel controlled by 
pollution prevention or a control tech-
nique other than an internal or exter-
nal floating roof or a closed vent sys-
tem with a control device. 

(H) The required information shall 
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(H)(1) through 
(e)(4)(ii)(H)(5) of this section for each 
collection of continuous process vents 
located in a process section within the 
affected source subject to § 63.1316 
(b)(1)(i), (b)(1)(ii), (b)(2)(i), (b)(2)(ii), or 
(c)(1) included in the average. 

(1) For continuous process vents sub-
ject to § 63.1316(b)(1)(i), the required 
documentation shall include the values 
of the parameters used to determine 
whether the emission point is Group 1 
or Group 2. Continuous process vents 
subject to § 63.1316 (b)(1)(ii), (b)(2)(i), 
(b)(2)(ii), or (c)(1) are considered Group 
1 emission points for purposes of emis-
sions averaging, as specified in 
§ 63.1332(c)(5). 

(2) The required documentation shall 
include the estimated values of all pa-
rameters needed for input to the emis-
sion debit and credit calculations in 
§ 63.1332(g) and (h). These parameter 
values shall be specified in the affected 
source’s Emissions Averaging Plan (or 
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required 
by paragraph (e)(4)(iv) of this section. 

(3) For process sections generating 
debits or credits by comparing actual 
emissions expressed as kg HAP emis-
sions per Mg of product to the applica-
ble standard, the required documenta-
tion shall include the actual emission 
level expressed as kg HAP emissions 
per Mg of product. 

(4) For process sections using com-
bustion control devices, the required 
documentation shall include the esti-

mated percent reduction if a control 
technology achieving a lower percent 
reduction than the efficiency of the ap-
plicable reference control technology 
or standard is or will be applied to the 
emission point. 

(5) For process sections using com-
bustion control devices, the required 
documentation shall include the an-
ticipated nominal efficiency if a con-
trol technology achieving a greater 
percent emission reduction than the ef-
ficiency of the reference control tech-
nology is or will be applied to the emis-
sion point. The procedures in § 63.1332(i) 
shall be followed to apply for a nominal 
efficiency. 

(I) For each pollution prevention 
measure or control device used to re-
duce air emissions of organic HAP from 
each collection of continuous process 
vents located in a process section with-
in the affected source subject to 
§ 63.1316 (b)(1)(i), (b)(1)(ii), (b)(2)(i), 
(b)(2)(ii), or (c)(1) and for which no 
monitoring parameters or inspection 
procedures are specified in § 63.114, the 
information specified in paragraph (f) 
of this section, Alternative Monitoring 
Parameters, shall be included in the 
Emissions Averaging Plan. 

(J) The required information shall in-
clude documentation of the data listed 
in paragraphs (e)(4)(ii)(J)(1) through 
(e)(4)(ii)(J)(3) of this section for each 
batch process vent and aggregate batch 
vent stream included in the average. 

(1) The required documentation shall 
include the values of the parameters 
used to determine whether the emis-
sion point is Group 1 or Group 2. 

(2) The required documentation shall 
include the estimated values of all pa-
rameters needed for input to the emis-
sion debit and credit calculations in 
§ 63.1332(g) and (h). These parameter 
values shall be specified in the affected 
source’s Emissions Averaging Plan (or 
operating permit) as enforceable oper-
ating conditions. Changes to these pa-
rameters shall be reported as required 
by paragraph (e)(4)(iv) of this section. 

(3) For batch process vents, the re-
quired documentation shall include the 
estimated percent reduction for the 
batch cycle. For aggregate batch vent 
streams, the required documentation 
shall include the estimated percent re-
duction achieved on a continuous basis. 
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(K) For each pollution prevention 
measure or control device used to re-
duce air emissions of organic HAP from 
batch process vents or aggregate batch 
vent streams and for which no moni-
toring parameters or inspection proce-
dures are specified in § 63.1324, the in-
formation specified in paragraph (f) of 
this section, Alternative Monitoring 
Parameters, shall be included in the 
Emissions Averaging Plan. 

(L) The required information shall 
include documentation of the data list-
ed in paragraphs (e)(4)(ii)(L)(1) through 
(e)(4)(ii)(L)(4) of this section for each 
process wastewater stream included in 
the average. 

(1) The required documentation shall 
include the data used to determine 
whether the wastewater stream is a 
Group 1 or Group 2 wastewater stream. 

(2) The required documentation shall 
include the estimated values of all pa-
rameters needed for input to the waste-
water emission credit and debit cal-
culations in § 63.1332(g) and (h). These 
parameter values shall be specified in 
the affected source’s Emissions Aver-
aging Plan (or operating permit) as en-
forceable operating conditions. 
Changes to these parameters shall be 
reported as required by paragraph 
(e)(4)(iv) of this section. 

(3) The required documentation shall 
include the estimated percent reduc-
tion if: 

(i) A control technology that 
achieves an emission reduction less 
than or equal to the emission reduction 
that would otherwise have been 
achieved by a steam stripper designed 
to the specifications found in § 63.138(g) 
is or will be applied to the wastewater 
stream; 

(ii) A control technology achieving 
less than or equal to 95 percent emis-
sion reduction is or will be applied to 
the vapor stream(s) vented and col-
lected from the treatment processes; or 

(iii) A pollution prevention measure 
is or will be applied. 

(4) The required documentation shall 
include the anticipated nominal effi-
ciency if the owner or operator plans to 
apply for a nominal efficiency under 
§ 63.1332(i). A nominal efficiency shall 
be applied for if: 

(i) A control technology that 
achieves an emission reduction greater 

than the emission reduction that would 
have been achieved by a steam stripper 
designed to the specifications found in 
§ 63.138(g), is or will be applied to the 
wastewater stream; or 

(ii) A control technology achieving 
greater than 95 percent emission reduc-
tion is or will be applied to the vapor 
stream(s) vented and collected from 
the treatment processes. 

(M) For each pollution prevention 
measure, treatment process, or control 
device used to reduce air emissions of 
organic HAP from wastewater and for 
which no monitoring parameters or in-
spection procedures are specified in 
§ 63.143, the information specified in 
paragraph (f) of this section, Alter-
native Monitoring Parameters, shall be 
included in the Emissions Averaging 
Plan. 

(N) The required information shall 
include documentation of the data re-
quired by § 63.1332(k). The documenta-
tion shall demonstrate that the emis-
sions from the emission points pro-
posed to be included in the average will 
not result in greater hazard or, at the 
option of the Administrator, greater 
risk to human health or the environ-
ment than if the emission points were 
not included in an emissions average. 

(iii) Supplement to Emissions Averaging 
Plan. The owner or operator required 
to prepare an Emissions Averaging 
Plan under paragraph (e)(4) of this sec-
tion shall also prepare a supplement to 
the Emissions Averaging Plan for any 
additional alternative controls or oper-
ating scenarios that may be used to 
achieve compliance. 

(iv) Updates to Emissions Averaging 
Plan. The owner or operator of an af-
fected source required to submit an 
Emissions Averaging Plan under para-
graph (e)(4) of this section shall also 
submit written updates of the Emis-
sions Averaging Plan to the Adminis-
trator for approval under the cir-
cumstances described in paragraphs 
(e)(4)(iv)(A) through (e)(4)(iv)(C) of this 
section unless the relevant information 
has been included and submitted in an 
operating permit application or amend-
ment. 

(A) The owner or operator who plans 
to make a change listed in either para-
graph (e)(4)(iv)(A)(1) or (e)(4)(iv)(A)(2) 
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of this section shall submit an Emis-
sions Averaging Plan update at least 
120 days prior to making the change. 

(1) An Emissions Averaging Plan up-
date shall be submitted whenever an 
owner or operator elects to achieve 
compliance with the emissions aver-
aging provisions in § 63.1332 by using a 
control technique other than that spec-
ified in the Emissions Averaging Plan 
or plans to monitor a different param-
eter or operate a control device in a 
manner other than that specified in the 
Emissions Averaging Plan. 

(2) An Emissions Averaging Plan up-
date shall be submitted whenever an 
emission point or a TPPU is added to 
an existing affected source and is 
planned to be included in an emissions 
average, or whenever an emission point 
not included in the emissions average 
described in the Emissions Averaging 
Plan is to be added to an emissions av-
erage. The information in paragraph 
(e)(4) of this section shall be updated to 
include the additional emission point. 

(B) The owner or operator who has 
made a change as defined in paragraph 
(e)(4)(iv)(B)(1) or (e)(4)(iv)(B)(2) of this 
section shall submit an Emissions 
Averaging Plan update within 90 days 
after the information regarding the 
change is known to the affected source. 
The update may be submitted in the 
next quarterly periodic report if the 
change is made after the date the Noti-
fication of Compliance Status is due. 

(1) An Emissions Averaging Plan up-
date shall be submitted whenever a 
process change is made such that the 
group status of any emission point in 
an emissions average changes. 

(2) An Emissions Averaging Plan up-
date shall be submitted whenever a 
value of a parameter in the emission 
credit or debit equations in § 63.1332 (g) 
or (h) changes such that it is below the 
minimum or above the maximum es-
tablished level specified in the Emis-
sions Averaging Plan and causes a de-
crease in the projected credits or an in-
crease in the projected debits. 

(C) The Administrator shall approve 
or request changes to the Emissions 
Averaging Plan update within 120 days 
of receipt of sufficient information re-
garding the change for emission points 
included in emissions averages. 

(5) Notification of Compliance Status. 
For existing and new affected sources, 
a Notification of Compliance Status 
shall be submitted. For equipment 
leaks subject to § 63.1331, the owner or 
operator shall submit the information 
required in § 63.182(c) in the Notifica-
tion of Compliance Status within 150 
days after the first applicable compli-
ance date for equipment leaks in the 
affected source, and an update shall be 
provided in the first Periodic Report 
that is due at least 150 days after each 
subsequent applicable compliance date 
for equipment leaks in the affected 
source. For all other emission points, 
including heat exchange systems, the 
Notification of Compliance Status 
shall contain the information listed in 
paragraphs (e)(5)(i) through (e)(5)(xi) of 
this section, as applicable, and shall be 
submitted no later than 150 days after 
the compliance dates specified in this 
subpart. 

(i) The results of any emission point 
group determinations, process section 
applicability determinations, perform-
ance tests, inspections, any other in-
formation used to demonstrate compli-
ance, values of monitored parameters 
established during performance tests, 
and any other information required to 
be included in the Notification of Com-
pliance Status under §§ 63.1311(m), 
63.122, and 63.1314 for storage vessels, 
§ 63.117 for continuous process vents, 
§ 63.146 for process wastewater, §§ 63.1316 
through 63.1320 for continuous process 
vents subject to § 63.1316, § 63.1327 for 
batch process vents, § 63.1329 for process 
contact cooling towers, and § 63.1332 for 
emission points included in an emis-
sions average. In addition, the owner or 
operator of an affected source shall 
comply with paragraphs (e)(5)(i)(A) and 
(e)(5)(i)(B) of this section. 

(A) For performance tests, group de-
terminations, and process section ap-
plicability determinations that are 
based on measurements, the Notifica-
tion of Compliance Status shall include 
one complete test report, as described 
in paragraph (e)(5)(i)(B) of this section, 
for each test method used for a par-
ticular kind of emission point. For ad-
ditional tests performed for the same 
kind of emission point using the same 
method, the results and any other in-
formation, from the test report, that is 
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requested on a case-by-case basis by 
the Administrator shall be submitted, 
but a complete test report is not re-
quired. 

(B) A complete test report shall in-
clude a brief process description, sam-
pling site description, description of 
sampling and analysis procedures and 
any modifications to standard proce-
dures, quality assurance procedures, 
record of operating conditions during 
the test, record of preparation of stand-
ards, record of calibrations, raw data 
sheets for field sampling, raw data 
sheets for field and laboratory anal-
yses, documentation of calculations, 
and any other information required by 
the test method. 

(ii) For each monitored parameter 
for which a maximum or minimum 
level is required to be established 
under § 63.114(e) for continuous process 
vents, § 63.1324 for batch process vents 
and aggregate batch vent streams, 
§ 63.143(f) for process wastewater, 
§ 63.1332(m) for emission points in emis-
sions averages, paragraph (e)(8) of this 
section, or paragraph (f) of this section, 
the Notification of Compliance Status 
shall contain the information specified 
in paragraphs (e)(5)(ii)(A) through 
(e)(5)(ii)(D) of this section, unless this 
information has been established and 
provided in the operating permit appli-
cation. Further, as described in 
§ 63.1314(a)(9), for those storage vessels 
for which the monitoring plan required 
by § 63.1314(a)(9) specifies compliance 
with the provisions of § 63.1334, the 
owner or operator shall provide the in-
formation specified in paragraphs 
(e)(5)(ii)(A) through (e)(5)(ii)(D) of this 
section for each monitored parameter, 
unless this information has been estab-
lished and provided in the operating 
permit application. For those storage 
vessels for which the monitoring plan 
required by § 63.1314(a)(9) does not re-
quire compliance with the provisions of 
§ 63.1334, the owner or operator shall 
provide the information specified in 
§ 63.120(d)(3) as part of the Notification 
of Compliance Status, unless this infor-
mation has been established and pro-
vided in the operating permit applica-
tion. 

(A) The required information shall 
include the specific maximum or min-

imum level of the monitored param-
eter(s) for each emission point. 

(B) The required information shall 
include the rationale for the specific 
maximum or minimum level for each 
parameter for each emission point, in-
cluding any data and calculations used 
to develop the level and a description 
of why the level indicates proper oper-
ation of the control device. 

(C) The required information shall 
include a definition of the affected 
source’s operating day, as specified in 
paragraph (d)(3)(ii) of this section, for 
purposes of determining daily average 
values or batch cycle daily average val-
ues of monitored parameters. 

(D) For batch process vents, the re-
quired information shall include a defi-
nition of each batch cycle that requires 
the control of one or more batch emis-
sion episodes during the cycle, as speci-
fied in § 63.1325(c)(2) and 
§ 63.1334(b)(3)(iii). 

(iii) For emission points included in 
an emissions average, the Notification 
of Compliance Status shall contain the 
values of all parameters needed for 
input to the emission credit and debit 
equations in § 63.1332 (g) and (h), cal-
culated or measured according to the 
procedures in § 63.1332 (g) and (h), and 
the resulting calculation of credits and 
debits for the first quarter of the year. 
The first quarter begins on the compli-
ance date specified. 

(iv) The determination of applica-
bility for flexible operation units as 
specified in § 63.1310(f). 

(v) The parameter monitoring levels 
for flexible operation units, and the 
basis on which these levels were se-
lected, or a demonstration that these 
levels are appropriate at all times, as 
specified in § 63.1310(f)(7). 

(vi) The results for each predominant 
use determination made under 
§ 63.1310(g), for storage vessels assigned 
to an affected source subject to this 
subpart. 

(vii) The results for each predomi-
nant use determination made under 
§ 63.1310(h), for recovery operations 
equipment assigned to an affected 
source subject to this subpart. 

(viii) For owners or operators of 
Group 2 batch process vents estab-
lishing a batch mass input limitation 
as specified in § 63.1325(g), the affected 
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source’s operating year for purposes of 
determining compliance with the batch 
mass input limitation. 

(ix) If any emission point is subject 
to this subpart and to other standards 
as specified in § 63.1311, and if the provi-
sions of § 63.1311 allow the owner or op-
erator to choose which testing, moni-
toring, reporting, and recordkeeping 
provisions will be followed, then the 
Notification of Compliance Status 
shall indicate which rule’s require-
ments will be followed for testing, 
monitoring, reporting, and record-
keeping. 

(x) An owner or operator who trans-
fers a Group 1 wastewater stream or re-
sidual removed from a Group 1 waste-
water stream for treatment pursuant 
to § 63.132(g) shall include in the Notifi-
cation of Compliance Status the name 
and location of the transferee and a de-
scription of the Group 1 wastewater 
stream or residual sent to the treat-
ment facility. 

(xi) An owner or operator complying 
with paragraph (h)(1) of this section 
shall notify the Administrator of the 
election to comply with paragraph 
(h)(1) of this section as part of the No-
tification of Compliance Status or as 
part of the appropriate Periodic Report 
as specified in paragraph (e)(6)(ix) of 
this section. 

(6) Periodic Reports. For existing and 
new affected sources, the owner or op-
erator shall submit Periodic Reports as 
specified in paragraphs (e)(6)(i) through 
(e)(6)(xi) of this section. In addition, 
for equipment leaks subject to § 63.1331, 
the owner or operator shall submit the 
information specified in § 63.182(d) 
under the conditions listed in 
§ 63.182(d), and for heat exchange sys-
tems subject to § 63.1328, the owner or 
operator shall submit the information 
specified in § 63.104(f)(2) as part of the 
Periodic Report required by this para-
graph (e)(6). Section 63.1334 shall gov-
ern the use of monitoring data to de-
termine compliance for Group 1 emis-
sions points and for Group 1 and Group 
2 emission points included in emissions 
averages with the following exception: 
As discussed in § 63.1314(a)(9), for stor-
age vessels to which the provisions of 
§ 63.1334 do not apply, as specified in 
the monitoring plan required by 
§ 63.120(d)(2), the owner or operator is 

required to comply with the require-
ments set out in the monitoring plan, 
and monitoring records may be used to 
determine compliance. 

(i) Except as specified in paragraphs 
(e)(6)(xi) and (e)(6)(xii) of this section, a 
report containing the information in 
paragraph (e)(6)(ii) of this section or 
containing the information in para-
graphs (e)(6)(iii) through (e)(6)(x) of 
this section, as appropriate, shall be 
submitted semiannually no later than 
60 days after the end of each 6-month 
period. The first report shall be sub-
mitted no later than 240 days after the 
date the Notification of Compliance 
Status is due and shall cover the 6- 
month period beginning on the date the 
Notification of Compliance Status is 
due. 

(ii) If none of the compliance excep-
tions specified in paragraphs (e)(6)(iii) 
through (e)(6)(ix) of this section oc-
curred during the 6-month period, the 
Periodic Report required by paragraph 
(e)(6)(i) of this section shall be a state-
ment that there were no compliance 
exceptions as described in this para-
graph for the 6-month period covered 
by that report and no activities speci-
fied in paragraphs (e)(6)(iii) through 
(e)(6)(ix) of this section occurred dur-
ing the 6-month period covered by that 
report. 

(iii) For an owner or operator of an 
affected source complying with the 
provisions of §§ 63.1314 through 63.1330 
for any emission point or process sec-
tion, Periodic Reports shall include: 

(A) All information specified in 
§ 63.122 for storage vessels; §§ 63.117 and 
63.118 and § 63.1320 for continuous proc-
ess vents, as applicable; § 63.1327 for 
batch process vents and aggregate 
batch vent streams; § 63.104 for heat ex-
change systems; and § 63.146 for process 
wastewater; 

(B) The daily average values or batch 
cycle daily average values of mon-
itored parameters for both excused ex-
cursions, as defined in § 63.1334(g), and 
unexcused excursions, as defined in 
§ 63.1334(f). For excursions caused by 
lack of monitoring data, the start-time 
and duration of periods when moni-
toring data were not collected shall be 
specified. 

(C) [Reserved] 
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(D) The information in paragraphs 
(e)(6)(iii)(D)(1) through (e)(6)(iii)(D)(4) 
of this section, as applicable: 

(1) Any supplements to the Emissions 
Averaging Plan, as required in para-
graph (e)(4)(iii) of this section; 

(2) Notification if a process change is 
made such that the group status of any 
emission point changes from Group 2 to 
Group 1. The owner or operator is not 
required to submit a notification of a 
process change if that process change 
caused the group status of an emission 
point to change from Group 1 to Group 
2. However, until the owner or operator 
notifies the Administrator that the 
group status of an emission point has 
changed from Group 1 to Group 2, the 
owner or operator is required to con-
tinue to comply with the Group 1 re-
quirements for that emission point. 
This notification may be submitted at 
any time. 

(3) Notification if one or more emis-
sion point(s) (other than equipment 
leaks) or one or more TPPU is added to 
an affected source. The owner or oper-
ator shall submit the information con-
tained in paragraphs (e)(6)(iii)(D)(3)(i) 
through (e)(6)(iii)(D)(3)(ii) of this sec-
tion: 

(i) A description of the addition to 
the affected source; and 

(ii) Notification of the group status of 
the additional emission point or all 
emission points in the TPPU. 

(4) For process wastewater streams 
sent for treatment pursuant to 
§ 63.132(g), reports of changes in the 
identity of the treatment facility or 
transferee. 

(E) The information in paragraph 
(b)(1)(ii) of this section for reports of 
start-up, shutdown, and malfunction. 

(iv) For each batch process vent with 
a batch mass input limitation, every 
second Periodic Report shall include 
the mass of HAP or material input to 
the batch unit operation during the 12- 
month period covered by the preceding 
and current Periodic Reports, and a 
statement of whether the batch process 
vent was in or out of compliance with 
the batch mass input limitation. 

(v) If any performance tests are re-
ported in a Periodic Report, the fol-
lowing information shall be included: 

(A) One complete test report shall be 
submitted for each test method used 

for a particular kind of emission point 
tested. A complete test report shall 
contain the information specified in 
paragraph (e)(5)(i)(B) of this section. 

(B) For additional tests performed for 
the same kind of emission point using 
the same method, results and any 
other information, pertaining to the 
performance test, that is requested on 
a case-by-case basis by the Adminis-
trator shall be submitted, but a com-
plete test report is not required. 

(vi) Notification of a change in the 
primary product of a TPPU, in accord-
ance with the provisions in § 63.1310(f). 
This includes a change in primary 
product from one thermoplastic prod-
uct to either another thermoplastic 
product or to a non-thermoplastic 
product. 

(vii) The results for each change 
made to a predominant use determina-
tion made under § 63.1310(g) for a stor-
age vessel that is assigned to an af-
fected source subject to this subpart 
after the change. 

(viii) The Periodic Report shall in-
clude the results for each change made 
to a predominant use determination 
made under § 63.1310(h) for recovery op-
erations equipment assigned to an af-
fected source subject to this subpart 
after the change. 

(ix) An owner or operator complying 
with paragraph (h)(1) of this section 
shall notify the Administrator of the 
election to comply with paragraph 
(h)(1) of this section as part of the Peri-
odic Report or as part of the Notifica-
tion of Compliance Status as specified 
in paragraph (e)(5)(xi) of this section. 

(x) An owner or operator electing not 
to retain daily average or batch cycle 
daily average values under paragraph 
(h)(2) of this section shall notify the 
Administrator as specified in para-
graph (h)(2)(i) of this section. 

(xi) The owner or operator of an af-
fected source shall submit quarterly re-
ports for all emission points included 
in an emissions average as specified in 
paragraphs (e)(6)(xi)(A) through 
(e)(6)(xi)(C) of this section. 

(A) The quarterly reports shall be 
submitted no later than 60 days after 
the end of each quarter. The first re-
port shall be submitted with the Notifi-
cation of Compliance Status no later 
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than 150 days after the compliance 
date. 

(B) The quarterly reports shall in-
clude the information specified in para-
graphs (e)(6)(xi)(B)(1) through 
(e)(6)(xi)(B)(7) of this section for all 
emission points included in an emis-
sions average. 

(1) The credits and debits calculated 
each month during the quarter; 

(2) A demonstration that debits cal-
culated for the quarter are not more 
than 1.30 times the credits calculated 
for the quarter, as required under 
§ 63.1332(e)(4); 

(3) The values of any inputs to the 
debit and credit equations in § 63.1332(g) 
and (h) that change from month to 
month during the quarter or that have 
changed since the previous quarter; 

(4) Results of any performance tests 
conducted during the reporting period 
including one complete report for each 
test method used for a particular kind 
of emission point as described in para-
graph (e)(6)(v) of this section; 

(5) Reports of daily average (or batch 
cycle daily average) values of mon-
itored parameters for excursions as de-
fined in § 63.1334(f); 

(6) For excursions caused by lack of 
monitoring data, the duration of peri-
ods when monitoring data were not col-
lected shall be specified; and 

(7) Any other information the af-
fected source is required to report 
under the operating permit or Emis-
sions Averaging Plan for the affected 
source. 

(C) Every fourth quarterly report 
shall include the following: 

(1) A demonstration that annual 
credits are greater than or equal to an-
nual debits as required by § 63.1332(e)(3); 
and 

(2) A certification of compliance with 
all the emissions averaging provisions 
in § 63.1332. 

(xii) The owner or operator of an af-
fected source shall submit quarterly re-
ports for particular emission points 
and process sections not included in an 
emissions average as specified in para-
graphs (e)(6)(xii)(A) through 
(e)(6)(xii)(D) of this section. 

(A) The owner or operator of an af-
fected source shall submit quarterly re-
ports for a period of 1 year for an emis-

sion point or process section that is 
not included in an emissions average if: 

(1) A control or recovery device for a 
particular emission point or process 
section has more excursions, as defined 
in § 63.1334(f), than the number of ex-
cused excursions allowed under 
§ 63.1334(g) for a semiannual reporting 
period; or 

(2) The Administrator requests that 
the owner or operator submit quarterly 
reports for the emission point or proc-
ess section. 

(B) The quarterly reports shall in-
clude all information specified in para-
graphs (e)(6)(iii) through (e)(6)(ix) of 
this section applicable to the emission 
point or process section for which quar-
terly reporting is required under para-
graph (e)(6)(xii)(A) of this section. In-
formation applicable to other emission 
points within the affected source shall 
be submitted in the semiannual reports 
required under paragraph (e)(6)(i) of 
this section. 

(C) Quarterly reports shall be sub-
mitted no later than 60 days after the 
end of each quarter. 

(D) After quarterly reports have been 
submitted for an emission point for 1 
year without more excursions occur-
ring (during that year) than the num-
ber of excused excursions allowed 
under § 63.1334(g), the owner or operator 
may return to semiannual reporting 
for the emission point or process sec-
tion. 

(7) Other reports. Other reports shall 
be submitted as specified in paragraphs 
(e)(7)(i) through (e)(7)(iv) of this sec-
tion. 

(i) For storage vessels, the notifica-
tions of inspections required by § 63.1314 
shall be submitted as specified in 
§ 63.122 (h)(1) and (h)(2). 

(ii) For owners or operators of af-
fected sources required to request ap-
proval for a nominal control efficiency 
for use in calculating credits for an 
emissions average, the information 
specified in § 63.1332(i) shall be sub-
mitted as specified in paragraph 
(e)(7)(ii)(A) or (B) of this section, as ap-
propriate. 

(A) If use of a nominal control effi-
ciency is part of the initial Emissions 
Averaging Plan described in paragraph 
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(e)(4)(ii) of this section, the informa-
tion shall be submitted with the Emis-
sions Averaging Plan. 

(B) If an owner or operator elects to 
use a nominal control efficiency after 
submittal of the initial Emissions 
Averaging Plan as described in para-
graph (e)(4)(ii) of this section, the in-
formation shall be submitted at the 
discretion of the owner or operator. 

(iii) When the conditions of 
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or 
63.1310(f)(10)(iii) are met, reports of 
changes to the primary product for a 
TPPU or process unit as required by 
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or 
63.1310(f)(10)(iii)(C), respectively, shall 
be submitted. 

(iv) Owners or operators of TPPU or 
emission points (other than equipment 
leak components subject to § 63.1331) 
that are subject to § 63.1310(i)(1) or (i)(2) 
shall submit a report as specified in 
paragraphs (e)(7)(iv)(A) and (B) of this 
section. 

(A) Reports shall include: 
(1) A description of the process 

change or addition, as appropriate; 
(2) The planned start-up date and the 

appropriate compliance date, according 
to § 63.1310(i)(1) or (2); and 

(3) Identification of the group status 
of emission points (except equipment 
leak components subject to § 63.1331) 
specified in paragraphs 
(e)(7)(iv)(A)(3)(i) through 
(e)(7)(iv)(A)(3)(iii) of this section, as ap-
plicable. 

(i) All the emission points in the 
added TPPU as described in 
§ 63.1310(i)(1). 

(ii) All the emission points in an af-
fected source designated as a new af-
fected source under § 63.1310(i)(2)(i). 

(iii) All the added or created emission 
points as described in § 63.1310(i)(2)(ii) 
or (i)(2)(iii). 

(4) If the owner or operator wishes to 
request approval to use alternative 
monitoring parameters, alternative 
continuous monitoring or record-
keeping, alternative controls, engi-
neering assessment to estimate emis-
sions from a batch emissions episode, 
or wishes to establish parameter moni-
toring levels according to the proce-
dures contained in § 63.1334(c) or (d), a 
Precompliance Report shall be sub-

mitted in accordance with paragraph 
(e)(7)(iv)(B) of this section. 

(B) Reports shall be submitted as 
specified in paragraphs (e)(7)(iv)(B)(1) 
through (e)(7)(iv)(B)(3) of this section, 
as appropriate. 

(1) Owners or operators of an added 
TPPU subject to § 63.1310(i)(1) shall sub-
mit a report no later than 180 days 
prior to the compliance date for the 
TPPU. 

(2) Owners or operators of an affected 
source designated as a new affected 
source under § 63.1310(i)(2)(i) shall sub-
mit a report no later than 180 days 
prior to the compliance date for the af-
fected source. 

(3) Owners or operators of any emis-
sion point (other than equipment leak 
components subject to § 63.1331) subject 
to § 63.1310(i)(2)(ii) or (i)(2)(iii) shall 
submit a report no later than 180 days 
prior to the compliance date for those 
emission points. 

(8) Operating permit application. An 
owner or operator who submits an op-
erating permit application instead of 
an Emissions Averaging Plan or a 
Precompliance Report shall include the 
following information with the oper-
ating permit application: 

(i) The information specified in para-
graph (e)(4) of this section for points 
included in an emissions average; and 

(ii) The information specified in 
paragraph (e)(3) of this section, 
Precompliance Report, as applicable. 

(f) Alternative monitoring parameters. 
The owner or operator who has been di-
rected by any section of this subpart or 
any section of another subpart ref-
erenced by this subpart, that expressly 
referenced this paragraph (f) to set 
unique monitoring parameters, or who 
requests approval to monitor a dif-
ferent parameter than those specified 
in § 63.1314 for storage vessels, § 63.1315 
or § 63.1317, as appropriate, for contin-
uous process vents, § 63.1321 for batch 
process vents and aggregate batch vent 
streams, or § 63.1330 for process waste-
water shall submit the information 
specified in paragraphs (f)(1) through 
(f)(3) of this section in the 
Precompliance Report, as required by 
paragraph (e)(3) of this section. The 
owner or operator shall retain for a pe-
riod of 5 years each record required by 
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paragraphs (f)(1) through (f)(3) of this 
section. 

(1) The required information shall in-
clude a description of the parameter(s) 
to be monitored to ensure the recovery 
device, control device, or pollution pre-
vention measure is operated in con-
formance with its design and achieves 
the specified emission limit, percent 
reduction, or nominal efficiency, and 
an explanation of the criteria used to 
select the parameter(s). 

(2) The required information shall in-
clude a description of the methods and 
procedures that will be used to dem-
onstrate that the parameter indicates 
proper operation, the schedule for this 
demonstration, and a statement that 
the owner or operator will establish a 
level for the monitored parameter as 
part of the Notification of Compliance 
Status report required in paragraph 
(e)(5) of this section, unless this infor-
mation has already been included in 
the operating permit application. 

(3) The required information shall in-
clude a description of the proposed 
monitoring, recordkeeping, and report-
ing system, to include the frequency 
and content of monitoring, record-
keeping, and reporting. Further, the 
rationale for the proposed monitoring, 
recordkeeping, and reporting system 
shall be included if either condition in 
paragraph (f)(3)(i) or (f)(3)(ii) of this 
section is met: 

(i) If monitoring and recordkeeping is 
not continuous; or 

(ii) If reports of daily average values 
will not be included in Periodic Re-
ports when the monitored parameter 
value is above the maximum level or 
below the minimum level as estab-
lished in the operating permit or the 
Notification of Compliance Status. 

(g) Alternative continuous monitoring 
and recordkeeping. An owner or oper-
ator choosing not to implement the 
provisions listed in § 63.1315 or § 63.1317, 
as appropriate, for continuous process 
vents, § 63.1321 for batch process vents 
and aggregate batch vent streams, or 
§ 63.1330 for process wastewater, may 
instead request approval to use alter-
native continuous monitoring and rec-
ordkeeping provisions according to the 
procedures specified in paragraphs 
(g)(1) through (g)(4) of this section. Re-
quests shall be submitted in the 

Precompliance Report as specified in 
paragraph (e)(3)(iv) of this section, if 
not already included in the operating 
permit application, and shall contain 
the information specified in paragraphs 
(g)(2)(ii) and (g)(3)(ii) of this section, as 
applicable. 

(1) The provisions in § 63.8(f)(5)(i) 
shall govern the review and approval of 
requests. 

(2) An owner or operator of an af-
fected source that does not have an 
automated monitoring and recording 
system capable of measuring param-
eter values at least once every 15 min-
utes and that does not generate contin-
uous records may request approval to 
use a nonautomated system with less 
frequent monitoring, in accordance 
with paragraphs (g)(2)(i) and (g)(2)(ii) of 
this section. 

(i) The requested system shall in-
clude manual reading and recording of 
the value of the relevant operating pa-
rameter no less frequently than once 
per hour. Daily average (or batch cycle 
daily average) values shall be cal-
culated from these hourly values and 
recorded. 

(ii) The request shall contain: 
(A) A description of the planned mon-

itoring and recordkeeping system; 
(B) Documentation that the affected 

source does not have an automated 
monitoring and recording system; 

(C) Justification for requesting an al-
ternative monitoring and record-
keeping system; and 

(D) Demonstration to the Adminis-
trator’s satisfaction that the proposed 
monitoring frequency is sufficient to 
represent control or recovery device 
operating conditions, considering typ-
ical variability of the specific process 
and control or recovery device oper-
ating parameter being monitored. 

(3) An owner or operator may request 
approval to use an automated data 
compression recording system that 
does not record monitored operating 
parameter values at a set frequency, 
but records all values that meet set 
criteria for variation from previously 
recorded values, in accordance with 
paragraphs (g)(3)(i) and (g)(3)(ii) of this 
section. 

(i) The requested system shall be de-
signed to: 
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(A) Measure the operating parameter 
value at least once during every 15 
minute period; 

(B) Except for the monitoring of 
batch process vents, calculate hourly 
average values each hour during peri-
ods of operation; 

(C) Record the date and time when 
monitors are turned off or on; 

(D) Recognize unchanging data that 
may indicate the monitor is not func-
tioning properly, alert the operator, 
and record the incident; 

(E) Calculate daily average (or batch 
cycle daily average) values of the mon-
itored operating parameter based on all 
measured data; and 

(F) If the daily average is not an ex-
cursion, as defined in § 63.1334(f), the 
data for that operating day may be 
converted to hourly average values and 
the four or more individual records for 
each hour in the operating day may be 
discarded. 

(ii) The request shall contain: 
(A) A description of the monitoring 

system and data compression recording 
system, including the criteria used to 
determine which monitored values are 
recorded and retained; 

(B) The method for calculating daily 
averages and batch cycle daily aver-
ages; and 

(C) A demonstration that the system 
meets all criteria in paragraph (g)(3)(i) 
of this section. 

(4) An owner or operator may request 
approval to use other alternative moni-
toring systems according to the proce-
dures specified in § 63.8(f)(4). 

(h) Reduced recordkeeping program. 
For any parameter with respect to any 
item of equipment, the owner or oper-
ator may implement the recordkeeping 
requirements specified in paragraph 
(h)(1) or (h)(2) of this section as alter-
natives to the continuous operating pa-
rameter monitoring and recordkeeping 
provisions that would otherwise apply 
under this subpart. The owner or oper-
ator shall retain for a period of 5 years 
each record required by paragraph 
(h)(1) or (h)(2) of this section, except as 
otherwise provided in paragraph 
(h)(1)(vi)(D) of this section. 

(1) The owner or operator may retain 
only the daily average (or batch cycle 
daily average) value, and is not re-
quired to retain more frequent mon-

itored operating parameter values, for 
a monitored parameter with respect to 
an item of equipment, if the require-
ments of paragraphs (h)(1)(i) through 
(h)(1)(vi) of this section are met. An 
owner or operator electing to comply 
with the requirements of paragraph 
(h)(1) of this section shall notify the 
Administrator in the Notification of 
Compliance Status as specified in para-
graph (e)(5)(xi) of this section or, if the 
Notification of Compliance Status has 
already been submitted, in the Periodic 
Report immediately preceding imple-
mentation of the requirements of para-
graph (h)(1) of this section as specified 
in paragraph (e)(6)(ix) of this section. 

(i) The monitoring system is capable 
of detecting unrealistic or impossible 
data during periods of operation other 
than start-ups, shutdowns, or malfunc-
tions (e.g., a temperature reading of 
¥200 °C on a boiler), and will alert the 
operator by alarm or other means. The 
owner or operator shall record the oc-
currence. All instances of the alarm or 
other alert in an operating day con-
stitute a single occurrence. 

(ii) The monitoring system gen-
erates, updated at least hourly 
throughout each operating day, a run-
ning average of the monitoring values 
that have been obtained during that 
operating day, and the capability to 
observe this running average is readily 
available to the Administrator on-site 
during the operating day. The owner or 
operator shall record the occurrence of 
any period meeting the criteria in 
paragraphs (h)(1)(ii)(A) through 
(h)(1)(ii)(C) of this section. All in-
stances in an operating day constitute 
a single occurrence. 

(A) The running average is above the 
maximum or below the minimum es-
tablished limits; 

(B) The running average is based on 
at least six 1-hour average values; and 

(C) The running average reflects a pe-
riod of operation other than a start-up, 
shutdown, or malfunction. 

(iii) The monitoring system is capa-
ble of detecting unchanging data dur-
ing periods of operation other than 
start-ups, shutdowns, or malfunctions, 
except in circumstances where the 
presence of unchanging data is the ex-
pected operating condition based on 
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past experience (e.g., pH in some scrub-
bers), and will alert the operator by 
alarm or other means. The owner or 
operator shall record the occurrence. 
All instances of the alarm or other 
alert in an operating day constitute a 
single occurrence. 

(iv) The monitoring system will alert 
the owner or operator by an alarm or 
other means, if the running average pa-
rameter value calculated under para-
graph (h)(1)(ii) of this section reaches a 
set point that is appropriately related 
to the established limit for the param-
eter that is being monitored. 

(v) The owner or operator shall verify 
the proper functioning of the moni-
toring system, including its ability to 
comply with the requirements of para-
graph (h)(1) of this section, at the 
times specified in paragraphs 
(h)(1)(v)(A) through (h)(1)(v)(C). The 
owner or operator shall document that 
the required verifications occurred. 

(A) Upon initial installation. 
(B) Annually after initial installa-

tion. 
(C) After any change to the program-

ming or equipment constituting the 
monitoring system, which might rea-
sonably be expected to alter the moni-
toring system’s ability to comply with 
the requirements of this section. 

(vi) The owner or operator shall re-
tain the records identified in para-
graphs (h)(1)(vi)(A) through 
(h)(1)(vi)(D) of this section. 

(A) Identification of each parameter, 
for each item of equipment, for which 
the owner or operator has elected to 
comply with the requirements of para-
graph (h) of this section. 

(B) A description of the applicable 
monitoring system(s), and of how com-
pliance will be achieved with each re-
quirement of paragraphs (h)(1)(i) 
through (h)(1)(v) of this section. The 
description shall identify the location 
and format (e.g., on-line storage, log 
entries) for each required record. If the 
description changes, the owner or oper-
ator shall retain both the current and 
the most recent superseded description, 
as provided in paragraph (a) of this sec-
tion, except as provided in paragraph 
(h)(1)(vi)(D) of this section. 

(C) A description, and the date, of 
any change to the monitoring system 
that would reasonably be expected to 

impair its ability to comply with the 
requirements of paragraph (h)(1) of this 
section. 

(D) Owners and operators subject to 
paragraph (h)(1)(vi)(B) of this section 
shall retain the current description of 
the monitoring system as long as the 
description is current. The current de-
scription shall, at all times, be re-
tained on-site or be accessible from a 
central location by computer or other 
means that provides access within 2 
hours after a request. The owner or op-
erator shall retain all superseded de-
scriptions for at least 5 years after the 
date of their creation. Superseded de-
scriptions shall be retained on-site (or 
accessible from a central location by 
computer or other means that provides 
access within 2 hours after a request) 
for at least 6 months after their cre-
ation. Thereafter, superseded descrip-
tions may be stored off-site. 

(2) If an owner or operator has elect-
ed to implement the requirements of 
paragraph (h)(1) of this section for a 
monitored parameter with respect to 
an item of equipment and a period of 6 
consecutive months has passed without 
an excursion as defined in paragraph 
(h)(2)(iv) of this section, the owner or 
operator is no longer required to record 
the daily average (or batch cycle daily 
average) value for any operating day 
when the daily average (or batch cycle 
daily average) value is less than the 
maximum or greater than the min-
imum established limit. With approval 
by the Administrator, monitoring data 
generated prior to the compliance date 
of this subpart shall be credited toward 
the period of 6 consecutive months, if 
the parameter limit and the moni-
toring accomplished during the period 
prior to the compliance date was re-
quired and/or approved by the Adminis-
trator. 

(i) If the owner or operator elects not 
to retain the daily average (or batch 
cycle daily average) values, the owner 
or operator shall notify the Adminis-
trator in the next Periodic Report as 
specified in paragraph (e)(6)(x) of this 
section. The notification shall identify 
the parameter and unit of equipment. 

(ii) If, on any operating day after the 
owner or operator has ceased recording 
daily average (or batch cycle daily av-
erage) values as provided in paragraph 
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(h)(2) of this section, there is an excur-
sion as defined in paragraph (h)(2)(iv) 
of this section, the owner or operator 
shall immediately resume retaining 
the daily average (or batch cycle daily 
average) value for each operating day 
and shall notify the Administrator in 
the next Periodic Report. The owner or 
operator shall continue to retain each 
daily average (or batch cycle daily av-
erage) value until another period of 6 
consecutive months has passed without 
an excursion as defined in paragraph 
(h)(2)(iv) of this section. 

(iii) The owner or operator shall re-
tain the records specified in paragraphs 
(h)(1)(i) through (h)(1)(iii) of this sec-
tion, for the duration specified in para-
graph (h) of this section. For any cal-
endar week, if compliance with para-
graphs (h)(1)(i) through (h)(1)(iv) of this 
section does not result in retention of 
a record of at least one occurrence or 
measured parameter value, the owner 
or operator shall record and retain at 
least one parameter value during a pe-
riod of operation other than a start-up, 
shutdown, or malfunction. 

(iv) For purposes of paragraph (h) of 
this section, an excursion means that 
the daily average (or batch cycle daily 
average) value of monitoring data for a 
parameter is greater than the max-
imum, or less than the minimum estab-
lished value, except as provided in 
paragraphs (h)(2)(iv)(A) and 
(h)(2)(iv)(B) of this section. 

(A) The daily average or (batch cycle 
daily average) value during any start-
up, shutdown, or malfunction shall not 
be considered an excursion for purposes 
of paragraph (h)(2) of this section, if 
the owner or operator follows the ap-
plicable provisions of § 63.6(e)(1). 

(B) An excused excursion, as de-
scribed in § 63.1334(g), shall not be con-
sidered an excursion for purposes of 
paragraph (h)(2) of this section. 

[61 FR 48229, Sept. 12, 1996, as amended at 64 
FR 11553, Mar. 9, 1999; 65 FR 38131, June 19, 
2000; 66 FR 36939, July 16, 2001; 71 FR 20460, 
Apr. 20, 2006] 

§ 63.1336 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-

egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if this subpart 
is delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.1310 through 63.1311, 
63.1313 through 63.1315(a)(1) through (9), 
(11) through (18), (b) through (e), 
63.1316, 63.1321 through 63.1322, 
63.1323(a), (b)(1) through (4), (b)(5)(iv) 
through (v), (b)(6) through (7), (c) 
through (j), and 63.1328 through 63.1332. 
Where these standards reference an-
other subpart, the cited provisions will 
be delegated according to the delega-
tion provisions of the referenced sub-
part. Where these standards reference 
another subpart and modify the re-
quirements, the requirements shall be 
modified as described in this subpart. 
Delegation of the modified require-
ments will also occur according to the 
delegation provisions of the referenced 
subpart. 

(2) Approval of major alternatives to 
test methods for under § 63.7(e)(2)(ii) 
and (f), as defined in § 63.90, and as re-
quired in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 

[68 FR 37357, June 23, 2003] 
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