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definition of reconstruction in § 63.2 of 
subpart A of this part and reconstruc-
tion is commenced after January 14, 
2003. 

(b) Subcategories with limited require-
ments. (1) A new or reconstructed sta-
tionary combustion turbine located at 
a major source which meets either of 
the following criteria does not have to 
meet the requirements of this subpart 
and of subpart A of this part except for 
the initial notification requirements of 
§ 63.6145(d): 

(i) The stationary combustion tur-
bine is an emergency stationary com-
bustion turbine; or 

(ii) The stationary combustion tur-
bine is located on the North Slope of 
Alaska. 

(2) A stationary combustion turbine 
which burns landfill gas or digester gas 
equivalent to 10 percent or more of the 
gross heat input on an annual basis, or 
a stationary combustion turbine where 
gasified municipal solid waste (MSW) 
is used to generate 10 percent or more 
of the gross heat input on an annual 
basis does not have to meet the re-
quirements of this subpart except for: 

(i) The initial notification require-
ments of § 63.6145(d); and 

(ii) Additional monitoring and re-
porting requirements as provided in § 
§ 63.6125(c) and 63.6150. 

(3) An existing, new, or reconstructed 
stationary combustion turbine with a 
rated peak power output of less than 
1.0 megawatt (MW) at International Or-
ganization for Standardization (ISO) 
standard day conditions, which is lo-
cated at a major source, does not have 
to meet the requirements of this sub-
part and of subpart A of this part. This 
determination applies to the capacities 
of individual combustion turbines, 
whether or not an aggregated group of 
combustion turbines has a common 
add-on air pollution control device. No 
initial notification is necessary, even if 
the unit appears to be subject to other 
requirements for initial notification. 
For example, a 0.75 MW emergency tur-
bine would not have to submit an ini-
tial notification. 

(4) Existing stationary combustion 
turbines in all subcategories do not 
have to meet the requirements of this 
subpart and of subpart A of this part. 
No initial notification is necessary for 

any existing stationary combustion 
turbine, even if a new or reconstructed 
turbine in the same category would re-
quire an initial notification. 

(5) Combustion turbine engine test 
cells/stands do not have to meet the re-
quirements of this subpart but may 
have to meet the requirements of sub-
part A of this part if subject to another 
subpart. No initial notification is nec-
essary, even if the unit appears to be 
subject to other requirements for ini-
tial notification. 

§ 63.6092 Are duct burners and waste 
heat recovery units covered by sub-
part YYYY? 

No, duct burners and waste heat re-
covery units are considered steam gen-
erating units and are not covered under 
this subpart. In some cases, it may be 
difficult to separately monitor emis-
sions from the turbine and duct burner, 
so sources are allowed to meet the re-
quired emission limitations with their 
duct burners in operation. 

§ 63.6095 When do I have to comply 
with this subpart? 

(a) Affected sources. (1) If you start up 
a new or reconstructed stationary com-
bustion turbine which is a lean premix 
oil-fired stationary combustion turbine 
or a diffusion flame oil-fired stationary 
combustion turbine as defined by this 
subpart on or before March 5, 2004, you 
must comply with the emissions limi-
tations and operating limitations in 
this subpart no later than March 5, 
2004. 

(2) If you start up a new or recon-
structed stationary combustion tur-
bine which is a lean premix oil-fired 
stationary combustion turbine or a dif-
fusion flame oil-fired stationary com-
bustion turbine as defined by this sub-
part after March 5, 2004, you must com-
ply with the emissions limitations and 
operating limitations in this subpart 
upon startup of your affected source. 

(b) Area sources that become major 
sources. If your new or reconstructed 
stationary combustion turbine is an 
area source that increases its emis-
sions or its potential to emit such that 
it becomes a major source of HAP, it 
must be in compliance with any appli-
cable requirements of this subpart 
when it becomes a major source. 

VerDate Mar<15>2010 08:07 Aug 24, 2012 Jkt 226158 PO 00000 Frm 01058 Fmt 8010 Sfmt 8010 Y:\SGML\226158.XXX 226158er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 



1049 

Environmental Protection Agency § 63.6120 

(c) You must meet the notification 
requirements in § 63.6145 according to 
the schedule in § 63.6145 and in 40 CFR 
part 63, subpart A. 

(d) Stay of standards for gas-fired sub-
categories. If you start up a new or re-
constructed stationary combustion 
turbine that is a lean premix gas-fired 
stationary combustion turbine or diffu-
sion flame gas-fired stationary com-
bustion turbine as defined by this sub-
part, you must comply with the Initial 
Notification requirements set forth in 
§ 63.6145 but need not comply with any 
other requirement of this subpart until 
EPA takes final action to require com-
pliance and publishes a document in 
the FEDERAL REGISTER. 

[69 FR 10537, Mar. 5, 2004, as amended at 69 
FR 51188, Aug. 18, 2004] 

EMISSION AND OPERATING LIMITATIONS 

§ 63.6100 What emission and operating 
limitations must I meet? 

For each new or reconstructed sta-
tionary combustion turbine which is a 
lean premix gas-fired stationary com-
bustion turbine, a lean premix oil-fired 
stationary combustion turbine, a diffu-
sion flame gas-fired stationary com-
bustion turbine, or a diffusion flame 
oil-fired stationary combustion turbine 
as defined by this subpart, you must 
comply with the emission limitations 
and operating limitations in Table 1 
and Table 2 of this subpart. 

GENERAL COMPLIANCE REQUIREMENTS 

§ 63.6105 What are my general require-
ments for complying with this sub-
part? 

(a) You must be in compliance with 
the emission limitations and operating 
limitations which apply to you at all 
times except during startup, shutdown, 
and malfunctions. 

(b) If you must comply with emission 
and operating limitations, you must 
operate and maintain your stationary 
combustion turbine, oxidation catalyst 
emission control device or other air 
pollution control equipment, and moni-
toring equipment in a manner con-
sistent with good air pollution control 
practices for minimizing emissions at 
all times including during startup, 
shutdown, and malfunction. 

TESTING AND INITIAL COMPLIANCE 
REQUIREMENTS 

§ 63.6110 By what date must I conduct 
the initial performance tests or 
other initial compliance demonstra-
tions? 

(a) You must conduct the initial per-
formance tests or other initial compli-
ance demonstrations in Table 4 of this 
subpart that apply to you within 180 
calendar days after the compliance 
date that is specified for your sta-
tionary combustion turbine in § 63.6095 
and according to the provisions in 
§ 63.7(a)(2). 

(b) An owner or operator is not re-
quired to conduct an initial perform-
ance test to determine outlet formalde-
hyde concentration on units for which 
a performance test has been previously 
conducted, but the test must meet all 
of the conditions described in para-
graphs (b)(1) through (b)(5) of this sec-
tion. 

(1) The test must have been con-
ducted using the same methods speci-
fied in this subpart, and these methods 
must have been followed correctly. 

(2) The test must not be older than 2 
years. 

(3) The test must be reviewed and ac-
cepted by the Administrator. 

(4) Either no process or equipment 
changes must have been made since the 
test was performed, or the owner or op-
erator must be able to demonstrate 
that the results of the performance 
test, with or without adjustments, reli-
ably demonstrate compliance despite 
process or equipment changes. 

(5) The test must be conducted at any 
load condition within plus or minus 10 
percent of 100 percent load. 

§ 63.6115 When must I conduct subse-
quent performance tests? 

Subsequent performance tests must 
be performed on an annual basis as 
specified in Table 3 of this subpart. 

§ 63.6120 What performance tests and 
other procedures must I use? 

(a) You must conduct each perform-
ance test in Table 3 of this subpart 
that applies to you. 

(b) Each performance test must be 
conducted according to the require-
ments of the General Provisions at 
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