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the resulting total with the total emis-
sions for the vessels calculated in ac-
cordance with paragraph (c)(2) of this 
section. Compliance is demonstrated if 
the sum of the actual emissions is less 
than the emissions estimated in ac-
cordance with paragraph (c)(2) of this 
section. 

(3) For control devices, establish op-
erating limits and monitor as specified 
in § 63.8000. 

(e) Recordkeeping and reporting. Com-
ply with §§ 63.8070, 63.8075, and 63.8080. 

[68 FR 69185, Dec. 11, 2003, as amended at 70 
FR 25682, May 13, 2005] 

§ 63.8055 How do I comply with a 
weight percent HAP limit in coating 
products? 

(a) As an alternative to complying 
with the requirements in Table 1 to 
this subpart for each individual sta-
tionary process vessel at an existing 
source, you may elect to comply with a 
5 weight percent HAP limit for process 
vessels at your affected source that are 
used to manufacture coatings with a 
HAP content of less than 0.05 kg per kg 
product as specified in paragraph (b) of 
this section. 

(b) You may only comply with the al-
ternative during the production of 
coatings that contain less than 5 
weight percent HAP, as determined 
using any of the procedures specified in 
paragraphs (b)(1) through (4) of this 
section. 

(1) Method 311 (appendix A to 40 CFR 
part 63). 

(2) Method 24 (appendix A to 40 CFR 
part 60). You may use Method 24 to de-
termine the mass fraction of volatile 
matter and use that value as a sub-
stitute for the mass fraction of HAP. 

(3) You may use an alternative test 
method for determining mass fraction 
of HAP if you obtain prior approval by 
the Administrator. You must follow 
the procedure in § 63.7(f) to submit an 
alternative test method for approval. 

(4) You may rely on formulation data 
from raw material suppliers if it rep-
resents each organic HAP that is 
present at 0.1 percent by mass or more 
for OSHA-defined carcinogens, as speci-
fied in 29 CFR 1910.1200(d)(4), and at 1.0 
percent by mass or more for other com-
pounds. If the HAP weight percent esti-
mated based on formulation data con-

flicts with the results of a test con-
ducted according to paragraphs (b)(1) 
through (3) of this section, then there 
is a rebuttal presumption that the test 
results are accurate unless, after con-
sultation, you demonstrate to the sat-
isfaction of the permitting authority 
that the test results are not accurate 
and that the formulation data are more 
appropriate. 

[68 FR 69185, Dec. 11, 2003, as amended at 70 
FR 25682, May 13, 2005; 70 FR 75927, Dec. 21, 
2005] 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.8070 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5), 63.7(b) 
and (c), 63.8(e), (f)(4) and (6), 63.9(b) 
through (h) that apply to you by the 
dates specified. 

(b) Initial notification. (1) As specified 
in § 63.9(b)(2), if you have an existing af-
fected source on December 11, 2003, you 
must submit an initial notification not 
later than 120 calendar days after De-
cember 11, 2003. 

(2) As specified in § 63.9(b)(3), if you 
start up your new affected source on or 
after December 11, 2003, you must sub-
mit an initial notification not later 
than 120 calendar days after you be-
come subject to this subpart. 

(c) Notification of performance test. If 
you are required to conduct a perform-
ance test, you must submit a notifica-
tion of intent to conduct a performance 
test at least 60 calendar days before the 
performance test is scheduled to begin 
as required in § 63.7(b)(1). For any per-
formance test required as part of the 
initial compliance procedures for proc-
ess vessels in Table 1 to this subpart, 
you must also submit the test plan re-
quired by § 63.7(c) and the emission pro-
file with the notification of the per-
formance test. 

§ 63.8075 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 9 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report as specified in 
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Table 9 to this subpart and paragraphs 
(b)(1) and (2) of this section. 

(1) The compliance reports must be 
submitted semiannually. The first re-
port must be submitted no later than 
240 days after the applicable compli-
ance date and shall cover the 6-month 
period beginning on the compliance 
date. Each subsequent compliance re-
port must cover the 6-month period fol-
lowing the preceding period. 

(2) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in Table 
9. 

(c) Precompliance report. You must 
submit a precompliance report to re-
quest approval of any of the informa-
tion in paragraphs (c)(1) through (4) of 
this section. We will either approve or 
disapprove the report within 90 days 
after we receive it. If we disapprove the 
report, you must still be in compliance 
with the emission limitations and work 
practice standards in this subpart by 
the compliance date. 

(1) Requests for approval to set oper-
ating limits for parameters other than 
those specified in §§ 63.8005 through 
63.8025, including parameters for en-
hanced biological treatment units. Al-
ternatively, you may make these re-
quests according to § 63.8(f). 

(2) Descriptions of daily or per batch 
demonstrations to verify that control 
devices subject to § 63.8000(d)(3) are op-
erating as designed. 

(3) A description of the test condi-
tions, data, calculations, and other in-
formation used to establish operating 
limits according to § 63.8005(e)(1). 

(4) If you comply with emissions 
averaging in § 63.8050, the data and re-
sults of emission calculations as speci-
fied in § 63.8050(c)(1) through (3), and ra-
tionale for why the sum of actual emis-
sions will be less than the sum of emis-
sions if the process vessels were con-
trolled in accordance with Table 1 to 

this subpart as specified in 
§ 63.8050(c)(4). 

(d) Notification of compliance status re-
port. You must submit a notification of 
compliance status report according to 
the schedule in paragraph (d)(2) of this 
section, and the notification of compli-
ance status report must include the in-
formation specified in paragraph (d)(2) 
of this section. 

(1) You must submit the notification 
of compliance status report no later 
than 150 days after the applicable com-
pliance date specified in § 63.7995. 

(2) The notification of compliance 
status report must include the infor-
mation in paragraphs (d)(3)(i) through 
(vi) of this section. 

(i) The results of any applicability 
determinations (e.g., HAP content of 
coating products; halogenated vent 
stream determinations; group deter-
minations for storage tanks, waste-
water, and transfer operations; and 
equipment that is in organic HAP serv-
ice). 

(ii) The results of performance tests, 
engineering analyses, design evalua-
tions, flare compliance assessments, 
inspections and repairs, and calcula-
tions used to demonstrate initial com-
pliance according to §§ 63.8005 through 
63.8025 and 63.8055. For performance 
tests, results must include descriptions 
of sampling and analysis procedures 
and quality assurance procedures. 

(iii) Descriptions of monitoring de-
vices, monitoring frequencies, and the 
operating limits established during the 
initial compliance demonstrations, in-
cluding data and calculations to sup-
port the levels you establish. 

(iv) Identification of parts of the af-
fected source that are subject to over-
lapping requirements described in 
§ 63.8090 and the authority under which 
you will comply. 

(v) Identify storage tanks for which 
you are complying with the vapor bal-
ancing alternative in § 63.8010(e). 

(vi) If you transfer Group 1 waste-
water stream to an offsite facility for 
treatment, include the name and loca-
tion of the transferee and a description 
of the Group 1 wastewater stream that 
is sent to the treatment facility. If the 
offsite facility provides enhanced bio-
logical treatment, also include the cer-
tification required by § 63.8020(d) that 
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the offsite facility will comply with 
the requirements of this subpart. 

(e) Compliance report. The compliance 
report must contain the information 
specified in paragraphs (e)(1) through 
(8) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying the accuracy of 
the content of the report. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) Applicable records and informa-
tion for periodic reports as specified in 
referenced subparts F, SS, TT, UU, and 
WW of this part 63. 

(5) For each SSM during which excess 
emissions occur, the compliance report 
must include the information specified 
in paragraphs (e)(5)(i) and (ii) of this 
section. 

(i) Records that the procedures speci-
fied in your startup, shutdown, and 
malfunction plan (SSMP) were fol-
lowed or documentation of actions 
taken that are not consistent with the 
SSMP. 

(ii) A description of each malfunc-
tion. 

(6) The compliance report must con-
tain the information on deviations, as 
defined in § 63.8105, according to para-
graphs (e)(6)(i), (ii), and (iii) of this sec-
tion. 

(i) If there are no deviations from 
any emission limit, operating limit, or 
work practice standard specified in this 
subpart, include a statement that there 
were no deviations from the emission 
limits, operating limits, or work prac-
tice standards during the reporting pe-
riod. 

(ii) For each deviation from an emis-
sion limit, operating limit, and work 
practice standard that occurs at an af-
fected source where you are not using a 
continuous monitoring system (CMS) 
to comply with the emission limit or 
work practice standards in this sub-
part, you must include the information 
in paragraphs (e)(6)(ii)(A) through (C) 
of this section. 

(A) The total operating time of each 
affected source during the reporting pe-
riod. 

(B) Information on the number, dura-
tion, and cause of deviations (including 

unknown cause, if applicable), as appli-
cable, and the corrective action taken. 

(C) Operating logs for the day(s) dur-
ing which the deviation occurred, ex-
cept operating logs are not required for 
deviations of the work practice stand-
ards for equipment leaks. 

(iii) For each deviation from an emis-
sion limit or operating limit occurring 
at an affected source where you are 
using a CMS to comply with the emis-
sion limit in this subpart, you must in-
clude the information in paragraphs 
(e)(6)(iii)(A) through (K) of this section. 
This includes periods of SSM. 

(A) The date and time that each CMS 
was inoperative, except for zero (low- 
level) and high-level checks. 

(B) The date, time, and duration that 
each CEMS was out-of-control, includ-
ing the information in § 63.8(c)(8). 

(C) The date and time that each devi-
ation started and stopped, and whether 
each deviation occurred during a period 
of startup, shutdown, or malfunction 
or during another period. 

(D) A summary of the total duration 
of the deviation during the reporting 
period, and the total duration as a per-
cent of the total source operating time 
during that reporting period. 

(E) A breakdown of the total dura-
tion of the deviations during the re-
porting period into those that are due 
to startup, shutdown, control equip-
ment problems, process problems, 
other known causes, and other un-
known causes. 

(F) A summary of the total duration 
of CMS downtime during the reporting 
period, and the total duration of CMS 
downtime as a percent of the total 
source operating time during that re-
porting period. 

(G) An identification of each HAP 
that is known to be in the emission 
stream or wastewater stream, as appli-
cable. 

(H) A description of the product 
being produced. 

(I) Identification of the CMS. 
(J) The date of the latest CMS cer-

tification or audit. 
(K) The operating day or operating 

block average values of monitored pa-
rameters for each day(s) during which 
the deviation occurred. 

(7) If you use a CEMS, and there were 
no periods during which it was out-of- 
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control as specified in § 63.8(c)(7), in-
clude a statement that there were no 
periods during which the CEMS was 
out-of-control during the reporting pe-
riod. 

(8) Notification of process change. (i) 
Except as specified in paragraph 
(e)(8)(ii) of this section, whenever you 
change any of the information sub-
mitted in either the notification of 
compliance status report or any pre-
viously reported change to the notifi-
cation of compliance status report, you 
must document the change in your 
compliance report. The notification 
must include all of the information in 
paragraphs (e)(8)(i)(A) and (B) of this 
section. 

(A) Revisions to any of the informa-
tion reported in the original notifica-
tion of compliance status report under 
paragraph (d) of this section. 

(B) Information required by the noti-
fication of compliance status report 
under paragraph (d) of this section for 
changes involving the addition of proc-
esses or equipment at the affected 
source. 

(ii) You must submit a report 60 days 
before the scheduled implementation 
date of any of the changes identified in 
paragraphs (e)(8)(ii)(A), (B), or (C) of 
this section. 

(A) Any change to the information 
contained in either the precompliance 
report or any previously reported 
change to the precompliance report. 

(B) A change in the status of a con-
trol device from small to large. 

(C) A change in compliance status. 

§ 63.8080 What records must I keep? 

You must keep the records specified 
in paragraphs (a) through (g) of this 
section. 

(a) Each applicable record required 
by subpart A of this part 63 and in ref-
erenced subparts SS, TT, UU, and WW 
of this part 63. 

(b) If complying with emissions aver-
aging, records of the monthly number 
of batches for each process vessel, the 
quarterly actual emissions for each 
process vessel, the quarterly estimated 
emissions for each process vessel if it 
had been controlled as specified in 
Table 1 to this subpart, and comparison 
of the sums of the quarterly actual and 

estimated emissions as specified in 
§ 63.8050(d). 

(c) A record of each time a safety de-
vice is opened to avoid unsafe condi-
tions in accordance with § 63.8000(b)(2). 

(d) Records of the results of each 
CPMS calibration check and the main-
tenance performed, as specified in 
§ 63.8000(d)(5). 

(e) For each CEMS, you must keep 
the records of the date and time that 
each deviation started and stopped, and 
whether the deviation occurred during 
a period of startup, shutdown, or mal-
function or during another period. 

(f) In the SSMP required by 
§ 63.6(e)(3), you are not required to in-
clude Group 2 or non-affected emission 
points. For equipment leaks only, the 
SSMP requirement is limited to con-
trol devices and is optional for other 
equipment. 

(g) If you establish separate oper-
ating limits as allowed in § 63.8005(e), 
you must maintain a log of operation 
or a daily schedule indicating the time 
when you change from one operating 
limit to another. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8090 What compliance options do I 
have if part of my plant is subject 
to both this subpart and another 
subpart? 

(a) Compliance with 40 CFR parts 264 
and 265, subparts AA, BB, and/or CC. (1) 
After the compliance dates specified in 
§ 63.7995, if a control device that you 
use to comply with this subpart is also 
subject to monitoring, recordkeeping, 
and reporting requirements in 40 CFR 
part 264, subpart AA, BB, or CC; or the 
monitoring and recordkeeping require-
ments in 40 CFR part 265, subpart AA, 
BB, or CC; and you comply with the 
periodic reporting requirements under 
40 CFR part 264, subpart AA, BB, or CC 
that would apply to the device if your 
facility had final-permitted status, you 
may elect to comply either with the 
monitoring, recordkeeping, and report-
ing requirements of this subpart; or 
with the monitoring and recordkeeping 
requirements in 40 CFR part 264 or 265 
and the reporting requirements in 40 
CFR part 264, as described in this para-
graph (a), which constitute compliance 
with the monitoring, recordkeeping, 
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