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each subsequent tune-up electronically 
(as specified in § 63.10031). 

(ii) If the first tune-up is not con-
ducted as part of the initial compliance 
demonstration, but is postponed until 
the next unit outage, report the date of 
that tune-up and all subsequent tune- 
ups electronically, in accordance with 
§ 63.10031. 

(f) You must submit the reports re-
quired under § 63.10031 and, if applica-
ble, the reports required under appen-
dices A and B to this subpart. The elec-
tronic reports required by appendices A 
and B to this subpart must be sent to 
the Administrator electronically in a 
format prescribed by the Adminis-
trator, as provided in § 63.10031. CEMS 
data (except for PM CEMS and any ap-
proved alternative monitoring using a 
HAP metals CEMS) shall be submitted 
using EPA’s Emissions Collection and 
Monitoring Plan System (ECMPS) Cli-
ent Tool. Other data, including PM 
CEMS data, HAP metals CEMS data, 
and CEMS performance test detail re-
ports, shall be submitted in the file for-
mat generated through use of EPA’s 
Electronic Reporting Tool, the Compli-
ance and Emissions Data Reporting 
Interface, or alternate electronic file 
format, all as provided for under 
§ 63.10031. 

(g) You must report each instance in 
which you did not meet an applicable 
emissions limit or operating limit in 
Tables 1 through 4 to this subpart or 
failed to conduct a required tune-up. 
These instances are deviations from 
the requirements of this subpart. These 
deviations must be reported according 
to § 63.10031. 

(h) You must keep records as speci-
fied in § 63.10032 during periods of start-
up and shutdown. 

(i) You must provide reports as speci-
fied in § 63.10031 concerning activities 
and periods of startup and shutdown. 

[77 FR 9464, Feb. 16, 2012, as amended at 77 
FR 23404, Apr. 19, 2012] 

§ 63.10022 How do I demonstrate con-
tinuous compliance under the emis-
sions averaging provision? 

(a) Following the compliance date, 
the owner or operator must dem-
onstrate compliance with this subpart 
on a continuous basis by meeting the 

requirements of paragraphs (a)(1) 
through (3) of this section. 

(1) For each 30- (or 90-) day rolling 
average period, demonstrate compli-
ance with the average weighted emis-
sions limit for the existing units par-
ticipating in the emissions averaging 
option as determined in § 63.10009(f) and 
(g); 

(2) For each existing unit partici-
pating in the emissions averaging op-
tion that is equipped with PM CPMS, 
maintain the average parameter value 
at or below the operating limit estab-
lished during the most recent perform-
ance test; 

(3) For each existing unit partici-
pating in the emissions averaging op-
tion venting to a common stack con-
figuration containing affected units 
from other subcategories, maintain the 
appropriate operating limit for each 
unit as specified in Table 4 to this sub-
part that applies. 

(b) Any instance where the owner or 
operator fails to comply with the con-
tinuous monitoring requirements in 
paragraphs (a)(1) through (3) of this 
section is a deviation. 

[77 FR 9464, Feb. 16, 2012, as amended at 77 
FR 23404, Apr. 19, 2012] 

§ 63.10023 How do I establish my PM 
CPMS operating limit and deter-
mine compliance with it? 

(a) During the initial performance 
test or any such subsequent perform-
ance test that demonstrates compli-
ance with the filterable PM, individual 
non-mercury HAP metals, or total non- 
mercury HAP metals limit (or for liq-
uid oil-fired units, individual HAP met-
als or total HAP metals limit, includ-
ing Hg) in Table 1 or 2, record all hour-
ly average output values (e.g., 
milliamps, stack concentration, or 
other raw data signal) from the PM 
CPMS for the periods corresponding to 
the test runs (e.g., nine 1-hour average 
PM CPMS output values for three 3- 
hour test runs). 

(b) Determine your operating limit as 
the highest 1-hour average PM CPMS 
output value recorded during the per-
formance test. You must verify an ex-
isting or establish a new operating 
limit after each repeated performance 
test. 
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(c) You must operate and maintain 
your process and control equipment 
such that the 30 operating day average 
PM CPMS output does not exceed the 
operating limit determined in para-
graphs (a) and (b) of this section. 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.10030 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.7(b) and (c), 63.8 (e), 
(f)(4) and (6), and 63.9 (b) through (h) 
that apply to you by the dates speci-
fied. 

(b) As specified in § 63.9(b)(2), if you 
startup your affected source before 
April 16, 2012, you must submit an Ini-
tial Notification not later than 120 
days after April 16, 2012. 

(c) As specified in § 63.9(b)(4) and 
(b)(5), if you startup your new or recon-
structed affected source on or after 
April 16, 2012, you must submit an Ini-
tial Notification not later than 15 days 
after the actual date of startup of the 
affected source. 

(d) When you are required to conduct 
a performance test, you must submit a 
Notification of Intent to conduct a per-
formance test at least 30 days before 
the performance test is scheduled to 
begin. 

(e) When you are required to conduct 
an initial compliance demonstration as 
specified in § 63.10011(a), you must sub-
mit a Notification of Compliance Sta-
tus according to § 63.9(h)(2)(ii). The No-
tification of Compliance Status report 
must contain all the information speci-
fied in paragraphs (e)(1) through (7), as 
applicable. 

(1) A description of the affected 
source(s) including identification of 
which subcategory the source is in, the 
design capacity of the source, a de-
scription of the add-on controls used on 
the source, description of the fuel(s) 
burned, including whether the fuel(s) 
were determined by you or EPA 
through a petition process to be a non- 
waste under 40 CFR 241.3, whether the 
fuel(s) were processed from discarded 
non-hazardous secondary materials 
within the meaning of 40 CFR 241.3, and 
justification for the selection of fuel(s) 
burned during the performance test. 

(2) Summary of the results of all per-
formance tests and fuel analyses and 
calculations conducted to demonstrate 
initial compliance including all estab-
lished operating limits. 

(3) Identification of whether you plan 
to demonstrate compliance with each 
applicable emission limit through per-
formance testing; fuel moisture anal-
yses; performance testing with oper-
ating limits (e.g., use of PM CPMS); 
CEMS; or a sorbent trap monitoring 
system. 

(4) Identification of whether you plan 
to demonstrate compliance by emis-
sions averaging. 

(5) A signed certification that you 
have met all applicable emission limits 
and work practice standards. 

(6) If you had a deviation from any 
emission limit, work practice standard, 
or operating limit, you must also sub-
mit a brief description of the deviation, 
the duration of the deviation, emis-
sions point identification, and the 
cause of the deviation in the Notifica-
tion of Compliance Status report. 

(7) In addition to the information re-
quired in § 63.9(h)(2), your notification 
of compliance status must include the 
following: 

(i) A summary of the results of the 
annual performance tests and docu-
mentation of any operating limits that 
were reestablished during this test, if 
applicable. If you are conducting stack 
tests once every 3 years consistent 
with § 63.10006(b), the date of the last 
three stack tests, a comparison of the 
emission level you achieved in the last 
three stack tests to the 50 percent 
emission limit threshold required in 
§ 63.10006(i), and a statement as to 
whether there have been any oper-
ational changes since the last stack 
test that could increase emissions. 

(ii) Certifications of compliance, as 
applicable, and must be signed by a re-
sponsible official stating: 

(A) ‘‘This EGU complies with the re-
quirements in § 63.10021(a) to dem-
onstrate continuous compliance.’’ and 

(B) ‘‘No secondary materials that are 
solid waste were combusted in any af-
fected unit.’’ 

[77 FR 9464, Feb. 16, 2012, as amended at 77 
FR 23404, Apr. 19, 2012] 
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