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40 CFR Ch. I (7–1–12 Edition) § 50.6 

based upon hourly data that are at 
least 75 percent complete in each cal-
endar quarter. A 3-hour block average 
shall be considered valid only if all 
three hourly averages for the 3-hour 
period are available. If only one or two 
hourly averages are available, but the 
3-hour average would exceed the level 
of the standard when zeros are sub-
stituted for the missing values, subject 
to the rounding rule of paragraph (a) of 
this section, then this shall be consid-
ered a valid 3-hour average. In all 
cases, the 3-hour block average shall be 
computed as the sum of the hourly 
averages divided by 3. 

[61 FR 25580, May 22, 1996] 

§ 50.6 National primary and secondary 
ambient air quality standards for 
PM10. 

(a) The level of the national primary 
and secondary 24-hour ambient air 
quality standards for particulate mat-
ter is 150 micrograms per cubic meter 
(μg/m3), 24-hour average concentration. 
The standards are attained when the 
expected number of days per calendar 
year with a 24-hour average concentra-
tion above 150 μg/m3, as determined in 
accordance with appendix K to this 
part, is equal to or less than one. 

(b) [Reserved] 
(c) For the purpose of determining 

attainment of the primary and sec-
ondary standards, particulate matter 
shall be measured in the ambient air as 
PM10 (particles with an aerodynamic 
diameter less than or equal to a nomi-
nal 10 micrometers) by: 

(1) A reference method based on ap-
pendix J and designated in accordance 
with part 53 of this chapter, or 

(2) An equivalent method designated 
in accordance with part 53 of this chap-
ter. 

[52 FR 24663, July 1, 1987, as amended at 62 
FR 38711, July 18, 1997; 65 FR 80779, Dec. 22, 
2000; 71 FR 61224, Oct. 17, 2006] 

§ 50.7 National primary and secondary 
ambient air quality standards for 
PM2.5. 

(a) The national primary and sec-
ondary ambient air quality standards 
for particulate matter are 15.0 
micrograms per cubic meter (μg/m3) an-
nual arithmetic mean concentration, 
and 65 μg/m3 24-hour average concentra-

tion measured in the ambient air as 
PM2.5 (particles with an aerodynamic 
diameter less than or equal to a nomi-
nal 2.5 micrometers) by either: 

(1) A reference method based on ap-
pendix L of this part and designated in 
accordance with part 53 of this chapter; 
or 

(2) An equivalent method designated 
in accordance with part 53 of this chap-
ter. 

(b) The annual primary and sec-
ondary PM2.5 standards are met when 
the annual arithmetic mean concentra-
tion, as determined in accordance with 
appendix N of this part, is less than or 
equal to 15.0 micrograms per cubic 
meter. 

(c) The 24-hour primary and sec-
ondary PM2.5 standards are met when 
the 98th percentile 24-hour concentra-
tion, as determined in accordance with 
appendix N of this part, is less than or 
equal to 65 micrograms per cubic 
meter. 

[62 FR 38711, July 18, 1997, as amended at 69 
FR 45595, July 30, 2004] 

§ 50.8 National primary ambient air 
quality standards for carbon mon-
oxide. 

(a) The national primary ambient air 
quality standards for carbon monoxide 
are: 

(1) 9 parts per million (10 milligrams 
per cubic meter) for an 8-hour average 
concentration not to be exceeded more 
than once per year and 

(2) 35 parts per million (40 milligrams 
per cubic meter) for a 1-hour average 
concentration not to be exceeded more 
than once per year. 

(b) The levels of carbon monoxide in 
the ambient air shall be measured by: 

(1) A reference method based on ap-
pendix C and designated in accordance 
with part 53 of this chapter, or 

(2) An equivalent method designated 
in accordance with part 53 of this chap-
ter. 

(c) An 8-hour average shall be consid-
ered valid if at least 75 percent of the 
hourly average for the 8-hour period 
are available. In the event that only 
six (or seven) hourly averages are 
available, the 8-hour average shall be 
computed on the basis of the hours 
available using six (or seven) as the di-
visor. 
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Environmental Protection Agency § 50.11 

(d) When summarizing data for 
comparision with the standards, aver-
ages shall be stated to one decimal 
place. Comparison of the data with the 
levels of the standards in parts per mil-
lion shall be made in terms of integers 
with fractional parts of 0.5 or greater 
rounding up. 

[50 FR 37501, Sept. 13, 1985] 

§ 50.9 National 1-hour primary and 
secondary ambient air quality 
standards for ozone. 

(a) The level of the national 1-hour 
primary and secondary ambient air 
quality standards for ozone measured 
by a reference method based on appen-
dix D to this part and designated in ac-
cordance with part 53 of this chapter, is 
0.12 parts per million (235 μg/m3). The 
standard is attained when the expected 
number of days per calendar year with 
maximum hourly average concentra-
tions above 0.12 parts per million (235 
μg/m3) is equal to or less than 1, as de-
termined by appendix H to this part. 

(b) The 1-hour standards set forth in 
this section will remain applicable to 
all areas notwithstanding the promul-
gation of 8-hour ozone standards under 
§ 50.10. The 1-hour NAAQS set forth in 
paragraph (a) of this section will no 
longer apply to an area one year after 
the effective date of the designation of 
that area for the 8-hour ozone NAAQS 
pursuant to section 107 of the Clean Air 
Act. Area designations and classifica-
tions with respect to the 1-hour stand-
ards are codified in 40 CFR part 81. 

[62 FR 38894, July 18, 1997, as amended at 65 
FR 45200, July 20, 2000; 68 FR 38163, June 26, 
2003, 69 FR 23996, Apr. 30, 2004; 77 FR 28441, 
May 14, 2012] 

§ 50.10 National 8-hour primary and 
secondary ambient air quality 
standards for ozone. 

(a) The level of the national 8-hour 
primary and secondary ambient air 
quality standards for ozone, measured 
by a reference method based on appen-
dix D to this part and designated in ac-
cordance with part 53 of this chapter, is 
0.08 parts per million (ppm), daily max-
imum 8-hour average. 

(b) The 8-hour primary and secondary 
ozone ambient air quality standards 
are met at an ambient air quality mon-
itoring site when the average of the an-

nual fourth-highest daily maximum 8- 
hour average ozone concentration is 
less than or equal to 0.08 ppm, as deter-
mined in accordance with appendix I to 
this part. 

[62 FR 38894, July 18, 1997] 

EFFECTIVE DATE NOTE: At 77 FR 30170, May 
21, 2012, § 50.10 was amended by adding para-
graph (c), effective July 20, 2012. For the con-
venience of the user, the added text is set 
forth as follows: 

§ 50.10 National 8-hour primary and sec-
ondary ambient air quality standards for 
ozone. 

* * * * * 

(c) The 1997 ozone NAAQS set forth in para-
graph (a) of this section will no longer apply 
to an area for transportation conformity 
purposes 1 year after the effective date of the 
designation of the area for the 2008 ozone 
NAAQS pursuant to section 107 of the CAA. 
The 1997 ozone NAAQS set forth in this sec-
tion will continue to remain applicable to all 
areas for all other purposes notwithstanding 
the promulgation of the 2008 ozone NAAQS 
under § 50.15 or the designation of areas for 
the 2008 ozone NAAQS. Area designations 
and classifications with respect to the 1997 
ozone NAAQS are codified in 40 CFR part 81. 

§ 50.11 National primary and sec-
ondary ambient air quality stand-
ards for oxides of nitrogen (with ni-
trogen dioxide as the indicator). 

(a) The level of the national primary 
annual ambient air quality standard 
for oxides of nitrogen is 53 parts per 
billion (ppb, which is 1 part in 
1,000,000,000), annual average con-
centration, measured in the ambient 
air as nitrogen dioxide. 

(b) The level of the national primary 
1-hour ambient air quality standard for 
oxides of nitrogen is 100 ppb, 1-hour av-
erage concentration, measured in the 
ambient air as nitrogen dioxide. 

(c) The level of the national sec-
ondary ambient air quality standard 
for nitrogen dioxide is 0.053 parts per 
million (100 micrograms per cubic 
meter), annual arithmetic mean con-
centration. 

(d) The levels of the standards shall 
be measured by: 

(1) A reference method based on ap-
pendix F to this part; or 

(2) By a Federal equivalent method 
(FEM) designated in accordance with 
part 53 of this chapter. 
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