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an alternative setback distance of less 
than 200 feet (60 meters) will prevent 
damage to the structural integrity of 
the MSWLF unit and will be protective 
of human health and the environment. 

(b) For the purposes of this section: 
(1) Fault means a fracture or a zone 

of fractures in any material along 
which strata on one side have been dis-
placed with respect to that on the 
other side. 

(2) Displacement means the relative 
movement of any two sides of a fault 
measured in any direction. 

(3) Holocene means the most recent 
epoch of the Quaternary period, ex-
tending from the end of the Pleistocene 
Epoch to the present. 

§ 258.14 Seismic impact zones. 
(a) New MSWLF units and lateral ex-

pansions shall not be located in seismic 
impact zones, unless the owner or oper-
ator demonstrates to the Director of an 
approved State/Tribe that all contain-
ment structures, including liners, 
leachate collection systems, and sur-
face water control systems, are de-
signed to resist the maximum hori-
zontal acceleration in lithified earth 
material for the site. The owner or op-
erator must place the demonstration in 
the operating record and notify the 
State Director that it has been placed 
in the operating record. 

(b) For the purposes of this section: 
(1) Seismic impact zone means an area 

with a ten percent or greater prob-
ability that the maximum horizontal 
acceleration in lithified earth mate-
rial, expressed as a percentage of the 
earth’s gravitational pull (g), will ex-
ceed 0.10g in 250 years. 

(2) Maximum horizontal acceleration in 
lithified earth material means the max-
imum expected horizontal acceleration 
depicted on a seismic hazard map, with 
a 90 percent or greater probability that 
the acceleration will not be exceeded in 
250 years, or the maximum expected 
horizontal acceleration based on a site- 
specific seismic risk assessment. 

(3) Lithified earth material means all 
rock, including all naturally occurring 
and naturally formed aggregates or 
masses of minerals or small particles 
of older rock that formed by crys-
tallization of magma or by induration 
of loose sediments. This term does not 

include man-made materials, such as 
fill, concrete, and asphalt, or uncon-
solidated earth materials, soil, or 
regolith lying at or near the earth sur-
face. 

[56 FR 51016, Oct. 9, 1991; 57 FR 28627, June 26, 
1992] 

§ 258.15 Unstable areas. 

(a) Owners or operators of new 
MSWLF units, existing MSWLF units, 
and lateral expansions located in an 
unstable area must demonstrate that 
engineering measures have been incor-
porated into the MSWLF unit’s design 
to ensure that the integrity of the 
structural components of the MSWLF 
unit will not be disrupted. The owner 
or operator must place the demonstra-
tion in the operating record and notify 
the State Director that it has been 
placed in the operating record. The 
owner or operator must consider the 
following factors, at a minimum, when 
determining whether an area is unsta-
ble: 

(1) On-site or local soil conditions 
that may result in significant differen-
tial settling; 

(2) On-site or local geologic or 
geomorphologic features; and 

(3) On-site or local human-made fea-
tures or events (both surface and sub-
surface). 

(b) For purposes of this section: 
(1) Unstable area means a location 

that is susceptible to natural or 
human-induced events or forces capa-
ble of impairing the integrity of some 
or all of the landfill structural compo-
nents responsible for preventing re-
leases from a landfill. Unstable areas 
can include poor foundation conditions, 
areas susceptible to mass movements, 
and Karst terranes. 

(2) Structural components means lin-
ers, leachate collection systems, final 
covers, run-on/run-off systems, and any 
other component used in the construc-
tion and operation of the MSWLF that 
is necessary for protection of human 
health and the environment. 

(3) Poor foundation conditions means 
those areas where features exist which 
indicate that a natural or man-induced 
event may result in inadequate founda-
tion support for the structural compo-
nents of an MSWLF unit. 
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