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40 CFR Ch. I (7–1–12 Edition) § 270.20 

documenting compliance with all ap-
plicable requirements of part 63, sub-
part EEE, of this chapter), the require-
ments of this section do not apply, ex-
cept those provisions the Director de-
termines are necessary to ensure com-
pliance with §§ 264.345(a) and 264.345(c) 
of this chapter if you elect to comply 
with § 270.235(a)(1)(i) to minimize emis-
sions of toxic compounds from startup, 
shutdown, and malfunction events. 
Nevertheless, the Director may apply 
the provisions of this section, on a 
case-by-case basis, for purposes of in-
formation collection in accordance 
with §§ 270.10(k), 270.10(l), 270.32(b)(2), 
and 270.32(b)(3). 

[48 FR 14228, Apr. 1, 1983, as amended at 58 
FR 46051, Aug. 31, 1993; 64 FR 53076, Sept. 30, 
1999; 67 FR 6816, Feb. 13, 2002; 67 FR 77692, 
Dec. 19, 2002; 70 FR 34590, June 14, 2005; 70 FR 
59577, Oct. 12, 2005] 

§ 270.20 Specific part B information re-
quirements for land treatment fa-
cilities. 

Except as otherwise provided in 
§ 264.1, owners and operators of facili-
ties that use land treatment to dispose 
of hazardous waste must provide the 
following additional information: 

(a) A description of plans to conduct 
a treatment demonstration as required 
under § 264.272. The description must 
include the following information; 

(1) The wastes for which the dem-
onstration will be made and the poten-
tial hazardous constituents in the 
waste; 

(2) The data sources to be used to 
make the demonstration (e.g., lit-
erature, laboratory data, field data, or 
operating data); 

(3) Any specific laboratory or field 
test that will be conducted, including: 

(i) The type of test (e.g., column 
leaching, degradation); 

(ii) Materials and methods, including 
analytical procedures; 

(iii) Expected time for completion; 
(iv) Characteristics of the unit that 

will be simulated in the demonstration, 
including treatment zone characteris-
tics, climatic conditions, and operating 
practices. 

(b) A description of a land treatment 
program, as required under § 264.271. 
This information must be submitted 
with the plans for the treatment dem-

onstration, and updated following the 
treatment demonstration. The land 
treatment program must address the 
following items: 

(1) The wastes to be land treated; 
(2) Design measures and operating 

practices necessary to maximize treat-
ment in accordance with § 264.273(a) in-
cluding: 

(i) Waste application method and 
rate; 

(ii) Measures to control soil pH; 
(iii) Enhancement of microbial or 

chemical reactions; 
(iv) Control of moisture content; 
(3) Provisions for unsaturated zone 

monitoring, including: 
(i) Sampling equipment, procedures, 

and frequency; 
(ii) Procedures for selecting sampling 

locations; 
(iii) Analytical procedures; 
(iv) Chain of custody control; 
(v) Procedures for establishing back-

ground values; 
(vi) Statistical methods for inter-

preting results; 
(vii) The justification for any haz-

ardous constituents recommended for 
selection as principal hazardous con-
stituents, in accordance with the cri-
teria for such selection in § 264.278(a); 

(4) A list of hazardous constituents 
reasonably expected to be in, or derived 
from, the wastes to be land treated 
based on waste analysis performed pur-
suant to § 264.13; 

(5) The proposed dimensions of the 
treatment zone; 

(c) A description of how the unit is or 
will be designed, constructed, operated, 
and maintained in order to meet the 
requirements of § 264.273. This submis-
sion must address the following items: 

(1) Control of run-on; 
(2) Collection and control of run-off; 
(3) Minimization of run-off of haz-

ardous constituents from the treat-
ment zone; 

(4) Management of collection and 
holding facilities associated with run- 
on and run-off control systems; 

(5) Periodic inspection of the unit. 
This information should be included in 
the inspection plan submitted under 
§ 270.14(b)(5); 

(6) Control of wind dispersal of par-
ticulate matter, if applicable; 
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Environmental Protection Agency § 270.21 

(d) If food-chain crops are to be 
grown in or on the treatment zone of 
the land treatment unit, a description 
of how the demonstration required 
under § 264.276(a) will be conducted in-
cluding: 

(1) Characteristics of the food-chain 
crop for which the demonstration will 
be made. 

(2) Characteristics of the waste, 
treatment zone, and waste application 
method and rate to be used in the dem-
onstration; 

(3) Procedures for crop growth, sam-
ple collection, sample analysis, and 
data evaluation; 

(4) Characteristics of the comparison 
crop including the location and condi-
tions under which it was or will be 
grown; 

(e) If food-chain crops are to be 
grown, and cadmium is present in the 
land-treated waste, a description of 
how the requirements of § 264.276(b) will 
be complied with; 

(f) A description of the vegetative 
cover to be applied to closed portions 
of the facility, and a plan for maintain-
ing such cover during the post-closure 
care period, as required under 
§§ 264.280(a)(8) and 264.280(c)(2). This in-
formation should be included in the 
closure plan and, where applicable, the 
post-closure care plan submitted under 
§ 270.14(b)(13); 

(g) If ignitable or reactive wastes will 
be placed in or on the treatment zone, 
an explanation of how the require-
ments of § 264.281 will be complied with; 

(h) If incompatible wastes, or incom-
patible wastes and materials, will be 
placed in or on the same treatment 
zone, an explanation of how § 264.282 
will be complied with. 

(i) A waste management plan for 
EPA Hazardous Waste Nos. FO20, FO21, 
FO22, FO23, FO26, and FO27 describing 
how a land treatment facility is or will 
be designed, constructed, operated, and 
maintained to meet the requirements 
of § 264.283. This submission must ad-
dress the following items as specified 
in § 264.283: 

(1) The volume, physical, and chem-
ical characteristics of the wastes, in-
cluding their potential to migrate 
through soil or to volatilize or escape 
into the atmosphere; 

(2) The attenuative properties of un-
derlying and surrounding soils or other 
materials; 

(3) The mobilizing properties of other 
materials co-disposed with these 
wastes; and 

(4) The effectiveness of additional 
treatment, design, or monitoring tech-
niques. 

[48 FR 14228, Apr. 1, 1983; 48 FR 30114, June 30, 
1983, as amended at 50 FR 2006, Jan. 14, 1985; 
71 FR 40279, July 14, 2006] 

§ 270.21 Specific part B information re-
quirements for landfills. 

Except as otherwise provided in 
§ 264.1, owners and operators of facili-
ties that dispose of hazardous waste in 
landfills must provide the following ad-
ditional information: 

(a) A list of the hazardous wastes 
placed or to be placed in each landfill 
or landfill cell; 

(b) Detailed plans and an engineering 
report describing how the landfill is de-
signed and is or will be constructed, op-
erated, and maintained to meet the re-
quirements of §§ 264.19, 264.301, 264.302, 
and 264.303 of this chapter, addressing 
the following items: 

(1)(i) The liner system (except for an 
existing portion of a landfill), if the 
landfill must meet the requirements of 
§ 264.301(a) of this chapter. If an exemp-
tion from the requirement for a liner is 
sought as provided by § 264.301(b) of this 
chapter, submit detailed plans, and en-
gineering and hydrogeological reports, 
as appropriate, describing alternate de-
signs and operating practices that will, 
in conjunction with location aspects, 
prevent the migration of any hazardous 
constituents into the ground water or 
surface water at any future time; 

(ii) The double liner and leak (leach-
ate) detection, collection, and removal 
system, if the landfill must meet the 
requirements of § 264.301(c) of this chap-
ter. If an exemption from the require-
ments for double liners and a leak de-
tection, collection, and removal sys-
tem or alternative design is sought as 
provided by § 264.301(d), (e), or (f) of this 
chapter, submit appropriate informa-
tion; 

(iii) If the leak detection system is 
located in a saturated zone, submit de-
tailed plans and an engineering report 
explaining the leak detection system 
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