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for at least 1 year, or for another rea-
sonable period of time determined by 
the implementing agency, except that 
the results of tank tightness testing 
conducted in accordance with § 280.43(c) 
must be retained until the next test is 
conducted; and 

(c) Written documentation of all cali-
bration, maintenance, and repair of re-
lease detection equipment permanently 
located on-site must be maintained for 
at least one year after the servicing 
work is completed, or for another rea-
sonable time period determined by the 
implementing agency. Any schedules of 
required calibration and maintenance 
provided by the release detection 
equipment manufacturer must be re-
tained for 5 years from the date of in-
stallation. 

Subpart E—Release Reporting, 
Investigation, and Confirmation 

§ 280.50 Reporting of suspected re-
leases. 

Owners and operators of UST sys-
tems must report to the implementing 
agency within 24 hours, or another rea-
sonable time period specified by the 
implementing agency, and follow the 
procedures in § 280.52 for any of the fol-
lowing conditions: 

(a) The discovery by owners and oper-
ators or others of released regulated 
substances at the UST site or in the 
surrounding area (such as the presence 
of free product or vapors in soils, base-
ments, sewer and utility lines, and 
nearby surface water). 

(b) Unusual operating conditions ob-
served by owners and operators (such 
as the erratic behavior of product dis-
pensing equipment, the sudden loss of 
product from the UST system, or an 
unexplained presence of water in the 
tank), unless system equipment is 
found to be defective but not leaking, 
and is immediately repaired or re-
placed; and, 

(c) Monitoring results from a release 
detection method required under 
§ 280.41 and § 280.42 that indicate a re-
lease may have occurred unless: 

(1) The monitoring device is found to 
be defective, and is immediately re-
paired, recalibrated or replaced, and 
additional monitoring does not confirm 
the initial result; or 

(2) In the case of inventory control, a 
second month of data does not confirm 
the initial result. 

§ 280.51 Investigation due to off-site 
impacts. 

When required by the implementing 
agency, owners and operators of UST 
systems must follow the procedures in 
§ 280.52 to determine if the UST system 
is the source of off-site impacts. These 
impacts include the discovery of regu-
lated substances (such as the presence 
of free product or vapors in soils, base-
ments, sewer and utility lines, and 
nearby surface and drinking waters) 
that has been observed by the imple-
menting agency or brought to its at-
tention by another party. 

§ 280.52 Release investigation and con-
firmation steps. 

Unless corrective action is initiated 
in accordance with subpart F, owners 
and operators must immediately inves-
tigate and confirm all suspected re-
leases of regulated substances requir-
ing reporting under § 280.50 within 7 
days, or another reasonable time pe-
riod specified by the implementing 
agency, using either the following 
steps or another procedure approved by 
the implementing agency: 

(a) System test. Owners and operators 
must conduct tests (according to the 
requirements for tightness testing in 
§ 280.43(c) and § 280.44(b)) that determine 
whether a leak exists in that portion of 
the tank that routinely contains prod-
uct, or the attached delivery piping, or 
both. 

(1) Owners and operators must repair, 
replace or upgrade the UST system, 
and begin corrective action in accord-
ance with subpart F if the test results 
for the system, tank, or delivery piping 
indicate that a leak exists. 

(2) Further investigation is not re-
quired if the test results for the sys-
tem, tank, and delivery piping do not 
indicate that a leak exists and if envi-
ronmental contamination is not the 
basis for suspecting a release. 

(3) Owners and operators must con-
duct a site check as described in para-
graph (b) of this section if the test re-
sults for the system, tank, and delivery 
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piping do not indicate that a leak ex-
ists but environmental contamination 
is the basis for suspecting a release. 

(b) Site check. Owners and operators 
must measure for the presence of a re-
lease where contamination is most 
likely to be present at the UST site. In 
selecting sample types, sample loca-
tions, and measurement methods, own-
ers and operators must consider the na-
ture of the stored substance, the type 
of initial alarm or cause for suspicion, 
the type of backfill, the depth of 
ground water, and other factors appro-
priate for identifying the presence and 
source of the release. 

(1) If the test results for the exca-
vation zone or the UST site indicate 
that a release has occurred, owners and 
operators must begin corrective action 
in accordance with subpart F; 

(2) If the test results for the exca-
vation zone or the UST site do not in-
dicate that a release has occurred, fur-
ther investigation is not required. 

§ 280.53 Reporting and cleanup of 
spills and overfills. 

(a) Owners and operators of UST sys-
tems must contain and immediately 
clean up a spill or overfill and report to 
the implementing agency within 24 
hours, or another reasonable time pe-
riod specified by the implementing 
agency, and begin corrective action in 
accordance with subpart F in the fol-
lowing cases: 

(1) Spill or overfill of petroleum that 
results in a release to the environment 
that exceeds 25 gallons or another rea-
sonable amount specified by the imple-
menting agency, or that causes a sheen 
on nearby surface water; and 

(2) Spill or overfill of a hazardous 
substance that results in a release to 
the environment that equals or exceeds 
its reportable quantity under CERCLA 
(40 CFR part 302). 

(b) Owners and operators of UST sys-
tems must contain and immediately 
clean up a spill or overfill of petroleum 
that is less than 25 gallons or another 
reasonable amount specified by the im-
plementing agency, and a spill or over-
fill of a hazardous substance that is 
less than the reportable quantity. If 
cleanup cannot be accomplished within 
24 hours, or another reasonable time 
period established by the implementing 

agency, owners and operators must im-
mediately notify the implementing 
agency. 

NOTE: Pursuant to §§ 302.6 and 355.40, a re-
lease of a hazardous substance equal to or in 
excess of its reportable quantity must also 
be reported immediately (rather than within 
24 hours) to the National Response Center 
under sections 102 and 103 of the Comprehen-
sive Environmental Response, Compensa-
tion, and Liability Act of 1980 and to appro-
priate state and local authorities under Title 
III of the Superfund Amendments and Reau-
thorization Act of 1986. 

Subpart F—Release Response and 
Corrective Action for UST Sys-
tems Containing Petroleum or 
Hazardous Substances 

§ 280.60 General. 
Owners and operators of petroleum or 

hazardous substance UST systems 
must, in response to a confirmed re-
lease from the UST system, comply 
with the requirements of this subpart 
except for USTs excluded under 
§ 280.10(b) and UST systems subject to 
RCRA Subtitle C corrective action re-
quirements under section 3004(u) of the 
Resource Conservation and Recovery 
Act, as amended. 

§ 280.61 Initial response. 
Upon confirmation of a release in ac-

cordance with § 280.52 or after a release 
from the UST system is identified in 
any other manner, owners and opera-
tors must perform the following initial 
response actions within 24 hours of a 
release or within another reasonable 
period of time determined by the im-
plementing agency: 

(a) Report the release to the imple-
menting agency (e.g., by telephone or 
electronic mail); 

(b) Take immediate action to prevent 
any further release of the regulated 
substance into the environment; and 

(c) Identify and mitigate fire, explo-
sion, and vapor hazards. 

§ 280.62 Initial abatement measures 
and site check. 

(a) Unless directed to do otherwise by 
the implementing agency, owners and 
operators must perform the following 
abatement measures: 

(1) Remove as much of the regulated 
substance from the UST system as is 
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