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which would result from a 5-year, 6- 
hour precipitation event, the operator 
must include the volume which would 
result from the plant site contributing 
runoff to the individual treatment fa-
cility. 

(2) The operator takes all reasonable 
steps to maintain treatment of the 
wastewater and minimize the amount 
of overflow. 

(3) The source is in compliance with 
the BMP in § 140.148 and related provi-
sions of its NPDES permit. 

(4) The operator complies with the 
notification requirements of § 122.41 (m) 
and (n) of this title. The storm exemp-
tion is designed to provide an affirma-
tive defense to an enforcement action. 
Therefore, the operator has the burden 
of demonstrating to the appropriate 
authority that the above conditions 
have been met. 

§ 440.142 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control 
technology currently available 
(BPT). 

Except as provided in 40 CFR 125.30– 
125.32, any existing point source sub-
ject to this subpart must achieve the 
following effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of 
the best practicable control technology 
currently available (BPT): 

(a) The concentration of pollutants 
discharged in process wastewater from 
an open-cut mine plant site shall not 
exceed: 

Effluent limitations 

Effluent characteristics Instantaneous 
maximum 

Settleable solids .......................................... 0.2 ml/l 

(b) The concentration of pollutants 
discharged in process wastewater from 
a dredge plant site shall not exceed: 

Effluent characteristics 

Effluent limita-
tions—Instanta-

neous max-
imum 

Settleable solids .......................................... 0.2 ml/l 

§ 440.143 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable 
(BAT). 

Except as provided in 40 CFR 125.30– 
125.32, any existing point source sub-
ject to this subpart must achieve the 
following effluent limitations rep-
resenting the degree of effluent reduc-
tion attainable by the application of 
the best available technology economi-
cally achievable (BAT). 

(a) The volume of process wastewater 
which may be discharged from an open- 
cut mine plant site shall not exceed the 
volume of infiltration, drainage and 
mine drainage waters which is in ex-
cess of the make up water required for 
operation of the beneficiation process. 
The concentration of pollutants in 
process wastewaters discharged from 
an open-cut mine plant site shall not 
exceed: 

Effluent characteristics 

Effluent limita-
tions—Instanta-

neous max-
imum 

Settleable solids .......................................... 0.2 ml/l 

(b) The volume of process wastewater 
which may be discharged from a dredge 
plant site shall not exceed the volume 
of infiltration, drainage and mine 
drainage waters which is in excess of 
the make up water required for oper-
ation of the beneficiation process. The 
concentration of pollutants in process 
wastewater discharged from a dredge 
plant site shall not exceed: 

Effluent characteristics 

Effluent limita-
tions—Instanta-

neous max-
imum 

Settleable solids .......................................... 0.2 ml/l 

§ 440.144 New source performance 
standards (NSPS). 

Any new source subject to this sub-
part must achieve the following NSPS 
representing the degree of effluent re-
duction attainable by the application 
of the best available demonstrated 
technology: 

(a) The volume of process wastewater 
which may be discharged from an open- 
cut mine plant site shall not exceed the 
volume of infiltration, drainage and 

VerDate Mar<15>2010 09:46 Aug 24, 2012 Jkt 226176 PO 00000 Frm 00452 Fmt 8010 Sfmt 8010 Y:\SGML\226176.XXX 226176pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



443 

Environmental Protection Agency Pt. 442 

mine drainage waters which is in ex-
cess of the make up water required for 
operation of the beneficiation process. 
The concentration of pollutants in 
process wastewaters discharged from 
an open-cut mine plant site shall not 
exceed: 

Effluent characteristics 

Effluent limita-
tions—Instanta-

neous max-
imum 

Settleable solids .......................................... 0.2 ml/l 

(b) The volume of process wastewater 
which may be discharged from a dredge 
plant site shall not exceed the volume 
of infiltration, drainage and mine 
drainage waters which is in excess of 
the make up water required for oper-
ation of the beneficiation process. The 
concentration of pollutants in process 
wastewater discharged from a dredge 
plant site shall not exceed: 

Effluent characteristics 

Effluent limita-
tions—Instanta-

neous max-
imum 

Settleable solids .......................................... 0.2 ml/l 

(c) Notwithstanding any other provi-
sion of this chapter, the Regional Ad-
ministrator or Director of a State 
agency with authority to administer 
the NPDES program shall in desig-
nating new source gold placer mines, 
take into account and base the decision 
on whether one or more of the fol-
lowing factors has occurred after May 
24, 1988. 

(1) The mine will operate outside of 
the permit area which is covered by a 
currently valid NPDES Permit. 

(2) The mine significantly alters the 
nature or quantity of pollutants dis-
charged. 

(3) The mine discharges into a stream 
into which it has not discharged under 
its currently valid NPDES permit. 

(4) The mine will operate in a permit 
area that has not been mined during 
the term of the currently valid NPDES 
permit. 

(5) Such other factors as the Regional 
Administrator or state Director deems 
relevant. 

§§ 440.145–440.147 [Reserved] 

§ 440.148 Best Management Practices 
(BMP). 

The following best management prac-
tices are specific requirements which 
shall be included in each NPDES per-
mit for all mining operations regulated 
under this subpart to the greatest ex-
tent applicable in each such mining op-
eration. 

(a) Surface water diversion: The flow of 
surface waters into the plant site shall 
be interrupted and these waters di-
verted around and away from incursion 
into the plant site. 

(b) Berm construction: Berms, includ-
ing any pond walls, dikes, low dams 
and similar water retention structures 
shall be constructed in a manner such 
that they are reasonably expected to 
reject the passage of water. 

(c) Pollutant materials storage: Meas-
ures shall be taken to assure that pol-
lutant materials removed from the 
process water and wastewater streams 
will be retained in storge areas and not 
discharged or released to the waters of 
the United States. 

(d) New water control: The amount of 
new water allowed to enter the plant 
site for use in ore processing shall be 
limited to the minimum amount re-
quired as make-up water for processing 
operations. 

(e) Maintenance of water control and 
solids retention devices: All water con-
trol devices such as diversion struc-
tures and berms and all solids reten-
tion structures such as berms, dikes, 
pond structures and dams shall be 
maintained to continue their effective-
ness and to protect from unexpected 
and catastrophic failure. 

PART 442—TRANSPORTATION 
EQUIPMENT CLEANING POINT 
SOURCE CATEGORY 

Sec. 
442.1 General applicability. 
442.2 General definitions. 
442.3 General pretreatment standards. 

Subpart A—Tank Trucks and Intermodal 
Tank Containers Transporting Chem-
ical and Petroleum Cargos 

442.10 Applicability. 
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