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(b) Keep paper or electronic records 
of your production-line testing for 
eight years after you complete all the 
testing required for an engine family in 
a model year. 

(c) Keep a copy of the written reports 
described in § 1042.345. 

(d) Keep the following additional 
records: 

(1) A description of all test equip-
ment for each test cell that you can 
use to test production-line engines. 

(2) The names of supervisors involved 
in each test. 

(3) The name of anyone who author-
izes adjusting, repairing, preparing, or 
modifying a test engine and the names 
of all supervisors who oversee this 
work. 

(4) If you shipped the engine for test-
ing, the date you shipped it, the associ-
ated storage or port facility, and the 
date the engine arrived at the testing 
facility. 

(5) Any records related to your pro-
duction-line tests that are not in the 
written report. 

(6) A brief description of any signifi-
cant events during testing not other-
wise described in the written report or 
in this section. 

(7) Any information specified in 
§ 1042.345 that you do not include in 
your written reports. 

(e) If we ask, you must give us a 
more detailed description of projected 
or actual production figures for an en-
gine family. We may ask you to divide 
your production figures by maximum 
engine power, displacement, fuel type, 
or assembly plant (if you produce en-
gines at more than one plant). 

(f) Keep records of the engine identi-
fication number for each engine you 
produce under each certificate of con-
formity. You may identify these num-
bers as a range. Give us these records 
within 30 days if we ask for them. 

(g) We may ask you to keep or send 
other information necessary to imple-
ment this subpart. 

[73 FR 37243, June 30, 2008, as amended at 75 
FR 23004, Apr. 30, 2010] 

Subpart E—In-use Testing 
§ 1042.401 General Provisions. 

We may perform in-use testing of any 
engine subject to the standards of this 
part. 

Subpart F—Test Procedures 
§ 1042.501 How do I run a valid emis-

sion test? 
(a) Use the equipment and procedures 

for compression-ignition engines in 40 
CFR part 1065 to determine whether en-
gines meet the duty-cycle emission 
standards in §§ 1042.101 or 1042.104. 
Measure the emissions of all regulated 
pollutants as specified in 40 CFR part 
1065. Use the applicable duty cycles 
specified in § 1042.505. 

(b) Section 1042.515 describes the sup-
plemental test procedures for evalu-
ating whether engines meet the not-to- 
exceed emission standards in 
§ 1042.101(c). 

(c) Use the fuels and lubricants speci-
fied in 40 CFR part 1065, subpart H, for 
all the testing we require in this part, 
except as specified in this section and 
§ 1042.515. 

(1) For service accumulation, use the 
test fuel or any commercially available 
fuel that is representative of the fuel 
that in-use engines will use. 

(2) For diesel-fueled engines, use the 
appropriate diesel fuel specified in 40 
CFR part 1065, subpart H, for emission 
testing. Unless we specify otherwise, 
the appropriate diesel test fuel for Cat-
egory 1 and Category 2 engines is the 
ultra low-sulfur diesel fuel. If we allow 
you to use a test fuel with higher sul-
fur levels, identify the test fuel in your 
application for certification. Unless we 
specify otherwise, the appropriate die-
sel test fuel for Category 3 engines is 
the high-sulfur diesel fuel. For Cat-
egory 2 and Category 3 engines, you 
may ask to use commercially available 
diesel fuel similar but not necessarily 
identical to the applicable fuel speci-
fied in 40 CFR part 1065, subpart H; we 
will approve your request if you show 
us that it does not affect your ability 
to demonstrate compliance with the 
applicable emission standards. 

(3) For Category 1 and Category 2 en-
gines that are expected to use a type of 
fuel (or mixed fuel) other than diesel 
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fuel (such as natural gas, methanol, or 
residual fuel), use a commercially 
available fuel of that type for emission 
testing. If a given engine is designed to 
operate on different fuels, we may (at 
our discretion) require testing on each 
fuel. Propose test fuel specifications 
that take into account the engine de-
sign and the properties of commer-
cially available fuels. Describe these 
test fuel specifications in the applica-
tion for certification. 

(d) You may use special or alternate 
procedures to the extent we allow them 
under 40 CFR 1065.10. 

(e) This subpart is addressed to you 
as a manufacturer, but it applies equal-
ly to anyone who does testing for you, 
and to us when we perform testing to 
determine if your engines meet emis-
sion standards. 

(f) Duty-cycle testing is limited to 
ambient temperatures of 20 to 30 °C. 
Atmospheric pressure must be between 
91.000 and 103.325 kPa, and must be 
within ±5 percent of the value recorded 
at the time of the last engine map. 
Testing may be performed with any 
ambient humidity level. Correct duty- 
cycle NOX emissions for humidity as 
specified in 40 CFR part 1065. 

(g) For Category 3 engines, instead of 
test data collected as specified in 40 
CFR part 1065, you may submit test 
data for NOX, HC, and CO emissions 
that were collected as specified in the 
NOX Technical Code (incorporated by 
reference in § 1042.910). For example, 
this allowance includes the allowance 
to perform the testing using test fuels 
allowed under the NOX Technical Code 
that do not meet the sulfur specifica-
tions of this section. We may require 
you to include a brief engineering anal-
ysis showing how these data dem-
onstrate that your engines would meet 
the applicable emission standards if 
you had used the test procedures speci-
fied in 40 CFR part 1065. 

[73 FR 37243, June 30, 2008, as amended at 74 
FR 56509, Oct. 30, 2009; 75 FR 23005, Apr. 30, 
2010] 

§ 1042.505 Testing engines using dis-
crete-mode or ramped-modal duty 
cycles. 

This section describes how to test en-
gines under steady-state conditions. In 
some cases, we allow you to choose the 

appropriate steady-state duty cycle for 
an engine. In these cases, you must use 
the duty cycle you select in your appli-
cation for certification for all testing 
you perform for that engine family. If 
we test your engines to confirm that 
they meet emission standards, we will 
use the duty cycles you select for your 
own testing. We may also perform 
other testing as allowed by the Clean 
Air Act. 

(a) You may perform steady-state 
testing with either discrete-mode or 
ramped-modal cycles, as follows: 

(1) For discrete-mode testing, sample 
emissions separately for each mode, 
then calculate an average emission 
level for the whole cycle using the 
weighting factors specified for each 
mode. Calculate cycle statistics and 
compare with the established criteria 
as specified in 40 CFR 1065.514 to con-
firm that the test is valid. Operate the 
engine and sampling system as follows: 

(i) Engines with NOX aftertreatment. 
For engines that depend on 
aftertreatment to meet the NOX emis-
sion standard, operate the engine for 5– 
6 minutes, then sample emissions for 1– 
3 minutes in each mode. You may ex-
tend the sampling time to improve 
measurement accuracy of PM emis-
sions, using good engineering judg-
ment. If you have a longer sampling 
time for PM emissions, calculate and 
validate cycle statistics separately for 
the gaseous and PM sampling periods. 

(ii) Engines without NOX 
aftertreatment. For other engines, oper-
ate the engine for at least 5 minutes, 
then sample emissions for at least 1 
minute in each mode. 

(2) For ramped-modal testing, start 
sampling at the beginning of the first 
mode and continue sampling until the 
end of the last mode. Calculate emis-
sions and cycle statistics the same as 
for transient testing as specified in 40 
CFR part 1065, subpart G. 

(b) Measure emissions by testing the 
engine on a dynamometer with one of 
the following duty cycles (as specified) 
to determine whether it meets the 
emission standards in §§ 1042.101 or 
1042.104: 

(1) General cycle. Use the 4-mode duty 
cycle or the corresponding ramped- 
modal cycle described in paragraph (a) 
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