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(g) Payment for scheduled maintenance. 
Owners are responsible for properly 
maintaining their engines. This gen-
erally includes paying for scheduled 
maintenance. However, manufacturers 
must pay for scheduled maintenance 
during the useful life if it meets all the 
following criteria: 

(1) Each affected component was not 
in general use on similar engines be-
fore the applicable dates shown in 
paragraph (5) of the definition of new 
propulsion marine engine in § 1045.801. 

(2) The primary function of each af-
fected component is to reduce emis-
sions. 

(3) The cost of the scheduled mainte-
nance is more than 2 percent of the 
price of the engine. 

(4) Failure to perform the mainte-
nance would not cause clear problems 
that would significantly degrade the 
engine’s performance. 

(h) Owners manual. Explain the own-
er’s responsibility for proper mainte-
nance in the owners manual. 

[73 FR 59194, Oct. 8, 2008, as amended at 75 FR 
23019, Apr. 30, 2010] 

§ 1045.130 What installation instruc-
tions must I give to vessel manufac-
turers? 

(a) If you sell an engine for someone 
else to install in a vessel, give the en-
gine installer instructions for install-
ing it consistent with the requirements 
of this part. Include all information 
necessary to ensure that an engine will 
be installed in its certified configura-
tion. 

(b) Make sure the instructions have 
the following information: 

(1) Include the heading: ‘‘Emission- 
related installation instructions’’. 

(2) State: ‘‘Failing to follow these in-
structions when installing a certified 
engine in a vessel violates federal law 
(40 CFR 1068.105(b)), subject to fines or 
other penalties as described in the 
Clean Air Act.’’ 

(3) Describe the instructions needed 
to properly install the exhaust system 
and any other components. Include in-
structions consistent with the require-
ments of § 1045.205(u) related to in-use 
measurement and the requirements of 
§ 1045.655 related to altitude kits. 

(4) Describe the steps needed to con-
trol evaporative emissions as described 

in § 1045.112. This will generally require 
notification that the installer and/or 
vessel manufacturer must meet the re-
quirements of § 1045.112 and 40 CFR part 
1060. 

(5) Describe any necessary steps for 
installing the diagnostic system de-
scribed in § 1045.110. 

(6) Describe any limits on the range 
of applications needed to ensure that 
the engine operates consistently with 
your application for certification. For 
example, if your engines are certified 
only for personal watercraft, tell vessel 
manufacturers not to install the en-
gines in vessels longer than 4.0 meters. 

(7) Describe any other instructions to 
make sure the installed engine will op-
erate according to design specifications 
in your application for certification. 
For example, this may include speci-
fied limits for catalyst systems, such 
as exhaust backpressure, catalyst loca-
tion, and temperature profiles during 
engine operation. 

(8) State: ‘‘If you install the engine 
in a way that makes the engine’s emis-
sion control information label hard to 
read during normal engine mainte-
nance, you must place a duplicate label 
on the vessel, as described in 40 CFR 
1068.105.’’ 

(c) You do not need installation in-
structions for engines you install in 
your own vessels. 

(d) Provide instructions in writing or 
in an equivalent format. For example, 
you may post instructions on a pub-
licly available Web site for 
downloading or printing. If you do not 
provide the instructions in writing, ex-
plain in your application for certifi-
cation how you will ensure that each 
installer is informed of the installation 
requirements. 

§ 1045.135 How must I label and iden-
tify the engines I produce? 

The provisions of this section apply 
to engine manufacturers. 

(a) Assign each engine a unique iden-
tification number and permanently 
affix, engrave, or stamp it on the en-
gine in a legible way. 

(b) At the time of manufacture, affix 
a permanent and legible label identi-
fying each engine. The label must be— 
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