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Environmental Protection Agency § 58.13 

made on the basis of the 5-year net-
work assessment. The site having the 
highest concentration in the most cur-
rent year must be given first consider-
ation when selecting the site for the 
more frequent sampling schedule. 
Other factors such as major change in 
sources of PM10 emissions or in sam-
pling site characteristics could influ-
ence the location of the expected max-
imum concentration site. Also, the use 
of the most recent 3 years of data 
might, in some cases, be justified in 
order to provide a more representative 
database from which to estimate cur-
rent air quality status and to provide 
stability to the network. This 

multiyear consideration reduces the 
possibility of an anomalous year bias-
ing a site selected for accelerated sam-
pling. If the maximum concentration 
site based on the most current year is 
not selected for the more frequent op-
erating schedule, documentation of the 
justification for selection of an alter-
native site must be submitted to the 
Regional Office for approval during the 
5-year network assessment process. 
Minimum data completeness criteria, 
number of years of data and sampling 
frequency for judging attainment of 
the NAAQS are discussed in appendix K 
of part 50 of this chapter. 

(f) For manual PM10–2.5 samplers: 
(1) Manual PM10–2.5 samplers at NCore 

stations must operate on at least a 1- 
in-3 day schedule at sites without a 
collocated continuously operating fed-
eral equivalent PM10–2.5 method that 
has been designated in accordance with 
part 53 of this chapter. 

(2) Manual PM10–2.5 speciation sam-
plers at NCore stations must operate 
on at least a 1-in-3 day sampling fre-
quency. 

(g) For continuous SO2 analyzers, the 
maximum 5-minute block average con-
centration of the twelve 5-minute 

blocks in each hour must be collected 
except as noted in § 58.12 (a). 

[71 FR 61298, Oct. 17, 2006, as amended at 72 
FR 32210, June 12, 2007; 75 FR 35601, June 22, 
2010] 

§ 58.13 Monitoring network comple-
tion. 

(a) The network of NCore multi-
pollutant sites must be physically es-
tablished no later than January 1, 2011, 
and at that time, operating under all of 
the requirements of this part, includ-
ing the requirements of appendices A, 
C, D, E, and G to this part. NCore sites 
required to conduct Pb monitoring as 
required under 40 CFR part 58 appendix 
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40 CFR Ch. I (7–1–12 Edition) § 58.14 

D paragraph 3(b), or approved alter-
native non-source-oriented Pb moni-
toring sites, shall begin Pb monitoring 
in accordance with all of the require-
ments of this part, including the re-
quirements of appendices A, C, D, E, 
and G to this part no later than De-
cember 27, 2011. 

(b) Not withstanding specific dates 
included in this part, beginning Janu-
ary 1, 2008, when existing networks are 
not in conformance with the minimum 
number of required monitors specified 
in this part, additional required mon-
itors must be identified in the next ap-
plicable annual monitoring network 
plan, with monitoring operation begin-
ning by January 1 of the following 
year. To allow sufficient time to pre-
pare and comment on Annual Moni-
toring Network Plans, only monitoring 
requirements effective 120 days prior to 
the required submission date of the 
plan (i.e., 120 days prior to July 1 of 
each year) shall be included in that 
year’s annual monitoring network 
plan. 

(c) The network of NO2 monitors 
must be physically established no later 
than January 1, 2013, and at that time, 
must be operating under all of the re-
quirements of this part, including the 
requirements of appendices A, C, D, 
and E to this part. 

(d) The network of SO2 monitors 
must be physically established no later 
than January 1, 2013, and at that time, 
must be operating under all of the re-
quirements of this part, including the 
requirements of appendices A, C, D, 
and E to this part. 

(e) The CO monitors required under 
Appendix D, section 4.2 of this part 
must be physically established and op-
erating under all of the requirements 
of this part, including the require-
ments of appendices A, C, D, and E to 
this part, no later than: 

(1) January 1, 2015 for CO monitors in 
CBSAs having 2.5 million persons or 
more; or 

(2) January 1, 2017 for other CO mon-
itors. 

[71 FR 61298, Oct. 17, 2006, as amended at 73 
FR 67059, Nov. 12, 2008; 75 FR 6534, Feb. 9, 
2010; 75 FR 35601, June 22, 2010; 75 FR 81137, 
Dec. 27, 2010; 76 FR 54341, Aug. 31, 2011] 

§ 58.14 System modification. 

(a) The State, or where appropriate 
local, agency shall develop and imple-
ment a plan and schedule to modify the 
ambient air quality monitoring net-
work that complies with the findings of 
the network assessments required 
every 5 years by § 58.10(e). The State or 
local agency shall consult with the 
EPA Regional Administrator during 
the development of the schedule to 
modify the monitoring program, and 
shall make the plan and schedule avail-
able to the public for 30 days prior to 
submission to the EPA Regional Ad-
ministrator. The final plan and sched-
ule with respect to the SLAMS net-
work are subject to the approval of the 
EPA Regional Administrator. Plans 
containing modifications to NCore Sta-
tions or PAMS Stations shall be sub-
mitted to the Administrator. The Re-
gional Administrator shall provide op-
portunity for public comment and shall 
approve or disapprove submitted plans 
and schedules within 120 days. 

(b) Nothing in this section shall pre-
clude the State, or where appropriate 
local, agency from making modifica-
tions to the SLAMS network for rea-
sons other than those resulting from 
the periodic network assessments. 
These modifications must be reviewed 
and approved by the Regional Adminis-
trator. Each monitoring network may 
make or be required to make changes 
between the 5-year assessment periods, 
including for example, site relocations 
or the addition of PAMS networks in 
bumped-up ozone nonattainment areas. 
These modifications must address 
changes invoked by a new census and 
changes due to changing air quality 
levels. The State, or where appropriate 
local, agency shall provide written 
communication describing the network 
changes to the Regional Administrator 
for review and approval as these 
changes are identified. 

(c) State, or where appropriate, local 
agency requests for SLAMS monitor 
station discontinuation, subject to the 
review of the Regional Administrator, 
will be approved if any of the following 
criteria are met and if the require-
ments of appendix D to this part, if 
any, continue to be met. Other re-
quests for discontinuation may also be 
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