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hour blocks consisting of ten 6-minute aver-
age opacity values, unless you are required 
to install a continuous opacity monitoring 
system, consistent with § 60.2710 and § 60.2730. 

§ 60.2695 How are the performance 
test data used? 

You use results of performance tests 
to demonstrate compliance with the 
emission limitations in table 2 of this 
subpart. 

EFFECTIVE DATE NOTE: At 76 FR 15473, Mar. 
21, 2011, § 60.2695 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011, the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2695 How are the performance test data 
used? 

You use results of performance tests to 
demonstrate compliance with the emission 
limitations in table 2 of this subpart or ta-
bles 6 through 9 of this subpart. 

MODEL RULE—INITIAL COMPLIANCE 
REQUIREMENTS 

§ 60.2700 How do I demonstrate initial 
compliance with the emission limi-
tations and establish the operating 
limits? 

You must conduct an initial perform-
ance test, as required under § 60.8, to 
determine compliance with the emis-
sion limitations in table 2 of this sub-
part and to establish operating limits 
using the procedure in § 60.2675 or 
§ 60.2680. The initial performance test 
must be conducted using the test meth-
ods listed in table 2 of this subpart and 
the procedures in § 60.2690. 

EFFECTIVE DATE NOTE: At 76 FR 15473, Mar. 
21, 2011, § 60.2700 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011, the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2700 How do I demonstrate initial com-
pliance with the amended emission limi-
tations and establish the operating lim-
its? 

You must conduct a performance test, as 
required under §§ 60.2690 and 60.2670, to deter-
mine compliance with the emission limita-
tions in table 2 of this subpart and tables 6 
through 9 of this subpart, to establish com-
pliance with any opacity operating limits in 
§ 60.2675, and to establish operating limits 
using the procedures in § 60.2675 or § 60.2680. 
The performance test must be conducted 
using the test methods listed in table 2 of 

this subpart and tables 6 through 9 of this 
subpart and the procedures in § 60.2690. The 
use of the bypass stack during a performance 
test shall invalidate the performance test. 
You must conduct a performance evaluation 
of each continuous monitoring system with-
in 60 days of installation of the monitoring 
system. 

§ 60.2705 By what date must I conduct 
the initial performance test? 

The initial performance test must be 
conducted no later than 180 days after 
your final compliance date. Your final 
compliance date is specified in table 1 
of this subpart. 

EFFECTIVE DATE NOTE: At 76 FR 15473, Mar. 
21, 2011, § 60.2705 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011, the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2705 By what date must I conduct the 
initial performance test? 

(a) The initial performance test must be 
conducted no later than 180 days after your 
final compliance date. Your final compliance 
date is specified in table 1 of this subpart. 

(b) If you commence or recommence com-
busting a solid waste at an existing combus-
tion unit at any commercial or industrial fa-
cility and you conducted a test consistent 
with the provisions of this subpart while 
combusting the given solid waste within the 
6 months preceding the reintroduction of 
that solid waste in the combustion chamber, 
you do not need to retest until 6 months 
from the date you reintroduce that solid 
waste. 

(c) If you commence combusting or recom-
mence combusting a solid waste at an exist-
ing combustion unit at any commercial or 
industrial facility and you have not con-
ducted a performance test consistent with 
the provisions of this subpart while com-
busting the given solid waste within the 6 
months preceding the reintroduction of that 
solid waste in the combustion chamber, you 
must conduct a performance test within 60 
days commencing or recommencing solid 
waste combustion. 

§ 60.2706 By what date must I conduct 
the initial air pollution control de-
vice inspection? 

(a) The initial air pollution control 
device inspection must be conducted 
within 60 days after installation of the 
control device and the associated 
CISWI unit reaches the charge rate at 
which it will operate, but no later than 
180 days after the final compliance date 
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for meeting the amended emission lim-
itations. 

(b) Within 10 operating days fol-
lowing an air pollution control device 
inspection, all necessary repairs must 
be completed unless the owner or oper-
ator obtains written approval from the 
state agency establishing a date where-
by all necessary repairs of the des-
ignated facility must be completed. 

EFFECTIVE DATE NOTE: At 76 FR 15473, Mar. 
21, 2011, § 60.2706 was added, effective May 20, 
2011. At 76 FR 28661, May 18, 2011, the amend-
ment was delayed indefinitely. 

MODEL RULE—CONTINUOUS COMPLIANCE 
REQUIREMENTS 

§ 60.2710 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations and the operating 
limits? 

(a) You must conduct an annual per-
formance test for particulate matter, 
hydrogen chloride, and opacity for each 
CISWI unit as required under § 60.8 to 
determine compliance with the emis-
sion limitations. The annual perform-
ance test must be conducted using the 
test methods listed in table 2 of this 
subpart and the procedures in § 60.2690. 

(b) You must continuously monitor 
the operating parameters specified in 
§ 60.2675 or established under § 60.2680. 
Operation above the established max-
imum or below the established min-
imum operating limits constitutes a 
deviation from the established oper-
ating limits. Three-hour rolling aver-
age values are used to determine com-
pliance (except for baghouse leak de-
tection system alarms) unless a dif-
ferent averaging period is established 
under § 60.2680. Operating limits do not 
apply during performance tests. 

(c) You must only burn the same 
types of waste used to establish oper-
ating limits during the performance 
test. 

EFFECTIVE DATE NOTE: At 76 FR 15473, Mar. 
21, 2011, § 60.2710 was revised, effective May 
20, 2011. At 76 FR 28661, May 18, 2011, the 
amendment was delayed indefinitely. For 
the convenience of the user, the revised text 
is set forth as follows: 

§ 60.2710 How do I demonstrate continuous 
compliance with the amended emission 
limitations and the operating limits? 

(a) Compliance with standards. 

(1) The emission standards and operating 
requirements set forth in this subpart apply 
at all times. 

(2) If you cease combusting solid waste you 
may opt to remain subject to the provisions 
of this subpart. Consistent with the defini-
tion of CISWI unit, you are subject to the re-
quirements of this subpart at least 6 months 
following the last date of solid waste com-
bustion. Solid waste combustion is ceased 
when solid waste is not in the combustion 
chamber (i.e., the solid waste feed to the 
combustor has been cut off for a period of 
time not less than the solid waste residence 
time). 

(3) If you cease combusting solid waste you 
must be in compliance with any newly appli-
cable standards on the effective date of the 
waste-to-fuel switch. The effective date of 
the waste-to-fuel switch is a date selected by 
you, that must be at least 6 months from the 
date that you ceased combusting solid waste, 
consistent with § 60.2710(a)(2). Your source 
must remain in compliance with this subpart 
until the effective date of the waste-to-fuel 
switch. 

(4) If you own or operate an existing com-
mercial or industrial combustion unit that 
combusted a fuel or non-waste material, and 
you commence or recommence combustion 
of solid waste, you are subject to the provi-
sions of this subpart as of the first day you 
introduce or reintroduce solid waste to the 
combustion chamber, and this date con-
stitutes the effective date of the fuel-to- 
waste switch. You must complete all initial 
compliance demonstrations for any Section 
112 standards that are applicable to your fa-
cility before you commence or recommence 
combustion of solid waste. You must provide 
30 days prior notice of the effective date of 
the waste-to-fuel switch. The notification 
must identify: 

(i) The name of the owner or operator of 
the CISWI unit, the location of the source, 
the emissions unit(s) that will cease burning 
solid waste, and the date of the notice; 

(ii) The currently applicable subcategory 
under this subpart, and any 40 CFR part 63 
subpart and subcategory that will be applica-
ble after you cease combusting solid waste; 

(iii) The fuel(s), non-waste material(s) and 
solid waste(s) the CISWI unit is currently 
combusting and has combusted over the past 
6 months, and the fuel(s) or non-waste mate-
rials the unit will commence combusting; 

(iv) The date on which you became subject 
to the currently applicable emission limits; 

(v) The date upon which you will cease 
combusting solid waste, and the date (if dif-
ferent) that you intend for any new require-
ments to become applicable (i.e., the effec-
tive date of the waste-to-fuel switch), con-
sistent with paragraphs (a)(2) and (3) of this 
section. 
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