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requirements no later than the notifi-
cation of performance test. The appli-
cation must contain the information 
specified in paragraphs (e)(3)(i) through 
(e)(3)(iii) of this section: 

(i) Data or information justifying the 
request, such as the technical or eco-
nomic infeasibility, or the imprac-
ticality of using the required approach. 

(ii) A description of the proposed al-
ternative monitoring requirement, in-
cluding the operating parameter to be 
monitored, the monitoring approach 
and technique, the averaging period for 
the limit, and how the limit is to be 
calculated. 

(iii) Data or information docu-
menting that the alternative moni-
toring requirement would provide 
equivalent or better assurance of com-
pliance with the relevant emission 
standard. 

(4) The Administrator will notify you 
of the approval or denial of the applica-
tion within 90 calendar days after re-
ceipt of the original request, or within 
60 calendar days of the receipt of any 
supplementary information, whichever 
is later. The Administrator will not ap-
prove an alternate monitoring applica-
tion unless it would provide equivalent 
or better assurance of compliance with 
the relevant emission standard. Before 
disapproving any alternate monitoring 
application, the Administrator will 
provide the following: 

(i) Notice of the information and 
findings upon which the intended dis-
approval is based. 

(ii) Notice of opportunity for you to 
present additional supporting informa-
tion before final action is taken on the 
application. This notice will specify 
how much additional time is allowed 
for you to provide additional sup-
porting information. 

(5) You are responsible for submit-
ting any supporting information in a 
timely manner to enable the Adminis-
trator to consider the application prior 
to the performance test. Neither sub-
mittal of an application, nor the Ad-
ministrator’s failure to approve or dis-
approve the application relieves you of 
the responsibility to comply with any 
provision of this subpart. 

(6) The Administrator may decide at 
any time, on a case-by-case basis, that 
additional or alternative operating 

limits, or alternative approaches to es-
tablishing operating limits, are nec-
essary to demonstrate compliance with 
the emission standards of this subpart. 

(f) You must submit your monitoring 
plans required in paragraphs (a) and (b) 
of this section at least 60 days before 
your initial performance evaluation of 
your continuous monitoring system(s). 

(g) You must submit your monitoring 
plan for your ash handling system, as 
required in paragraph (d) of this sec-
tion, at least 60 days before your initial 
compliance test date. 

(h) You must update and resubmit 
your monitoring plan if there are any 
changes or potential changes in your 
monitoring procedures or if there is a 
process change, as defined in § 60.4930. 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 60.4885 How and when do I dem-
onstrate continuous compliance 
with the emission limits and stand-
ards? 

To demonstrate continuous compli-
ance with the emission limits and 
standards specified in Table 1 or 2 to 
this subpart, use the procedures speci-
fied in paragraph (a) of this section for 
particulate matter, hydrogen chloride, 
dioxins/furans (total mass basis or 
toxic equivalency basis), mercury, ni-
trogen oxides, sulfur dioxide, cadmium, 
lead, and fugitive emissions from ash 
handling, and follow the procedures 
specified in paragraph (b) of this sec-
tion for carbon monoxide. In lieu of 
using the procedures specified in para-
graph (a) of this section, you also have 
the option to demonstrate continuous 
compliance using the procedures speci-
fied in paragraph (b) of this section for 
particulate matter, hydrogen chloride, 
dioxins/furans (total mass basis or 
toxic equivalency basis), mercury, ni-
trogen oxides, sulfur dioxide, cadmium, 
and lead. You must meet the require-
ments of paragraphs (a) and (b) of this 
section, as applicable, and paragraphs 
(c) through (e) of this section, accord-
ing to the performance testing, moni-
toring, and calibration requirements in 
§ 60.4900(a) and (b). You may also peti-
tion the Administrator for alternative 
monitoring parameters as specified in 
paragraph (f) of this section. 

(a) Demonstrate continuous compli-
ance using a performance test. Except 
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as provided in paragraphs (a)(3) and (e) 
of this section, following the date that 
the initial performance test for each 
pollutant in Table 1 or 2 to this subpart 
except carbon monoxide is completed, 
you must conduct a performance test 
for each such pollutant on an annual 
basis (between 11 and 13 calendar 
months following the previous perform-
ance test). The performance test must 
be conducted using the test methods, 
averaging methods, and minimum sam-
pling volumes or durations specified in 
Table 1 or 2 to this subpart and accord-
ing to the testing, monitoring, and 
calibration requirements specified in 
§ 60.4900(a). 

(1) You may conduct a repeat per-
formance test at any time to establish 
new values for the operating limits to 
apply from that point forward. The Ad-
ministrator may request a repeat per-
formance test at any time. 

(2) You must repeat the performance 
test within 60 days of a process change, 
as defined in § 60.4930. 

(3) Except as specified in paragraphs 
(a)(1) and (2) of this section, you can 
conduct performance tests less often 
for a given pollutant, as specified in 
paragraphs (a)(3)(i) through (iii) of this 
section. 

(i) You can conduct performance 
tests less often if your performance 
tests for the pollutant for at least 2 
consecutive years show that your emis-
sions are at or below 75 percent of the 
emission limit specified in Table 2 or 3 
to this subpart, and there are no 
changes in the operation of the affected 
source or air pollution control equip-
ment that could increase emissions. In 
this case, you do not have to conduct a 
performance test for that pollutant for 
the next 2 years. You must conduct a 
performance test during the third year 
and no more than 37 months after the 
previous performance test. 

(ii) If your SSI unit continues to 
meet the emission limit for the pollut-
ant, you may choose to conduct per-
formance tests for the pollutant every 
third year if your emissions are at or 
below 75 percent of the emission limit, 
and if there are no changes in the oper-
ation of the affected source or air pol-
lution control equipment that could in-
crease emissions, but each such per-
formance test must be conducted no 

more than 37 months after the previous 
performance test. 

(iii) If a performance test shows 
emissions exceeded 75 percent of the 
emission limit for a pollutant, you 
must conduct annual performance tests 
for that pollutant until all perform-
ance tests over 2 consecutive years 
show compliance. 

(b) Demonstrate continuous compli-
ance using a continuous emissions 
monitoring system or continuous auto-
mated sampling system. The option to 
use a continuous emissions monitoring 
system for hydrogen chloride, dioxins/ 
furans, cadmium, or lead takes effect 
on the date a final performance speci-
fication applicable to hydrogen chlo-
ride, dioxins/furans, cadmium, or lead 
is published in the FEDERAL REGISTER. 
The option to use a continuous auto-
mated sampling system for dioxins/ 
furans takes effect on the date a final 
performance specification for such a 
continuous automated sampling sys-
tem is published in the FEDERAL REG-
ISTER. Collect data as specified in 
§ 60.4900(b)(6) and use the following pro-
cedures: 

(1) To demonstrate continuous com-
pliance with the carbon monoxide 
emission limit, you must use the car-
bon monoxide continuous emissions 
monitoring system specified in 
§ 60.4900(b). For determining compli-
ance with the carbon monoxide con-
centration limit using carbon mon-
oxide CEMS, the correction to 7 per-
cent oxygen does not apply during peri-
ods of startup or shutdown. Use the 
measured carbon monoxide concentra-
tion without correcting for oxygen con-
centration in averaging with other car-
bon monoxide concentrations (cor-
rected to 7 percent oxygen) to deter-
mine the 24-hour average value. 

(2) To demonstrate continuous com-
pliance with the emission limits for 
particulate matter, hydrogen chloride, 
dioxins/furans (total mass basis or 
toxic equivalency basis), mercury, ni-
trogen oxides, sulfur dioxide, cadmium, 
and lead, you may substitute the use of 
a continuous monitoring system in lieu 
of conducting the annual performance 
test required in paragraph (a) of this 
section, as follows: 
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(i) You may substitute the use of a 
continuous emissions monitoring sys-
tem for any pollutant specified in para-
graph (b)(2) of this section in lieu of 
conducting the annual performance 
test for that pollutant in paragraph (a) 
of this section. 

(ii) You may substitute the use of a 
continuous automated sampling sys-
tem for mercury or dioxins/furans in 
lieu of conducting the annual mercury 
or dioxin/furan performance test in 
paragraph (a) of this section. 

(3) If you use a continuous emissions 
monitoring system to demonstrate 
compliance with an applicable emis-
sion limit in either paragraph (b)(1) or 
(b)(2) of this section, you must use the 
continuous emissions monitoring sys-
tem and follow the requirements speci-
fied in § 60.4900(b). You must measure 
emissions according to § 60.13 to cal-
culate 1-hour arithmetic averages, cor-
rected to 7 percent oxygen (or carbon 
dioxide). You must demonstrate initial 
compliance using a 24-hour block aver-
age of these 1-hour arithmetic average 
emission concentrations, calculated 
using Equation 19–19 in section 12.4.1 of 
Method 19 of 40 CFR part 60, appendix 
A–7. 

(4) If you use a continuous automated 
sampling system to demonstrate com-
pliance with an applicable emission 
limit in paragraph (b)(2) of this section, 
you must: 

(i) Use the continuous automated 
sampling system specified in § 60.58b(p) 
and (q), and measure and calculate av-
erage emissions corrected to 7 percent 
oxygen (or carbon dioxide) according to 
§ 60.58b(p) and your monitoring plan. 

(A) Use the procedures specified in 
§ 60.58b(p) to calculate 24-hour averages 
to determine compliance with the mer-
cury emission limit in Table 1 or 2 to 
this subpart. 

(B) Use the procedures specified in 
§ 60.58b(p) to calculate 2-week averages 
to determine compliance with the 
dioxin/furan emission limit (total mass 
basis or toxic equivalency basis) in 
Table 1 or 2 to this subpart. 

(ii) Update your monitoring plan as 
specified in § 60.4880(e). For mercury 
continuous automated sampling sys-
tems, you must use Performance Speci-
fication 12B of appendix B of part 75 

and Procedure 5 of appendix F of this 
part. 

(5) Except as provided in paragraph 
(e) of this section, you must complete 
your periodic performance evaluations 
required under your monitoring plan 
for any continuous emissions moni-
toring system and continuous auto-
mated sampling systems, according to 
the schedule specified in your moni-
toring plan. If you were previously de-
termining compliance by conducting 
an annual performance test (or accord-
ing to the less frequent testing for a 
pollutant as provided in paragraph 
(a)(3) of this section), you must com-
plete the initial performance evalua-
tion required in your monitoring plan 
in § 60.4880 for the continuous moni-
toring system prior to using the con-
tinuous emissions monitoring system 
to demonstrate compliance or contin-
uous automated sampling system. Your 
performance evaluation must be con-
ducted using the procedures and ac-
ceptance criteria specified in 
§ 60.4880(a)(3). 

(c) To demonstrate compliance with 
the dioxins/furans toxic equivalency 
emission limit in paragraph (a) or (b) 
of this section, you must determine 
dioxins/furans toxic equivalency as fol-
lows: 

(1) Measure the concentration of each 
dioxin/furan tetra- through octa- 
chlorinated isomer emitted using EPA 
Method 23. 

(2) For each dioxin/furan (tetra- 
through octa-chlorinated) isomer 
measured in accordance with para-
graph (c)(1) of this section, multiply 
the isomer concentration by its cor-
responding toxic equivalency factor 
specified in Table 4 to this subpart. 

(3) Sum the products calculated in 
accordance with paragraph (c)(2) of this 
section to obtain the total concentra-
tion of dioxins/furans emitted in terms 
of toxic equivalency. 

(d) You must submit the annual com-
pliance report specified in § 60.4915(d). 
You must submit the deviation report 
specified in § 60.4915(e) for each in-
stance that you did not meet each 
emission limit in Table 1 or 2 to this 
subpart. 

(e) If you demonstrate continuous 
compliance using a performance test, 
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as specified in paragraph (a) of this sec-
tion, then the provisions of this para-
graph (e) apply. If a force majeure is 
about to occur, occurs, or has occurred 
for which you intend to assert a claim 
of force majeure, you must notify the 
Administrator in writing as specified 
in § 60.4915(g). You must conduct the 
performance test as soon as practicable 
after the force majeure occurs. The Ad-
ministrator will determine whether or 
not to grant the extension to the per-
formance test deadline, and will notify 
you in writing of approval or dis-
approval of the request for an exten-
sion as soon as practicable. Until an 
extension of the performance test dead-
line has been approved by the Adminis-
trator, you remain strictly subject to 
the requirements of this subpart. 

(f) After any initial requests in 
§ 60.4880 for alternative monitoring re-
quirements for initial compliance, you 
may subsequently petition the Admin-
istrator for alternative monitoring pa-
rameters as specified in §§ 60.13(i) and 
60.4880(e). 

§ 60.4890 How do I demonstrate con-
tinuous compliance with my oper-
ating limits? 

You must continuously monitor your 
operating parameters as specified in 
paragraph (a) of this section and meet 
the requirements of paragraphs (b) and 
(c) of this section, according to the 
monitoring and calibration require-
ments in § 60.4905. You must confirm 
and re-establish your operating limits 
as specified in paragraph (d) of this sec-
tion. 

(a) You must continuously monitor 
the operating parameters specified in 
paragraphs (a)(1) and (a)(2) of this sec-
tion using the continuous monitoring 
equipment and according to the proce-
dures specified in § 60.4905 or estab-
lished in § 60.4855. To determine compli-
ance, you must use the data averaging 
period specified in Table 3 to this sub-
part (except for alarm time of the 
baghouse leak detection system) unless 
a different averaging period is estab-
lished under § 60.4855. 

(1) You must demonstrate that the 
SSI unit meets the operating limits es-
tablished according to §§ 60.4855 and 
60.4870 and paragraph (d) of this section 

for each applicable operating param-
eter. 

(2) You must demonstrate that the 
SSI unit meets the operating limit for 
bag leak detection systems as follows: 

(i) For a bag leak detection system, 
you must calculate the alarm time as 
follows: 

(A) If inspection of the fabric filter 
demonstrates that no corrective action 
is required, no alarm time is counted. 

(B) If corrective action is required, 
each alarm time shall be counted as a 
minimum of 1 hour. 

(C) If you take longer than 1 hour to 
initiate corrective action, each alarm 
time (i.e., time that the alarm sounds) 
is counted as the actual amount of 
time taken by you to initiate correc-
tive action. 

(ii) Your maximum alarm time is 
equal to 5 percent of the operating 
time during a 6-month period, as speci-
fied in § 60.4850(c). 

(b) Operation above the established 
maximum, below the established min-
imum, or outside the allowable range 
of the operating limits specified in 
paragraph (a) of this section con-
stitutes a deviation from your oper-
ating limits established under this sub-
part, except during performance tests 
conducted to determine compliance 
with the emission and operating limits 
or to establish new operating limits. 
You must submit the deviation report 
specified in § 60.4915(e) for each in-
stance that you did not meet one of 
your operating limits established under 
this subpart. 

(c) You must submit the annual com-
pliance report specified in § 60.4915(d) to 
demonstrate continuous compliance. 

(d) You must confirm your operating 
limits according to paragraph (d)(1) of 
this section or re-establish operating 
limits according to paragraph (d)(2) of 
this section. Your operating limits 
must be established so as to assure on-
going compliance with the emission 
limits. These requirements also apply 
to your operating requirements in your 
fugitive emissions monitoring plan 
specified in § 60.4850(d). 

(1) Your operating limits must be 
based on operating data recorded dur-
ing any performance test required in 
§ 60.4885(a) or any performance evalua-
tion required in § 60.4885(b)(5). 
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