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(i) Install, calibrate, maintain, and 
operate a continuous automated sam-
pling system according to the site-spe-
cific monitoring plan developed in 
§ 60.58b(p)(1) through (p)(6), (p)(9), 
(p)(10), and (q). 

(ii) Collect data according to 
§ 60.58b(p)(5) and paragraph (b)(6) of this 
section. 

(c) Air pollution control device inspec-
tions. You must conduct air pollution 
control device inspections that include, 
at a minimum, the following: 

(1) Inspect air pollution control de-
vice(s) for proper operation. 

(2) Generally observe that the equip-
ment is maintained in good operating 
condition. 

(3) Develop a site-specific monitoring 
plan according to the requirements in 
§ 60.4880. This requirement also applies 
to you if you petition the EPA Admin-
istrator for alternative monitoring pa-
rameters under § 60.13(i). 

(d) Bypass stack. Use of the bypass 
stack at any time that sewage sludge is 
being charged to the SSI unit is an 
emissions standards deviation for all 
pollutants listed in Table 1 or 2 to this 
subpart. The use of the bypass stack 
during a performance test invalidates 
the performance test. 

§ 60.4905 What are the monitoring and 
calibration requirements for com-
pliance with my operating limits? 

(a) You must install, operate, cali-
brate, and maintain the continuous pa-
rameter monitoring systems according 
to the requirements in paragraphs 
(a)(1) and (2) of this section. 

(1) Meet the following general re-
quirements for flow, pressure, pH, and 
operating temperature measurement 
devices: 

(i) You must collect data using the 
continuous monitoring system at all 
times the affected SSI unit is oper-
ating and at the intervals specified in 
paragraph (a)(1)(ii) of this section, ex-
cept for periods of monitoring system 
malfunctions that occur during periods 
specified in § 60.4880(a)(7)(i), repairs as-
sociated with monitoring system mal-
functions, and required monitoring sys-
tem quality assurance or quality con-
trol activities (including, as applicable, 
calibration checks and required zero 
and span adjustments). Any such peri-

ods that you do not collect data using 
the continuous monitoring system con-
stitute a deviation from the moni-
toring requirements and must be re-
ported in a deviation report. 

(ii) You must collect continuous pa-
rameter monitoring system data in ac-
cordance with § 60.13(e)(2). 

(iii) Any data collected during moni-
toring system malfunctions, repairs as-
sociated with monitoring system mal-
functions, or required monitoring sys-
tem quality assurance or control ac-
tivities conducted during monitoring 
system malfunctions must not be in-
cluded in calculations used to report 
emissions or operating levels. Any such 
periods must be reported in your an-
nual deviation report. 

(iv) Any data collected during periods 
when the monitoring system is out of 
control as specified in § 60.4880(a)(7)(i), 
repairs associated with periods when 
the monitoring system is out of con-
trol, or required monitoring system 
quality assurance or control activities 
conducted during out-of-control peri-
ods must not be included in calcula-
tions used to report emissions or oper-
ating levels. Any such periods that do 
not coincide with a monitoring system 
malfunction, as defined in § 60.4930, con-
stitute a deviation from the moni-
toring requirements and must be re-
ported in a deviation report. 

(v) You must use all the data col-
lected during all periods except those 
periods specified in paragraphs 
(a)(1)(iii) and (a)(1)(iv) of this section in 
assessing the operation of the control 
device and associated control system. 

(vi) Record the results of each inspec-
tion, calibration, and validation check. 

(2) Operate and maintain your con-
tinuous monitoring system according 
to your monitoring plan required under 
§ 60.4880. Additionally: 

(i) For carrier gas flow rate monitors 
(for activated carbon injection), during 
the performance test conducted pursu-
ant to § 60.4885, you must demonstrate 
that the system is maintained within 
±5 percent accuracy, according to the 
procedures in appendix A to part 75 of 
this chapter. 

(ii) For carrier gas pressure drop 
monitors (for activated carbon injec-
tion), during the performance test con-
ducted pursuant to § 60.4885, you must 
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demonstrate that the system is main-
tained within ±5 percent accuracy. 

(b) You must operate and maintain 
your bag leak detection system in con-
tinuous operation according to your 
monitoring plan required under 
§ 60.4880. Additionally: 

(1) For positive pressure fabric filter 
systems that do not duct all compart-
ments of cells to a common stack, a 
bag leak detection system must be in-
stalled in each baghouse compartment 
or cell. 

(2) Where multiple bag leak detectors 
are required, the system’s instrumen-
tation and alarm may be shared among 
detectors. 

(3) You must initiate procedures to 
determine the cause of every alarm 
within 8 hours of the alarm, and you 
must alleviate the cause of the alarm 
within 24 hours of the alarm by taking 
whatever corrective action(s) are nec-
essary. Corrective actions may include, 
but are not limited to the following: 

(i) Inspecting the fabric filter for air 
leaks, torn or broken bags or filter 
media, or any other condition that 
may cause an increase in particulate 
matter emissions. 

(ii) Sealing off defective bags or filter 
media. 

(iii) Replacing defective bags or filter 
media or otherwise repairing the con-
trol device. 

(iv) Sealing off a defective fabric fil-
ter compartment. 

(v) Cleaning the bag leak detection 
system probe or otherwise repairing 
the bag leak detection system. 

(vi) Shutting down the process pro-
ducing the particulate matter emis-
sions. 

(c) You must operate and maintain 
the continuous parameter monitoring 
systems specified in paragraphs (a) and 
(b) of this section in continuous oper-
ation according to your monitoring 
plan required under § 60.4880. 

(d) If your SSI unit has a bypass 
stack, you must install, calibrate (to 
manufacturers’ specifications), main-
tain, and operate a device or method 
for measuring the use of the bypass 
stack including date, time, and dura-
tion. 

RECORDKEEPING AND REPORTING 

§ 60.4910 What records must I keep? 

You must maintain the items (as ap-
plicable) specified in paragraphs (a) 
through (n) of this section for a period 
of at least 5 years. All records must be 
available on site in either paper copy 
or computer-readable format that can 
be printed upon request, unless an al-
ternative format is approved by the 
Administrator. 

(a) Date. Calendar date of each 
record. 

(b) Siting. All documentation pro-
duced as a result of the siting require-
ments of §§ 60.4800 and 60.4805. 

(c) Operator Training. Documentation 
of the operator training procedures and 
records specified in paragraphs (c)(1) 
through (c)(4) of this section. You must 
make available and readily accessible 
at the facility at all times for all SSI 
unit operators the documentation spec-
ified in paragraph (c)(1) of this section. 

(1) Documentation of the following 
operator training procedures and infor-
mation: 

(i) Summary of the applicable stand-
ards under this subpart. 

(ii) Procedures for receiving, han-
dling, and feeding sewage sludge. 

(iii) Incinerator startup, shutdown, 
and malfunction preventative and cor-
rective procedures. 

(iv) Procedures for maintaining prop-
er combustion air supply levels. 

(v) Procedures for operating the in-
cinerator and associated air pollution 
control systems within the standards 
established under this subpart. 

(vi) Monitoring procedures for dem-
onstrating compliance with the incin-
erator operating limits. 

(vii) Reporting and recordkeeping 
procedures. 

(viii) Procedures for handling ash. 
(ix) A list of the materials burned 

during the performance test, if in addi-
tion to sewage sludge. 

(x) For each qualified operator and 
other plant personnel who may operate 
the unit according to the provisions of 
§ 60.4835(a), the phone and/or pager 
number at which they can be reached 
during operating hours. 
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