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(3) When requesting a determination 
on whether a natural barrier ade-
quately deters public access, supply in-
formation enabling the Administrator 
to determine whether a fence or a nat-
ural barrier adequately deters access 
by the general public. 

(c) The owner or operator may use an 
alternative control method that has re-
ceived prior approval of the Adminis-
trator rather than comply with the re-
quirements of paragraph (a) or (b) of 
this section. 

(d) Notify the Administrator in writ-
ing at least 45 days prior to excavating 
or otherwise disturbing any asbestos- 
containing waste material that has 
been deposited at a waste disposal site 
under this section, and follow the pro-
cedures specified in the notification. If 
the excavation will begin on a date 
other than the one contained in the 
original notice, notice of the new start 
date must be provided to the Adminis-
trator at least 10 working days before 
excavation begins and in no event shall 
excavation begin earlier than the date 
specified in the original notification. 
Include the following information in 
the notice: 

(1) Scheduled starting and comple-
tion dates. 

(2) Reason for disturbing the waste. 
(3) Procedures to be used to control 

emissions during the excavation, stor-
age, transport, and ultimate disposal of 
the excavated asbestos-containing 
waste material. If deemed necessary, 
the Administrator may require changes 
in the emission control procedures to 
be used. 

(4) Location of any temporary stor-
age site and the final disposal site. 

(e) Within 60 days of a site becoming 
inactive and after the effective date of 
this subpart, record, in accordance 
with State law, a notation on the deed 
to the facility property and on any 
other instrument that would normally 
be examined during a title search; this 
notation will in perpetuity notify any 
potential purchaser of the property 
that: 

(1) The land has been used for the dis-
posal of asbestos-containing waste ma-
terial; 

(2) The survey plot and record of the 
location and quantity of asbestos-con-
taining waste disposed of within the 

disposal site required in § 61.154(f) have 
been filed with the Administrator; and 

(3) The site is subject to 40 CFR part 
61, subpart M. 

[49 FR 13661, Apr. 5, 1984, as amended at 53 
FR 36972, Sept. 23, 1988. Redesignated and 
amended at 55 FR 48429, Nov. 20, 1990] 

§ 61.152 Air-cleaning. 

(a) The owner or operator who uses 
air cleaning, as specified in §§ 61.142(a), 
61.144(b)(2), 61.145(c)(3)(i)(B)(1), 
61.145(c)(4)(ii), 61.145(c)(11)(i), 
61.146(b)(2), 61.147(b)(2), 61.149(b), 
61.149(c)(1)(ii), 61.150(a)(1)(ii), 
61.150(a)(2)(ii), and 61.155(e) shall: 

(1) Use fabric filter collection de-
vices, except as noted in paragraph (b) 
of this section, doing all of the fol-
lowing: 

(i) Ensuring that the airflow perme-
ability, as determined by ASTM Meth-
od D737–75, does not exceed 9 m3/min/m2 
(30 ft3/min/ft2) for woven fabrics or 113/ 
min/m2(35 ft3/min/ft2) for felted fabrics, 
except that 12 m3/min/m2 (40 ft3min/ft2) 
for woven and 14 m3/min/m2 (45 ft 3min/ 
ft2) for felted fabrics is allowed for fil-
tering air from asbestos ore dryers; and 

(ii) Ensuring that felted fabric weighs 
at least 475 grams per square meter (14 
ounces per square yard) and is at least 
1.6 millimeters (one-sixteenth inch) 
thick throughout; and 

(iii) Avoiding the use of synthetic 
fabrics that contain fill yarn other 
than that which is spun. 

(2) Properly install, use, operate, and 
maintain all air-cleaning equipment 
authorized by this section. Bypass de-
vices may be used only during upset or 
emergency conditions and then only 
for so long as it takes to shut down the 
operation generating the particulate 
asbestos material. 

(3) For fabric filter collection devices 
installed after January 10, 1989, provide 
for easy inspection for faulty bags. 

(b) There are the following excep-
tions to paragraph (a)(1): 

(1) After January 10, 1989, if the use 
of fabric creates a fire or explosion haz-
ard, or the Administrator determines 
that a fabric filter is not feasible, the 
Administrator may authorize as a sub-
stitute the use of wet collectors de-
signed to operate with a unit con-
tacting energy of at least 9.95 
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kilopascals (40 inches water gage pres-
sure). 

(2) Use a HEPA filter that is certified 
to be at least 99.97 percent efficient for 
0.3 micron particles. 

(3) The Administrator may authorize 
the use of filtering equipment other 
than described in paragraphs (a)(1) and 
(b)(1) and (2) of this section if the 
owner or operator demonstrates to the 
Administrator’s satisfaction that it is 
equivalent to the described equipment 
in filtering particulate asbestos mate-
rial. 

[49 FR 13661, Apr. 5, 1984; 49 FR 25453, June 21, 
1984, as amended at 51 FR 8199, Mar. 10, 1986. 
Redesignated and amended at 55 FR 48430, 
Nov. 20, 1990] 

§ 61.153 Reporting. 

(a) Any new source to which this sub-
part applies (with the exception of 
sources subject to §§ 61.143, 61.145, 
61.146, and 61.148), which has an initial 
startup date preceding the effective 
date of this revision, shall provide the 
following information to the Adminis-
trator postmarked or delivered within 
90 days of the effective date. In the 
case of a new source that does not have 
an initial startup date preceding the ef-
fective date, the information shall be 
provided, postmarked or delivered, 
within 90 days of the initial startup 
date. Any owner or operator of an ex-
isting source shall provide the fol-
lowing information to the Adminis-
trator within 90 days of the effective 
date of this subpart unless the owner or 
operator of the existing source has pre-
viously provided this information to 
the Administrator. Any changes in the 
information provided by any existing 
source shall be provided to the Admin-
istrator, postmarked or delivered, 
within 30 days after the change. 

(1) A description of the emission con-
trol equipment used for each process; 
and 

(i) If the fabric device uses a woven 
fabric, the airflow permeability in m3/ 
min/m2 and; if the fabric is synthetic, 
whether the fill yarn is spun or not 
spun; and 

(ii) If the fabric filter device uses a 
felted fabric, the density in g/m2, the 
minimum thickness in inches, and the 
airflow permeability in m3/min/m2. 

(2) If a fabric filter device is used to 
control emissions, 

(i) The airflow permeability in m3/ 
min/m2 (ft3/min/ft2) if the fabric filter 
device uses a woven fabric, and, if the 
fabric is synthetic, whether the fill 
yarn is spun or not spun; and 

(ii) If the fabric filter device uses a 
felted fabric, the density in g/m2 (oz/ 
yd2), the minimum thickness in milli-
meters (inches), and the airflow perme-
ability in m3/min/m2 (ft3/min/ft2). 

(3) If a HEPA filter is used to control 
emissions, the certified efficiency. 

(4) For sources subject to §§ 61.149 and 
61.150: 

(i) A brief description of each process 
that generates asbestos-containing 
waste material; and 

(ii) The average volume of asbestos- 
containing waste material disposed of, 
measured in m3/day (yd3/day); and 

(iii) The emission control methods 
used in all stages of waste disposal; and 

(iv) The type of disposal site or incin-
eration site used for ultimate disposal, 
the name of the site operator, and the 
name and location of the disposal site. 

(5) For sources subject to §§ 61.151 and 
61.154: 

(i) A brief description of the site; and 
(ii) The method or methods used to 

comply with the standard, or alter-
native procedures to be used. 

(b) The information required by para-
graph (a) of this section must accom-
pany the information required by 
§ 61.10. Active waste disposal sites sub-
ject to § 61.154 shall also comply with 
this provision. Roadways, demolition 
and renovation, spraying, and insu-
lating materials are exempted from the 
requirements of § 61.10(a). The informa-
tion described in this section must be 
reported using the format of appendix 
A of this part as a guide. 

(Sec. 114. Clean Air Act as amended (42 
U.S.C. 7414)) 

[49 FR 13661, Apr. 5, 1984. Redesignated and 
amended at 55 FR 48430, Nov. 20, 1990; 56 FR 
1669, Jan. 16, 1991] 

§ 61.154 Standard for active waste dis-
posal sites. 

Each owner or operator of an active 
waste disposal site that receives asbes-
tos-containing waste material from a 
source covered under § 61.149, 61.150, or 
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