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46 CFR Ch. I (10–1–12 Edition) § 32.56–10 

§ 32.56–10 Navigation positions—T/ 
ALL. 

(a) No navigation position may be 
above the cargo area unless it is ap-
proved by the Commandant as nec-
essary for the safe operation of the ves-
sel. 

(b) Each navigation position that is 
above the cargo area must be separated 
from the deck by an unenclosed space 
that extends at least 2 meters (6.6 feet) 
from the deck to the navigation posi-
tion. 

(c) Openings to navigation positions 
above cargo areas, except air locks, 
must be at least 2.4 meters (7.9 feet) 
above the deck. 

§ 32.56–15 Deck spills—T/ALL. 

A coaming or other barrier at least .3 
meters (1 foot) higher than adjacent 
spill containment barrier must be pro-
vided to prevent cargo spills from flow-
ing aft of the housefront. 

§ 32.56–20 Insulation of exterior 
boundaries: Superstructures and 
deckhouses—T/ALL. 

The following exterior boundaries of 
superstructures and deckhouses that 
contain accommodation, service, and 
control spaces, except wheelhouses, 
must be insulated to ‘‘A-60’’ Class: 

(a) The exterior boundaries that face 
the cargo area. 

(b) The portion of the exterior bulk-
heads and decks within 3 meters (10 
feet) of these boundaries. 

§ 32.56–21 Openings in exterior bound-
aries: Accommodation, service, and 
control spaces—T/ALL. 

The following exterior boundaries of 
accommodation, service, and control 
spaces, except wheelhouses, must have 
no openings, and portlights must be of 
a fixed type with easily operable steel 
covers on the inside: 

(a) The exterior boundaries that face 
the cargo area. 

(b) The portion of the exterior bound-
aries within 3 meters (10 feet) or the 
length of the vessel divided by 25, 
whichever is greater, except that the 
distance need not exceed 5 meters (16.4 
feet), of these boundaries. 

§ 32.56–22 Openings in and insulation 
of boundaries: Other spaces—T/ 
ALL. 

If openings are fitted into the fol-
lowing exterior boundaries of any space 
other than an accommodation, service, 
or control space, the interior of the 
space must be insulated to ‘‘A-60’’ 
Class and the space must not provide 
access to any accommodation, service, 
or control space: 

(a) The exterior boundaries that face 
the cargo area. 

(b) The portion of the exterior bound-
aries within 3 meters (10 feet) or the 
length of the vessel divided by 25, 
whichever is greater, except that the 
distance need not exceed 5 meters (16.4 
feet), of these boundaries. 

§ 32.56–25 Category A machinery 
spaces: Windows and port lights—T/ 
ALL. 

(a) Except as provided in paragraph 
(b) of this section and subpart 111.105, 
of this chapter, boundaries of category 
A machinery spaces and boundaries of 
cargo pumprooms must not be pierced 
for windows or portlights. 

(b) Skylights that can be closed from 
outside the spaces they serve may be 
fitted in boundaries of category A ma-
chinery spaces. 

[CGD 74–127, 41 FR 3844, Jan. 26, 1976, as 
amended by CGD 74–125A, 47 FR 15230, Apr. 8, 
1982] 

§ 32.56–30 Category A machinery 
spaces: Bulkheads and decks—T/ 
ALL. 

(a) Bulkheads and decks that sepa-
rate category A machinery spaces from 
cargo pumprooms must be ‘‘A’’ Class 
construction. 

(b) Bulkheads and decks that sepa-
rate category A machinery spaces or 
cargo pumprooms, including the pump-
room entrance, from accommodation, 
service, or control spaces must be ‘‘A- 
60’’ Class construction. 

§ 32.56–35 Doors—T/ALL. 
(a) Casing doors in category A ma-

chinery spaces and all elevator doors 
must be self-closing and must meet the 
requirements of 46 CFR 72.05–25(b). 

(b) If a means of holding a door open 
is used, it must be a magnetic holdback 
or equivalent device that is operated 
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