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Coast Guard, DHS § 113.30–25 

(2) If the operating position of the 
emergency radio installation is not in 
the compartment normally used for op-
erating the main radio installation, 
there must be means of communication 
between the emergency radio room, the 
navigating bridge, or, if the vessel is a 
mobile offshore drilling unit, the con-
trol room, and any other place from 
which the vessel may be navigated 
under normal conditions; other than a 
place that is only for emergency func-
tions, a place that is only for docking 
or maneuvering, or a place that is for 
navigating the vessel in close quarters. 

(3) Each vessel equipped with radio 
direction-finding apparatus that is not 
in or next to the navigating bridge 
must have a means of communication 
between the navigating bridge and the 
direction-finding apparatus. 

(4) The communication system re-
quired by this paragraph must be inde-
pendent of all other systems on the 
vessel. The location of the termination 
of these systems is subject to approval 
by the Federal Communication Com-
mission. 

(f) Fire or smoke detecting systems. 
Each vessel equipped with a fire or 
smoke detecting system, if control 
units are not in the navigating bridge, 
must have means of communication 
between the navigating bridge and the 
stations where the control units are lo-
cated. 

(g) Lookout. Each vessel must have a 
means of communication between the 
navigating bridge and the bow or for-
ward lookout station unless direct 
voice communication is possible. 

(h) Engineroom local control station. 
Each self-propelled vessel equipped 
with control from the navigating 
bridge must have a means of commu-
nication between the local station for 
the control of the speed or direction of 
thrust of the propulsion machinery and 
the engine control room, unless an en-
gine order telegraph is installed in ac-
cordance with § 113.35–3. Each commu-
nication station at a local control sta-
tion must— 

(1) Be on a circuit separate from any 
other station required by this section; 
and 

(2) Provide the capability of reliable 
voice communication when the vessel 
is underway. 

(i) Mobile offshore drilling units. Each 
non-self-propelled mobile offshore 
drilling unit must have a means of 
communication among the control 
room, drill floor, machinery space, and 
silicon controlled rectifier (SCR) room 
(if installed). Each column-stabilized 
mobile offshore drilling unit must have 
a means of communication between the 
ballast control room and the spaces 
that contain the ballast pumps and 
valves. 

[CGD 74–125A, 47 FR 15272, Apr. 8, 1982, as 
amended by CGD 94–108, 61 FR 28289, June 4, 
1996; 62 FR 23910, May 1, 1997; USCG–2004– 
18884, 69 FR 58348, Sept. 30, 2004] 

§ 113.30–20 General requirements. 
(a) The communications stations list-

ed in § 113.30–5(a) through (d), (f), (g), 
and (i) and other communications sta-
tions for the operation of the vessel, 
such as the captain’s and chief engi-
neer’s offices and staterooms, emer-
gency power room, carbon dioxide (or 
other extinguishing agent) control 
room, and firepump room, must not be 
on the same circuit as communications 
stations installed to meet the require-
ments of §§ 113.30–5(e) and 113.30–5(h). 

(b) If a communications station is in 
the weather and on the same circuit as 
other required stations, there must be 
a cut-out switch on the navigating 
bridge that can isolate this station 
from the rest of the stations, unless 
the system possesses other effective 
means of station isolation during a 
fault condition. 

(c) No jack-box or headset may be on 
a communication system that includes 
any station required by this subpart, 
except for a station installed to meet 
46 CFR 113.30–5(h) or 46 CFR 113.30–25(f). 

[CGD 94–108, 61 FR 28289, June 4, 1996, as 
amended by USCG–2003–16630, 73 FR 65201, 
Oct. 31, 2008] 

§ 113.30–25 Detailed requirements. 
(a) Multiple stations must be able to 

communicate at the same time. 
(b) The loss of one component of the 

system must not disable the rest of the 
system. 

(c) The system must be able to oper-
ate under full load for the same period 
of operation as required for the emer-
gency generator. See 46 CFR 112.05–5, 
Table 112.05–5(a). 
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