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determined by the Commandant, the 
employees of the laboratory per-
forming production oversight receive 
training and support equal to that of 
the laboratory that performed the ap-
proval testing. 

[CGD 93–055, 61 FR 13930, Mar. 28, 1996] 

Subpart 160.053—Work Vests, 
Unicellular Plastic Foam 

SOURCE: CGFR 59–22, 24 FR 4961, June 18, 
1959, unless otherwise noted. 

§ 160.053–1 Applicable specifications. 

(a) Specification. The following speci-
fication of the issue in effect on the 
date unicellular plastic foam work 
vests are manufactured, form a part of 
this subpart: 

(1) Military specification: MIL-L- 
17653A—Life Preserver, Vest, Work 
Type, Unicellular Plastic. 

(2) [Reserved] 
(b) Copies on file. Copies of the speci-

fication referred to in this section, as 
well as the various specifications form-
ing a part thereof, shall be kept on file 
by the manufacturer, together with the 
certificate of approval. They shall be 
kept for a period consisting of the du-
ration of approval and 6 months after 
termination of approval. Federal speci-
fications may be purchased from the 
Business Service Center, General Serv-
ices Administration, Washington, DC 
20407. Military specifications may be 
obtained from the Commanding Offi-
cer, Naval Supply Depot, 5801 Tabor 
Avenue, Philadelphia, Pa. 19120. 

[CGFR 59–22, 24 FR 4961, June 18, 1959, as 
amended by CGFR 65–16, 30 FR 10899 Aug. 21, 
1965; CGD 72–163, 38 FR 8120, Mar. 28, 1973; 
CGD 78–012, 43 FR 27154, June 22, 1978; CGD 
95–028, 62 FR 51215, Sept. 30, 1997] 

§ 160.053–2 Type. 

(a) Unicellular plastic foam work 
vests specified by this subpart shall be 
of the type described in Military Speci-
fication MIL-L-17653A, but alternate 
designs equivalent in materials, con-
struction, performance, and workman-
ship will be given consideration. 

(b) [Reserved] 

§ 160.053–3 Materials, construction and 
workmanship. 

(a) General. Except as otherwise spe-
cifically provided by this subpart and 
subparts 164.019 and 164.023 of this chap-
ter, the materials, construction, and 
workmanship of unicellular plastic 
foam work vests specified by this sub-
part shall conform to the requirements 
of Military Specification MIL-L-17653A. 

(b) Color of envelope. Indian Orange, 
Cable No. 70072, Standard Color Card of 
America, will be acceptable in lieu of 
the Scarlet-Munsell 7.5 red 6⁄10 color 
specified for envelopes or covers by 
paragraph 3.1.1.1 of Specification MIL- 
L-17653A. 

(c) Color of webbing and thread. The 
color of the webbing and thread need 
not match the color of the envelope as 
specified by paragraphs 3.1.3 and 3.2.8 of 
Specification MIL-L-17653A. 

(d) Materials; acceptance and quality. 
All components used in the construc-
tion of work vests must meet the appli-
cable requirements of subpart 164.019 of 
this chapter. 

[CGFR 59–22, 24 FR 4961, June 18, 1959, as 
amended by CGD 84–068, 58 FR 29493, May 20, 
1993] 

§ 160.053–4 Inspections and tests. 
(a) General. Work vests are not in-

spected at regularly scheduled factory 
inspections; however, the Commander 
of the Coast Guard District may detail 
a marine inspector at any time to visit 
any place where work vests are manu-
factured to observe production meth-
ods and to conduct any inspections or 
tests which may be deemed advisable. 
The marine inspector shall be admitted 
to any place in the factory where work 
is done on work vests or component 
materials, and samples of materials en-
tering into construction may be taken 
by the marine inspector and tests made 
for compliance with the applicable re-
quirements. 

(b) Manufacturer’s inspections and 
tests. Manufacturers of approved work 
vests shall maintain quality control of 
the materials used, manufacturing 
methods, workmanship, and the fin-
ished product so as to meet the re-
quirements of this specification, and 
shall make full inspections and tests of 
representative samples from each lot 
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to maintain the quality of their prod-
uct. 

(c) Lot size. A lot shall consist of not 
more than 500 work vests manufac-
tured at the same time. Lots shall be 
numbered serially by the manufac-
turer, and if at any time during the 
manufacture of a lot, any change or 
modification in materials or produc-
tion methods is made, a new lot shall 
be started. 

(d) Test facilities. The manufacturer 
shall provide a suitable place and shall 
have on hand the necessary apparatus 
for conducting buoyancy tests in com-
pliance with this specification. The ap-
paratus shall include accurate spring 
scales of adequate capacity, weighted 
wire mesh baskets, and a test tank or 
tanks which can be locked or sealed in 
such a manner as to preclude disturb-
ance of work vests undergoing tests or 
change in water level. 

(e) Buoyancy—(1) Buoyancy test meth-
od. Remove the buoyant inserts from 
the vest. Securely attach the spring 
scale in a position directly over the 
test tank. Suspend the weighted wire 
basket from the scale in such a manner 
that the basket can be weighed while it 
is completely under water. In order to 
measure the actual buoyancy provided 
by the inserts, the underwater weight 
of the empty basket should exceed the 
buoyancy of the inserts. To obtain the 
buoyancy of the inserts, proceed as fol-
lows: 

(i) Weigh the empty wire basket 
under water. 

(ii) Place the inserts inside the bas-
ket and submerge it so that the top of 
the basket is at least 2 inches below 
the surface of the water. Allow the in-
serts to remain submerged for 24 hours. 
The tank shall be locked or sealed dur-
ing this 24-hour submergence period. 

(iii) After the 24-hour submergence 
period, unlock the tank and weigh the 
wire basket with the inserts inside 
while both are still under water. 

(iv) The buoyancy is computed as 
paragraph (e)(1)(i) of this section minus 
paragraph (e)(1)(iii) of this section. 

(2) Buoyancy required. The buoyant 
inserts from work vests shall provide 
not less than 171⁄2 pounds buoyancy in 
fresh water. 

§ 160.053–5 Marking. 
(a) Each work vest must have the fol-

lowing information clearly printed in 
waterproof lettering that can be read 
at a distance of 2 feet: 

Type V—Personal flotation device. 
Inspected and tested in accordance with 

U.S. Coast Guard regulations. 
(Name of buoyant material) buoyant mate-

rial provides a minimum buoyant force 
of 171⁄2 lbs. 

Approved for use on Merchant Vessels as a 
work vest. 

U.S. Coast Guard Approval No. 160.053/(as-
signed manufacturer’s No.)/(Revision 
No.); (Model No.). 

(Name and address of manufacturer or dis-
tributor.) 

(Lot No.) 
This vest is filled with (name of buoyant 

material), which will not be harmed by 
repeated wetting. Hang up and dry thor-
oughly when vest is wet. 

(b) Additional marking required. In ad-
dition to the wording included on the 
marking tag, on a front compartment 
of each work vest there shall be sten-
ciled in waterproof ink in letters not 
less than one inch in height, the words, 
‘‘WORK VEST ONLY.’’ 

(c) Waterproofness of marking tags. 
Marking tags shall be sufficiently wa-
terproof so that after 48 hours submer-
gence in water, they will withstand 
rubbing by hand with moderate pres-
sure while wet without the printed 
matter becoming illegible. 

[CGFR 59–22, 24 FR 4961, June 18, 1959, as 
amended by CGD 72–163R, 38 FR 8121, Mar. 28, 
1973; CGD 75–008, 43 FR 9771, Mar. 9, 1978] 

§ 160.053–6 Procedure for approval. 
(a) General. Work vests for use on 

merchant vessels are approved only by 
the Commandant, U.S. Coast Guard. 
Manufacturers seeking approval of a 
work vest shall follow the procedures 
of this section and subpart 159.005 of 
this chapter. 

(b) If the work vest is of a standard 
design, as described by § 160.053–3, in 
order to be approved, the work vest 
must be tested in accordance with 
§ 160.053–4 by an independent laboratory 
accepted by the Coast Guard under 46 
CFR 159.010. 

(c) If the work vest is of a non-stand-
ard design, the application must in-
clude the following: 
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(1) Plans and specifications con-
taining the information required by 
§ 159.005–12 of this chapter, including 
drawings, product description, con-
struction specifications, and bill of ma-
terials. 

(2) The information specified in 
§ 159.005–5(a)(2) (i) through (iii) of this 
chapter, except that, if preapproval re-
view has been waived, the manufac-
turer is not required to send a proto-
type work vest sample to the Com-
mandant. 

(3) Performance testing results of the 
design performed by an independent 
laboratory, that has a Memorandum of 
Understanding with the Coast Guard 
under § 159.010–7 of this subchapter cov-
ering the in-water testing of personal 
flotation devices, showing equivalence 
to the standard design’s performance in 
all material respects. 

(4) Any special purpose(s) for which 
the work vest is designed and the ves-
sel(s) or vessel type(s) on which its use 
is intended. 

(5) Buoyancy and other relevant tol-
erances to be complied with during pro-
duction. 

(6) The text of any optional marking 
to be included on the work vest in addi-
tion to the markings required by 
§ 160.053. 

[CGD 95–028, 62 FR 51215, Sept. 30, 1997] 

Subpart 160.054—Kits, First-Aid, for 
Inflatable Liferafts 

SOURCE: CGFR 60–36, 25 FR 10637, Nov. 5, 
1960, unless otherwise noted. 

§ 160.054–1 Applicable specification. 
(a) Specification. The following speci-

fication of the issue in effect on the 
date first aid kits are manufactured 
forms a part of this subpart: 

(1) Coast Guard specification 160.041— 
Kits, First-Aid. 

(2) [Reserved] 
(b) Copies on file. Copies of the speci-

fication regulations referred to in this 

section shall be kept on file by the 
manufacturer, together with the ap-
proved plans and certificate of ap-
proval. They shall be kept for a period 
consisting of the duration of approval 
and 6 months after termination of ap-
proval. The Coast Guard specification 
may be obtained from the Commandant 
(CG–ENG), U.S. Coast Guard,2100 2nd 
St., SW., Stop 7126, Washington, DC 
20593–7126. 

[CGFR 60–36, 25 FR 10637, Nov. 5, 1960, as 
amended by CGFR 65–16, 30 FR 10899, Aug. 21, 
1965; CGD 88–070, 53 FR 34536, Sept. 7, 1988; 
CGD 95–072, 60 FR 50467, Sept. 29, 1995; CGD 
96–041, 61 FR 50733, Sept. 27, 1996; USCG–2009– 
0702, 74 FR 49237, Sept. 25, 2009] 

§ 160.054–2 Type and size. 

(a) Type. First-aid kits covered by 
this specification shall be of the water- 
tight type. Alternate arrangements of 
materials meeting the performance re-
quirements of this specification will be 
given special consideration. 

(b) Size. First-aid kits shall be of a 
size adequate for packing 12 standard 
single cartons of the kind indicated in 
specification subpart 160.041. 

§ 160.054–3 Construction. 
(a) Construction. The container shall 

be constructed of tough transparent 
material, not less than .008 inch nomi-
nal thickness, properly sealed around 
three edges, and having the fourth edge 
closed in such manner that it is capa-
ble of being opened and reclosed water-
tight. The re-openable closure may be a 
plastic zip seal closure without slider, 
or other means which meet the test re-
quirements of § 160.054–5. 

(b) [Reserved] 

§ 160.054–4 Contents. 
(a) Individual cartons. Cartons and 

their contents shall be the type indi-
cated in Specification subpart 160.041. 

(b) Items. The items contained in 
first-aid kit shall be as listed in Table 
160.054–4(b). 

TABLE 160.054–4(b)—ITEMS FOR FIRST-AID KIT 

Item No. per pkg. Size of pkg. No. of 
pkgs. 

Bandage compress—4 inches ...................................................... 1 ................................................ Single .............. 1 
Bandage compress—2 inches ...................................................... 4 ................................................ Single .............. 1 
Waterproof adhesive compress—1 inch ....................................... 16 .............................................. Single .............. 1 
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