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(1) ‘‘all recreational boats and on 
uninspected commercial vessels’’ 

(2) ‘‘all recreational boats and on 
uninspected commercial vessels. RE-
QUIRED TO BE WORN to meet Coast 
Guard carriage requirements (except 
for persons in enclosed spaces as ex-
plained in owner’s manual)’’ 

(3) ‘‘inspected commercial vessels as 
a WORK VEST only.’’ 

(4) ‘‘[Insert exact text of special purpose 
or limitation and vessel(s) or vessel 
type(s), noted on approval certificate].’’ 

(k) Size Ranges. The exact text to be 
inserted will be one of the following 
statements as noted on the approval 
certificate: 

(1) ADULT—For persons weighing 
more than 40 kg (90 lb). 

(2) YOUTH—For persons weighing 23– 
40 kg (50–90 lb). 

(3) CHILD SMALL—For persons 
weighing 14–23 kg (30–50 lb). 

(4) ‘‘[Other text noted on approval cer-
tificate].’’ 

[CGD 78–174, 50 FR 33928, Aug. 22, 1985, as 
amended by CGD 78–174A, 51 FR 4351, Feb. 4, 
1986; CGD 78–174, 60 FR 2491, Jan. 9, 1995; 60 
FR 7131, Feb. 7, 1995] 

Subpart 160.115—Launching 
Appliances—Winches 

SOURCE: USCG–2010–0048, 76 FR 62976, Oct. 
11, 2011, unless otherwise noted. 

§ 160.115–1 Scope. 
This subpart prescribes standards, 

tests, and procedures for seeking Coast 
Guard approval of a winch used in con-
junction with a davit approved under 
subpart 160.132 of this part for lifeboats 
approved under subpart 160.135 of this 
part, liferafts approved under subparts 
160.051 or 160.151 of this part, and rescue 
boats approved under subparts 160.056 
or 160.156 of this part. 

§ 160.115–3 Definitions. 
In addition to the definitions in the 

IMO LSA Code (incorporated by ref-
erence, see § 160.115–5 of this subpart), 
in this subpart, the term: 

Commandant means the Commandant 
(CG–ENG–4), U.S. Coast Guard, 2100 2nd 
Street, SW., Stop 7126, Washington, DC 
20593–7126. 

Independent laboratory has the same 
meaning as 46 CFR 159.001–3. A list of 

accepted independent laboratories is 
available from the Commandant and 
online at http://cgmix.uscg.mil. 

Officer in Charge, Marine Inspection 
(OCMI) means an officer of the Coast 
Guard designated as such by the Com-
mandant and who fulfills the duties de-
scribed in 46 CFR 1.01–15(b). The ‘‘cog-
nizant OCMI’’ is the OCMI who has im-
mediate jurisdiction over a vessel or 
geographic area for the purpose of per-
forming the duties previously de-
scribed. 

SOLAS means the International Con-
vention for the Safety of Life at Sea, 
1974, as amended. 

§ 160.115–5 Incorporation by reference. 

(a) Certain material is incorporated 
by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 
CFR part 51. To enforce any edition 
other than that specified in this sec-
tion, the Coast Guard must publish no-
tice of change in the FEDERAL REG-
ISTER and the material must be avail-
able to the public. All approved mate-
rial is available for inspection at Com-
mandant (CG–ENG–4), U.S. Coast 
Guard, 2100 2nd Street, SW., Stop 7126, 
Washington, DC 20593–7126. You may 
also inspect this material at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030 or go to http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. You may obtain cop-
ies of the material from the sources 
specified in the following paragraphs. 

(b) International Maritime Organiza-
tion (IMO) Publications Section, 4 Al-
bert Embankment, London SE1 7SR, 
United Kingdom, +44 (0)20 7735 7611, 
http://www.imo.org/. 

(1) IMO Resolution A.760(18), Symbols 
Related to Life-Saving Appliances and 
Arrangements, (adopted November 4, 
1993), IBR approved for § 160.115–19 
(‘‘IMO Res. A.760(18)’’). 

(2) Life-Saving Appliances, including 
LSA Code, 2010 Edition, (2010), pages 7– 
71 (‘‘IMO LSA Code’’), IBR approved for 
§ 160.115–7. 

(3) Life-Saving Appliances, including 
LSA Code, 2010 Edition, (2010), Revised 
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recommendation on testing of live-sav-
ing appliances, pages 79–254 (‘‘IMO Re-
vised recommendation on testing’’), 
IBR approved for §§ 160.115–7, 160.115–13, 
and 160.115–15. 

(4) MSC/Circular 980, Standardized 
Life-saving Appliance Evaluation and 
Test Report Forms, (February 13, 2001), 
IBR approved for § 160.115–13 (‘‘IMO 
MSC Circ. 980’’). 

(5) MSC.1/Circular 1205, Guidelines for 
Developing Operation and Maintenance 
Manuals for Lifeboat Systems, (May 26, 
2006), IBR approved for § 160.115–21 
(‘‘IMO MSC.1 Circ. 1205’’). 

§ 160.115–7 Design, construction, and 
performance of winches. 

(a) To seek Coast Guard approval of a 
winch, a manufacturer must comply 
with, and each winch must meet, the 
requirements of the following— 

(1) IMO LSA Code, chapter I/1.2.2 and 
chapter VI/6.1. (incorporated by ref-
erence, see § 160.115–5 of this subpart) 
applicable to the design and intended 
service of the winch; 

(2) IMO Revised recommendation on 
testing, Part 1/8.1 (incorporated by ref-
erence, see § 160.115–5 of this subpart) 
applicable to the winch; 

(3) 46 CFR part 159; and 
(4) This subpart. 
(b) Each winch must meet each of the 

following requirements: 
(1) Materials. (i) All gears must be 

machine cut and made of steel, bronze, 
or other suitable materials properly 
keyed to shafts. The use of cast iron is 
not permitted for these parts. 

(ii) Metals in contact with each other 
must be either galvanically compatible 
or insulated with suitable non-porous 
materials. Provisions must also be 
made to prevent loosening or tight-
ening resulting from differences of 
thermal expansion, freezing, buckling 
of parts, galvanic corrosion, or other 
incompatibilities. 

(iii) Screws, nuts, bolts, pins, keys, 
and other similar hardware, securing 
moving parts must be fitted with suit-
able lock washers, cotter pins, or locks 
to prevent them from coming adrift. 

(2) Bearings and gears. (i) Positive 
means of lubrication must be provided 
for all bearings. 

(ii) When worm gears are used, the 
worm wheel must operate in an oil 

bath. Means to easily check the oil 
level in the gear case must be provided. 

(iii) The manufacturer must furnish a 
lubrication chart and a plate attached 
to the winch indicating the lubricant 
recommended for extremes in tempera-
ture. 

(3) Guards. All moving parts must 
have suitable guards. 

(4) Welding. Welding must be per-
formed by welders certified by the 
Commandant, a classification society 
recognized by the Commandant in ac-
cordance with 46 CFR 8.220, the U.S. 
Navy, or the national body where the 
winch is constructed or the national 
body’s designated recognized organiza-
tion. Only electrodes intended for use 
with the material being welded may be 
used. All welds must be checked using 
appropriate non-destructive tests. 

(5) Winch drums. (i) A winch must 
have grooved drums unless otherwise 
approved by the Commandant. 

(ii) The diameter of the drums must 
be at least 16 times the diameter of the 
falls. 

(iii) Drums must be so arranged as to 
keep the falls separate, and to pay out 
the falls at the same rate. Clutches be-
tween drums are not permitted unless 
bolted locking devices are used. 

(6) Winch motors. For a winch powered 
by electric or hydraulic motors, or 
portable power units such as air or 
electric drills— 

(i) Positive means must be provided 
for controlling the power to the winch, 
arranged so that the operator must 
hold the master switch or controller in 
the ‘‘on’’ or ‘‘hoist’’ position for hoist-
ing, and when released, will imme-
diately shut off the power; 

(ii) A clutch must be fitted to dis-
engage the power installation during 
the lowering operation; 

(iii) A means must be provided to dis-
connect power to the winch before a 
hand crank can be engaged with the 
winch operating shaft, and this inter-
ruption of power must be maintained 
while the hand crank is so engaged; 

(iv) The air or electric power outlet 
for a portable power unit must be lo-
cated adjacent to the winch where the 
unit is to be coupled, and the outlet 
must be interconnected with, and pro-
tected by, the same system of safety 
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devices as required for a winch with 
built-in-motors; 

(v) A main line emergency disconnect 
switch, the opening of which dis-
connects all electrical potential to the 
winch, must be provided. This switch 
must be located in a position accessible 
to the person in charge of the boat 
stowage and must be in a position from 
which the movement of both davit 
arms can be observed as they approach 
the final stowed position; 

(vi) Limit switches, one for each 
davit arm, must be provided to limit 
the travel of the davit arms as they ap-
proach the final stowed position. These 
switches must— 

(A) Be so arranged that the opening 
of either switch will disconnect all 
electrical potential of the circuit in 
which the switches are connected; 

(B) Be arranged to stop the travel of 
the davit arms not less than 0.3m (12 
in) from their final stowed position; 
and 

(C) Remain open until the davit arms 
move outboard beyond the tripping po-
sition of the switches; 

(vii) Motor clutches, when used, must 
be of either frictional or positive en-
gaging type. When one motor is used 
for two winches, the clutch must be so 
arranged that only one winch may be 
engaged at any one time. The clutch 
operating lever must be capable of re-
maining in any position when subject 
to vibration and must be so arranged 
that when in neutral position both life-
boats may be lowered simultaneously; 

(viii) Motors, switches, controls, and 
cables must be waterproof if installed 
on an open deck. Controls may be of 
the drip-proof type if installed in a 
deck house or under deck; 

(ix) Hydraulic systems must be in ac-
cordance with 46 CFR part 58, subpart 
58.30; and 

(x) Electrical installations must 
comply with 46 CFR 111.01–9, 111.01–11, 
111.01–19, 111.25, 111.55, 111.70, and 111.95. 

(7) Quick return. For a winch used to 
launch an inflatable liferaft means 
must be provided for rapidly retrieving 
the falls by hand power. 

(c) Determinations of equivalence of 
design, construction, and materials 
will be made by the Commandant only. 

§ 160.115–9 Preapproval review. 

(a) Except as provided in paragraph 
(c) of this section, the Commandant 
must conduct the preapproval review 
required by this section, in accordance 
with 46 CFR 159.005–5. 

(b) Manufacturer requirements. To 
seek Coast Guard approval of a winch, 
the manufacturer must submit an ap-
plication to the Commandant meeting 
the requirements of 46 CFR 159.005–5 for 
preapproval review. To meet the re-
quirements of 46 CFR 159.005–5(a)(2), 
the manufacturer must submit in trip-
licate— 

(1) A list of drawings, specifications, 
manuals, and any other documentation 
submitted, with each document identi-
fied by number, title, revision number, 
and issue date; 

(2) General arrangement and assem-
bly drawings, including principal di-
mensions; 

(3) Stress calculations for all load 
carrying parts; 

(4) An operation, maintenance, and 
training manual as described in 
§§ 160.115–19 and 160.115–21 of this sub-
part; 

(5) A description of the quality con-
trol procedures and recordkeeping that 
will apply to the production of the 
winch, which must include, but is not 
limited to— 

(i) The system for checking material 
certifications received from suppliers; 

(ii) The method for controlling the 
inventory of materials; 

(iii) The method for checking quality 
of fabrication and joints, including 
welding inspection procedures; and 

(iv) The inspection checklists used 
during various stages of fabrication to 
assure that the approved winch com-
plies with the approved plans and the 
requirements of this subpart; 

(6) Any other drawing(s) necessary to 
show that the winch complies with the 
requirements of this subpart; 

(7) The location or address of all 
manufacturing sites, including the 
name and address of any subcontrac-
tors, where the winch will be con-
structed; and 

(8) The name of the independent lab-
oratory that will perform the duties 
prescribed in § 160.115–15 of this sub-
part. 
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(c) At the request of the manufac-
turer and discretion of the Com-
mandant, an independent laboratory 
may conduct preapproval review re-
quired by this section; so long as the 
preapproval review is conducted in ac-
cordance with the procedures agreed 
upon between the independent labora-
tory and Commandant under 46 CFR 
part 159, subpart 159.010. 

(d) Plan quality. All plans and speci-
fications submitted to the Com-
mandant under this section must— 

(1) Be provided in English, including 
all notes, inscriptions, and designa-
tions for configuration control; 

(2) Address each of the applicable 
items in paragraph (b) of this section 
in sufficient detail to show that the 
winch meets the construction require-
ments of this subpart; 

(3) Accurately depict the proposed 
winch; 

(4) Be internally consistent; 
(5) Be legible; and 
(6) If reviewed by an independent lab-

oratory under paragraph (c) of this sec-
tion, include the independent labora-
tory’s attestation that the plans meet 
the quality requirements of this sec-
tion. 

(e) Alternatives. Alternatives in mate-
rials, parts, or construction, and each 
item replaced by an alternative, must 
be clearly indicated as such in the 
plans and specifications submitted to 
the Commandant under this section. 

(f) Coast Guard review. If the plans or 
specifications do not comply with the 
requirements of this section, Coast 
Guard review may be suspended, and 
the applicant notified accordingly. 

§ 160.115–11 [Reserved] 

§ 160.115–13 Approval inspections and 
tests for prototype winches. 

(a) If the manufacturer is notified 
that the information submitted in ac-
cordance with § 160.115–9 of this subpart 
is satisfactory to the Commandant, the 
manufacturer may proceed with fab-
rication of the prototype winch and the 
approval inspections and tests required 
under this section. 

(b) Except as provided in paragraph 
(f) of this section, the Coast Guard 
must conduct the approval inspections 
and witness the approval tests required 
under this section. 

(c) Manufacturer requirements. To pro-
ceed with approval inspections and 
tests required by this section, the man-
ufacturer must— 

(1) Notify the Commandant and cog-
nizant Officer in Charge, Marine In-
spection (OCMI) of where the approval 
inspections and tests required under 
this section will take place, and such 
notifications must be in sufficient time 
to allow making travel arrangements; 

(2) Arrange a testing schedule that 
allows for a Coast Guard inspector to 
travel to the site where the testing is 
to be performed; 

(3) Admit the Coast Guard inspector 
to any place where work or testing is 
performed on winches or their compo-
nent parts and materials for the pur-
pose of— 

(i) Conducting inspections as nec-
essary to determine that the proto-
type— 

(A) Conforms with the plans reviewed 
under § 160.115–9 of this subpart; 

(B) Is constructed by the methods 
and with the materials specified in the 
plans reviewed under § 160.115–9 of this 
subpart; and 

(C) When welding is part of the con-
struction process, is constructed by the 
welding procedure and materials as per 
the plans reviewed under § 160.115–9 of 
this subpart and the welders are appro-
priately qualified; 

(ii) Assuring that the quality-assur-
ance program of the manufacturer is 
satisfactory; 

(iii) Witnessing tests; and 
(iv) Taking samples of parts or mate-

rials for additional inspections or tests; 
and 

(4) Make available to the Coast 
Guard inspector the affidavits or in-
voices from the suppliers of all essen-
tial materials used in the production of 
winches, together with records identi-
fying the lot or serial numbers of the 
winches in which such materials were 
used. 

(d) Tests. (1) IMO Revised recommenda-
tion on testing. Each prototype winch of 
each design must pass each of the tests 
described in IMO Revised recommenda-
tion on testing, part 1, paragraph 8.1 
(incorporated by reference, see 
§ 160.115–5 of this subpart) applicable to 
winches. 
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(2) Visual inspection. Each winch must 
be visually inspected to confirm— 

(i) Compliance with this subpart; 
(ii) Conformance with the examined 

plans; and 
(iii) Ease of operation and mainte-

nance. 
(3) Hydraulic controls. If the winch 

motor includes a fluid power and con-
trol system, a test of the hydraulic 
controls must be conducted in accord-
ance with 46 CFR 58.30–35. 

(e) Test waiver. The Commandant 
may waive certain tests for a winch 
similar in construction to a winch that 
has successfully completed the tests. 

(f) At the request of the manufac-
turer and discretion of the Com-
mandant, an independent laboratory 
may perform approval inspections and 
witness approval tests required by this 
section so long as the inspections and 
tests are performed and witnessed in 
accordance with the procedures agreed 
upon between the independent labora-
tory and Commandant under 46 CFR 
part 159, subpart 159.010. 

(g) After completion of approval in-
spections and tests required by this 
section, the manufacturer must comply 
with the requirements of 46 CFR 
159.005–9(a)(5) by preparing and submit-
ting to the Commandant for review— 

(1) The prototype approval test re-
port containing the same information 
recommended by IMO MSC Circ. 980 
(incorporated by reference, see 
§ 160.115–5). The report must include a 
signed statement by the Coast Guard 
inspector (or independent laboratory as 
permitted under paragraph (f) of this 
section) who witnessed the testing, in-
dicating that the report accurately de-
scribes the testing and its results; and 

(2) The final version of the plans re-
quired under § 160.115–9 of this subpart 
in triplicate. 

(h) The Commandant will review the 
report and plans submitted under para-
graph (g) of this section, and if satis-
factory to the Commandant, will ap-
prove the plans under 46 CFR 159.005–13. 

§ 160.115–15 Production inspections, 
tests, quality control, and conform-
ance of winches. 

(a) Unless the Commandant directs 
otherwise, an independent laboratory 
must perform or witness, as appro-

priate, inspections, tests, and oversight 
required by this section. Production in-
spections and tests of a winch must be 
carried out in accordance with the pro-
cedures for independent laboratory in-
spection in 46 CFR part 159, subpart 
159.007 and in this section, unless the 
Commandant authorizes alternative 
tests and inspections. The Com-
mandant may prescribe additional pro-
duction tests and inspections necessary 
to maintain quality control and to 
monitor compliance with the require-
ments of this subpart. 

(b) Manufacturer’s responsibility. The 
manufacturer must— 

(1) Institute a quality control proce-
dure to ensure that all production 
winches are produced to the same 
standard, and in the same manner, as 
the prototype winch approved by the 
Commandant. The manufacturer’s 
quality control personnel must not 
work directly under the department or 
person responsible for either produc-
tion or sales; 

(2) Schedule and coordinate with the 
independent laboratory (or Coast 
Guard inspector if required under para-
graph (a) of this section) to ensure that 
all tests are performed as described in 
this section; 

(3) Submit to the Commandant a 
yearly report that contains the fol-
lowing— 

(i) Serial number and date of final as-
sembly of each winch constructed; 

(ii) The name of the representative of 
the independent laboratory (or Coast 
Guard inspector if required under para-
graph (a) of this section); and 

(iii) Name of the vessel and company 
receiving the winch, if known; 

(4) Ensure that the arrangement and 
materials entering into the construc-
tion of the winch are in accordance 
with plans approved under § 160.115– 
13(h) of this subpart; 

(5) Allow an independent laboratory 
(or Coast Guard inspector if required 
under paragraph (a) of this section) ac-
cess to any place where materials are 
stored for the winch, work or testing is 
performed on winches or their compo-
nent parts and materials, or records 
are retained to meet the requirements 
of paragraph (c) of this section, below, 
for the purpose of— 
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(i) Assuring that the quality control 
program of the manufacturer is satis-
factory; 

(ii) Witnessing tests; or 
(iii) Taking samples of parts or mate-

rials for additional inspections or tests; 
and 

(6) Ensure that the independent lab-
oratory (or Coast Guard inspector if re-
quired under paragraph (a) of this sec-
tion) conducts the inspections and wit-
nesses the tests required by paragraph 
(e) of this section, and further conducts 
a visual inspection to verify that the 
winches are being made in accordance 
with the plans approved under § 160.115– 
13(h) of this subpart and the require-
ments of this subpart. 

(c) Recordkeeping. The manufacturer 
must maintain records in accordance 
with 46 CFR 159.007–13. The manufac-
turer must keep records of all items 
listed in this section for at least 5 
years from the date of termination of 
approval of each winch. The records 
must include— 

(1) A copy of this subpart, other CFR 
sections referenced in this subpart, and 
each document listed in § 160.115–5 of 
this subpart; 

(2) A copy of the approved plans, doc-
umentation, and certifications; 

(3) A current certificate of approval 
for each approved winch; 

(4) Affidavits, certificates, or in-
voices from the suppliers identifying 
all essential materials used in the pro-
duction of approved winches, together 
with records identifying the serial 
numbers of the winches in which such 
materials were used; 

(5) Records of all structural welding 
and name of operator(s); 

(6) Records of welder certificates, 
training, and qualifications; 

(7) Date and results of calibration of 
test equipment and the name and ad-
dress of the company or agency that 
performed the calibration; 

(8) The serial number of each produc-
tion winch, along with records of its in-
spections and tests carried out under 
this section; and 

(9) The original purchaser of each 
winch and the vessel on which it was 
installed, if known. 

(d) Independent laboratory responsi-
bility. The independent laboratory must 
perform or witness, as appropriate, the 

inspections and tests under this section 
for each Coast Guard-approved winch 
to be installed on a U.S. flag vessel. If 
the manufacturer also produces winch-
es for approval by other maritime safe-
ty administrations, the inspections 
may be coordinated with inspection 
visits for those administrations. 

(e) Production inspections and tests. (1) 
Each approved winch must be inspected 
and tested in accordance with the pro-
cedures in 46 CFR part 159, subpart 
159.007 and the brake test described in 
IMO Revised recommendation on test-
ing, part 2, paragraph 6.1.1 (incor-
porated by reference, see § 160.115–5 of 
this subpart). 

(2) The lowering tests described in 
IMO Revised recommendation on test-
ing, Part 2, paragraph 6.1 may be per-
formed if the installation height is 
known. If these tests are performed, 
the results must be in accordance with 
46 CFR 199.153(h) through (j). 

§ 160.115–17 Marking and labeling. 
(a) Each winch must be marked with 

a plate or label permanently affixed in 
a conspicuous place readily accessible 
for inspection and sufficiently durable 
to withstand continuous exposure to 
environmental conditions at sea for the 
life of the winch. 

(b) The plate or label must be in 
English, but may also be in other lan-
guages. 

(c) The plate or label must contain 
the— 

(1) Name and address of the manufac-
turer; 

(2) Manufacturer’s model identifica-
tion; 

(3) Name of the independent labora-
tory that witnessed the prototype or 
production tests; 

(4) Serial number of the winch; 
(5) U.S. Coast Guard approval num-

ber; 
(6) Month and year of manufacture; 
(7) Safe working load of the winch; 

and 
(8) Word ‘‘SOLAS’’. 

§ 160.115–19 Operating instructions 
and information for the ship’s train-
ing manual. 

(a) Each winch must have instruc-
tions and information for the ship’s 
training manual that use the symbols 
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from IMO Res. A.760(18) (incorporated 
by reference, see § 160.115–5 of this sub-
part) to describe the location and oper-
ation of the winch. 

(b) The instructions and information 
required by paragraph (a) of this sec-
tion may be combined with similar ma-
terial for survival craft and rescue 
boats, and their complete launching 
systems. 

(c) The winch manufacturer must 
make operating instructions and infor-
mation required by paragraph (a) of 
this section available in English to the 
purchaser of a winch approved by the 
Coast Guard. 

§ 160.115–21 Operation and mainte-
nance instructions. 

(a) Each winch must have operation 
and maintenance instructions that— 

(1) Follows the general format and 
content specified in IMO MSC.1 Circ. 
1205 (incorporated by reference, see 
§ 160.115–5 of this subpart); and 

(2) Includes a checklist for use in 
monthly, external visual inspections of 
the winch. 

(b) The winch manufacturer must 
make the manual required by para-
graph (a) of this section available in 
English to the purchaser of a winch ap-
proved by the Coast Guard. 

(c) The operation and maintenance 
instructions required by paragraph (a) 
of this section may be combined with 
similar material for survival craft and 
rescue boats, and their complete 
launching systems. 

§ 160.115–23 Procedure for approval of 
design or material change. 

(a) Each change in design, material, 
or construction from the plans ap-
proved under 46 CFR 159.005–13 and 
§ 160.115–13(h) of this subpart must be 
approved by the Commandant before 
being used in any production winch. 
The manufacturer must submit any 
such change following the procedures 
in § 160.115–9 of this subpart, but docu-
mentation on items that are un-
changed from the plans approved under 
46 CFR 159.005–13 and § 160.115–13(h) of 
this subpart need not be resubmitted. 

(b) Unless determined by the Com-
mandant to be unnecessary, a proto-
type winch with each change described 
in paragraph (a) of this section must be 

made and tested according to the pro-
cedures for new approvals in §§ 160.115– 
9 through 160.115–13 of this subpart. 

(c) Determinations of equivalence of 
design, construction, and materials 
will be made by the Commandant only. 

Subpart 160.132—Launching 
Appliances—Davits 

SOURCE: USCG–2010–0048, 76 FR 62979, Oct. 
11, 2011, unless otherwise noted. 

§ 160.132–1 Scope. 
This subpart prescribes standards, 

tests, and procedures for seeking Coast 
Guard approval of a davit used in con-
junction with a winch approved under 
subpart 160.115 of this part for lifeboats 
approved under subpart 160.135 of this 
part, liferafts approved under subparts 
160.051 or 160.151 of this part, and rescue 
boats approved under subparts 160.056 
or 160.156 of this part. 

§ 160.132–3 Definitions. 
In addition to the definitions in the 

IMO LSA Code (incorporated by ref-
erence, see § 160.132–5 of this subpart), 
in this subpart, the term: 

Commandant means the Commandant 
(CG–ENG–4), U.S. Coast Guard, 2100 2nd 
Street, SW., Stop 7126, Washington, DC 
20593–7126. 

Independent laboratory has the same 
meaning as 46 CFR 159.001–3. A list of 
accepted independent laboratories is 
available from the Commandant and 
online at http://cgmix.uscg.mil. 

Officer in Charge, Marine Inspection 
(OCMI) means an officer of the Coast 
Guard designated as such by the Com-
mandant and who fulfills the duties de-
scribed in 46 CFR 1.01–15(b). The ‘‘cog-
nizant OCMI’’ is the OCMI who has im-
mediate jurisdiction over a vessel or 
geographic area for the purpose of per-
forming the duties previously de-
scribed. 

SOLAS means the International Con-
vention for the Safety of Life at Sea, 
1974, as amended. 

§ 160.132–5 Incorporation by reference. 
(a) Certain material is incorporated 

by reference into this part with the ap-
proval of the Director of the Federal 
Register under 5 U.S.C. 552(a) and 1 

VerDate Mar<15>2010 14:44 Nov 28, 2012 Jkt 226201 PO 00000 Frm 00209 Fmt 8010 Sfmt 8010 Y:\SGML\226201.XXX 226201pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-01-02T10:42:08-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




