
197 

Coast Guard, DHS § 160.115–15 

(2) Visual inspection. Each winch must 
be visually inspected to confirm— 

(i) Compliance with this subpart; 
(ii) Conformance with the examined 

plans; and 
(iii) Ease of operation and mainte-

nance. 
(3) Hydraulic controls. If the winch 

motor includes a fluid power and con-
trol system, a test of the hydraulic 
controls must be conducted in accord-
ance with 46 CFR 58.30–35. 

(e) Test waiver. The Commandant 
may waive certain tests for a winch 
similar in construction to a winch that 
has successfully completed the tests. 

(f) At the request of the manufac-
turer and discretion of the Com-
mandant, an independent laboratory 
may perform approval inspections and 
witness approval tests required by this 
section so long as the inspections and 
tests are performed and witnessed in 
accordance with the procedures agreed 
upon between the independent labora-
tory and Commandant under 46 CFR 
part 159, subpart 159.010. 

(g) After completion of approval in-
spections and tests required by this 
section, the manufacturer must comply 
with the requirements of 46 CFR 
159.005–9(a)(5) by preparing and submit-
ting to the Commandant for review— 

(1) The prototype approval test re-
port containing the same information 
recommended by IMO MSC Circ. 980 
(incorporated by reference, see 
§ 160.115–5). The report must include a 
signed statement by the Coast Guard 
inspector (or independent laboratory as 
permitted under paragraph (f) of this 
section) who witnessed the testing, in-
dicating that the report accurately de-
scribes the testing and its results; and 

(2) The final version of the plans re-
quired under § 160.115–9 of this subpart 
in triplicate. 

(h) The Commandant will review the 
report and plans submitted under para-
graph (g) of this section, and if satis-
factory to the Commandant, will ap-
prove the plans under 46 CFR 159.005–13. 

§ 160.115–15 Production inspections, 
tests, quality control, and conform-
ance of winches. 

(a) Unless the Commandant directs 
otherwise, an independent laboratory 
must perform or witness, as appro-

priate, inspections, tests, and oversight 
required by this section. Production in-
spections and tests of a winch must be 
carried out in accordance with the pro-
cedures for independent laboratory in-
spection in 46 CFR part 159, subpart 
159.007 and in this section, unless the 
Commandant authorizes alternative 
tests and inspections. The Com-
mandant may prescribe additional pro-
duction tests and inspections necessary 
to maintain quality control and to 
monitor compliance with the require-
ments of this subpart. 

(b) Manufacturer’s responsibility. The 
manufacturer must— 

(1) Institute a quality control proce-
dure to ensure that all production 
winches are produced to the same 
standard, and in the same manner, as 
the prototype winch approved by the 
Commandant. The manufacturer’s 
quality control personnel must not 
work directly under the department or 
person responsible for either produc-
tion or sales; 

(2) Schedule and coordinate with the 
independent laboratory (or Coast 
Guard inspector if required under para-
graph (a) of this section) to ensure that 
all tests are performed as described in 
this section; 

(3) Submit to the Commandant a 
yearly report that contains the fol-
lowing— 

(i) Serial number and date of final as-
sembly of each winch constructed; 

(ii) The name of the representative of 
the independent laboratory (or Coast 
Guard inspector if required under para-
graph (a) of this section); and 

(iii) Name of the vessel and company 
receiving the winch, if known; 

(4) Ensure that the arrangement and 
materials entering into the construc-
tion of the winch are in accordance 
with plans approved under § 160.115– 
13(h) of this subpart; 

(5) Allow an independent laboratory 
(or Coast Guard inspector if required 
under paragraph (a) of this section) ac-
cess to any place where materials are 
stored for the winch, work or testing is 
performed on winches or their compo-
nent parts and materials, or records 
are retained to meet the requirements 
of paragraph (c) of this section, below, 
for the purpose of— 
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(i) Assuring that the quality control 
program of the manufacturer is satis-
factory; 

(ii) Witnessing tests; or 
(iii) Taking samples of parts or mate-

rials for additional inspections or tests; 
and 

(6) Ensure that the independent lab-
oratory (or Coast Guard inspector if re-
quired under paragraph (a) of this sec-
tion) conducts the inspections and wit-
nesses the tests required by paragraph 
(e) of this section, and further conducts 
a visual inspection to verify that the 
winches are being made in accordance 
with the plans approved under § 160.115– 
13(h) of this subpart and the require-
ments of this subpart. 

(c) Recordkeeping. The manufacturer 
must maintain records in accordance 
with 46 CFR 159.007–13. The manufac-
turer must keep records of all items 
listed in this section for at least 5 
years from the date of termination of 
approval of each winch. The records 
must include— 

(1) A copy of this subpart, other CFR 
sections referenced in this subpart, and 
each document listed in § 160.115–5 of 
this subpart; 

(2) A copy of the approved plans, doc-
umentation, and certifications; 

(3) A current certificate of approval 
for each approved winch; 

(4) Affidavits, certificates, or in-
voices from the suppliers identifying 
all essential materials used in the pro-
duction of approved winches, together 
with records identifying the serial 
numbers of the winches in which such 
materials were used; 

(5) Records of all structural welding 
and name of operator(s); 

(6) Records of welder certificates, 
training, and qualifications; 

(7) Date and results of calibration of 
test equipment and the name and ad-
dress of the company or agency that 
performed the calibration; 

(8) The serial number of each produc-
tion winch, along with records of its in-
spections and tests carried out under 
this section; and 

(9) The original purchaser of each 
winch and the vessel on which it was 
installed, if known. 

(d) Independent laboratory responsi-
bility. The independent laboratory must 
perform or witness, as appropriate, the 

inspections and tests under this section 
for each Coast Guard-approved winch 
to be installed on a U.S. flag vessel. If 
the manufacturer also produces winch-
es for approval by other maritime safe-
ty administrations, the inspections 
may be coordinated with inspection 
visits for those administrations. 

(e) Production inspections and tests. (1) 
Each approved winch must be inspected 
and tested in accordance with the pro-
cedures in 46 CFR part 159, subpart 
159.007 and the brake test described in 
IMO Revised recommendation on test-
ing, part 2, paragraph 6.1.1 (incor-
porated by reference, see § 160.115–5 of 
this subpart). 

(2) The lowering tests described in 
IMO Revised recommendation on test-
ing, Part 2, paragraph 6.1 may be per-
formed if the installation height is 
known. If these tests are performed, 
the results must be in accordance with 
46 CFR 199.153(h) through (j). 

§ 160.115–17 Marking and labeling. 
(a) Each winch must be marked with 

a plate or label permanently affixed in 
a conspicuous place readily accessible 
for inspection and sufficiently durable 
to withstand continuous exposure to 
environmental conditions at sea for the 
life of the winch. 

(b) The plate or label must be in 
English, but may also be in other lan-
guages. 

(c) The plate or label must contain 
the— 

(1) Name and address of the manufac-
turer; 

(2) Manufacturer’s model identifica-
tion; 

(3) Name of the independent labora-
tory that witnessed the prototype or 
production tests; 

(4) Serial number of the winch; 
(5) U.S. Coast Guard approval num-

ber; 
(6) Month and year of manufacture; 
(7) Safe working load of the winch; 

and 
(8) Word ‘‘SOLAS’’. 

§ 160.115–19 Operating instructions 
and information for the ship’s train-
ing manual. 

(a) Each winch must have instruc-
tions and information for the ship’s 
training manual that use the symbols 
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