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46 CFR Ch. I (10–1–12 Edition) § 181.520 

or otherwise permanently attached to 
a bulkhead or deck. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996; 61 FR 
24464, May 15, 1996, as amended at 62 FR 
51358, Sept. 30, 1997] 

§ 181.520 Installation and location. 
Portable fire extinguishers must be 

located so that they are clearly visible 
and readily accessible from the space 
being protected. The installation and 
location must be to the satisfaction of 
the Officer in Charge, Marine Inspec-
tion. 

Subpart F—Additional Equipment 
§ 181.600 Fire axe. 

A vessel of more than 19.8 meters (65 
feet) in length must have at least one 
fire axe located in or adjacent to the 
primary operating station. 

§ 181.610 Fire bucket. 
A vessel not required to have a power 

driven fire pump by § 181.300 must have 
at least three 9.5 liter (21⁄2 gallon) buck-
ets, with an attached lanyard satisfac-
tory to the cognizant OCMI, placed so 
as to be easily available during an 
emergency. The words ‘‘FIRE BUCK-
ET’’ must be stenciled in a contrasting 
color on each bucket. 

[CGD 85–080, 61 FR 982, Jan. 10, 1996, as 
amended at 62 FR 51358, Sept. 30, 1997] 

PART 182—MACHINERY 
INSTALLATION 

Subpart A—General Provisions 

Sec. 
182.100 Intent. 
182.115 Applicability; preemptive effect. 
182.130 Alternative standards. 

Subpart B—Propulsion Machinery 

182.200 General. 
182.220 Installations. 

Subpart C—Auxiliary Machinery 

182.310 Installations. 
182.320 Water heaters. 
182.330 Pressure vessels. 

Subpart D—Specific Machinery 
Requirements 

182.400 Applicability. 

182.405 Fuel restrictions. 
182.410 General requirements. 
182.415 Carburetors. 
182.420 Engine cooling. 
182.422 Integral and non-integral keel cooler 

installations. 
182.425 Engine exhaust cooling. 
182.430 Engine exhaust pipe installation. 
182.435 Integral fuel tanks. 
182.440 Independent fuel tanks. 
182.445 Fill and sounding pipes for fuel 

tanks. 
182.450 Vent pipes for fuel tanks. 
182.455 Fuel piping. 
182.458 Portable fuel systems. 
182.460 Ventilation of spaces containing ma-

chinery powered by, or fuel tanks for, 
gasoline. 

182.465 Ventilation of spaces containing die-
sel machinery. 

182.470 Ventilation of spaces containing die-
sel fuel tanks. 

182.480 Flammable vapor detection systems. 

Subpart E—Bilge and Ballast Systems 

182.500 General. 
182.510 Bilge piping system. 
182.520 Bilge pumps. 
182.530 Bilge high level alarms. 
182.540 Ballast systems. 

Subpart F—Steering Systems 

182.600 General. 
182.610 Main steering gear. 
182.620 Auxiliary means of steering. 

Subpart G—Piping Systems 

182.700 General. 
182.710 Piping for vital systems. 
182.715 Piping subject to more than 1,034 

kPa (150 psig) in non-vital systems. 
182.720 Nonmetallic piping materials. 
182.730 Nonferrous metallic piping mate-

rials. 

AUTHORITY: 46 U.S.C. 3306; E.O. 12234, 45 FR 
58801, 3 CFR, 1980 Comp., p. 277; Department 
of Homeland Security Delegation No. 0170.1. 

SOURCE: CGD 85–080, 61 FR 986, Jan. 10, 1996, 
unless otherwise noted. 

Subpart A—General Provisions 

§ 182.100 Intent. 
This part contains requirements for 

the design, construction, installation, 
and operation of propulsion and auxil-
iary machinery, piping and pressure 
systems, steering apparatus, and asso-
ciated safety systems. Machinery and 
equipment installed on each vessel 
must be suitable for the vessel and its 
operation and for the purpose intended. 
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Coast Guard, DHS § 182.310 

All machinery and equipment must be 
installed and maintained in such a 
manner as to afford adequate protec-
tion from causing fire, explosion, ma-
chinery failure, and personnel injury. 

§ 182.115 Applicability; preemptive ef-
fect. 

(a) Except as otherwise required by 
paragraphs (b), (c) and (d) of this sec-
tion, an existing vessel must comply 
with the regulations on machinery, 
bilge and ballast system equipment, 
steering apparatus, and piping systems 
or components that were applicable to 
the vessel on March 10, 1996 or, as an 
alternative, the vessel may comply 
with the regulations in this part. 

(b) New installations of machinery, 
bilge and ballast system equipment, 
steering equipment, and piping systems 
or components on an existing vessel, 
which are completed to the satisfaction 
of the cognizant Officer in Charge, Ma-
rine Inspection (OCMI) on or after 
March 11, 1996, must comply with the 
regulations of this part. Replacement 
of existing equipment installed on the 
vessel prior to March 11, 1996, need not 
comply with the regulations in this 
part. 

(c) An existing vessel equipped with 
machinery powered by gasoline or 
other fuels having a flash point of 43.3 
°C (110 °F) or lower must comply with 
the requirements of § 182.410(c) on or 
before March 11, 1999. 

(d) On or before March 11, 1999, an ex-
isting vessel must comply with the 
bilge high level alarm requirements in 
§ 182.530. 

(e) The regulations in this part have 
preemptive effect over State or local 
regulations in the same field. 

[CGD 85–080, 61 FR 986, Jan. 10, 1996, as 
amended by USCG 2006–24797, 77 FR 33892, 
June 7, 2012] 

§ 182.130 Alternative standards. 
As an alternative to complying with 

the provisions of this part, a vessel of 
not more than 19.8 meters (65 feet) in 
length, carrying not more than 12 pas-
sengers, and propelled by gasoline or 
diesel internal combustion engines, 
other than a High Speed Craft, may 
comply with ABYC H–2, ABYC H–22, 
ABYC H–24, ABYC H–25, ABYC H–32, 
ABYC H–33, ABYC P–1, and ABYC P–4 

(all eight standards incorporated by 
reference, see 46 CFR 175.600) as speci-
fied in this part. 

[USCG–2003–16630, 73 FR 65207, Oct. 31, 2008] 

Subpart B—Propulsion Machinery 
§ 182.200 General. 

(a) Propulsion machinery must be 
suitable in type and design for propul-
sion requirements of the hull in which 
it is installed and capable of operating 
at constant marine load under such re-
quirements without exceeding its de-
signed limitations. 

(b) All engines must have at least 
two means for stopping the engine(s) 
under any operating conditions. The 
fuel oil shutoff required at the engine 
by § 182.455(b)(4) will satisfy one means 
of stopping the engine. 

§ 182.220 Installations. 
(a) Except as otherwise provided in 

this section, propulsion machinery in-
stallations must comply with the pro-
visions of this part. 

(b) The requirements for machinery 
and boilers for steam and electrically 
propelled vessels are contained in ap-
plicable regulations in subchapter F 
(Marine Engineering) and subchapter J 
(Electrical Engineering) of this chap-
ter. 

(c) Propulsion machinery of an un-
usual type for small passenger vessels 
must be given separate consideration 
and is subject to such requirements as 
determined necessary by the cognizant 
OCMI. These unusual types of propul-
sion machinery include: 

(1) Gas turbine machinery installa-
tions; 

(2) Air screws; 
(3) Hydraulic jets; and 
(4) Machinery installations using lift 

devices. 

Subpart C—Auxiliary Machinery 

§ 182.310 Installations. 
(a) Auxiliary machinery of the inter-

nal combustion piston type must com-
ply with the provisions of this part. 

(b) Auxiliary machinery of the steam 
or gas turbine type will be given sepa-
rate consideration and must meet the 
applicable requirements of subchapter 
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