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that are deemed to be galvanically 
compatible; and 

(5) Other uses specifically accepted 
by the cognizant OCMI. 

(b) Where nonferrous metallic mate-
rial is permitted for use in piping sys-
tems by this subpart, the restrictions 
in this paragraph apply: 

(1) Provisions must be made to pro-
tect piping systems using aluminum al-
loys in high risk fire areas due to the 
low melting point of aluminum alloys; 

(2) Provisions must be made to pre-
vent or mitigate the effect of galvanic 
corrosion due to the relative solution 
potentials of copper, aluminum, and al-
loys of copper and aluminum, which 
are used in conjunction with each 
other, steel, or other metals and their 
alloys; 

(3) A suitable thread compound must 
be used in making up threaded joints in 
aluminum pipe to prevent seizing. Pipe 
in the annealed temper must not be 
threaded; 

(4) The use of aluminum alloys with 
a copper content exceeding 0.6 percent 
is prohibited; and 

(5) The use of cast aluminum alloys 
in hydraulic fluid power systems must 
be in accordance with the requirements 
of § 58.30–15(f) in subchapter F of this 
chapter. 
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Subpart A—General Provisions 

§ 183.100 Intent. 
This part contains requirements for 

the design, construction, installation, 
and operation of electrical equipment 
and systems including power sources, 
lighting, motors, miscellaneous equip-
ment, and safety systems. 

§ 183.115 Applicability to existing ves-
sels. 

(a) Except as otherwise required by 
paragraphs (b) and (c) of this section, 
an existing vessel must comply with 
the regulations on electrical installa-
tions, equipment, and material that 
were applicable to the vessel on March 
10, 1996, or, as an alternative, the vessel 
may comply with the regulations in 
this part. 

(b) An existing vessel must comply 
with the requirements of §§ 183.420 and 
183.430. 

(c) New installations of electrical 
equipment and material, and the repair 
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or replacement of wire and cable, on an 
existing vessel, which are completed to 
the satisfaction of the cognizant Offi-
cer in Charge, Marine Inspection 
(OCMI) on or after March 11, 1996, must 
comply with this part. Replacement of 
existing equipment, not including wire 
or cable, installed on the vessel prior 
to March 11, 1996 need not comply with 
the regulations in this part. 

§ 183.130 Alternative standards. 

(a) A vessel, other than a high speed 
craft, of not more than 19.8 meters (65 
feet) in length carrying not more than 
12 passengers, may comply with the 
following requirements instead of com-
plying with the requirements of this 
part in their entirety: 

(1) Section 183.420; and 
(2) The following American Boat and 

Yacht Council (ABYC) Projects where 
applicable: 

(i) E–8, ‘‘Alternating Current (AC) 
Electrical Systems on Boats;’’ 

(ii) E–9, ‘‘Direct Current (DC) Elec-
trical Systems on Boats;’’ and 

(iii) A–16, ‘‘Electrical Navigation 
Lights.’’ 

(b) A vessel with an electrical instal-
lation operating at less than 50 volts 
may meet the requirements in 33 CFR 
183.430 instead of those in § 183.340 of 
this part. 

[CGD 85–080, 61 FR 997, Jan. 10, 1996; 61 FR 
20557, May 7, 1996, as amended by CGD 97–057, 
62 FR 51050, Sept. 30, 1997] 

Subpart B—General Requirements 

§ 183.200 General design, installation, 
and maintenance requirements. 

Electrical equipment on a vessel 
must be installed and maintained to: 

(a) Provide services necessary for 
safety under normal and emergency 
conditions; 

(b) Protect passengers, crew, other 
persons, and the vessel from electrical 
hazards, including fire, caused by or 
originating in electrical equipment, 
and electrical shock; 

(c) Minimize accidental personnel 
contact with energized parts; and 

(d) Prevent electrical ignition of 
flammable vapors. 

§ 183.210 Protection from wet and cor-
rosive environments. 

(a) Electrical equipment used in the 
following locations must be dripproof: 

(1) A machinery space; 
(2) A location normally exposed to 

splashing, water washdown, or other 
wet conditions within a galley, a laun-
dry, or a public washroom or toilet 
room that has a bath or shower; or 

(3) Another space with a similar 
moisture level. 

(b) Electrical equipment exposed to 
the weather must be watertight. 

(c) Electrical equipment exposed to 
corrosive environments must be of 
suitable construction and corrosion-re-
sistant. 

§ 183.220 General safety provisions. 
(a) Electrical equipment and installa-

tions must be suitable for the roll, 
pitch, and vibration of the vessel un-
derway. 

(b) All equipment, including switch-
es, fuses, lampholders, etc., must be 
suitable for the voltage and current 
utilized. 

(c) Receptacle outlets of the type 
providing a grounded pole or a specific 
direct current polarity must be of a 
configuration that will not permit im-
proper connection. 

(d) All electrical equipment and cir-
cuits must be clearly marked and iden-
tified. 

(e) Any cabinet, panel, box, or other 
enclosure containing more than one 
source of power must be fitted with a 
sign warning persons of this condition 
and identifying the circuits to be dis-
connected. 

§ 183.230 Temperature ratings. 
Temperature ratings of electrical 

equipment must meet the requirements 
of 46 CFR 111.01–15. 

[USCG–2003–16630, 73 FR 65209, Oct. 31, 2008] 

Subpart C—Power Sources and 
Distribution Systems 

§ 183.310 Power sources. 
(a)(1) Each vessel that relies on elec-

tricity to power the following loads 
must be arranged so that the loads can 
be energized from two sources of elec-
tricity: 
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