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of this subchapter shall be constructed 
and outfitted in accordance with the 
applicable requirements of this sub-
chapter. 

(f) Vans containing scientific equip-
ment are considered as within the defi-
nition of § 188.10–67 of this subchapter. 

§ 195.11–15 Plan approval and inspec-
tion. 

(a) Accommodation, power and chem-
ical stores vans are subject to normal 
plan submission procedures of subpart 
189.55 and to initial construction in-
spection. They must be inspected at 
each inspection for certification and 
periodic inspection. 

(b) Vans which have not undergone 
plan review and initial inspection may 
be accepted on a single voyage basis by 
the OCMI provided that they are in 
good condition and are free of hazards 
to personnel. 

[CGFR 67–83, 33 FR 1156, Jan. 27, 1968, as 
amended by USCG–1999–4976, 65 FR 6510, Feb. 
9, 2000] 

§ 195.11–20 Marking and label plate. 

(a) All vans shall be provided with a 
label plate stating light weight, gross 
weight, and power requirements where 
applicable. 

(b) For vans subject to inspection 
label plates shall provide space for the 
date of initial inspection, the marine 
inspector’s initials, and stamp. Space 
shall also be provided for the reinspec-
tion stamping. 

§ 195.11–25 Loading and stowage. 

(a) Vans required to be inspected and 
bearing a current inspection stamp 
may be accepted for loading and stow-
age by the master of the vessel who 
shall insure that the van is in good 
condition. 

(1) Vans containing scientific equip-
ment and nonhazardous stores may be 
accepted by the master of the vessel 
subject to his inspection to determine 
that electrical and pressure connec-
tions are in good condition and ade-
quate for the service intended. 

(b) The master shall insure that all 
vans are securely stowed and attached 
to the vessel to prevent shifting in a 
seaway. Portable vans to be occupied 
during the vessel’s operation shall be 

securely attached to the vessel by 
welding, bolting, or equivalent means. 

(c) Vans shall be located with due re-
gard to access and to prevent recircula-
tion of the discharge from the exhaust 
systems of the vessel. 

(d) The loading of vans shall be in ac-
cordance with the stability require-
ments of the vessel. 

(e) Prior to a vessel’s departure, an 
entry shall be made in the official log-
book for each portable van placed on 
board that such van and its stowage 
are in compliance with the applicable 
requirements in this subchapter. 

§ 195.11–30 Portable tanks. 
(a) All portable tanks, whether haz-

ardous or nonhazardous commodities, 
shall be loaded and stowed in accord-
ance with the stability requirements of 
the vessel. 

(b) Portable tanks for flammable or 
combustible liquids in bulk (see 
§ 188.05–30(b) of this subchapter) shall 
not be carried on vessels. 

(c) Portable tanks containing other 
hazardous materials shall be in accord-
ance with the requirements of 49 CFR 
parts 171–179. 

[CGFR 67–83, 33 FR 1156, Jan. 27, 1968, as 
amended by CGD 86–033, 53 FR 36027, Sept. 16, 
1988] 

Subpart 195.17—Radar 
§ 195.17–1 When required. 

All mechanically propelled vessels of 
1,600 gross tons and over in ocean or 
coastwise service must be fitted with a 
marine radar system for surface navi-
gation. Facilities for plotting radar 
readings must be provided on the 
bridge. 

[CGD 75–074, 42 FR 5965, Jan. 31, 1977] 

Subpart 195.19—Magnetic 
Compass and Gyrocompass 

§ 195.19–1 When required. 
(a) All mechanically propelled vessels 

in ocean or coastwise service must be 
fitted with a magnetic compass. 

(b) All mechanically propelled vessels 
of 1,600 gross tons and over in ocean or 
coastwise service must be fitted with a 
gyrocompass in addition to the mag-
netic compass. 
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(c) Each vessel must have an illumi-
nated repeater for the gyrocompass re-
quired under paragraph (b) that is at 
the main steering stand unless the gy-
rocompass is illuminated and is at the 
main steering stand. 

[CGD 75–074, 42 FR 5965, Jan. 31, 1977] 

Subpart 195.27—Sounding 
Equipment 

§ 195.27–1 When required. 
(a) All mechanically propelled vessels 

of 500 gross tons and over shall be 
fitted with an efficient electronic deep- 
sea sounding apparatus and another 
independent means of obtaining deep- 
sea soundings, which may be a deep-sea 
hand lead. 

[CGFR 67–83, 33 FR 1156, Jan. 27, 1968, as 
amended by CGD 75–074, 42 FR 5965, Jan. 31, 
1977] 

Subpart 195.30—Protection From 
Refrigerants 

SOURCE: CGD 86–036, 57 FR 48327, Oct. 23, 
1992, unless otherwise noted. 

§ 195.30–1 Application. 
(a) This subpart, except § 195.30–90, 

applies to each vessel that is con-
tracted for on or after November 23, 
1992, and is equipped with any refrig-
eration unit using— 

(1) Ammonia to refrigerate any space 
with a volume of more than 20 cubic 
feet; or 

(2) Fluorocarbons to refrigerate any 
space with a volume of more than 1000 
cubic feet. 

(b) Each vessel that is contracted for 
before November 23, 1992, must satisfy 
§ 195.30–90 if it is equipped with any re-
frigeration unit using— 

(1) Ammonia to refrigerate any space 
with a volume of more than 20 cubic 
feet, or 

(2) Fluorocarbons to refrigerate any 
space with a volume of more than 1000 
cubic feet. 

§ 195.30–5 General. 
(a) Each self-contained breathing ap-

paratus must be of the pressure-de-
mand, open-circuit type, approved by 
the Mine Safety and Health Adminis-

tration (MSHA) and by the National 
Institute for Occupational Safety and 
Health (NIOSH), and have at a min-
imum a 30-minute air supply, a full 
facepiece, and a spare charge. 

(b) All equipment shall be main-
tained in an operative condition, and it 
shall be the responsibility of the mas-
ter and chief engineer to ascertain that 
a sufficient number of the crew are fa-
miliar with the operation of the equip-
ment. 

§ 195.30–15 Self-contained breathing 
apparatus. 

(a) Each vessel must have a self-con-
tained breathing apparatus for use as 
protection against gas leaking from a 
refrigeration unit. 

(b) The self-contained breathing ap-
paratus required by paragraph (a) of 
this section may be one of those re-
quired by § 195.35–10. 

§ 195.30–90 Vessels contracted for be-
fore November 23, 1992. 

Vessels contracted for before Novem-
ber 23, 1992, must meet the following 
requirements: 

(a) Each vessel must satisfy §§ 195.30– 
5 through 195.30–15 concerning the num-
ber of items and method of stowage of 
equipment. 

(b) Items of equipment previously ap-
proved, but not meeting the applicable 
specifications set forth in § 195.30–5, 
may continue in service as long as they 
are maintained in good condition to 
the satisfaction of the Officer in 
Charge, Marine Inspection; but each 
item in an installation or a replace-
ment must meet all applicable speci-
fications. 

(c) Each respirator must either sat-
isfy § 195.30–5(a) or be a self-contained 
compressed-air breathing apparatus 
previously approved by MSHA and 
NIOSH under part 160, subpart 160.011, 
of this chapter. 

[CGD 86–036, 57 FR 48327, Oct. 23, 1992, as 
amended by CGD 95–028, 62 FR 51220, Sept. 30, 
1997] 

Subpart 195.35—Fireman’s Outfit 

§ 195.35–1 Application. 
(a) This subpart, except § 195.35–90, 

applies to each vessel, other than an 
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