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Federal Communications Commission § 73.155 

Following is a tabulation of part of 
the modified standard pattern: 

Azimuth 0 30 60 Vertical 
angle 

0 ................. 28.86 68.05 72.06 ................
105 ............. 1,299.42 872.14 254.21 ................
235 ............. 39.00 35.74 38.71 ................
247 ............. 100.47 66.69 32.78 ................

[46 FR 11992, Feb. 12, 1981, as amended at 56 
FR 64862, Dec. 12, 1991; 66 FR 20756, Apr. 25, 
2001] 

§ 73.153 Field strength measurements 
in support of applications or evi-
dence at hearings. 

In the determination of interference, 
groundwave field strength measure-
ments will take precedence over theo-
retical values, provided such measure-
ments are properly taken and pre-
sented. When measurements of 
groundwave signal strength are pre-
sented, they shall be sufficiently com-
plete in accordance with § 73.186 to de-
termine the field strength at 1 mile in 
the pertinent directions for that sta-
tion. The antenna resistance measure-
ments required by § 73.186 need not be 
taken or submitted. 

[44 FR 36037, June 20, 1979, as amended at 56 
FR 64862, Dec. 12, 1991] 

§ 73.154 AM directional antenna par-
tial proof of performance measure-
ments. 

(a) A partial proof of performance 
consists of at least 8 field strength 
measurements made on each of the 
radials that includes a monitoring 
point. If the directional pattern has 
fewer than 4 monitored radials, the 
partial proof shall include measure-
ments on those radials from the latest 
complete proof of performance which 
are adjacent to the monitored radials. 

(b) The measurements are to be made 
within 3 to 15 kilometers from the cen-
ter of the antenna array. When a moni-
toring point as designated on the sta-
tion authorization lies on a particular 
radial, one of the measurements must 
be made at that point. One of the fol-
lowing methods shall be used for the 
partial proof: 

(1) Measurement points shall be se-
lected from the points measured in lat-
est full proof of performance provided 
that the points can be identified with 

reasonable certainty, and that land de-
velopment or other factors have not 
significantly altered propagation char-
acteristics since the last full proof. At 
each point, the licensee shall measure 
directional field strength for compari-
son to either the directional or the 
nondirectional field strength measured 
at that point in the last full proof. 

(2) In the event that a meaningful 
comparison to full proof measurements 
cannot be made, the licensee shall 
measure both directional and nondirec-
tional field strength at eight points on 
each radial. The points need not be 
limited to those measured in the last 
full proof of performance. 

(c) The results of the measurements 
are to be analyzed as follows. Either 
the arithmetic average or the loga-
rithmic average of the ratios of the 
field strength at each measurement 
point to the corresponding field 
strength in the most recent complete 
proof of performance shall be used to 
establish the inverse distance fields. 
(The logarithmic average for each ra-
dial is the antilogarithm of the mean 
of the logarithms of the ratios of field 
strength (new to old) for each measure-
ment location along a given radial). 
When new nondirectional measure-
ments are used as the reference, as de-
scribed in paragraph (b)(2) of this sec-
tion, either the arithmetic or loga-
rithmic averages of directional to non-
directional field strength on each ra-
dial shall be used in conjunction with 
the measured nondirectional field from 
the last proof to establish the inverse 
distance field. 

(d) The result of the most recent par-
tial proof of performance measure-
ments and analysis is to be retained in 
the station records available to the 
FCC upon request. Maps showing new 
measurement points, i.e., points not 
measured in the last full proof, shall be 
associated with the partial proof in the 
station’s records, and shall be provided 
to the FCC upon request. 

[66 FR 20756, Apr. 25, 2001] 

§ 73.155 Periodic directional antenna 
performance recertification. 

A station licensed with a directional 
antenna pattern pursuant to a proof of 
performance using moment method 
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