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(2) In narrow-band direct-printing te-
legraphy normally using forward-error 
correcting mode, the signal SILENCE 
MAYDAY. However, the ARQ mode 
may be used when it is advantageous to 
do so. 

(f) Until they receive the message in-
dicating that normal working may be 
resumed (see paragraph (h) of this sec-
tion), all stations which are aware of 
the distress traffic, and which are not 
taking part in it, and which are not in 
distress, are forbidden to transmit on 
the frequencies in which the distress 
traffic is taking place. 

(g) Stations following distress traffic 
that are able to continue normal serv-
ice may do so when the distress traffic 
is well established and on condition 
that it observes the provisions of para-
graph (f) of this section and that it 
does not interfere with distress traffic. 

(h) When distress traffic has ceased 
on frequencies which have been used 
for distress traffic, the Rescue Coordi-
nation Center controlling a search and 
rescue operation must initiate a mes-
sage for transmission on these fre-
quencies indicating that distress traffic 
has finished. 

(i) In radiotelephony, the message re-
ferred to in paragraph (h) of this sec-
tion consists of: 

(1) The distress signal MAYDAY; 
(2) The call ‘‘Hello all stations’’ or 

CQ (spoken as CHARLIE QUEBEC) spo-
ken three times; 

(3) The words THIS IS (or DE spoken 
as DELTA ECHO in the case of lan-
guage difficulties); 

(4) The call sign or other identifica-
tion of the station sending the mes-
sage; 

(5) The time when the distress situa-
tion has ceased; 

(6) The name and call sign of the mo-
bile station which was in distress; 

(7) The words SEELONCE FEENEE 
pronounced as the French words ‘‘si-
lence fini’’ 

(j) In direct-printing telegraphy, the 
message referred to in paragraph (h) of 
this section consists of: 

(1) The distress signal MAYDAY; 
(2) The call CQ; 
(3) The word DE; 
(4) The call sign or other identifica-

tion of the station sending the mes-
sage; 

(5) The time when distress situation 
has ceased; 

(6) The name and call sign of the mo-
bile station which was in distress; and 

(7) The words SILENCE FINI. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46981, Aug. 7, 2003; 73 FR 4492, Jan. 25, 
2008; 76 FR 67618, Nov. 2, 2011] 

§ 80.1127 On-scene communications. 
(a) On-scene communications are 

those between mobile unit in distress 
and assisting mobile units, and be-
tween the mobile units and unit coordi-
nating search and rescue operations. 

(b) Control of on-scene communica-
tions is the responsibility of the unit 
coordinating search and rescue oper-
ations. Simplex communications must 
be used so that all on-scene mobile sta-
tions may share relevant information 
concerning the distress incident. If di-
rect-printing telegraphy is used, it 
must be in the forward error-correcting 
mode in accordance with ITU-R Rec-
ommendation M.625–3, with Annex, as 
specified in § 80.1101. 

(c) The preferred frequencies in 
radiotelephony for on-scene commu-
nications are 156.8 MHz and 2182 kHz. 
The frequency 2174.5 kHz may also be 
used for ship-to-ship on-scene commu-
nications using narrow-band direct- 
printing telegraphy in the forward 
error correcting mode in accordance 
with ITU–R M.625–3 (incorporated by 
reference, see § 80.7), as specified in 
§ 80.1101. 

(d) In addition to 156.8 MHz and 2182 
kHz, the frequencies 3023 kHz, 4125 kHz, 
5680 kHz, 123.1 MHz and 156.3 MHz may 
be used for ship-to-aircraft on-scene 
communications. 

(e) The selection or designation of 
on-scene frequencies is the responsi-
bility of the unit coordinating search 
and rescue operations. Normally, once 
an on-scene frequency is established, a 
continuous aural or teleprinter watch 
is maintained by all participating on- 
scene mobile units on the selected fre-
quency. 

[57 FR 9065, Mar. 16, 1992, as amended at 68 
FR 46981, Aug. 7, 2003; 76 FR 67618, Nov. 2, 
2011] 

§ 80.1129 Locating and homing signals. 
(a) Locating signals are radio trans-

missions intended to facilitate the 
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